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      Chapter 1. Cisco Monitor Manager Overview
      

      
         This chapter contains the following
            		  sections: 
            		
         

         
      

      
      
      
         
         	About Cisco Extensible Network Controller

         
         	About Cisco Monitor Manager

         
         	Logging in to the Cisco Monitor Manager GUI

         
         	Saving Configuration Changes

         
      

      
      
      
   
      
      
      About Cisco Extensible
         	 Network Controller
      

      
         Cisco Extensible Network
            		Controller (Cisco XNC) is a software platform that serves as an interface between the
            		network elements in one direction (southbound) and third-party applications
            		(northbound). 
            		Cisco XNC is a JVM-based application that runs on a Java Virtual Machine
            		(JVM). 
            		Cisco XNC is based on a highly available, scalable, and extensible
            		architecture that supports a network. 
            		Cisco XNC is built for extensibility using the Open Services Gateway
            		initiative (OSGi) framework, which allows new functionality to be added. 
            	 
         

         
         Cisco XNC can support multiple protocol plugins in the southbound
            		direction. In the current release, OpenFlow version 1.0 is available. 
            	 
         

         
         Cisco XNC provides the following: 
            	 
         

         
         
            	 
               		  Multiprotocol
               			 capability with OpenFlow version 1.0 available in this release. 
               		  
               
               		
            

            
            	 
               		  Functionality to
               			 support network visibility and programmability, such as network topology
               			 discovery, network device management, forwarding rules programming, and access
               			 to detailed network statistics. 
               		  
               
               		
            

            
            	 
               		  A Service
               			 Abstraction Layer (SAL) that enables modular southbound interface support, such
               			 as OpenFlow. 
               		  
               
               		
            

            
            	 
               		  Consistent
               			 management access through the GUI or through Java or Representational State
               			 Transfer (REST) northbound APIs. 
               		  
               
               		
            

            
            	 
               		  Security features,
               			 such as role-based access control (RBAC), and integration with an external
               			 Active Directory using RADIUS or TACACS for authentication, authorization, and
               			 accounting (AAA) functions. 
               		  
               
               		
            

            
            	 
               		  Troubleshooting
               			 tools, such as analytics gathering and diagnostic packet injection. 
               		  
               
               		
            

            
            	 
               		  Cisco advanced
               			 features such as Topology Independent Forwarding (TIF), which enables the
               			 administrator to customize the path a data flow takes through the network. 
               		  
               
               		
            

            
            	 
               		   Cisco network
               			 applications such as Network Slicing that allows logical partitioning of the
               			 network using flow specification.
               		  
               
               		
            

            
            	 
               		  High-availability
               			 clustering to provide scalability and high availability. 
               		  
               
               		
            

            
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      About 
         	 Cisco Monitor Manager

      
         Cisco Monitor Manager is a
            		network application that runs on 
            		Cisco XNC. 
            		Cisco Monitor Manager, in
            		combination with the 
            		Cisco Agent for OpenFlow
            		and 
            		Cisco Nexus 3000 Series
               						  switches, enables you
            		to create a scalable and flexible replacement for matrix switches, which
            		traditionally connect network monitoring devices to points within the network
            		where monitoring is desired. With the 
            		Cisco Monitor Manager
            		solution, you can do the following: 
            	 
         

         
         
            	 
               		  Classify Switched
               			 Port Analyzer (SPAN) and Test Access Point (TAP) ports. 
               		  
               
               		
            

            
            	 
               		  Filter which traffic
               			 should be collected. 
               		  
               
               		
            

            
            	 
               		  Redirect packets
               			 from a single or multiple SPAN or TAP ports to multiple monitoring devices
               			 through delivery ports. 
               		  
               
               		
            

            
            	 
               		  Restrict which users
               			 can view and modify the monitoring system. 
               		  
               
               		
            

            
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Logging in to the 
         	 Cisco Monitor Manager
         	 GUI
      

      
          
            		
            You can log into the 
               		  Cisco Monitor Manager
               		  using HTTP or HTTPS: 
               		
            

            
            		
            
               	 
                  			 The default HTTP web link for the 
                  				Cisco Monitor Manager GUI is 
                  				http://Controller_IP:8080/monitor
                  				
                  			 
                  
                  		  
               

               
               	 
                  			 The default HTTPS web link for the 
                  				Cisco Monitor Manager GUI is 
                  				https://Controller_IP:8443/monitor
                  				
                  			 
                  
                  			 
                  
                     
                        	[image: ../images/note.gif]
Note
                        	


 
                           				
                           Before you can use HTTPS, you must manually specify the https://
                              				  protocol in your web browser. 
                              				
                           

                           
                           			 
                           

                        
                     

                  

                  
                  		  
               

               
            

            
            	 
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	 In your web
                        			 browser, enter the 
                        			 Cisco Monitor Manager web
                        			 link.
                        		  
               

               
               
                  	Step 2  
                     
                  
                  	On the launch
                        			 page, do the following:
                        		  
                        	Enter your
                              				  username and password.
                              				 
                           				  
                           The default
                              					 username and password is admin/admin.
                              				  
                           

                           
                           				
                        

                        
                        	Click 
                              				  Log
                                 					 In.
                              				

                        
                     

                     
                  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Saving Configuration
         	 Changes
      

      
          
            		
            You should
               		  periodically save the configuration changes that you make in 
               		  Cisco Monitor Manager. 
               		
            

            
            		
            
               
                  	[image: ../images/note.gif]
Note
                  	


 
                     		  
                     Any unsaved
                        			 configuration changes will be lost if you stop the 
                        			 Cisco XNC application. 
                        		  
                     

                     
                     		
                     

                  
               

            

            
            	 
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	 On the 
                        			 Cisco Monitor Manager menu bar,
                        			 click the 
                        			 Admin drop-down list. 
                        		   
                     			 
                     
                        
                           	Note   
                                 
                                 
                           	
                              				
                              The administrative management drop-down list displays the
                                 				  username that you used when you logged into 
                                 				  Cisco Monitor Manager. In this documentation, this will be referred to as the 
                                 				  Admin drop-down list.
                                 				
                              

                              
                              			 
                           
                        

                     

                     
                     		  
                  
               

               
               
                  	Step 2  
                     
                  
                  	Choose 
                        			 Save. 
                        		  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Chapter 2. Configuring Ports and Devices
      

      
         This chapter contains the following
            		  sections: 
            		
         

         
      

      
      
      
         
         	Cisco Monitor Manager Port Types

         
         	Configuring a Port Type

         
         	Configuring a Monitor Device

         
         	Configuring a Root Node

         
      

      
      
      
   
      
      
       
         	 Cisco Monitor Manager Port
         	 Types
      

      
         Cisco Monitor Manager
            		allows you to configure different port types. All configured ports are
            		displayed in the 
            		Configured
               		  Ports table on the 
            		Port
               		  Types tab. 
            	 
         

         
         
            Edge Ports
 
            		
            		
            		
            Edge ports are the
               		  ingress ports where traffic enters the monitor network. 
               		  Cisco Monitor Manager
               		  supports the following edge ports: 
               		
            

            
            		
            
               	 
                  			 TAP ports—An edge
                  				port for incoming traffic connected to a physical tap wire. 
                  			 
                  
                  		  
               

               
               	 
                  			 SPAN ports—An edge
                  				port for incoming traffic connected to an upstream switch that is configured as
                  				a SPAN destination. 
                  			 
                  
                  		  
               

               
            

            
            		
            Configuring an edge
               		  port is optional. 
               		
            

            
            	 
         

         
         
            Delivery
               		  Ports
            
 
            		 
            		
            Delivery ports are the
               		  egress ports where the traffic exits the monitor network. These outgoing ports
               		  are connected to a external monitoring device. When you configure a monitor
               		  device in 
               		  Cisco Monitor Manager, you
               		  can associate a name and an icon with the switch and port that you configured. 
               		
            

            
            		
            Configured devices are
               		  displayed in the 
               		  Monitor
                  			 Devices table on the 
               		  Devices tab. The icon appears in the topology
               		  diagram with a line connecting it to the node. 
               		
            

            
            	 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Configuring a Port
         	 Type
      

      Procedure

         
            
               
                  	Step 1  
                     
                  
                  	In the topology
                        			 diagram, click the node for which you want to configure a port.
                        		  
               

               
               
                  	Step 2  
                     
                  
                  	In the 
                        			 Configure
                           				Network Device dialog box, click 
                        			 Configure
                           				Port Types.
                        		  
               

               
               
                  	Step 3  
                     
                  
                  	Complete the
                        			 following fields:
                        		   
                     			 
                     
                     
                        
                           
                              
                                 	Name 
                                    				  
                                 
                                 
                                 	Description 
                                    				  
                                 
                                 
                              

                              
                           
                           
                           
                              
                                 	 
                                    					 
                                     
                                       						Select a port drop-down list 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                     Choose
                                       						the port that you want to configure. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Select Port Type drop-down list 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    Choose the
                                       						port type for the port. This can be one of the following:
                                       					 
                                    

                                    
                                    					 
                                    
                                       	 
                                          						  Edge Port - SPAN—Creates an edge port for incoming
                                          							 traffic connected to an upstream switch that is configured as a SPAN
                                          							 destination. 
                                          						  
                                          
                                          						
                                       

                                       
                                       	 
                                          						  Edge Port - TAP—Creates an edge port for incoming
                                          							 traffic connected to a physical TAP port. 
                                          						  
                                          
                                          						
                                       

                                       
                                       	 
                                          						  Delivery Port—Creates an outgoing port that can be
                                          							 connected to a monitoring device. 
                                          						  
                                          
                                          						
                                       

                                       
                                       	 
                                          						  Unspecified Port—Creates an unspecified port.
                                          							 Unspecified ports cannot be used as edge ports or delivery ports.
                                          						  
                                          
                                          						
                                       

                                       
                                       	 
                                          						  Remove Configuration—Removes the existing
                                          							 configuration from a port. 
                                          						  
                                          
                                          						
                                       

                                       
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Set VLAN field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The VLAN
                                       						ID that you want to use for a SPAN or TAP port. 
                                       					 
                                    

                                    
                                    					 
                                    
                                       
                                          	Note   
                                                
                                                
                                          	 
                                             						
                                             If you
                                                						  set a VLAN ID, you might override the current VLAN that is in the packet. 
                                                						
                                             

                                             
                                             					 
                                          
                                       

                                    

                                    
                                    				  
                                 
                                 
                              

                              
                           
                           
                        

                        
                     

                     
                     		  
                  
               

               
               
                  	Step 4  
                     
                  
                  	Click 
                        			 Configure.
                        		  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Configuring a Monitor
         	 Device
      

      
         Before You Begin 
            		
            You must configure a
               		  delivery port type before you can configure a monitor device.
               		
            

            
            	 
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	In the topology
                        			 diagram, click the node for which you want to configure a device.
                        		  
               

               
               
                  	Step 2  
                     
                  
                  	In the 
                        			 Configure
                           				Network Device dialog box, click 
                        			 Configure
                           				Devices.
                        		  
               

               
               
                  	Step 3  
                     
                  
                  	Complete the
                        			 following fields:
                        		   
                     			 
                     
                     
                        
                           
                              
                                 	Name 
                                    				  
                                 
                                 
                                 	Description 
                                    				  
                                 
                                 
                              

                              
                           
                           
                           
                              
                                 	 
                                    					 
                                     
                                       						Select a port drop-down list 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    Choose the
                                       						delivery port for which you want to configure a device. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Name field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The name
                                       						of the device. 
                                       					 
                                    

                                    
                                    					 
                                    This
                                       		  name can be between 1 and 100 alphanumeric characters. You cannot use spaces or
                                       		  any special characters, and you cannot change this name after the object has
                                       		  been saved. 
                                       		
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Icon radio button 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The icon
                                       						that you want to use for the device. The icon is displayed in the topology
                                       						diagram. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                           
                           
                        

                        
                     

                     
                     		  
                  
               

               
               
                  	Step 4  
                     
                  
                  	Click 
                        			 Add
                           				Device.
                        		  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Configuring a Root
         	 Node
      

      
         
            		
            A root node is
               		  automatically selected by 
               		  Cisco Monitor Manager. If
               		  the defined root node is too far from the source switches, you can manually
               		  configure a different switch. We recommend that you choose a switch with edge
               		  ports as your new root node.
               		
            

            
            		
            
               
                  	[image: ../images/note.gif]
Note
                  	



                     		  
                     Root node changes do
                        			 not take effect until you save the configuration and restart the 
                        			 Cisco XNC
                        			 application.
                        		  
                     

                     
                     		
                     

                  
               

            

            
            	 
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	On the 
                        			 Root tab, click 
                        			 Configure
                           				Root. 
                        		  
               

               
               
                  	Step 2  
                     
                  
                  	 In the 
                        			 Configure
                           				Root Node dialog box, choose a node in the 
                        			 Select
                           				Root Node drop-down list. 
                        		  
               

               
               
                  	Step 3  
                     
                  
                  	 Click 
                        			 Configure.
                        		  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Chapter 3. Filtering Flows
      

      
         This chapter contains the following
            		  sections: 
            		
         

         
      

      
      
      
         
         	Cisco Monitor Manager Networks

         
         	Cisco Monitor Manager Forwarding Path Options

         
         	Cisco Monitor Manager Filters and Rules

         
         	Adding a Filter

         
         	Viewing Filter Properties

         
         	Deleting a Filter

         
         	Adding a Rule

         
         	Viewing and Modifying Rules

         
         	Deleting a Rule

         
      

      
      
      
   
      
      
       
         	 Cisco Monitor Manager
         	 Networks
      

      
         A 
            		Cisco Monitor Manager
            		network consists of one or more 
            		Cisco Nexus 3000 Series
               						  switches with 
            		Cisco Agent for OpenFlow
            		dedicated for connecting multiple spanned ports and network taps from the
            		production network infrastructure. 
            		Cisco XNC programs the
            		switches using the OpenFlow protocol. 
            		Cisco Monitor Manager
            		filters the packets that travel the network and delivers them to a pool of
            		connected monitoring devices.
            	 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
       
         	 Cisco Monitor Manager
         	 Forwarding Path Options
      

      
         Cisco Monitor Manager
            		supports the following forwarding path options: 
            	 
         

         
         
            Point-to-Multipoint
 
            		 
            		
            With the
               		  Point-to-Multipoint (P2MP) forwarding path option, both the ingress edge port
               		  where SPAN or TAP traffic is coming in to the monitor network and the egress
               		  delivery ports are defined. 
               		  Cisco Monitor Manager uses
               		  the delivery ports to direct traffic from that ingress port to one or more
               		  devices. 
               		
            

            
            	 
         

         
         
            Any-to-Multipoint
 
            		 
            		
            With the
               		  Any-to-Multipoint (A2MP) forwarding path option, the ingress edge port of the
               		  monitor network is not known, but the egress delivery ports are defined. 
               		  Cisco Monitor Manager
               		  automatically calculates a loop-free forwarding path from the root node to all
               		  other nodes using the Single Source Shortest Path (SSSP) algorithm. 
               		
            

            
            	 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
       
         	 Cisco Monitor Manager
         	 Filters and Rules
      

      
         
             Filters
 
            		 
            		
            You can use a filter
               		  to define the Layer 2 (L2), Layer 3 (L3), and Layer 4 (L4) criteria used by 
               		  Cisco Monitor Manager to
               		  filter traffic. Traffic that matches the criteria in the filter is routed to
               		  the delivery ports and from there to the attached monitor devices. 
               		
            

            
            		
            Each filter has a
               		  priority that can be configured. Flows with a higher priority are given
               		  precedence over flows with a lower priority. 
               		
            

            
            	 
         

         
         
             Rules
 
            		 
            		
            You can use rules to
               		  associate filters to configured monitor devices. You can configure rules with
               		  or without a source. Rules with a source node and port use the
               		  Point-to-Multipoint forwarding path option. Rules without a source port on a
               		  node use the loop-free Any-to-Multipoint forwarding path option. 
               		
            

            
            	 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Adding a Filter

      Procedure

         
            
               
                  	Step 1  
                     
                  
                  	In the Configure Filters tab, click Add Filter.
                        
                        
               

               
               
                  	Step 2  
                     
                  
                  	In the Filter Description section of the Add Filter dialog box, complete the following fields:  
                     
                     
                        
                           
                              
                                 	Name 
                                    				  
                                 
                                 
                                 	Description 
                                    				  
                                 
                                 
                              

                              
                           
                           
                           
                              
                                 	 
                                    					 
                                     
                                       						Name field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The name of
                                       						the filter. 
                                       					 
                                    

                                    
                                    					 
                                    This
                                       		  name can be between 1 and 100 alphanumeric characters. You cannot use spaces or
                                       		  any special characters, and you cannot change this name after the object has
                                       		  been saved. 
                                       		
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Priority field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The priority
                                       						that you want to apply to the filter. The default priority is 500. Flows with a
                                       						higher priority are given precedence over flows with a lower priority. 
                                       					 
                                    

                                    
                                    					 
                                    
                                       
                                          	Note   
                                                
                                                
                                          	 
                                             						
                                             The
                                                						  priority is considered only when all of the Layer 2, Layer 3, and Layer 4 match
                                                						  fields are equal. 
                                                						
                                             

                                             
                                             					 
                                          
                                       

                                    

                                    
                                    				  
                                 
                                 
                              

                              
                           
                           
                        

                        
                     

                     
                  
               

               
               
                  	Step 3  
                     
                  
                  	In the Layer 2 section of the Add Filter dialog box, complete the following fields:  
                     
                     
                        
                           
                              
                                 	Name 
                                    				  
                                 
                                 
                                 	Description 
                                    				  
                                 
                                 
                              

                              
                           
                           
                           
                              
                                 	 
                                    					 
                                     
                                       						Ethernet Type field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    Required.
                                       						The Ethernet type of the Layer 2 traffic. The default value is IPv4. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						VLAN Identification Number field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The VLAN ID
                                       						for the Layer 2 traffic. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						VLAN Priority field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The VLAN
                                       						priority for the Layer 2 traffic. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Source MAC Address field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The source
                                       						MAC address of the Layer 2 traffic. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Destination MAC Address field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The
                                       						destination MAC address of the Layer 2 traffic. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                           
                           
                        

                        
                     

                     
                  
               

               
               
                  	Step 4  
                     
                  
                  	In the Layer 3 section of the Add Filter dialog box, complete the following fields:  
                     
                     
                        
                           
                              
                                 	Name 
                                    				  
                                 
                                 
                                 	Description 
                                    				  
                                 
                                 
                              

                              
                           
                           
                           
                              
                                 	 
                                    					 
                                     
                                       						Source IP Address field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The source
                                       						IP address of the Layer 3 traffic. This can be one of the following: 
                                       					 
                                    

                                    
                                    					 
                                    
                                       	 
                                          						  The
                                          							 host IP address, for example, 10.10.10.10 
                                          						  
                                          
                                          						
                                       

                                       
                                       	 
                                          						  The IP
                                          							 subnet, for example, 10.10.10.0/24 
                                          						  
                                          
                                          						
                                       

                                       
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Destination IP Address field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The
                                       						destination IP address of the Layer 3 traffic. This can be one of the
                                       						following: 
                                       					 
                                    

                                    
                                    					 
                                    
                                       	 
                                          						  The
                                          							 host IP address. For example, 10.10.10.10. 
                                          						  
                                          
                                          						
                                       

                                       
                                       	 
                                          						  The IP
                                          							 subnet. For example, 10.10.10.0/24. 
                                          						  
                                          
                                          						
                                       

                                       
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Protocol field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The
                                       						Internet protocol of the Layer 3 traffic. This can be one of the following: 
                                       					 
                                       
                                          	 
                                             						  ICMP 
                                             						  
                                             
                                             						
                                          

                                          
                                          	 
                                             						  TCP 
                                             						  
                                             
                                             						
                                          

                                          
                                          	 
                                             						  UDP 
                                             						  
                                             
                                             						
                                          

                                          
                                          	 
                                             						  Enter Protocol 
                                             						  
                                             
                                             						  If you
                                             							 choose Enter Protocol as the type, enter the IP protocol number in decimal,
                                             							 hex, or octal format. 
                                             						  
                                             
                                             						
                                          

                                          
                                       

                                       
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						ToS Bits field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The Type of
                                       						Service (ToS) bits in the IP header of the Layer 3 traffic. Only the
                                       						Differentiated Services Code Point (DSCP) values are used. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                           
                           
                        

                        
                     

                     
                  
               

               
               
                  	Step 5  
                     
                  
                  	In the Layer 4 section of the Add Filter dialog box, complete the following fields:  
                     
                     
                        
                           
                              
                                 	Name 
                                    				  
                                 
                                 
                                 	Description 
                                    				  
                                 
                                 
                              

                              
                           
                           
                           
                              
                                 	 
                                    					 
                                     
                                       						Source Port field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The source
                                       						port of the Layer 4 traffic. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Destination Port field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The
                                       						destination port of the Layer 4 traffic. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                           
                           
                        

                        
                     

                     
                  
               

               
               
                  	Step 6  
                     
                  
                  	In the Actions section of the Add Filter dialog box, complete the following fields:  
                     
                     
                        
                           
                              
                                 	Name 
                                    				  
                                 
                                 
                                 	Description 
                                    				  
                                 
                                 
                              

                              
                           
                           
                           
                              
                                 	 
                                    					 
                                     
                                       						Set VLAN field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The VLAN
                                       						ID for the filter. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                           
                           
                        

                        
                     

                     
                  
               

               
               
                  	Step 7  
                     
                  
                  	Click Add Filter.
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Viewing Filter Properties

      
         
            
            The filter name and priority are displayed in the Filters table on the Configure Filters tab. All other properties are displayed in the  Filter Description dialog box.
            

            
            
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	On the Configure Filters tab, 
                        
                        click the filter whose properties you want to view.
               

               
               
                  	Step 2  
                     
                  
                  	
                        
                        Click Close to close the Filter Description dialog box.
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Deleting a
         	 Filter
      

      
          
            		
            You can delete filters
               		  that are not assigned to a rule.
               		
            

            
            	 
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	On the 
                        			 Configure
                           				Filters tab, click the filter that you want to delete.
                        		  
               

               
               
                  	Step 2  
                     
                  
                  	 On the 
                        			 Filter
                           				Description dialog box, click 
                        			 Remove
                           				Filter.
                        		  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Adding a Rule

      
         Before You Begin
               	Configure a monitoring device.
                  
               

               
               	Add a filter to be assigned to the rule.
                  
               

               
            

            
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	On the Apply Filters tab, click Add Rule.
                        
                        
               

               
               
                  	Step 2  
                     
                  
                  	In the Add Rule dialog box, complete the following fields:  
                     
                     
                        
                           
                              
                                 	Field 
                                    				  
                                 
                                 
                                 	Description 
                                    				  
                                 
                                 
                              

                              
                           
                           
                           
                              
                                 	 
                                    					 
                                     
                                       						Rule Name field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The name of
                                       						the rule. 
                                       					 
                                    

                                    
                                    					 
                                    This
                                       		  name can be between 1 and 100 alphanumeric characters. You cannot use spaces or
                                       		  any special characters, and you cannot change this name after the object has
                                       		  been saved. 
                                       		
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Select Filter drop-down list 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    Choose the
                                       						filter that you want to assign to the rule. 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Select Destination Devices field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    The devices
                                       						that you want to associate with the filter. You can choose one or more devices.
                                       						
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Select Source Node drop-down list 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    Choose the
                                       						source node that you want to assign. 
                                       					 
                                    

                                    
                                    					 
                                    
                                       
                                          	Note   
                                                
                                                
                                          	 
                                             						
                                             If you do
                                                						  not choose a source node, the Any-to-Multipoint loop-free forwarding path
                                                						  option is used, and traffic from all nondelivery ports is evaluated against the
                                                						  filter. 
                                                						
                                             

                                             
                                             					 
                                          
                                       

                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Select Source Port drop-down list 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    Choose the
                                       						port on the source node that you want to assign. 
                                       					 
                                    

                                    
                                    					 
                                    
                                       
                                          	Note   
                                                
                                                
                                          	 
                                             						
                                             Only edge
                                                						  ports can be used as source ports. 
                                                						
                                             

                                             
                                             					 
                                          
                                       

                                    

                                    
                                    				  
                                 
                                 
                              

                              
                           
                           
                        

                        
                     

                     
                  
               

               
               
                  	Step 3  
                     
                  
                  	
                        
                        Click Add Rule.
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Viewing and Modifying
         	 Rules
      

      
         
            		
            After you have created a rule, you can modify the devices associated
               		  with the rule or delete the rule.
               		
            

            
            	 
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	Navigate to the 
                        			 Apply
                           				Filters tab.
                        		  
               

               
               
                  	Step 2  
                     
                  
                  	The 
                        			 Rules table displays the following information for
                        			 each rule: 
                        		   
                     			 
                     
                     
                        
                           
                              
                                 	Field
                                 
                                 	Description
                                 
                              

                              
                           
                           
                           
                              
                                 	
                                    
                                    
                                       Rule Name field
                                    

                                    
                                    
                                 
                                 
                                 	
                                    The name that you assigned to the rule.

                                    
                                 
                                 
                              

                              
                              
                                 	
                                    
                                       Filter Name field
                                    

                                    
                                 
                                 
                                 	
                                    The filter that you assigned to the rule.

                                    
                                 
                                 
                              

                              
                              
                                 	
                                    
                                       Port Name field
                                    

                                    
                                 
                                 
                                 	
                                    The source port that you assigned to the rule, if any.

                                    
                                 
                                 
                              

                              
                              
                                 	
                                    
                                       Switch Name field
                                    

                                    
                                 
                                 
                                 	
                                    The source node that you assigned to the rule, if any.

                                    
                                 
                                 
                              

                              
                              
                                 	
                                    
                                       Devices field
                                    

                                    
                                 
                                 
                                 	
                                    The monitor devices that are associated with the filter.

                                    
                                 
                                 
                              

                              
                              
                                 	
                                    
                                       Created by field
                                    

                                    
                                 
                                 
                                 	
                                    The name and role of the user who created the rule.

                                    
                                 
                                 
                              

                              
                           
                           
                        

                        
                     

                     
                     		  
                  
               

               
               
                  	Step 3  
                     
                  
                  	 Click a rule to
                        			 view the forwarding path for that rule in the topology diagram.
                        		   
                     			 
                     The path is
                        				highlighted in red.
                        			 
                     

                     
                     		  
                  
               

               
               
                  	Step 4  
                     
                  
                  	 Click a filter to modify the rule.
                        		  
               

               
               
                  	Step 5  
                     
                  
                  	 In the 
                        			 Modify Rule dialog box, perform one of the
                        			 following tasks:
                        		   
                     			 
                     
                        	
                           				  Add or remove devices and click 
                           					 Submit.
                           				  
                           
                           				
                        

                        
                        	
                           				  Click 
                           					 Remove Rule to delete the rule.
                           				  
                           
                           				
                        

                        
                        	
                           				  Click 
                           					 Close to close the dialog box without
                           					 making any changes.
                           				  
                           
                           				
                        

                        
                     

                     
                     		  
                  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Deleting a
         	 Rule
      

      Procedure

         
            
               
                  	Step 1  
                     
                  
                  	Navigate to the 
                        			 Apply
                           				Filters tab.
                        		  
               

               
               
                  	Step 2  
                     
                  
                  	Click the radio
                        			 button for the rule that you want to delete.
                        		  
               

               
               
                  	Step 3  
                     
                  
                  	 Click 
                        			 Remove
                           				Rule(s).
                        		  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Chapter 4. Managing Users
      

      
         This chapter contains the following
            		  sections: 
            		
         

         
      

      
      
      
         
         	Cisco Monitor Manager Users

         
         	Creating a Role

         
         	Removing a Role

         
         	Creating a Resource Group

         
         	Adding Resources to a Resource Group

         
         	Removing a Group

         
         	Assigning a Group to a Role

         
         	Unassigning a Group

         
      

      
      
      
   
      
      
       
         	 Cisco Monitor Manager
         	 Users
      

      
         Cisco Monitor Manager uses
            		roles and levels to manage user access. One of the following levels can be
            		assigned to each role that you create: 
            	 
         

         
         
            	
               						  App-Administrator—Has full access to all 
               							 Cisco Monitor Manager
               							 resources.
               						  
               
               						
            

            
            	
               						  App-User—Has full access to assigned resources.
               						  
               
               						
            

            
         

         
         Each role is assigned
            		one or more groups, which are collections of resources. Group resources are the
            		ports that are specifically assigned to that group. After you have created a
            		group, you can assign that group to a role. 
            	 
         

         
         For information about
            		AAA integration, see the 
            		Cisco Extensible Network
                  						  Controller Configuration Guide. 
            	 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Creating a Role

      Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        On the Admin drop-down list, choose Settings.
               

               
               
                  	Step 2  
                     
                  
                  	On the Roles tab, 
                        
                        click Add Role. 
               

               
               
                  	Step 3  
                     
                  
                  	
                        
                        In the Add Role dialog box, complete the following fields: 
                     
                     
                        
                           
                              
                                 	Field
                                    				  
                                 
                                 
                                 	Description
                                    				  
                                 
                                 
                              

                              
                           
                           
                           
                              
                                 	
                                    					 
                                    
                                       						Name field
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	
                                    					 
                                    The name of
                                       						the role.
                                       					 
                                    

                                    
                                    					 
                                    This
                                       		  name can be between 1 and 100 alphanumeric characters. You cannot use spaces or
                                       		  any special characters, and you cannot change this name after the object has
                                       		  been saved. 
                                       		
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	
                                    					 
                                    
                                       						Level drop-down list
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	
                                    					 
                                    Choose the
                                       						level that you want to assign to the role. This can be one of the following: 
                                       					 
                                    

                                    
                                    					 
                                    
                                       	
                                          						  App-Administrator—Has full access to all 
                                          							 Cisco Monitor Manager
                                          							 resources.
                                          						  
                                          
                                          						
                                       

                                       
                                       	
                                          						  App-User—Has full access to assigned resources.
                                          						  
                                          
                                          						
                                       

                                       
                                    

                                    
                                    				  
                                 
                                 
                              

                              
                           
                           
                        

                        
                     

                     
                  
               

               
               
                  	Step 4  
                     
                  
                  	
                        
                        Click Submit.
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Removing a
         	 Role
      

      Procedure

         
            
               
                  	Step 1  
                     
                  
                  	 On the 
                        			 Admin drop-down list, choose 
                        			 Settings.
                        		  
               

               
               
                  	Step 2  
                     
                  
                  	In the 
                        			 Roles table on the 
                        			 Roles tab, click the role that you want to remove. 
                        		   
                     			 
                     You cannot remove
                        				roles that were created by 
                        				Cisco Monitor Manager.
                        			 
                     

                     
                     		  
                  
               

               
               
                  	Step 3  
                     
                  
                  	 In the 
                        			 Remove
                           				Roles dialog box, click 
                        			 Remove
                           				Role(s).
                        		  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Creating a Resource Group

      Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        On the Admin drop-down list, choose Settings.
               

               
               
                  	Step 2  
                     
                  
                  	On the Groups tab, 
                        
                        click Add Group. 
               

               
               
                  	Step 3  
                     
                  
                  	
                        
                        In the Add Resource Group dialog box, enter the name that you want to use for the resource group. 
                     This
                        		  name can be between 1 and 100 alphanumeric characters. You cannot use spaces or
                        		  any special characters, and you cannot change this name after the object has
                        		  been saved. 
                        		
                     

                     
                  
               

               
               
                  	Step 4  
                     
                  
                  	Click Submit.
               

               
            

         

         

         What to Do Next
            Assign resources to the group.

            
         

      

      
      
      
         
      

      
      
      
   
      
      
      Adding Resources to
         	 a Resource Group
      

      
         Before You Begin 
            		
            Create a group. 
               		
            

            
            	 
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	 On the 
                        			 Admin drop-down list, choose 
                        			 Settings. 
                        		  
               

               
               
                  	Step 2  
                     
                  
                  	On the 
                        			 Groups tab, choose the group to which you want to
                        			 add resources. 
                        		  
               

               
               
                  	Step 3  
                     
                  
                  	Choose a node in
                        			 the topology diagram. 
                        		  
               

               
               
                  	Step 4  
                     
                  
                  	In the 
                        			 Add
                           				Resources dialog box, choose the ports that you want to add to the
                        			 group. 
                        		  
               

               
               
                  	Step 5  
                     
                  
                  	Click 
                        			 Submit. 
                        		  
               

               
               
                  	Step 6  
                     
                  
                  	Repeat Step 3
                        			 through Step 5 for all of the ports that you want to add. 
                        		  
               

               
               
                  	Step 7  
                     
                  
                  	To remove a
                        			 resource, choose one or more ports in the 
                        			 Group
                           				Detail table, and then click 
                        			 Remove
                           				Entries. 
                        		  
               

               
               
                  	Step 8  
                     
                  
                  	In the 
                        			 Remove
                           				Resources dialog box, click 
                        			 Remove. 
                        		  
               

               
            

         

         

         What to Do Next
            
            		
            Assign the group to
               		  a role. 
               		
            

            
            	 
         

      

      
      
      
         
      

      
      
      
   
      
      
      Removing a Group

      
         
            The following groups cannot be removed:

            
            
               	The default allPorts group
                  
               

               
               	Any group that has been assigned to a role.
                  
               

               
            

            
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        On the Admin drop-down list, choose Settings.
               

               
               
                  	Step 2  
                     
                  
                  	On the Groups tab, 
                        
                        choose the group or groups that you want to remove.
               

               
               
                  	Step 3  
                     
                  
                  	Click Remove Group(s).
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Assigning a Group to a
         	 Role
      

      
         Before You Begin 
            		
            
               	
                  			 Create a role.
                  			 
                  
                  		  
               

               
               	
                  			 Create a group.
                  			 
                  
                  		  
               

               
            

            
            	 
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	 On the 
                        			 Admin drop-down list, choose 
                        			 Settings.
                        		  
               

               
               
                  	Step 2  
                     
                  
                  	Choose the 
                        			 Assign tab. 
                        		  
               

               
               
                  	Step 3  
                     
                  
                  	Choose the role
                        			 for which you want to assign a group. 
                        		  
               

               
               
                  	Step 4  
                     
                  
                  	 In the 
                        			 Configure
                           				Role dialog box, complete the following fields:
                        		   
                     			 
                     
                     
                        
                           
                              
                                 	Field 
                                    				  
                                 
                                 
                                 	Description 
                                    				  
                                 
                                 
                              

                              
                           
                           
                           
                              
                                 	 
                                    					 
                                     
                                       						Assign Group field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    Choose the
                                       						groups that you want to assign to the role. You can choose one or more groups
                                       						to assign. 
                                       					 
                                    

                                    
                                    					 
                                    
                                       
                                          	Note   
                                                
                                                
                                          	
                                             						
                                             You cannot assign a group to a role with the
                                                						  App-Administrator level.
                                                						
                                             

                                             
                                             					 
                                          
                                       

                                    

                                    
                                    				  
                                 
                                 
                              

                              
                              
                                 	 
                                    					 
                                     
                                       						Unassign Group field 
                                       					 
                                    

                                    
                                    				  
                                 
                                 
                                 	 
                                    					 
                                    Choose the
                                       						groups that you want to unassign from the role. You can choose one or more
                                       						groups to unassign. 
                                       					 
                                    

                                    
                                    					 
                                    
                                       
                                          	Note   
                                                
                                                
                                          	 
                                             						
                                             You cannot
                                                						  unassign the allPorts group from a role with the App-Administrator level.
                                                						
                                             

                                             
                                             					 
                                          
                                       

                                    

                                    
                                    				  
                                 
                                 
                              

                              
                           
                           
                        

                        
                     

                     
                     		  
                  
               

               
               
                  	Step 5  
                     
                  
                  	Click 
                        			 Apply.
                        		  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Unassigning a
         	 Group
      

      Procedure

         
            
               
                  	Step 1  
                     
                  
                  	 On the 
                        			 Admin drop-down list, choose 
                        			 Settings.
                        		  
               

               
               
                  	Step 2  
                     
                  
                  	Choose the 
                        			 Assign tab. 
                        		  
               

               
               
                  	Step 3  
                     
                  
                  	Choose the role
                        			 for which you want to unassign a group. 
                        		  
               

               
               
                  	Step 4  
                     
                  
                  	 In the 
                        			 Configure
                           				Role dialog box, choose a port in the 
                        			 Unassign Group drop-down list.
                        		  
               

               
               
                  	Step 5  
                     
                  
                  	Click 
                        			 Unassign.
                        		  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Preface

      
         This preface contains the following
            		  sections: 
            		
         

         
      

      
      
      
         
         	Audience

         
         	Document Conventions

         
         	Obtaining Documentation and Submitting a Service Request

         
      

      
      
      
   
      
      
      Audience

      
         This publication is for
            		experienced network administrators who configure and maintain Cisco Extensible
            		Network Controller. 
            	 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Document
         	 Conventions
      

      
         
            		
            Command descriptions
               		  use the following conventions:
               		
            

            
            		
            
            
               
                  
                     
                        	Convention
                           				  
                        
                        
                        	Description
                           				  
                        
                        
                     

                     
                  
                  
                  
                     
                        	 
                           					 bold 
                           				  
                        
                        
                        	 
                           					 
                           Bold text
                              						indicates the commands and keywords that you enter literally as shown.
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                     
                        	 
                           					 Italic
                              						
                              					  
                           				  
                        
                        
                        	 
                           					 
                           Italic text
                              						indicates arguments for which the user supplies the values.
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                     
                        	[x]
                           				  
                        
                        
                        	 
                           					 
                           Square
                              						brackets enclose an optional element (keyword or argument).
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                     
                        	[x | y]
                           				  
                        
                        
                        	 
                           					 
                           Square
                              						brackets enclosing keywords or arguments separated by a vertical bar indicate
                              						an optional choice.
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                     
                        	{x | y}
                           				  
                        
                        
                        	 
                           					 
                           Braces
                              						enclosing keywords or arguments separated by a vertical bar indicate a required
                              						choice.
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                     
                        	[x {y | z}]
                           				  
                        
                        
                        	 
                           					 
                           Nested set
                              						of square brackets or braces indicate optional or required choices within
                              						optional or required elements. Braces and a vertical bar within square brackets
                              						indicate a required choice within an optional element.
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                     
                        	 
                           					 variable 
                           				  
                        
                        
                        	 
                           					 
                           Indicates a
                              						variable for which you supply values, in context where italics cannot be used.
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                     
                        	string
                           				  
                        
                        
                        	A nonquoted set of characters. Do not use quotation marks around
                           					 the string or the string will include the quotation marks.
                           				  
                        
                        
                     

                     
                  
                  
               

               
            

            
            	 
         

         
          
            		
            Examples use the
               		  following conventions:
               		
            

            
            		
            
            
               
                  
                     
                        	Convention
                           				  
                        
                        
                        	Description
                           				  
                        
                        
                     

                     
                  
                  
                  
                     
                        	 
                           					 screen
                              						font 
                           				  
                        
                        
                        	 
                           					 
                           Terminal
                              						sessions and information the switch displays are in screen font.
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                     
                        	 
                           					  
                              						boldface screen font 
                              					  
                           				  
                        
                        
                        	 
                           					 
                           Information
                              						you must enter is in boldface screen font.
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                     
                        	 
                           					 
                              						italic screen font 
                              					  
                           				  
                        
                        
                        	 
                           					 
                           Arguments
                              						for which you supply values are in italic screen font.
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                     
                        	< >
                           				  
                        
                        
                        	 
                           					 
                           Nonprinting
                              						characters, such as passwords, are in angle brackets.
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                     
                        	[ ]
                           				  
                        
                        
                        	 
                           					 
                           Default
                              						responses to system prompts are in square brackets.
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                     
                        	!, #
                           				  
                        
                        
                        	 
                           					 
                           An
                              						exclamation point (!) or a pound sign (#) at the beginning of a line of code
                              						indicates a comment line.
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                  
                  
               

               
            

            
            	 
         

         
          
            		
            This document uses the
               		  following conventions:
               		
            

            
            		
            
               
                  	[image: ../images/note.gif]
Note
                  	


 
                     		  
                     Means 
                        			 reader take
                           				note. Notes contain helpful suggestions or references to material not
                        			 covered in the manual.
                        		  
                     

                     
                     		
                     

                  
               

            

            
            		
            
               
                  	[image: ../images/caut.gif]
Caution
                  	


 
                     		  
                     Means 
                        			 reader be
                           				careful. In this situation, you might do something that could result in
                        			 equipment damage or loss of data.
                        		  
                     

                     
                     		
                     

                  
               

            

            
            	 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Obtaining Documentation and Submitting a Service Request

      
         
            
            For information on obtaining documentation, submitting a service
               request, and gathering additional information, see the monthly 
               What's New in Cisco Product Documentation, which also lists all
               new and revised Cisco technical documentation, at:
               
            

            
            
             
               
                  http:/​/​www.cisco.com/​en/​US/​docs/​general/​whatsnew/​whatsnew.html
               
            

            
            
            Subscribe to the 
               What's New in Cisco Product Documentation as a Really Simple
               Syndication (RSS) feed and set content to be delivered directly to your desktop
               using a reader application. The RSS feeds are a free service and Cisco
               currently supports RSS version 2.0.
               
            

            
            
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      

      
         

         
         
            
            THE SPECIFICATIONS AND INFORMATION REGARDING THE PRODUCTS IN THIS
               MANUAL ARE SUBJECT TO CHANGE WITHOUT NOTICE. ALL STATEMENTS, INFORMATION, AND
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