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      Chapter 1. Overview
      

      
         This chapter contains the following
            		sections :
            	 
         

         
      

      
      
      
         
         	Information about Cisco Dynamic Fabric Automation

         
         	Cisco Nexus 1000V Switches in a DFA Network

         
      

      
      
      
   
      
      
      Information about
         	 Cisco Dynamic Fabric Automation
      

      
          Cisco Dynamic Fabric Automation
            		(DFA) simplifies a cloud deployment through automated provisioning and centralized
            		management. Cisco DFA automates device and fabric configuration, eases
            		Virtual Machine (VM) deployment and migration, and integrates baremetal and virtualized resources
            		without using a dedicated gateway.   
            	 
         

         
         For more information about Cisco DFA, see 
            		http:/​/​www.cisco.com/​en/​US/​solutions/​ns340/​ns517/​ns224/​ns945/​dynamic_​fabric_​automation.html
            	 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
        Cisco Nexus 1000V Switches in a DFA Network  

      
         The Cisco Nexus 1000V acts as a leaf extension  in the Cisco DFA network. The  Cisco Nexus 1000V is configured as an end station in the DFA network  and notifies  the DFA leaf of a VM instantiation or a VM mobility event
            by using VDP based communication. 
         

         
         The components of Cisco DFA are shown in the following figure.  
            Components of  Cisco DFA

[image: ../images/352169.jpg]

            
         

         
         The components of Cisco DFA architecture are as follows:   

         
         
            	 
               		   Leaf Switch: A
               			 DFA leaf node operates as the bridge for the VSI Discovery and Configuration Protocol (VDP) exchange that handles requests
               			 from end hosts. The leaf node also communicates with the configuration profile databases
               			 to retrieve and apply the previously defined port profiles to each attached
               			 end host. 
               		  
               
               		
            

            
            	 
               		  End Station : An
               			 end station in Cisco DFA can be VDP capable or incapable. A VDP capable
               			 end station operates as the primary station for the VDP exchange and registers
               			 or deregisters its resident VMs to the attached leaf switch. A VDP-incapable
               			 end-station is a normal server node that does not participate in the VDP
               			 message exchange.  
               		  
               
               		
            

            
            	 
               		  Profile database:
               			 This database is a standalone server or a local configuration storage in the
               			 leaf switch that maps each end-host to its predefined port profile. This
               			 profile can be VLAN, ACL or QoS settings. 
               		  
               
               		
            

            
         

         
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Chapter 2. Configuring DFA Features
      

      
         This chapter contains the following topics:

         
      

      
      
      
         
         	Prerequisites

         
         	Guidelines and Limitations

         
         	Enabling Cisco Dynamic Fabric Automation

         
         	Adding an Anycast Gateway MAC Address

         
         	Adding the Forwarding Mode

         
         	Verifying the DFA Configuration

         
         	Feature History for DFA

         
      

      
      
      
   
      
      
      Prerequisites

      
         Configuring Cisco DFA for
            		the 
            		Cisco Nexus 1000V has the
            		following prerequisites: 
            	 
         

         
         
            	 
               		  You have installed
               			 and configured the Cisco Nexus 1000V for VMware vSphere software using the 
               			 Cisco Nexus 1000V Installation and Upgrade Guide. 
               		  
               
               		
            

            
            	 
               		  Ensure that the
               			 Virtual Supervisor Module (VSM) has an active SVS connection. 
               		  
               
               		
            

            
            	 
               		  Ensure that the VSM and Virtual Ethernet Module (VEM) connectivity
               			 is functioning. 
               		  
               
               		
            

            
            	 
               		  You have added
               			 hosts to the 
               			 Cisco Nexus 1000V. 
               		  
               
               		
            

            
            	
               		  You have enabled the segmentation feature  on the 
               			 Cisco Nexus 1000V.
               		  
               
               		
            

            
         

         
         For more information on how to install and configure the Cisco Nexus 1000V, see the related documentation available at  http:/​/​www.cisco.com/​en/​US/​partner/​products/​ps9902/​tsd_​products_​support_​series_​home.html 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Guidelines and
         	 Limitations
      

      
          For detailed guidelines and limitations for Cisco DFA, see the Cisco Dynamic Fabric Automation Solutions Guide.

         
      

      
      
      
         
      

      
      
      
   
      
      
      Enabling Cisco Dynamic
         	 Fabric Automation 
      

      
          
            		
            You can enable Cisco
               		  DFA on the 
               		  Cisco Nexus 1000V by configuring the fabric forwarding feature.
               		  This global configuration enables the DFA specific enhancements.
            

            
            	 
         

         
         Before You Begin
               
                  	Log in to the CLI in EXEC mode.

                  
               

               
            

            
            	 
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	switch # 
                        			 configure
                              				  terminal 
                        		   Enters global
                     			 configuration mode. 
                     		  
                  
               

               
               
                  	Step 2  
                     
                  
                  	switch (config)
                        			 #feature fabric forwarding 
                        		   Enables the DFA features on the Cisco Nexus 1000V. 
                     		  
                  
               

               
               
                  	Step 3  
                     
                  
                  	switch
                        			 #show running-config fabric forwarding 
                        		   (Optional) Displays the running configuration for enabling the fabric forwarding feature. 
                     		  
                  
               

               
               
                  	Step 4  
                     
                  
                  	switch
                        			 (config-feature fabric )# 
                        			  copy running-config
                              				  startup-config 
                        		   (Optional)
                     			 Saves the change persistently through reboots and restarts by copying the
                     			 running configuration to the startup configuration. 
                     		  
                  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Adding an Anycast
         	 Gateway MAC Address
      

      
          You can
            		add the Anycast Gateway MAC address to the global configuration on the Cisco
            		Nexus 1000V. 
            	 
         

         
         Before You Begin
               
                  	You must enable the fabric forwarding feature.

                  
                  	Log in to the CLI in EXEC mode.

                  
               

               
            

            
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	switch # 
                        			 configure terminal 
                        		   Enters global configuration mode. 
                     		  
                  
               

               
               
                  	Step 2  
                     
                  
                  	switch (config) # fabric forwarding anycast-gateway-mac
                              				  
                              				<mac-address>
                        		   Adds the Anycast Gateway MAC address to the Cisco DFA global
                     			 configuration on the Cisco Nexus 1000V.
                     			 
                     
                        
                           	Note   
                                 
                                 
                           	For information about the REST API for this command, see the 
                              				Cisco Nexus 1000V REST API Plug-In Configuration Guide.
                              			 
                           
                        

                     

                     
                     		  
                  
               

               
               
                  	Step 3  
                     
                  
                  	switch # show fabric forwarding  (Optional) Displays the fabric forwarding details for the Anycast Gateway MAC address. 
                  
               

               
               
                  	Step 4  
                     
                  
                  	switch(config)# 
                        			 copy running-config startup-config 
                        		   (Optional) Saves the change persistently through reboots and
                     			 restarts by copying the running configuration to the startup configuration. 
                     		  
                  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Adding the Forwarding
         	 Mode
      

      
          
            		
            You can add the
               		  forwarding mode to the segmentation configuration.
               		  
               		
            

            
            	 
         

         
         Before You Begin 
            		
            
               
                  	You must configure the fabric forwarding feature.

                  
                  	You must log in to the CLI in EXEC mode.

                  
               

               
            

            
            		 
            	 
         

         Procedure

         
            
               
                  	Step 1  
                     
                  
                  	switch # 
                        			 configure
                              				  terminal 
                        		   Enters global
                     			 configuration mode. 
                     		  
                  
               

               
               
                  	Step 2  
                     
                  
                  	switch (config)#
                        			 
                        			 bridge-domain name-string 
                        		   Creates a
                     			 bridge domain and associates an identifying name to it. 
                     		  
                  
               

               
               
                  	Step 3  
                     
                  
                  	switch
                        			 (config-bd)# 
                        			 fabric
                              				  forwarding mode 
                              				
                              				  <anycast-gateway> | 
                           				<proxy-gateway> 
                        		   Adds the
                     			 forwarding mode to the Cisco Nexus 1000V segmentation configuration. 
                     			 
                     
                        
                           	Note   
                                 
                                 
                           	For
                              				information about the REST API for this command, see the 
                              				Cisco Nexus 1000V REST API Plug-In Configuration Guide. 
                              			 
                           
                        

                     

                     
                     		  
                  
               

               
               
                  	Step 4  
                     
                  
                  	switch
                        			 # 
                        			 show fabric
                              				  forwarding 
                           				 
                        		   (Optional) Displays the fabric forwarding configuration on the Cisco Nexus 1000V. 
                     			  
                     		  
                  
               

               
               
                  	Step 5  
                     
                  
                  	switch(config)# 
                        			 copy running-config
                              				  startup-config 
                        		   (Optional)
                     			 Saves the change persistently through reboots and restarts by copying the
                     			 running configuration to the startup configuration. 
                     		  
                  
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Verifying the DFA Configuration

      
          
            		
            To display the DFA
               		  configuration information, use the following commands: 
               		
            

            
            		
            
            
               
                  
                     
                        	 
                           					 
                           Command 
                              					 
                           

                           
                           				  
                        
                        
                        	 
                           					 
                           Purpose 
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                  
                  
                  
                     
                        	
                           show running-config  fabric forwarding 
                              					 
                           

                           
                        
                        
                        	
                           Shows
                              						the  running configuration for the fabric forwarding feature on the Cisco Nexus 1000V. 
                              					 
                           

                           
                           See Example Example 1. show running-config fabric forwarding.
                           

                           
                        
                        
                     

                     
                     
                        	
                           show fabric forwarding 
                                    						   
                                 						    
                                 						   
                              					 
                           

                           
                        
                        
                        	
                           Displays
                              						the fabric forwarding information for an Anycast Gateway or a Proxy gateway  MAC. 
                              					 
                           

                           
                           See Example Example 2. show fabric forwarding.
                           

                           
                        
                        
                     

                     
                  
                  
               

               
            

            
            	 
         

         
         
            Example 1. show running-config fabric forwarding

            This example shows how to display the fabric forwarding  feature configuration.

            switch# show running-config fabric forwarding 
version 4.2(1)SV2(2.2)
feature fabric forwarding
fabric forwarding anycast-gateway-mac 0000.1111.2222

            

         
         
            Example 2. show fabric forwarding  

            This example shows how to display the fabric forwarding details.switch # show fabric forwarding 
version 4.2(1)SV2(2.2)
Gateway mac-address: 0000.1111.2222


               

            
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Feature History for
         	 DFA
      

      
          
            		
            
            
               
                  
                     
                        	 
                           					 
                            Feature 
                              					 
                           

                           
                           				  
                        
                        
                        	 
                           					 
                            Release 
                              					 
                           

                           
                           				  
                        
                        
                        	 
                           					 
                            Feature
                              						information 
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                  
                  
                  
                     
                        	 
                           					 
                           Dynamic
                              						Fabric Automation 
                              					 
                           

                           
                           				  
                        
                        
                        	 
                           					 
                           
                              						4.2(1)SV2(2.2) 
                              					 
                           

                           
                           				  
                        
                        
                        	 
                           					 
                            This
                              						feature was introduced. 
                              					 
                           

                           
                           				  
                        
                        
                     

                     
                  
                  
               

               
            

            
            	 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Preface

      
         This preface contains the following sections:

         
      

      
      
      
         
         	Audience

         
         	Document Conventions

         
         	Documentation Feedback

         
         	Obtaining Documentation and Submitting a Service Request

         
      

      
      
      
   
      
      
      Audience

      
         This publication is
            		for 
            		
            		network administrators who configure and maintain 
            		Cisco Nexus devices. 
            	 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Document Conventions

      
         

         
         
            Command descriptions use the following conventions:

            
            
            
            
               
                  
                     
                        	Convention
                        
                        	Description
                        
                     

                     
                  
                  
                  
                     
                        	
                           bold
                           
                        
                        
                        	
                           
                           Bold text indicates the commands and keywords that you enter literally as shown.

                           
                           
                        
                        
                     

                     
                     
                        	
                           Italic 
                           
                        
                        
                        	
                           
                           Italic text indicates arguments for which the user supplies the values.

                           
                           
                        
                        
                     

                     
                     
                        	[x]
                        
                        	
                           
                           Square brackets enclose an optional element (keyword or argument).

                           
                           
                        
                        
                     

                     
                     
                        	[x | y]
                        
                        	
                           
                           Square brackets enclosing keywords or arguments separated by a vertical bar indicate an optional choice.

                           
                           
                        
                        
                     

                     
                     
                        	{x | y}
                        
                        	
                           
                           Braces enclosing keywords or arguments separated by a vertical bar indicate a required choice.

                           
                           
                        
                        
                     

                     
                     
                        	[x {y | z}]
                        
                        	
                           
                           Nested set of square brackets or braces indicate optional or required choices within optional or required elements. Braces
                              and a vertical bar within square brackets indicate a required choice within an optional element.
                           

                           
                           
                        
                        
                     

                     
                     
                        	
                           variable
                           
                        
                        
                        	
                           
                           Indicates a variable for which you supply values, in context where italics cannot be used.

                           
                           
                        
                        
                     

                     
                     
                        	string
                        
                        	A nonquoted set of characters. Do not use quotation marks around the string or the string will include the quotation marks.
                        
                     

                     
                  
                  
               

               
            

            
            
         

         
         
            
            Examples use the following conventions:

            
            
            
               
                  
                     
                        	Convention
                        
                        	Description
                        
                     

                     
                  
                  
                  
                     
                        	
                           screen font
                           
                        
                        
                        	
                           
                           Terminal sessions and information the switch displays are in screen font.

                           
                           
                        
                        
                     

                     
                     
                        	
                           
                              boldface screen font
                              
                           
                        
                        
                        	
                           
                           Information you must enter is in boldface screen font.

                           
                           
                        
                        
                     

                     
                     
                        	
                           
                              italic screen font
                              
                           
                        
                        
                        	
                           
                           Arguments for which you supply values are in italic screen font.

                           
                           
                        
                        
                     

                     
                     
                        	< >
                        
                        	
                           
                           Nonprinting characters, such as passwords, are in angle brackets.

                           
                           
                        
                        
                     

                     
                     
                        	[ ]
                        
                        	
                           
                           Default responses to system prompts are in square brackets.

                           
                           
                        
                        
                     

                     
                     
                        	!, #
                        
                        	
                           
                           An exclamation point (!) or a pound sign (#) at the beginning of a line of code indicates a comment line.

                           
                           
                        
                        
                     

                     
                  
                  
               

               
            

            
            
         

         
         
            
            This document uses the following conventions:
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Note
                  	



                     
                     Means reader take note. Notes contain helpful suggestions or references to material not covered in the manual.
                     

                     
                     
                     

                  
               

            

            
            
            
               
                  	[image: ../images/caut.gif]
Caution
                  	



                     
                     Means reader be careful. In this situation, you might do something that could result in equipment damage or loss of data.
                     

                     
                     
                     

                  
               

            

            
            
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Documentation
         	 Feedback
      

      
         To provide technical
            		feedback on this document, or to report an error or omission, please send your
            		comments to one of the following: 
            	 
            

            We appreciate your feedback. 
            	 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Obtaining
         	 Documentation and Submitting a Service Request
      

      
          
            		
            For information on
               		  obtaining documentation, using the Cisco Bug Search Tool (BST), submitting a
               		  service request, and gathering additional information, see 
               		  What's New in
                  			 Cisco Product Documentation, at: 
               		  
                  			 http:/​/​www.cisco.com/​en/​US/​docs/​general/​whatsnew/​whatsnew.html.
               		
            

            
            		
            Subscribe to 
               		  What's New in
                  			 Cisco Product Documentation, which lists all new and revised Cisco
               		  technical documentation, as an RSS feed and deliver content directly to your
               		  desktop using a reader application. The RSS feeds are a free service. 
               		
            

            
            	 
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      

      
         

         
         
            
            THE SPECIFICATIONS AND INFORMATION REGARDING THE PRODUCTS IN THIS
               MANUAL ARE SUBJECT TO CHANGE WITHOUT NOTICE. ALL STATEMENTS, INFORMATION, AND
               RECOMMENDATIONS IN THIS MANUAL ARE BELIEVED TO BE ACCURATE BUT ARE PRESENTED
               WITHOUT WARRANTY OF ANY KIND, EXPRESS OR IMPLIED. USERS MUST TAKE FULL
               RESPONSIBILITY FOR THEIR APPLICATION OF ANY PRODUCTS. 
               
            

            
            
            THE SOFTWARE LICENSE AND LIMITED WARRANTY FOR THE ACCOMPANYING PRODUCT
               ARE SET FORTH IN THE INFORMATION PACKET THAT SHIPPED WITH THE PRODUCT AND ARE
               INCORPORATED HEREIN BY THIS REFERENCE. IF YOU ARE UNABLE TO LOCATE THE SOFTWARE
               LICENSE OR LIMITED WARRANTY, CONTACT YOUR CISCO REPRESENTATIVE FOR A COPY. 
               
            

            
            
            The Cisco implementation of TCP header compression is an adaptation of
               a program developed by the University of California, Berkeley (UCB) as part of
               UCB's public domain version of the UNIX operating system. All rights reserved.
               Copyright © 1981, Regents of the University of California.
               
            

            
            
            NOTWITHSTANDING ANY OTHER WARRANTY HEREIN, ALL DOCUMENT FILES AND
               SOFTWARE OF THESE SUPPLIERS ARE PROVIDED “AS IS" WITH ALL FAULTS. CISCO AND THE
               ABOVE-NAMED SUPPLIERS DISCLAIM ALL WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING,
               WITHOUT LIMITATION, THOSE OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE
               AND NONINFRINGEMENT OR ARISING FROM A COURSE OF DEALING, USAGE, OR TRADE
               PRACTICE. 
               
            

            
            
            IN NO EVENT SHALL CISCO OR ITS SUPPLIERS BE LIABLE FOR ANY INDIRECT,
               SPECIAL, CONSEQUENTIAL, OR INCIDENTAL DAMAGES, INCLUDING, WITHOUT LIMITATION,
               LOST PROFITS OR LOSS OR DAMAGE TO DATA ARISING OUT OF THE USE OR INABILITY TO
               USE THIS MANUAL, EVEN IF CISCO OR ITS SUPPLIERS HAVE BEEN ADVISED OF THE
               POSSIBILITY OF SUCH DAMAGES. 
               
            

            
            Any Internet Protocol (IP) addresses and phone numbers used in this document are not intended to be actual addresses and phone
               numbers. Any examples, command display output, network topology diagrams, and other figures included in the document are shown
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               coincidental.
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