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         	 [bookmark: pgfId-445461]—
  
         	 [bookmark: pgfId-445463]—
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         	 [bookmark: pgfId-442278]40GBASE-CSR4 QSFP transceiver module with mpo connector 300 m
  
         	 
  
         	 [bookmark: pgfId-442905]X
  
         	 [bookmark: pgfId-442288]X
  
         	 [bookmark: pgfId-442290]—
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         	 [bookmark: pgfId-442300]40GBASE-CSR4 QSFP transceiver module with mpo connector 300 m (using fiber splitter cables)
  
         	 
  
         	 [bookmark: pgfId-442907]X
  
         	 [bookmark: pgfId-442310]X
  
         	 [bookmark: pgfId-442312]—
  
         	 [bookmark: pgfId-442314]—
  
         	 [bookmark: pgfId-442316]—
  
         	 [bookmark: pgfId-442318]—
  
         	 [bookmark: pgfId-442320]—
  
        
 
         
         	 [bookmark: pgfId-442322]40GBASE-SR4 QSFP transceiver module with mpo connector 100 m
  
         	 
  
         	 [bookmark: pgfId-442909]X
  
         	 [bookmark: pgfId-442326]X
  
         	 [bookmark: pgfId-442328]X
  
         	 [bookmark: pgfId-442330]X
  
         	 [bookmark: pgfId-442332]X
  
         	 [bookmark: pgfId-442334]X
  
         	 [bookmark: pgfId-442336]X
  
        
 
         
         	 [bookmark: pgfId-442338]40GBASE-SR4 QSFP transceiver module with mpo connector 100 m (using fiber splitter cables)
  
         	 
  
         	 [bookmark: pgfId-442911]X
  
         	 [bookmark: pgfId-442342]X
  
         	 [bookmark: pgfId-442344]X
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         	 [bookmark: pgfId-442350]X
  
         	 [bookmark: pgfId-442352]X
  
        
 
         
         	 [bookmark: pgfId-442354]40GBASE-CR4 passive copper cable, 1 m
  
         	 [bookmark: pgfId-442356]QSFP-H40G-CU1M
  
         	 [bookmark: pgfId-442913]X
  
         	 [bookmark: pgfId-442358]X
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         	 [bookmark: pgfId-442364]X
  
         	 [bookmark: pgfId-442366]X
  
         	 [bookmark: pgfId-442368]X
  
        
 
         
         	 [bookmark: pgfId-442370]40GBASE-CR4 passive copper cable, 3 m
  
         	 [bookmark: pgfId-442372]QSFP-H40G-CU3M
  
         	 [bookmark: pgfId-442915]X
  
         	 [bookmark: pgfId-442374]X
  
         	 [bookmark: pgfId-442376]X
  
         	 [bookmark: pgfId-442378]X
  
         	 [bookmark: pgfId-442380]X
  
         	 [bookmark: pgfId-442382]X
  
         	 [bookmark: pgfId-442384]X
  
        
 
         
         	 [bookmark: pgfId-442386]40GBASE-CR4 passive copper cable, 5 m
  
         	 [bookmark: pgfId-442388]QSFP-H40G-CU5M
  
         	 [bookmark: pgfId-442917]X
  
         	 [bookmark: pgfId-442390]X
  
         	 [bookmark: pgfId-442392]X
  
         	 [bookmark: pgfId-442394]X
  
         	 [bookmark: pgfId-442396]X
  
         	 [bookmark: pgfId-442398]X
  
         	 [bookmark: pgfId-442400]X
  
        
 
         
         	 [bookmark: pgfId-442402]QSFP to 4xSFP10G passive copper splitter cable, 1 m
  
         	 [bookmark: pgfId-442404]QSFP-4SFP10G-CU1M
  
         	 [bookmark: pgfId-442919]X
  
         	 [bookmark: pgfId-442406]X
  
         	 [bookmark: pgfId-442408]X
  
         	 [bookmark: pgfId-442410]X
  
         	 [bookmark: pgfId-442412]X
  
         	 [bookmark: pgfId-442414]X
  
         	 [bookmark: pgfId-442416]X
  
        
 
         
         	 [bookmark: pgfId-442418]QSFP to 4xSFP10G passive copper splitter cable, 3 m
  
         	 [bookmark: pgfId-442420]QSFP-4SFP10G-CU3M
  
         	 [bookmark: pgfId-442921]X
  
         	 [bookmark: pgfId-442422]X
  
         	 [bookmark: pgfId-442424]X
  
         	 [bookmark: pgfId-442426]X
  
         	 [bookmark: pgfId-442428]X
  
         	 [bookmark: pgfId-442430]X
  
         	 [bookmark: pgfId-442432]X
  
        
 
         
         	 [bookmark: pgfId-442434]QSFP to 4xSFP10G passive copper splitter cable, 5 m 
  
         	 [bookmark: pgfId-442436]QSFP-4SFP10G-CU5M
  
         	 [bookmark: pgfId-442923]X
  
         	 [bookmark: pgfId-442438]X
  
         	 [bookmark: pgfId-442440]X
  
         	 [bookmark: pgfId-442442]X
  
         	 [bookmark: pgfId-442444]X
  
         	 [bookmark: pgfId-442446]X
  
         	 [bookmark: pgfId-442448]X
  
        
 
         
         	 [bookmark: pgfId-445413]Revision 2 copper splitter cables 3m
  
         	 [bookmark: pgfId-445415]QSFP-4SFP10G-CU3 (Rev. 2)
  
         	 [bookmark: pgfId-445417]X
  
         	 [bookmark: pgfId-445419]—
  
         	 [bookmark: pgfId-445421]—
  
         	 [bookmark: pgfId-445423]—
  
         	 [bookmark: pgfId-445425]—
  
         	 [bookmark: pgfId-445427]—
  
         	 [bookmark: pgfId-445429]—
  
        
 
         
         	 [bookmark: pgfId-445395]Revision 2 copper splitter cables 5m
  
         	 [bookmark: pgfId-445397]QSFP-4SFP10G-CU5 (Rev. 2)
  
         	 [bookmark: pgfId-445399]X
  
         	 [bookmark: pgfId-445401]—
  
         	 [bookmark: pgfId-445403]—
  
         	 [bookmark: pgfId-445405]—
  
         	 [bookmark: pgfId-445407]—
  
         	 [bookmark: pgfId-445409]—
  
         	 [bookmark: pgfId-445411]—
  
        
 
         
         	
           
           [bookmark: pgfId-442450]10-Gigabit
          
  
         	 
         	 
         	 
         	 
         	 
         	 
         	 
         	 
        
 
         
         	 [bookmark: pgfId-442466]10GBASE-SR SFP+ module (multimode fiber [MMF])
  
         	 [bookmark: pgfId-442468]SFP-10G-SR
  
         	 [bookmark: pgfId-442927]X
  
         	 [bookmark: pgfId-442470]X
  
         	 [bookmark: pgfId-442472]X
  
         	 [bookmark: pgfId-442474]X
  
         	 [bookmark: pgfId-442476]X
  
         	 [bookmark: pgfId-442478]X
  
         	 [bookmark: pgfId-442480]X
  
        
 
         
         	 [bookmark: pgfId-442482]10GBASE-LR SFP+ module (single-mode fiber [SMF])
  
         	 [bookmark: pgfId-442484]SFP-10G-LR
  
         	 [bookmark: pgfId-442929]X
  
         	 [bookmark: pgfId-442486]X
  
         	 [bookmark: pgfId-442488]X
  
         	 [bookmark: pgfId-442490]X
  
         	 [bookmark: pgfId-442492]X
  
         	 [bookmark: pgfId-442494]X
  
         	 [bookmark: pgfId-442496]X
  
        
 
         
         	 [bookmark: pgfId-442498]10GBASE-ER SFP+ module (single-mode fiber [SMF])
  
         	 [bookmark: pgfId-442500]SFP-10G-ER
  
         	 [bookmark: pgfId-442931]X
  
         	 [bookmark: pgfId-442502]X
  
         	 [bookmark: pgfId-442504]X
  
         	 [bookmark: pgfId-442506]X
  
         	 [bookmark: pgfId-442508]X
  
         	 [bookmark: pgfId-442510]X
  
         	 [bookmark: pgfId-442512]X
  
        
 
         
         	 [bookmark: pgfId-442514]10GBASE-ZR SFP+ module (single-mode fiber [SMF])3
  
         	 
  
         	 [bookmark: pgfId-442933]X
  
         	 [bookmark: pgfId-442525]X
  
         	 [bookmark: pgfId-442527]X
  
         	 [bookmark: pgfId-442529]—
  
         	 [bookmark: pgfId-442531]—
  
         	 [bookmark: pgfId-442533]—
  
         	 [bookmark: pgfId-442535]—
  
        
 
         
         	 
  
         	 
  
         	 [bookmark: pgfId-442935]X
  
         	 [bookmark: pgfId-442547]X
  
         	 [bookmark: pgfId-442549]X
  
         	 [bookmark: pgfId-442551]—
  
         	 [bookmark: pgfId-442553]—
  
         	 [bookmark: pgfId-442555]—
  
         	 [bookmark: pgfId-442557]—
  
        
 
         
         	 [bookmark: pgfId-442559]10GBASE-CU SFP+ cable 1 m (Twinax cable)
  
         	 [bookmark: pgfId-442561]SFP-H10GB-CU1M
  
         	 [bookmark: pgfId-442937]X
  
         	 [bookmark: pgfId-442563]X
  
         	 [bookmark: pgfId-442565]X
  
         	 [bookmark: pgfId-442567]X
  
         	 [bookmark: pgfId-442569]X
  
         	 [bookmark: pgfId-442571]X
  
         	 [bookmark: pgfId-442573]X
  
        
 
         
         	 [bookmark: pgfId-442575]10GBASE-CU SFP+ cable 3 m (Twinax cable)
  
         	 [bookmark: pgfId-442577]SFP-H10GB-CU3M
  
         	 [bookmark: pgfId-442939]X
  
         	 [bookmark: pgfId-442579]X
  
         	 [bookmark: pgfId-442581]X
  
         	 [bookmark: pgfId-442583]X
  
         	 [bookmark: pgfId-442585]X
  
         	 [bookmark: pgfId-442587]X
  
         	 [bookmark: pgfId-442589]X
  
        
 
         
         	 [bookmark: pgfId-442591]10GBASE-CU SFP+ cable 5 m (Twinax cable)
  
         	 [bookmark: pgfId-442593]SFP-H10GB-CU5M
  
         	 [bookmark: pgfId-442941]X
  
         	 [bookmark: pgfId-442596]X
  
         	 [bookmark: pgfId-442598]X
  
         	 [bookmark: pgfId-442600]X
  
         	 [bookmark: pgfId-442602]X
  
         	 [bookmark: pgfId-442604]X
  
         	 [bookmark: pgfId-442606]X
  
        
 
         
         	 
  
         	 [bookmark: pgfId-442617]SFP-H10GB-CU2M4
  
         	 [bookmark: pgfId-442943]X
  
         	 [bookmark: pgfId-442619]X
  
         	 [bookmark: pgfId-442621]—
  
         	 [bookmark: pgfId-442623]—
  
         	 [bookmark: pgfId-442625]—
  
         	 [bookmark: pgfId-442627]—
  
         	 [bookmark: pgfId-442629]—
  
        
 
         
         	 
  
         	 
  
         	 [bookmark: pgfId-442945]X
  
         	 [bookmark: pgfId-442641]X
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         	 [bookmark: pgfId-442647]—
  
         	 [bookmark: pgfId-442649]—
  
         	 [bookmark: pgfId-442651]—
  
        
 
         
         	 [bookmark: pgfId-445160]Active Optical cable 1m
  
         	 
  
         	 [bookmark: pgfId-445164]X
  
         	 [bookmark: pgfId-445166]—
  
         	 [bookmark: pgfId-445168]—
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         	 [bookmark: pgfId-445172]—
  
         	 [bookmark: pgfId-445174]—
  
         	 [bookmark: pgfId-445176]—
  
        
 
         
         	 [bookmark: pgfId-445142]Active Optical cable 3m
  
         	 
  
         	 [bookmark: pgfId-445146]X
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         	 [bookmark: pgfId-445154]—
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         	 [bookmark: pgfId-445158]—
  
        
 
         
         	 [bookmark: pgfId-445124]Active Optical cable 5m
  
         	 
  
         	 [bookmark: pgfId-445128]X
  
         	 [bookmark: pgfId-445130]—
  
         	 [bookmark: pgfId-445132]—
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         	 [bookmark: pgfId-445136]—
  
         	 [bookmark: pgfId-445138]—
  
         	 [bookmark: pgfId-445140]—
  
        
 
         
         	 [bookmark: pgfId-445106]Active Optical cable 7m
  
         	 
  
         	 [bookmark: pgfId-445110]X
  
         	 [bookmark: pgfId-445112]—
  
         	 [bookmark: pgfId-445114]—
  
         	 [bookmark: pgfId-445116]—
  
         	 [bookmark: pgfId-445118]—
  
         	 [bookmark: pgfId-445120]—
  
         	 [bookmark: pgfId-445122]—
  
        
 
         
         	
           
           [bookmark: pgfId-442685]1-Gigabit Ethernet
          
  
         	 
         	 
         	 
         	 
         	 
         	 
         	 
         	 
        
 
         
         	 [bookmark: pgfId-442701]1000BASE-T SFP5
  
         	 
  
         	 [bookmark: pgfId-442949]X
  
         	 [bookmark: pgfId-442705]X
  
         	 [bookmark: pgfId-442707]X
  
         	 [bookmark: pgfId-442709]X
  
         	 [bookmark: pgfId-442711]X
  
         	 [bookmark: pgfId-442713]X
  
         	 [bookmark: pgfId-442715]X
  
        
 
         
         	 [bookmark: pgfId-442717]Gigabit Ethernet SFP, LC connector SX transceiver (MMF)
  
         	 
  
         	 [bookmark: pgfId-442951]X
  
         	 [bookmark: pgfId-442721]X
  
         	 [bookmark: pgfId-442723]X
  
         	 [bookmark: pgfId-442725]X
  
         	 [bookmark: pgfId-442727]X
  
         	 [bookmark: pgfId-442729]X
  
         	 [bookmark: pgfId-442731]X
  
        
 
         
         	 [bookmark: pgfId-442733]Gigabit Ethernet SFP, LC connector SX transceiver (MMF)
  
         	 [bookmark: pgfId-442742]GLC-SX-MMD
  
         	 [bookmark: pgfId-442953]X
  
         	 [bookmark: pgfId-442744]X
  
         	 [bookmark: pgfId-442746]—
  
         	 [bookmark: pgfId-442748]—
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         	 [bookmark: pgfId-442752]—
  
         	 [bookmark: pgfId-442754]—
  
        
 
         
         	 [bookmark: pgfId-442756]Gigabit Ethernet SFP, LC connector LX/LH transceiver (SMF)
  
         	 
  
         	 [bookmark: pgfId-442955]X
  
         	 [bookmark: pgfId-442760]X
  
         	 [bookmark: pgfId-442762]X
  
         	 [bookmark: pgfId-442764]X
  
         	 [bookmark: pgfId-442766]X
  
         	 [bookmark: pgfId-442768]X
  
         	 [bookmark: pgfId-442770]X
  
        
 
         
         	 [bookmark: pgfId-445085]1000BASE-LX/LH SFP transceiver module for MMF and SMF
  
         	 
  
         	 [bookmark: pgfId-445089]X
  
         	 [bookmark: pgfId-445091]—
  
         	 [bookmark: pgfId-445093]—
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         	 [bookmark: pgfId-444979]1000Base BX fiber transceiver
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         	 [bookmark: pgfId-444961]1000Base BX fiber transceiver
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         	 [bookmark: pgfId-444943]1000BASE-T SFP transceiver module with extended operating temperature range
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           [bookmark: pgfId-442772]100 Mbps Ethernet
          
  
         	 
         	 
         	 
         	 
         	 
         	 
         	 
         	 
        
 
         
         	 [bookmark: pgfId-442788]100BASE-FX SFP module for Gigabit Ethernet ports GLC-GE-100FX6
  
         	 
  [bookmark: pgfId-446360]GLC-GE-100FX
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        	 2.[bookmark: pgfId-445616][bookmark: 46423]Supported on the Cisco Nexus 3016, Cisco Nexus 3064-X, Cisco Nexus 3064-T, Cisco Nexus 3064, and Cisco Nexus 3064-E switches.
 2.[bookmark: pgfId-445616][bookmark: 46423]Supported on the Cisco Nexus 3016, Cisco Nexus 3064-X, Cisco Nexus 3064-T, Cisco Nexus 3064, and Cisco Nexus 3064-E switches.
 3.[bookmark: pgfId-442518][bookmark: 79783]Supported on the Cisco Nexus 3064-E and Cisco Nexus 3064-X switches.
 3.[bookmark: pgfId-442518][bookmark: 79783]Supported on the Cisco Nexus 3064-E and Cisco Nexus 3064-X switches.
 4.[bookmark: pgfId-442616][bookmark: 89375]Supported on the Cisco Nexus 3048, Cisco Nexus 3064-X, Cisco Nexus 3064, and Cisco Nexus 3064-E switches.
 4.[bookmark: pgfId-442616][bookmark: 89375]Supported on the Cisco Nexus 3048, Cisco Nexus 3064-X, Cisco Nexus 3064, and Cisco Nexus 3064-E switches.
 5.[bookmark: pgfId-445045][bookmark: 84777]Supported on the Cisco Nexus 3048, Cisco Nexus 3064-E, and Cisco Nexus 3064-X switches.
 5.[bookmark: pgfId-445045][bookmark: 84777]Supported on the Cisco Nexus 3048, Cisco Nexus 3064-E, and Cisco Nexus 3064-X switches.
 6.[bookmark: pgfId-442792][bookmark: 26021]Supported on the Cisco Nexus 3064, Cisco Nexus 3064-E, and Cisco Nexus 3064-X switches. For the GLC-GE-100FX, only part number 10-2019-02 is supported. 
 6.[bookmark: pgfId-442792][bookmark: 26021]Supported on the Cisco Nexus 3064, Cisco Nexus 3064-E, and Cisco Nexus 3064-X switches. For the GLC-GE-100FX, only part number 10-2019-02 is supported. 
  
       
 
      
     
 
    
 
     
      [bookmark: pgfId-425403][bookmark: 81087]Twinax Cable Support on Cisco Nexus 3000 Switches
 
      [bookmark: pgfId-447061]Starting with Cisco Release NX-OS 5.0(3)U1(1), the following algorithm is used to detect copper SFP+ twinax, QSFP+ twinax, and QSFP+ splitter cables on Cisco Nexus 3000 switches.
 
      [bookmark: pgfId-417483]If the attached interconnect (transceiver) is a copper SFP+ twinax or QSFP+ twinax cable:
 
      
      	 [bookmark: pgfId-417538]Verify the transceiver SPROM to match Cisco magic code. 
 
      	 [bookmark: pgfId-447021]If the check succeeds, bring up the interface; else print the following warning message stating that a non-Cisco transceiver is attached and try to bring up the port. 
 
     
 
     
      [bookmark: pgfId-447002]2009 Oct 9 01:46:42 switch %ETHPORT-3-IF_NON-CISCO_TRANSCEIVER: Non-Cisco transceiver on interface Ethernet1/18 is detected.
     

     
      [bookmark: pgfId-447082]
     

      [bookmark: pgfId-447004]If the attached transceiver is a QSFP+ splitter cable, then no special check is performed. Software tries to bring up the port. 
 
      [bookmark: pgfId-447006]The following disclaimer applies to non-Cisco manufactured and non-Cisco certified QSFP copper splitter cables: 
 
      [bookmark: pgfId-447008]If a customer has a valid support contract for Cisco Nexus switches, Cisco TAC will support twinax cables that are a part of the compatibility matrix for the respective switches. However, if the twinax cables are not purchased through Cisco, a customer cannot return these cables through an RMA to Cisco for replacement. 
 
      [bookmark: pgfId-447010]If a twinax cable that is not part of the compatibility matrix is connected into a system, Cisco TAC will still debug the problem, provided the customer has a valid support contract on the switches. However TAC may ask the customer to replace the cables with Cisco qualified cables if there is a situation that points to the cables possibly being faulty or direct the customer to the cable provider for support. Cisco TAC cannot issue an RMA against uncertified cables for replacement. 
 
    
 
   
 
    
     [bookmark: pgfId-421767][bookmark: 11358][bookmark: 44483]New and Changed Features 
 
     [bookmark: pgfId-421768]This section describes the new features introduced in Cisco NX-OS Release 5.0(3)U5(1a). This section includes the following topics:
 
     
     	 [bookmark: pgfId-406501]New Supported Hardware
 
     	 [bookmark: pgfId-383960]New Software Features
 
    
 
     
      [bookmark: pgfId-405539][bookmark: 35157][bookmark: 12177]New Supported Hardware
 
      [bookmark: pgfId-422125]Cisco NX-OS Release 5.0(3)U5(1a) does not include new hardware.
 
    
 
     
      [bookmark: pgfId-438501][bookmark: 50115]New Software Features
 
      [bookmark: pgfId-431959]All Cisco Nexus 3000 Series switches are supported by Cisco NX-OS Release 5.0(3)U5(1a). Cisco NX-OS interoperates with any networking OS, including Cisco IOS software, that conforms to the networking standards mentioned in the product data sheet.
 
    
 
     
      [bookmark: pgfId-446610]New Software Features in Cisco NX-OS Release 5.0(3)U5(1a)
 
      [bookmark: pgfId-446630]Cisco NX-OS Release 5.0(3)U5(1a) is a patch release that includes bug fixes and the following software enhancement:
 
      
      	 [bookmark: pgfId-447352]New CLI Command
 
     
 
    
 
     
      [bookmark: pgfId-447180][bookmark: 21158]New CLI Command
 
      command is new in this release. Use this command to clear a corresponding table entry (with 0s) when a parity error is detected. The command is effective when it is present in the running configuration and the system is booting up. In addition, the command must be enabled and after the configuration is saved, the system should be rebooted for the command to take effect.
 
      [bookmark: pgfId-447463]The following guidelines apply:
 
      
      	 [bookmark: pgfId-447188]When the command is used for an l2_entry table, the cleared entry should be relearned due to the traffic pattern.
 
      	 [bookmark: pgfId-447189]When the command is used for an l3_entry_only (host) table, the cleared entry is not be relearned.
 
     
 
      [bookmark: pgfId-447190]The command is useful in the following customer configurations:
 
      
      	 [bookmark: pgfId-447192]L2_Entry table, with no static L2_entry table entries 
 
     
 
      [bookmark: pgfId-447193]If the L2_Entry table entry is cleared, the entry should be dynamically learned through the traffic pattern. It should not be learned through IGMP or multicast.
 
      
      	 [bookmark: pgfId-447196]L3_Entry_only (host) table
 
     
 
      command should be enabled. In this case, the customer node does not have any valid entries in the L3_Entry_only table, so clearing the L3_Entry_only entry table should not have any impact.
 
    
 
   
 
    
     [bookmark: pgfId-426248][bookmark: 13581]Upgrade Guidelines
 
     for details about how to work around this issue.
 
     
      
    
 
    
 
    [bookmark: pgfId-421240]Note This restriction does not apply to Cisco NX-OS Release 5.0(3)U3(2a) and Cisco NX-OS Release 5.0(3)U3(2).

     
    

    
 
     [bookmark: pgfId-416979]In Cisco NX-OS Release 5.0(3)U3(1), support for IPv6 has been added in CoPP. To enable redirection of IPv6 control packets to the CPU, IPv6 CoPP must be configured on the system. Performing the write erase command on a device running Release 5.0(3)U3(1) automatically applies CoPP on the device and ensures that all IPv4 and IPv6 related CoPP configuration is setup correctly.
 
     [bookmark: pgfId-416981]If you upgrade from a Cisco NX-OS release that does not support the CoPP feature to a release that does support the CoPP feature, you must run the setup utility after the upgrade to enable CoPP on the device. 
 
     [bookmark: pgfId-421208]If you upgrade from Cisco NX-OS Release 5.0(3)U2(2) (which supports the CoPP feature) to Cisco NX-OS Release 5.0(3)U3(1) (which adds CoPP classes for IPv6 support), you must run the setup script to enable the IPv6 CoPP feature on the device.
 
   
 
    
     [bookmark: pgfId-421220][bookmark: 51823][bookmark: 18348][bookmark: 66682][bookmark: 81510][bookmark: 10510][bookmark: 77114][bookmark: 56556][bookmark: 19007]Limitations
 
     [bookmark: pgfId-421221]There are no known limitations for Cisco NX-OS Release 5.0(3)U5(1a). 
 
   
 
    
     [bookmark: pgfId-443688][bookmark: 61979][bookmark: 72430][bookmark: 73876][bookmark: 31437][bookmark: 11429]Caveats
 
     [bookmark: pgfId-443689]Open and resolved caveat record numbers are provided with links to the Bug Toolkit where you can find details about each caveat.
 
     [bookmark: pgfId-443690]This section includes the following topics:
 
     
     	 [bookmark: pgfId-443694]Resolved Caveats in Cisco NX-OS Release 5.0(3)U5(1a)
 
     	 [bookmark: pgfId-443698]Open Caveats in Cisco NX-OS Release 5.0(3)U5(1a)
 
    
 
     
      [bookmark: pgfId-443700][bookmark: 55883]Resolved Caveats in Cisco NX-OS Release 5.0(3)U5(1a)
 
       lists descriptions of resolved caveats in Cisco NX-OS Release 5.0(3)U5(1a). The record ID links to the Cisco Bug Toolkit where you can find details about the caveat. 
 
      [bookmark: pgfId-443733]
 
      
       
        
         [bookmark: pgfId-446747]Table 1-4 [bookmark: 47429]Cisco NX-OS Release 5.0(3)U5(1a)—Resolved Caveats 
 
        
       
         
         	
           
           [bookmark: pgfId-446751]Record Number 
          
  
         	
           
           [bookmark: pgfId-446753]Resolved Caveat Headline
          
  
        
 
         
         	 [bookmark: pgfId-447171]CSCtw75636
  
         	 [bookmark: pgfId-447173]A parity error was detected and an error message was displayed on a Cisco Nexus 3000 switch.
  
        
 
         
         	 [bookmark: pgfId-446755]CSCuc33996
  
         	 [bookmark: pgfId-446757]A software workaround is needed for RDT failures.
  
        
 
         
         	 [bookmark: pgfId-446759]CSCuc62884
  
         	 [bookmark: pgfId-446761]Transceiver information for the AOC cable displays as the copper (ACU) type.
  
        
 
         
         	 [bookmark: pgfId-446763]CSCuc90370
  
         	 [bookmark: pgfId-446765]The software needs to support the display type for AOC-2M cables.
  
        
 
         
         	 [bookmark: pgfId-446767]CSCud10016
  
         	 command.
  
        
 
         
         	 [bookmark: pgfId-446771]CSCud11028
  
         	 [bookmark: pgfId-446773]The Cisco Nexus 3000 switch Layer 2 MTU is not set correctly for 100 M links.
  
        
 
         
         	 [bookmark: pgfId-446896]CSCud13185
  
         	 [bookmark: pgfId-446898]Intermittent Layer 3 multicast packet drops occur in both SPT and SBT paths.
  
        
 
         
         	 [bookmark: pgfId-446775]CSCud13741
  
         	 [bookmark: pgfId-446777]A vlan-discard packet drop occurs when moving a port from a Layer 3 port channel to a trunk port.
  
        
 
         
         	 [bookmark: pgfId-446799]CSCud14014
  
         	 [bookmark: pgfId-446801]A wrong neutron micro code errors appear when installing Cisco NX-OS Release 6.0 software on a Cisco Nexus 3064-X switch.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-446805]When a Cisco Nexus 3000 switch receives a STP TCN, all adjacency entries are removed.
  
        
 
         
         	 [bookmark: pgfId-446779]CSCud16740
  
         	 [bookmark: pgfId-446781]A dynamic neighbor fails to reestablish a BGP session after a configuration change.
  
        
 
         
         	 [bookmark: pgfId-446783]CSCud19847
  
         	 [bookmark: pgfId-446785]Failures in POST and NX-OS occur when a chip is removed on a Cisco Nexus 3000 switch.
  
        
 
         
         	 [bookmark: pgfId-447720]CSCuh79034
  
         	 [bookmark: pgfId-447722]High CPU utilization due to bcm_usd and syslogd causing protocol flaps.
 
           
            
          
 
          
 [bookmark: pgfId-447723]Note This caveat was resolved in Cisco NX-OS Release 5.0(3)U5(1g)

           
          

  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-443735][bookmark: 16033]Open Caveats in Cisco NX-OS Release 5.0(3)U5(1a)
 
       lists descriptions of open caveats in Cisco NX-OS Release 5.0(3)U5(1a). The record ID links to the Cisco Bug Toolkit where you can find details about the caveat.
 
      [bookmark: pgfId-443888]
 
      
       
        
         [bookmark: pgfId-444744]Table 1-5 [bookmark: 83436]Cisco NX-OS Release 5.0(3)U5(1a) —Open Caveats 
 
        
       
         
         	
           
           [bookmark: pgfId-444748]Record Number 
          
  
         	
           
           [bookmark: pgfId-444750]Open Caveat Headline
          
  
        
 
         
         	 [bookmark: pgfId-444752]CSCtz64709
  
         	 [bookmark: pgfId-444754]A Cisco Nexus 3000 Series switch incorrectly forwards an echo request from an unspecified (::) address.
  
        
 
         
         	 [bookmark: pgfId-444768]CSCub91054
  
         	 command.
  
        
 
         
         	 [bookmark: pgfId-444772]CSCub91090
  
         	 [bookmark: pgfId-444774]A Cisco Nexus 3000 Series switch IPv6 route is impacted by a down interface.
  
        
 
         
         	 [bookmark: pgfId-444780]CSCuc21712
  
         	 [bookmark: pgfId-444782]A SPAN buffer does not use the complete configured buffer.
  
        
 
         
         	 [bookmark: pgfId-444784]CSCuc29982
  
         	 [bookmark: pgfId-444786]Ports become active when configured with the wrong speed and a GLC-SX-MMD or GLC-LH-SMD SFP is inserted in a Cisco Nexus 3000 Series switch.
  
        
 
         
         	 [bookmark: pgfId-444788]CSCuc31412
  
         	 [bookmark: pgfId-444790]Layer 3 routed ports are added as part of Layer 2 VLANs in hardware.
  
        
 
         
         	 [bookmark: pgfId-444792]CSCuc32159
  
         	 [bookmark: pgfId-444794]EIGRP routes that are learned through a Layer 3 port channel take approximately 20 seconds to converge on the failure of the Layer 3 port channel.
  
        
 
         
         	 [bookmark: pgfId-444796]CSCuc34673
  
         	 [bookmark: pgfId-444798]When shutting a range of all uplink ports on a Cisco Nexus 3048 switch where a GLC-BX-U SFP was inserted, the ports appear up on the peer switch.
  
        
 
         
         	 [bookmark: pgfId-444800]CSCuc35912
  
         	 [bookmark: pgfId-444802]Multicast traffic is duplicated with ECMP enabled.
  
        
 
         
         	 [bookmark: pgfId-444812]CSCuc44153
  
         	 [bookmark: pgfId-444814]A MAC address is not learned, but ARP is resolved on reload of both vPC peers.
  
        
 
         
         	 [bookmark: pgfId-444816]CSCuc44353
  
         	 [bookmark: pgfId-444818]In a Multicast Source Discovery Protocol (MSDP) configuration, different values are shown for ipMcastNexthopRouteProtocol.
  
        
 
         
         	 [bookmark: pgfId-444824]CSCuc50368
  
         	 [bookmark: pgfId-444826]SNMP CLI does not accept the AES authentication password.
  
        
 
         
         	 [bookmark: pgfId-444828]CSCuc50968
  
         	 [bookmark: pgfId-444830]A dual Protocol Independent Multicast (PIM) designated router (DR) scenario stops working in a vPC after subsequent reloads.
  
        
 
         
         	 [bookmark: pgfId-444832]CSCuc56928
  
         	 [bookmark: pgfId-444834]The initial PowerOn Auto Provisioning (POAP) discovery phase fails a few times before successful POAP iteration.
  
        
 
         
         	 [bookmark: pgfId-444840]CSCuc57875
  
         	 [bookmark: pgfId-444842]Syslog is not using the outgoing interface address as the source interface when the logging source-interface is modified.
  
        
 
         
         	 [bookmark: pgfId-444844]CSCuc58104
  
         	 [bookmark: pgfId-444846]An FP entry programming issue occurs with DHCP relay.
  
        
 
         
         	 [bookmark: pgfId-444848]CSCuc59987
  
         	 [bookmark: pgfId-444850]The interface storm control counter does not show the suppress value.
  
        
 
         
         	 [bookmark: pgfId-444852]CSCuc64329
  
         	 [bookmark: pgfId-444854]A route map is misinterpreted when used in configuring the rp-address in Protocol Independent Multicast (PIM).
  
        
 
         
         	 [bookmark: pgfId-444856]CSCuc67363
  
         	 command does not display the tunnel interface.
  
        
 
         
         	 [bookmark: pgfId-444860]CSCuc70495
  
         	 vrf command.
  
        
 
         
         	 [bookmark: pgfId-444864]CSCuc71247
  
         	 [bookmark: pgfId-444866]PVLAN vPC ports are inactive on the secondary switch with the reason “VLAN is not configured on remote vPC.”
  
        
 
         
         	 [bookmark: pgfId-444868]CSCuc73455
  
         	 [bookmark: pgfId-444870]Authentication fails on the AAA server with -while loopback interface is the global source-interface.
  
        
 
         
         	 [bookmark: pgfId-444876]CSCuc77993
  
         	 [bookmark: pgfId-444878]The SVI interface remains up with autostate enabled when all the interfaces are down.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-447762]Related Documentation[bookmark: 53351][bookmark: 46076]
 
     [bookmark: pgfId-447763]Documentation for the Cisco Nexus 3000 Series Switch is available at the following URL:
 
     
 
     [bookmark: pgfId-447766]The documentation set is divided into the following categories:
 
     [bookmark: pgfId-447767]Release Notes
 
     [bookmark: pgfId-447768]The release notes are available at the follwing URL:
 
     
 
     [bookmark: pgfId-447771]Installation and Upgrade Guides
 
     [bookmark: pgfId-447772]The installation and upgrade guides are available at the following URL:
 
     
 
     [bookmark: pgfId-447775]Command References
 
     [bookmark: pgfId-447776]The command references are available at the following URL:
 
     
 
     [bookmark: pgfId-447779]Technical References
 
     [bookmark: pgfId-447780]The technical references are available at the following URL:
 
     
 
     [bookmark: pgfId-447783]Configuration Guides
 
     [bookmark: pgfId-447784]The configuration guides are available at the following URL:
 
     
 
     [bookmark: pgfId-447787]Error and System Messages
 
     [bookmark: pgfId-447788]The system message reference guide is available at the following URL:
 
     
 
   
 
    
     [bookmark: pgfId-447791]Documentation Feedback
 
     . We appreciate your feedback.[bookmark: 67074][bookmark: 83452]
 
   
 
    
     [bookmark: pgfId-417155][bookmark: 42523][bookmark: 66036]Obtaining Documentation and Submitting a Service Request
 
     , which also lists all new and revised Cisco technical documentation, at:
 
     
 
     as a Really Simple Syndication (RSS) feed and set content to be delivered directly to your desktop using a reader application. The RSS feeds are a free service and Cisco currently supports RSS version 2.0. 
 
     
      [bookmark: pgfId-447933]Cisco and the Cisco logo are trademarks or registered trademarks of Cisco and/or its affiliates in the U.S. and other countries. To view a list of Cisco trademarks, go to this URL:  www.cisco.com/go/trademarks . Third-party trademarks mentioned are the property of their respective owners. The use of the word partner does not imply a partnership relationship between Cisco and any other company. (1110R)
 
    
 
     
      [bookmark: pgfId-417166] 2012 Cisco Systems, Inc. All rights reserved.
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