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     [bookmark: pgfId-1013718]Preface 
      
      
 
     
 
 
    [bookmark: pgfId-1013721]This preface describes the audience, organization, and conventions of the Cisco Nexus 7000 Series NX-OS High Availability Command Reference. It also provides information on how to obtain related documentation.
 
    [bookmark: pgfId-1010707]This chapter includes the following sections:
 
     
     	 [bookmark: pgfId-1010708]Audience
 
     	 [bookmark: pgfId-1010736]Organization
 
     	 [bookmark: pgfId-1010716]Document Conventions
 
     	 [bookmark: pgfId-1010721]Documentation Feedback
 
     	 [bookmark: pgfId-1015249]Communications, Services, and Additional Information
 
    
 
     
      [bookmark: pgfId-1010304][bookmark: 70085]Audience
 
     [bookmark: pgfId-1010483]This publication is for experienced users who configure and maintain Cisco NX-OS devices.
 
    
 
     
      [bookmark: pgfId-1010306][bookmark: 73682]Organization
 
     [bookmark: pgfId-1010307]This reference is organized as follows:
 
     [bookmark: pgfId-1011547]
 
      
       
        
         
         	 
           
           [bookmark: pgfId-1011744]Chapter and Title 
          
  
         	 
           
           [bookmark: pgfId-1011746]Description 
          
  
        
 
         
         	[bookmark: pgfId-1011751]Cisco Nexus 7000 Series NX-OS High Availability Commands
  
         	[bookmark: pgfId-1011753]Describes the Cisco NX-OS high availability commands.
  
        
 
        
      
 
     
 
    
 
     
      [bookmark: pgfId-1010352][bookmark: 51512]Document Conventions
 
     [bookmark: pgfId-1010522]Command descriptions use these conventions: 
 
      
       
        
         
         	 
           
           [bookmark: pgfId-1010499]Convention 
          
  
         	 
           
           [bookmark: pgfId-1010501]Description 
          
  
        
 
         
         	[bookmark: pgfId-1010503]boldface font
  
         	[bookmark: pgfId-1010505]Commands and keywords are in boldface.
  
        
 
         
         	[bookmark: pgfId-1010507]italic font
  
         	[bookmark: pgfId-1010509]Arguments for which you supply values are in italics.
  
        
 
         
         	[bookmark: pgfId-1010511][ ]
  
         	[bookmark: pgfId-1010513]Elements in square brackets are optional.
  
        
 
         
         	[bookmark: pgfId-1010515][ x | y | z ]
  
         	[bookmark: pgfId-1010517]Optional alternative keywords are grouped in brackets and separated by vertical bars.
  
        
 
         
         	[bookmark: pgfId-1010519]string
  
         	[bookmark: pgfId-1010521]A nonquoted set of characters. Do not use quotation marks around the string or the string will include the quotation marks.
  
        
 
        
      
 
     
 
     [bookmark: pgfId-1010548]Screen examples use these conventions: 
 
      
       
        
         
         	[bookmark: pgfId-1010525]screen font
  
         	[bookmark: pgfId-1010527]Terminal sessions and information that the switch displays are in screen font.
  
        
 
         
         	[bookmark: pgfId-1010529]boldface screen font
  
         	[bookmark: pgfId-1010531]Information you must enter is in boldface screen font.
  
        
 
         
         	[bookmark: pgfId-1010533]italic screen font
  
         	[bookmark: pgfId-1010535]Arguments for which you supply values are in italic screen font.
  
        
 
         
         	[bookmark: pgfId-1010537]< >
  
         	[bookmark: pgfId-1010539]Nonprinting characters, such as passwords, are in angle brackets.
  
        
 
         
         	[bookmark: pgfId-1010541][ ]
  
         	[bookmark: pgfId-1010543]Default responses to system prompts are in square brackets.
  
        
 
         
         	[bookmark: pgfId-1010545]!, #
  
         	[bookmark: pgfId-1010547]An exclamation point (!) or a pound sign (#) at the beginning of a line of code indicates a comment line.
  
        
 
        
      
 
     
 
     [bookmark: pgfId-1010353]This document uses the following conventions:
 
      
       
     
 
     
 
     [bookmark: pgfId-1010354]Note Means reader take note. Notes contain helpful suggestions or references to material not covered in the manual.
 
      
      
 
     
 
     
 
      
       
     
 
     
 
      
      [bookmark: pgfId-1014197] 
      Caution Means 
      reader be careful. In this situation, you might do something that could result in equipment damage or loss of data. 
       
       
 
      
 
     
 
      
       
     
 
     
 
     [bookmark: pgfId-1014929]Tip Means the following information will help you solve a problem.[bookmark: marker-1014928]
 
      
      
 
     
 
     
 
    
 
     
      [bookmark: pgfId-1014942]Related Documentation[bookmark: marker-1014941]
 
     [bookmark: pgfId-1014944]Cisco NX-OS includes the following documents:
 
      
       [bookmark: pgfId-1014945]Release Notes
 
      [bookmark: pgfId-1014949]Cisco Nexus 7000 Series NX-OS Release Notes, Release 5.x
 
     
 
      
       [bookmark: pgfId-1014950]NX-OS Configuration Guides
 
      [bookmark: pgfId-1014954]Cisco Nexus 2000 Series Fabric Extender Software Configuration Guide
 
      [bookmark: pgfId-1014958]Cisco Nexus 7000 Series NX-OS Configuration Examples
 
      [bookmark: pgfId-1014962]Cisco Nexus 7000 Series NX-OS FabricPath Configuration Guide
 
      [bookmark: pgfId-1014966]Configuring Feature Set for FabricPath
 
      [bookmark: pgfId-1014970]Cisco Nexus 7000 Series NX-OS Fundamentals Configuration Guide 
 
      [bookmark: pgfId-1014974]Cisco Nexus 7000 Series NX-OS High Availability and Redundancy Guide
 
      [bookmark: pgfId-1014978]Cisco Nexus 7000 Series NX-OS Interfaces Configuration Guide
 
      [bookmark: pgfId-1014982]Cisco Nexus 7000 Series NX-OS IP SLAs Configuration Guide
 
      [bookmark: pgfId-1014986]Cisco Nexus 7000 Series NX-OS Layer 2 Switching Configuration Guide
 
      [bookmark: pgfId-1014990]Cisco Nexus 7000 Series NX-OS LISP Configuration Guide
 
      [bookmark: pgfId-1014994]Cisco Nexus 7000 Series NX-OS MPLS Configuration Guide
 
      [bookmark: pgfId-1014998]Cisco Nexus 7000 Series NX-OS Multicast Routing Configuration Guide
 
      [bookmark: pgfId-1015002]Cisco Nexus 7000 Series NX-OS OTV Configuration Guide
 
      [bookmark: pgfId-1015006]Cisco Nexus 7000 Series OTV Quick Start Guide
 
      [bookmark: pgfId-1015010]Cisco Nexus 7000 Series NX-OS Quality of Service Configuration Guide
 
      [bookmark: pgfId-1015014]Cisco Nexus 7000 Series NX-OS SAN Switching Configuration Guide
 
      [bookmark: pgfId-1015018]Cisco Nexus 7000 Series NX-OS Security Configuration Guide
 
      [bookmark: pgfId-1015022]Cisco Nexus 7000 Series NX-OS System Management Configuration Guide
 
      [bookmark: pgfId-1015026]Cisco Nexus 7000 Series NX-OS Unicast Routing Configuration Guide
 
      [bookmark: pgfId-1015030]Cisco Nexus 7000 Series NX-OS Virtual Device Context Configuration Guide
 
      [bookmark: pgfId-1015034]Cisco Nexus 7000 Series NX-OS Virtual Device Context Quick Start
 
      [bookmark: pgfId-1015038]Cisco NX-OS FCoE Configuration Guide for Cisco Nexus 7000 and Cisco MDS 9500
 
     
 
      
       [bookmark: pgfId-1015039]NX-OS Command References
 
      [bookmark: pgfId-1015043]Cisco Nexus 7000 Series NX-OS Command Reference Master Index
 
      [bookmark: pgfId-1015047]Cisco Nexus 7000 Series NX-OS FabricPath Command Reference
 
      [bookmark: pgfId-1015051]Cisco Nexus 7000 Series NX-OS Fundamentals Command Reference
 
      [bookmark: pgfId-1015055]Cisco Nexus 7000 Series NX-OS High Availability Command Reference
 
      [bookmark: pgfId-1015059]Cisco Nexus 7000 Series NX-OS Interfaces Command Reference
 
      [bookmark: pgfId-1015063]Cisco Nexus 7000 Series NX-OS IP SLAs Command Reference 
 
      [bookmark: pgfId-1015067]Cisco Nexus 7000 Series NX-OS Layer 2 Switching Command Reference
 
      [bookmark: pgfId-1015071]Cisco Nexus 7000 Series NX-OS LISP Command Reference
 
      [bookmark: pgfId-1015075]Cisco Nexus 7000 Series NX-OS MPLS Command Reference
 
      [bookmark: pgfId-1015079]Cisco Nexus 7000 Series NX-OS Multicast Routing Command Reference
 
      [bookmark: pgfId-1015083]Cisco Nexus 7000 Series NX-OS OTV Command Reference
 
      [bookmark: pgfId-1015087]Cisco Nexus 7000 Series NX-OS Quality of Service Command Reference
 
      [bookmark: pgfId-1015091]Cisco Nexus 7000 Series NX-OS SAN Switching Command Reference
 
      [bookmark: pgfId-1015095]Cisco Nexus 7000 Series NX-OS Security Command Reference
 
      [bookmark: pgfId-1015099]Cisco Nexus 7000 Series NX-OS System Management Command Reference
 
      [bookmark: pgfId-1015103]Cisco Nexus 7000 Series NX-OS Unicast Routing Command Reference
 
      [bookmark: pgfId-1015107]Cisco Nexus 7000 Series NX-OS Virtual Device Context Command Reference
 
      [bookmark: pgfId-1015111]Cisco NX-OS FCoE Command Reference for Cisco Nexus 7000 and Cisco MDS 9500
 
     
 
      
       [bookmark: pgfId-1015112]Other Software Documents
 
      [bookmark: pgfId-1015116]Cisco NX-OS Licensing Guide
 
      [bookmark: pgfId-1015120]Cisco Nexus 7000 Series NX-OS MIB Quick Reference
 
      [bookmark: pgfId-1015124]Cisco Nexus 7000 Series NX-OS Software Upgrade and Downgrade Guide
 
      [bookmark: pgfId-1015128]Cisco NX-OS System Messages Reference
 
      [bookmark: pgfId-1015132]Cisco Nexus 7000 Series NX-OS Troubleshooting Guide
 
      [bookmark: pgfId-1015136]Cisco NX-OS XML Interface User Guide
 
     
 
    
 
     
      [bookmark: pgfId-1015138][bookmark: 26109]Documentation Feedback
 
     [bookmark: pgfId-1014930]To provide technical feedback on this document, or to report an error or omission, please send your comments to nexus7k-docfeedback@cisco.com. We appreciate your feedback.
 
      
       [bookmark: pgfId-1015471][bookmark: 59921][bookmark: 77613]Communications, Services, and Additional Information
 
       
       	 [bookmark: pgfId-1015473]To receive timely, relevant information from Cisco, sign up at  Cisco Profile Manager .
 
       	 [bookmark: pgfId-1015475]To get the business impact you’re looking for with the technologies that matter, visit  Cisco Services .
 
       	 [bookmark: pgfId-1015477]To submit a service request, visit  Cisco Support .
 
       	 [bookmark: pgfId-1015479]To discover and browse secure, validated enterprise-class apps, products, solutions and services, visit  Cisco Marketplace .
 
       	 [bookmark: pgfId-1015481]To obtain general networking, training, and certification titles, visit  Cisco Press .
 
       	 [bookmark: pgfId-1015483]To find warranty information for a specific product or product family, access  Cisco Warranty Finder .
 
      
 
     
 
      
       [bookmark: pgfId-1015484]Cisco Bug Search Tool
 
      [bookmark: pgfId-1015486]Cisco Bug Search Tool (BST) is a web-based tool that acts as a gateway to the Cisco bug tracking system that maintains a comprehensive list of defects and vulnerabilities in Cisco products and software. BST provides you with detailed defect information about your products and software.
 
     
 
    
 
     
    
 
   
 
  
 
  
  
   
   
    
     [bookmark: pgfId-1033936][bookmark: 94634]Cisco Nexus 7000 Series NX-OS High Availability Commands 
      
      
 
     
 
 
    [bookmark: pgfId-1309406]Cisco NX-OS is a resilient operating system that is specifically designed for high availability at the network, system, and process level. For more information about high availability (HA) concepts and features for Cisco NX-OS devices, see the Cisco Nexus 7000 Series NX-OS High Availability and Redundancy Guide.
 
    [bookmark: pgfId-1365591]This chapter describes the Cisco Nexus 7000 Series NX-OS high availability commands.
 
   
 
    
     [bookmark: pgfId-1318986][bookmark: clear bootvar log]clear bootvar log
 
    [bookmark: pgfId-1314720]To delete the boot variable log, use the clear bootvar log command.
 
    [bookmark: pgfId-1314725]clear bootvar log
 
     
      [bookmark: pgfId-1315354] 
      
         
      
 Syntax Description
 
     [bookmark: pgfId-1315355]This command has no arguments or keywords.
 
    
 
     
      [bookmark: pgfId-1315356] 
      
         
      
 Defaults
 
     [bookmark: pgfId-1315357]None
 
    
 
   
 
    
     [bookmark: pgfId-1315358] 
     
        
     
 Command Modes
 
    [bookmark: pgfId-1315359]Any command mode
 
     
     [bookmark: pgfId-1315360] 
     
        
     
 Supported User Roles 
    
 
    [bookmark: pgfId-1315361]network-admin

 
     
      [bookmark: pgfId-1361318] 
      
         
      
 Command History
 
 
      
       
        
         
         	 
           
           [bookmark: pgfId-1315364]Release 
          
  
         	 
           
           [bookmark: pgfId-1315366]Modification 
          
  
        
 
         
         	[bookmark: pgfId-1315368]4.0(1)
  
         	[bookmark: pgfId-1315370]This command was introduced. 
  
        
 
        
      
 
     
 
    
 
     
      [bookmark: pgfId-1315374] 
       
      
 Examples
 
     [bookmark: pgfId-1315375]This example shows how to delete the boot variable log:
 
      
      [bookmark: pgfId-1315376]switch# clear bootvar log 
     
 
      
      [bookmark: pgfId-1315379]switch# 
     
 
    
 
     
      [bookmark: pgfId-1315389] 
      
         
      
 Related Commands
 
      
       
        
         
         	 
           
           [bookmark: pgfId-1315382]Command 
          
  
         	 
           
           [bookmark: pgfId-1315384]Description 
          
  
        
 
         
         	[bookmark: pgfId-1361328]show boot
  
         	[bookmark: pgfId-1361330]Displays all configured boot variables.
  
        
 
         
         	[bookmark: pgfId-1315386]show boot variable
  
         	[bookmark: pgfId-1315388]Displays the boot variable names.
  
        
 
        
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-1314747]clear cores
 
    [bookmark: pgfId-1315480]To delete core dump files of a virtual device context (VDC) from the logflash, use the clear cores command.
 
    [bookmark: pgfId-1315418]clear cores archive file file-name
 
     
      [bookmark: pgfId-1315558] 
      
         
      
 Syntax Description
 
      
       
        
         
         	[bookmark: pgfId-1315555]archive
  
         	[bookmark: pgfId-1315557]Specifies all core dump files for a VDC from the logflash on the module.
  
        
 
         
         	[bookmark: pgfId-1374850]file file-name
  
         	[bookmark: pgfId-1374852]Specifies the file on the logflash that needs to be deleted.
  
        
 
        
      
 
     
 
    
 
     
      [bookmark: pgfId-1315421] 
      
         
      
 Defaults
 
     [bookmark: pgfId-1315422]None
 
    
 
   
 
    
     [bookmark: pgfId-1315423] 
     
        
     
 Command Modes
 
    [bookmark: pgfId-1315424]Any command mode
 
     
     [bookmark: pgfId-1315425] 
     
        
     
 Supported User Roles 
    
 
    [bookmark: pgfId-1315426]network-admin
 
     
      [bookmark: pgfId-1361347] 
      
         
      
 Command History
 
 
      
       
        
         
         	 
           
           [bookmark: pgfId-1315429]Release 
          
  
         	 
           
           [bookmark: pgfId-1315431]Modification 
          
  
        
 
         
         	[bookmark: pgfId-1315433]4.0(1)
  
         	[bookmark: pgfId-1315435]This command was introduced. 
  
        
 
        
      
 
     
 
    
 
     
      [bookmark: pgfId-1315436] 
      
         
      
 Usage Guidelines
 
     [bookmark: pgfId-1315437]This command does not require a license.
 
    
 
     
      [bookmark: pgfId-1315439] 
       
      
 Examples
 
     [bookmark: pgfId-1315440]This example shows how to delete core dump files of a VDC from the logflash:
 
      
      [bookmark: pgfId-1315441]switch(config)# clear cores archive 
     
 
      
      [bookmark: pgfId-1315444]switch(config)# 
     
 
    
 
     
      [bookmark: pgfId-1315454] 
      
         
      
 Related Commands
 
      
       
        
         
         	 
           
           [bookmark: pgfId-1315447]Command 
          
  
         	 
           
           [bookmark: pgfId-1315449]Description 
          
  
        
 
         
         	[bookmark: pgfId-1315451]show cores
  
         	 
           
            [bookmark: pgfId-1315049]clear xbar-driver
 
           [bookmark: pgfId-1317312]To delete the crossbar-related information, use the clear x-bar driver command.
 
           [bookmark: pgfId-1319702]clear xbar-driver [xbar xbar-number | local xbar counter]
 
            
             [bookmark: pgfId-1320309] 
             
                
             
 Syntax Description
 
             
              
               
                
                	[bookmark: pgfId-1320398]xbar xbar-number
  
                	[bookmark: pgfId-1320400](Optional) Specifies the crossbar number. The range is from 1 to 5.
  
               
 
                
                	[bookmark: pgfId-1320390]local xbar counter
  
                	[bookmark: pgfId-1320392](Optional) Specifies the crossbar slot number. The range is from 1 to 4.
  
               
 
               
             
 
            
 
           
 
            
             [bookmark: pgfId-1320310] 
             
                
             
 Defaults
 
            [bookmark: pgfId-1320311]None
 
           
 
          
 
           
            [bookmark: pgfId-1320364] 
            
               
            
 Command Modes
 
           [bookmark: pgfId-1320365]Any command mode
 
            
            [bookmark: pgfId-1320366] 
            
               
            
 Supported User Roles 
           
 
           [bookmark: pgfId-1320315]network-admin

 
            
             [bookmark: pgfId-1361352] 
             
                
             
 Command History
 
 
             
              
               
                
                	 
                  
                  [bookmark: pgfId-1320318]Release 
                 
  
                	 
                  
                  [bookmark: pgfId-1320320]Modification 
                 
  
               
 
                
                	[bookmark: pgfId-1320322]4.0(1)
  
                	[bookmark: pgfId-1320324]This command was introduced. 
  
               
 
               
             
 
            
 
           
 
            
             [bookmark: pgfId-1320325] 
             
                
             
 Usage Guidelines
 
            [bookmark: pgfId-1320326]This command does not require a license.
 
           
 
            
             [bookmark: pgfId-1320327] 
              
             
 Examples
 
            [bookmark: pgfId-1320328]This example shows how to delete the crossbar-related information:
 
             
             [bookmark: pgfId-1320471]switch# clear xbar-driver xbar 2 inst 1 counters port_num 1 all 
            
 
             
             [bookmark: pgfId-1320472]switch# 
            
 
           
 
            
             [bookmark: pgfId-1320340] 
             
                
             
 Related Commands
 
             
              
               
                
                	 
                  
                  [bookmark: pgfId-1320333]Command 
                 
  
                	 
                  
                  [bookmark: pgfId-1320335]Description 
                 
  
               
 
                
                	[bookmark: pgfId-1345800]show module fabric
  
                	[bookmark: pgfId-1345802]Displays information about the module fabric.
  
               
 
                
                	[bookmark: pgfId-1320337]show hardware fabric-utilization
  
                	[bookmark: pgfId-1320339]Displays information about the hardware fabric utilization.
  
               
 
               
             
 
            
 
           
 
          
 
           
            [bookmark: pgfId-1378692] hardware fabric crc
 
           [bookmark: pgfId-1379062]To enable internal CRC detection and isolation functionality, use the hardware fabric crc command in configuration mode. To disable this functionality, use the no form of the command.
 
           [bookmark: pgfId-1379063]hardware fabric crc [threshold threshold-count]
 
           [bookmark: pgfId-1379235]no hardware fabric crc
 
            
             [bookmark: pgfId-1378704] 
             
                
             
 Syntax Description
 
             
              
               
                
                	[bookmark: pgfId-1378697]threshold-count
  
                	[bookmark: pgfId-1379298]Specifies the threshold count, taken over a 24-hour period, consecutively. The range is 1 to 100.
  
               
 
               
             
 
            
 
           
 
            
             [bookmark: pgfId-1378705] 
             
                
             
 Defaults
 
            [bookmark: pgfId-1378706]3, over a 24-hour period
 
           
 
          
 
           
            [bookmark: pgfId-1378707] 
            
               
            
 Command Modes
 
           [bookmark: pgfId-1379378]Configuration mode
 
            
             [bookmark: pgfId-1379381] 
             
                
             
 Command History
 
 
             
              
               
                
                	 
                  
                  [bookmark: pgfId-1379384]Release 
                 
  
                	 
                  
                  [bookmark: pgfId-1379386]Modification 
                 
  
               
 
                
                	[bookmark: pgfId-1379388]8.4(1)
  
                	[bookmark: pgfId-1379390]This command was introduced. 
  
               
 
               
             
 
            
 
           
 
            
             [bookmark: pgfId-1378721] 
             
                
             
 Usage Guidelines
 
            [bookmark: pgfId-1378722]None
 
           
 
            
             [bookmark: pgfId-1378723] 
              
             
 Examples
 
            [bookmark: pgfId-1379485]The following example shows how to enable internal CRC error detection and isolation:
 
             
             [bookmark: pgfId-1379486]switch# config terminal 
            
 
             
             [bookmark: pgfId-1379519]switch(config)# hardware fabric crc threshold 100 
            
 
             
             [bookmark: pgfId-1379565] 
            
 
            [bookmark: pgfId-1379569]The following example shows how to disable internal CRC error detection and isolation:
 
             
             [bookmark: pgfId-1379570]switch# config terminal 
            
 
             
             [bookmark: pgfId-1379571]switch(config)# no hardware fabric crc 
            
 
             
             [bookmark: pgfId-1379487] 
            
 
           
 
            
             [bookmark: pgfId-1378740] 
             
                
             
 Related Commands
 
             
              
               
                
                	 
                  
                  [bookmark: pgfId-1378729]Command 
                 
  
                	 
                  
                  [bookmark: pgfId-1378731]Description 
                 
  
               
 
                
                	[bookmark: pgfId-1378733]show module fabric
  
                	[bookmark: pgfId-1378735]Displays information about the module fabric.
  
               
 
                
                	[bookmark: pgfId-1378737]show hardware fabric-utilization
  
                	[bookmark: pgfId-1378739]Displays information about the hardware fabric utilization.
  
               
 
               
             
 
            
 
            [bookmark: pgfId-1378741] 
 
           
 
          
 
           
            [bookmark: pgfId-1373972][bookmark: marker-1317351]out-of-service
 
           [bookmark: pgfId-1373973]To power off a supervisor module in the Cisco NX-OS software, use the out-of-service command. 
 
           [bookmark: pgfId-1373974]out-of-service module module-number
 
            
             [bookmark: pgfId-1373984] 
             
                
             
 Syntax Description
 
             
              
               
                
                	[bookmark: pgfId-1373977]module
  
                	[bookmark: pgfId-1373979]Specifies an I/O module. 
  
               
 
                
                	[bookmark: pgfId-1373981]module-number
  
                	[bookmark: pgfId-1373983]Module number. The range is from 1 to 18.
  
               
 
               
             
 
            
 
           
 
            
             [bookmark: pgfId-1373985] 
             
                
             
 Defaults
 
            [bookmark: pgfId-1373986]None
 
           
 
          
 
           
            [bookmark: pgfId-1373987] 
            
               
            
 Command Modes
 
           [bookmark: pgfId-1373988]Global configuration mode
 
            
            [bookmark: pgfId-1373989] 
            
               
            
 Supported User Roles 
           
 
           [bookmark: pgfId-1373990]network-admin
vdc-admin
 
            
             [bookmark: pgfId-1374702] 
             
                
             
 Command History
 
 
             
              
               
                
                	 
                  
                  [bookmark: pgfId-1373993]Release 
                 
  
                	 
                  
                  [bookmark: pgfId-1373995]Modification 
                 
  
               
 
                
                	[bookmark: pgfId-1374787]5.2(1)
  
                	[bookmark: pgfId-1374789]Removed the xbar keyword.
  
               
 
                
                	[bookmark: pgfId-1373997]4.0(1)
  
                	[bookmark: pgfId-1373999]This command was introduced.
  
               
 
               
             
 
            
 
           
 
            
             [bookmark: pgfId-1374000] 
             
                
             
 Usage Guidelines
 
            [bookmark: pgfId-1374002]This command is not supported on line card modules. For line card modules, use the poweroff command.
 
            [bookmark: pgfId-1374003]You can use the out-of-service command only in the default virtual device context (VDC).
 
            [bookmark: pgfId-1374004]Use this command to safely remove a module from service in the software. Before bringing a module back into service, you must remove the physical hardware module from the chassis and reinsert it.
 
            [bookmark: pgfId-1374005]This command does not require a license.
 
           
 
            
             [bookmark: pgfId-1374006] 
              
             
 Examples
 
            [bookmark: pgfId-1374007]This example shows how to take a supervisor module out of service:
 
             
             [bookmark: pgfId-1374008]switch# configure terminal 
            
 
             
             [bookmark: pgfId-1374009]switch(config)# out-of-service module 3 
            
 
           
 
            
             [bookmark: pgfId-1374023] 
             
                
             
 Related Commands
 
             
              
               
                
                	 
                  
                  [bookmark: pgfId-1374012]Command 
                 
  
                	 
                  
                  [bookmark: pgfId-1374014]Description 
                 
  
               
 
                
                	[bookmark: pgfId-1374016]poweroff
  
                	[bookmark: pgfId-1374018]Shuts down a supervisor of a line card module in the Cisco NX-OS software.
  
               
 
                
                	[bookmark: pgfId-1374020]reload module
  
                	[bookmark: pgfId-1374022]Reloads a module in a device.
  
               
 
               
             
 
            
 
            [bookmark: pgfId-1374027]poweroff {module module-number | xbar xbar-number}
 
             
              [bookmark: pgfId-1374037] 
              
                 
              
 Syntax Description
 
              
               
                
                 
                 	[bookmark: pgfId-1374030]module module-number
  
                 	[bookmark: pgfId-1374032]Specifies an I/O module. The range is from 1 to 18.
  
                
 
                 
                 	[bookmark: pgfId-1374034]xbar xbar-number
  
                 	[bookmark: pgfId-1374036]Specifies a fabric module. The range is from 1 to 5.
  
                
 
                
              
 
             
 
            
 
             
              [bookmark: pgfId-1374038] 
              
                 
              
 Defaults
 
             [bookmark: pgfId-1374039]None
 
            
 
           
 
            
             [bookmark: pgfId-1374040] 
             
                
             
 Command Modes
 
            [bookmark: pgfId-1374735]Global configuration mode
 
             
             [bookmark: pgfId-1374737] 
             
                
             
 Supported User Roles 
            
 
            [bookmark: pgfId-1374709]network-admin
vdc-admin
 
             
              [bookmark: pgfId-1374759] 
              
                 
              
 Command History
 
 
              
               
                
                 
                 	 
                   
                   [bookmark: pgfId-1374762]Release 
                  
  
                 	 
                   
                   [bookmark: pgfId-1374764]Modification 
                  
  
                
 
                 
                 	[bookmark: pgfId-1374766]5.2(1)
  
                 	[bookmark: pgfId-1374768]This command was introduced.
  
                
 
                
              
 
             
 
            
 
             
              [bookmark: pgfId-1374053] 
              
                 
              
 Usage Guidelines
 
 
             [bookmark: pgfId-1374054]This command does not require a license.
 
            
 
             
              [bookmark: pgfId-1374055] 
               
              
 Examples
 
             [bookmark: pgfId-1374056]This example shows how to take a supervisor module out of service:
 
              
              [bookmark: pgfId-1374057]switch# configure terminal 
             
 
              
              [bookmark: pgfId-1374058]switch(config)# poweroff module 5 
             
 
            
 
             
              [bookmark: pgfId-1374072] 
              
                 
              
 Related Commands
 
              
               
                
                 
                 	 
                   
                   [bookmark: pgfId-1374061]Command 
                  
  
                 	 
                   
                   [bookmark: pgfId-1374063]Description 
                  
  
                
 
                 
                 	[bookmark: pgfId-1374065]out-of-service
  
                 	[bookmark: pgfId-1374067]Shuts down a supervisor module in the Cisco NX-OS software.
  
                
 
                 
                 	[bookmark: pgfId-1374069]reload module
  
                 	 
                   
                    [bookmark: pgfId-1323646]power redundancy-mode[bookmark: marker-1323645]
 
                   [bookmark: pgfId-1323647]To configure the power supply redundancy mode, use the power redundancy-mode command. To disable the power redundancy mode, use the no form of this command.
 
                   [bookmark: pgfId-1323648]power redundancy-mode {combined | insrc-redundant | ps-redundant | redundant}
 
                   [bookmark: pgfId-1323649]no power redundancy-mode {combined | insrc-redundant | ps-redundant | redundant}
 
                    
                     [bookmark: pgfId-1323668] 
                     
                        
                     
 Syntax Description[bookmark: 52044]
 
                     
                      
                       
                        
                        	[bookmark: pgfId-1323653]combined
  
                        	[bookmark: pgfId-1323655]Specifies the combined power supply mode.
  
                       
 
                        
                        	[bookmark: pgfId-1323657]insrc-redundant
  
                        	[bookmark: pgfId-1323659]Specifies the input source redundancy mode.
  
                       
 
                        
                        	[bookmark: pgfId-1323661]ps-redundant
  
                        	[bookmark: pgfId-1323663]Specifies the power support redundancy mode.
  
                       
 
                        
                        	[bookmark: pgfId-1323665]redundant
  
                        	[bookmark: pgfId-1323667]Specifies the full redundancy mode.
  
                       
 
                       
                     
 
                    
 
                   
 
                    
                     [bookmark: pgfId-1323669] 
                     
                        
                     
 Defaults
 
                    [bookmark: pgfId-1323670]ps-redundant
 
                   
 
                  
 
                   
                    [bookmark: pgfId-1323671] 
                    
                       
                    
 Command Modes
 
                   [bookmark: pgfId-1323672]Global configuration
 
                    
                    [bookmark: pgfId-1323673] 
                    
                       
                    
 Supported User Roles 
                   
 
                   [bookmark: pgfId-1323674]network-admin
 
                    
                     [bookmark: pgfId-1323684] 
                     
                        
                     
 Command History
 
                     
                      
                       
                        
                        	 
                          
                          [bookmark: pgfId-1323677]Release 
                         
  
                        	 
                          
                          [bookmark: pgfId-1323679]Modification 
                         
  
                       
 
                        
                        	[bookmark: pgfId-1323681]4.0(1)
  
                        	[bookmark: pgfId-1323683]This command was introduced.
  
                       
 
                       
                     
 
                    
 
                   
 
                    
                     [bookmark: pgfId-1323685] 
                     
                        
                     
 Usage Guidelines
 
                    [bookmark: pgfId-1323686]You can use the power redundancy-mode command only in the default virtual device context (VDC).
 
                    [bookmark: pgfId-1323687]You can configure the power supplies with the following modes:
 
                     
                     	 [bookmark: pgfId-1323688]Combined mode—This mode does not provide power redundancy. The available power for this mode is the total power capacity of all power supplies.
 
                     	 [bookmark: pgfId-1323689]Power supply redundancy mode—This mode provides an extra power supply in case an active power supply goes down. With this mode, the power supply that can supply the most power operates in the standby mode. The other one or two power supplies are active. The available power is the amount of power provided by the active power supply units.
 
                     	 [bookmark: pgfId-1323690]Input source redundancy mode—This mode uses two electrical grids, each one powering a half module within each power supply. If one power grid goes down, each power supply continues to draw power through its other half module. The available power is the amount of power by the lesser of the two grids through the power supplies.
 
                     	 [bookmark: pgfId-1323691]Full redundancy mode—This mode combines power supply redundancy and input source redundancy, which means that the chassis has an extra power supply and each half of each power supply is connected to one electrical grid while the other half of each power supply is connected to the other electrical grid. The available power is the lesser of the available power for power supply mode and input source mode.
 
                    
 
                    [bookmark: pgfId-1323692]This command does not require a license.
 
                   
 
                    
                     [bookmark: pgfId-1323693] 
                      
                     
 Examples
 
                     
                     [bookmark: pgfId-1323699]switch# configure t 
                    
 
                     
                     [bookmark: pgfId-1323700]switch(config)# no power redundancy-mode redundant 
                    
 
                   
 
                    
                     [bookmark: pgfId-1323711] 
                     
                        
                     
 Related Commands
 
                     
                      
                       
                        
                        	 
                          
                          [bookmark: pgfId-1323704]Command 
                         
  
                        	 
                          
                          [bookmark: pgfId-1323706]Description 
                         
  
                       
 
                        
                        	[bookmark: pgfId-1323708]show environment
  
                        	[bookmark: pgfId-1323710]Displays information about the device hardware environment.
  
                       
 
                       
                     
 
                    
 
                    [bookmark: pgfId-1324373]reload module slot [force-dnld]
 
                     
                      [bookmark: pgfId-1324383] 
                      
                         
                      
 Syntax Description
 
                      
                       
                        
                         
                         	[bookmark: pgfId-1324376]slot
  
                         	[bookmark: pgfId-1324378]Chassis slot number. The slot range depends on the system.
  
                        
 
                         
                         	[bookmark: pgfId-1324380]force-dnld
  
                         	[bookmark: pgfId-1324382](Optional) Forces the download of software to the module.
  
                        
 
                        
                      
 
                     
 
                    
 
                     
                      [bookmark: pgfId-1324384] 
                      
                         
                      
 Defaults
 
                     [bookmark: pgfId-1324385]None
 
                    
 
                   
 
                    
                     [bookmark: pgfId-1324386] 
                     
                        
                     
 Command Modes
 
                    [bookmark: pgfId-1324387]Any command mode 
 
                     
                     [bookmark: pgfId-1324388] 
                     
                        
                     
 Supported User Roles 
                    
 
                    [bookmark: pgfId-1324389]network-admin
 
                     
                      [bookmark: pgfId-1324399] 
                      
                         
                      
 Command History
 
                      
                       
                        
                         
                         	 
                           
                           [bookmark: pgfId-1324392]Release 
                          
  
                         	 
                           
                           [bookmark: pgfId-1324394]Modification 
                          
  
                        
 
                         
                         	[bookmark: pgfId-1324396]4.0(1)
  
                         	[bookmark: pgfId-1324398]This command was introduced.
  
                        
 
                        
                      
 
                     
 
                    
 
                     
                      [bookmark: pgfId-1324400] 
                      
                         
                      
 Usage Guidelines
 
                     [bookmark: pgfId-1324401]You can use the reload module command only in the default virtual device context (VDC).
 
                     [bookmark: pgfId-1324402]To display information about the hardware on your device, use the show hardware command.
 
                     [bookmark: pgfId-1324403]This command does not require a license.
 
                    
 
                     
                      [bookmark: pgfId-1324404] 
                       
                      
 Examples
 
                     [bookmark: pgfId-1324405]This example shows how to reload a module:
 
                      
                      [bookmark: pgfId-1324406]switch# reload module 2 
                     
 
                    
 
                     
                      [bookmark: pgfId-1324417] 
                      
                         
                      
 Related Commands
 
                      
                       
                        
                         
                         	 
                           
                           [bookmark: pgfId-1324410]Command 
                          
  
                         	 
                           
                           [bookmark: pgfId-1324412]Description 
                          
  
                        
 
                         
                         	[bookmark: pgfId-1324414]show module
  
                         	[bookmark: pgfId-1324416]Displays the fabric modules in the Cisco Nexus 7000 Series switch.
  
                        
 
                        
                      
 
                     
 
                    
 
                   
 
                    
                     [bookmark: pgfId-1367488]show [bookmark: marker-1367487]boot
 
                    [bookmark: pgfId-1367489]To display the boot variables in the startup configuration, use the show boot command.
 
                    [bookmark: pgfId-1367490]show boot
 
                     
                      [bookmark: pgfId-1367491] 
                      
                         
                      
 Syntax Description
 
                     [bookmark: pgfId-1367492]This command has no arguments or keywords.
 
                    
 
                     
                      [bookmark: pgfId-1367493] 
                      
                         
                      
 Defaults
 
                     [bookmark: pgfId-1367494]None
 
                    
 
                   
 
                    
                     [bookmark: pgfId-1367495] 
                     
                        
                     
 Command Modes
 
                    [bookmark: pgfId-1367496]Any command mode
 
                     
                     [bookmark: pgfId-1367497] 
                     
                        
                     
 Supported User Roles 
                    
 
                    [bookmark: pgfId-1367498]network-admin
network-operator
vdc-admin
vdc-operator
 
                     
                      [bookmark: pgfId-1367508] 
                      
                         
                      
 Command History
 
                      
                       
                        
                         
                         	 
                           
                           [bookmark: pgfId-1367501]Release 
                          
  
                         	 
                           
                           [bookmark: pgfId-1367503]Modification 
                          
  
                        
 
                         
                         	[bookmark: pgfId-1367505]4.2
  
                         	[bookmark: pgfId-1367507]This command was introduced. 
  
                        
 
                        
                      
 
                     
 
                    
 
                     
                      [bookmark: pgfId-1367509] 
                      
                         
                      
 Usage Guidelines
 
                     [bookmark: pgfId-1374940]This command does not require a license.
 
                    
 
                     
                      [bookmark: pgfId-1367511] 
                       
                      
 Examples
 
                     [bookmark: pgfId-1367512]This example shows how to display the boot variables in the startup configuration:
 
                      
                      [bookmark: pgfId-1367514]switch# show boot 
                     
 
                      
                      [bookmark: pgfId-1367515]Current Boot Variables: 
                     
 
                      
                      [bookmark: pgfId-1367516] 
                     
 
                      
                      [bookmark: pgfId-1367517]sup-1 
                     
 
                      
                      [bookmark: pgfId-1367518]kickstart variable = bootflash:/n7000-s1-kickstart.4.1.5.gbin.S1 
                     
 
                      
                      [bookmark: pgfId-1367519]system variable = bootflash:/n7000-s1-dk9.4.1.5.gbin.S1 
                     
 
                      
                      [bookmark: pgfId-1367520]sup-2 
                     
 
                      
                      [bookmark: pgfId-1367521]kickstart variable = bootflash:/n7000-s1-kickstart.4.1.5.gbin.S1 
                     
 
                      
                      [bookmark: pgfId-1367522]system variable = bootflash:/n7000-s1-dk9.4.1.5.gbin.S1 
                     
 
                      
                      [bookmark: pgfId-1367523]No module boot variable set 
                     
 
                      
                      [bookmark: pgfId-1367524] 
                     
 
                      
                      [bookmark: pgfId-1367525]Boot Variables on next reload: 
                     
 
                      
                      [bookmark: pgfId-1367526] 
                     
 
                      
                      [bookmark: pgfId-1367527]sup-1 
                     
 
                      
                      [bookmark: pgfId-1367528]kickstart variable = bootflash:/n7000-s1-kickstart.4.1.5.gbin.S1 
                     
 
                      
                      [bookmark: pgfId-1367529]system variable = bootflash:/n7000-s1-dk9.4.1.5.gbin.S1 
                     
 
                      
                      [bookmark: pgfId-1367530]sup-2 
                     
 
                      
                      [bookmark: pgfId-1367531]kickstart variable = bootflash:/n7000-s1-kickstart.4.1.5.gbin.S1 
                     
 
                      
                      [bookmark: pgfId-1367532]system variable = bootflash:/n7000-s1-dk9.4.1.5.gbin.S1 
                     
 
                      
                      [bookmark: pgfId-1367533]No module boot variable set 
                     
 
                      
                      [bookmark: pgfId-1367534]switch(# 
                     
 
                      
                      [bookmark: pgfId-1367535] 
                     
 
                    
 
                     
                      [bookmark: pgfId-1367545] 
                      
                         
                      
 Related Commands
 
                      
                       
                        
                         
                         	 
                           
                           [bookmark: pgfId-1367538]Command 
                          
  
                         	 
                           
                           [bookmark: pgfId-1367540]Description 
                          
  
                        
 
                         
                         	[bookmark: pgfId-1367542]boot kickstart
  
                         	[bookmark: pgfId-1367544]Configures the boot variable for the Cisco NX-OS software kickstart image.
  
                        
 
                         
                         	[bookmark: pgfId-1374910]boot system
  
                         	[bookmark: pgfId-1374912]Configures the boot variable for the Cisco NX-OS software system image.
  
                        
 
                        
                      
 
                     
 
                      
                      [bookmark: pgfId-1367546] 
                     
 
                    
 
                   
 
                    
                     [bookmark: pgfId-1347753][bookmark: marker-1300929][bookmark: marker-1300930]show cores
 
                    [bookmark: pgfId-1308851]To display the system core dump files, use the show cores command.
 
                    [bookmark: pgfId-1308852]show cores {vdc | vdc-all}
 
                     
                      [bookmark: pgfId-1308948] 
                      
                         
                      
 Syntax Description
 
                      
                       
                        
                         
                         	[bookmark: pgfId-1308941]vdc
  
                         	[bookmark: pgfId-1308943]Specifies all core dumps for a virtual device context (VDC).
  
                        
 
                         
                         	[bookmark: pgfId-1308945]vdc-all
  
                         	[bookmark: pgfId-1308947]Specifies core dumps for all VDCs.
  
                        
 
                        
                      
 
                     
 
                    
 
                   
 
                    
                     [bookmark: pgfId-1303261] 
                     
                        
                     
 Command Modes
 
                    [bookmark: pgfId-1303262]Any command mode 
 
                     
                     [bookmark: pgfId-1303263] 
                     
                        
                     
 Supported User Roles 
                    
 
                    [bookmark: pgfId-1303264]network-admin
 
                     
                      [bookmark: pgfId-1303274] 
                      
                         
                      
 Command History
 
                      
                       
                        
                         
                         	 
                           
                           [bookmark: pgfId-1303267]Release 
                          
  
                         	 
                           
                           [bookmark: pgfId-1303269]Modification 
                          
  
                        
 
                         
                         	[bookmark: pgfId-1303271]4.0(1)
  
                         	[bookmark: pgfId-1303273]This command was introduced.
  
                        
 
                        
                      
 
                     
 
                    
 
                     
                      [bookmark: pgfId-1303275] 
                      
                         
                      
 Usage Guidelines
 
                     [bookmark: pgfId-1303278]This command does not require a license.
 
                    
 
                     
                      [bookmark: pgfId-1303279] 
                       
                      
 Examples
 
                     [bookmark: pgfId-1303217]This example shows how to display the recent system core dump file:
 
                      
                      [bookmark: pgfId-1308994]switch# show cores vdc 
                     
 
                      
                      [bookmark: pgfId-1367081]VDC No Module-num Instance-num Process-name PID Core-create-time 
                     
 
                      
                      [bookmark: pgfId-1367084] 
                     
 
                      
                      [bookmark: pgfId-1367085]------ ---------- ------------ ------------ --- ---------------- 
                     
 
                      
                      [bookmark: pgfId-1367088] 
                     
 
                      
                      [bookmark: pgfId-1367089]1 5 1 cdp 16718 May 21 15:36 
                     
 
                      
                      [bookmark: pgfId-1308997] 
                     
 
                      
                      [bookmark: pgfId-1309010]switch# 
                     
 
                    
 
                     
                      [bookmark: pgfId-1303455] 
                      
                         
                      
 Related Commands
 
                      
                       
                        
                         
                         	 
                           
                           [bookmark: pgfId-1303448]Command 
                          
  
                         	 
                           
                           [bookmark: pgfId-1303450]Description 
                          
  
                        
 
                         
                         	[bookmark: pgfId-1303452]show system core
  
                         	[bookmark: pgfId-1303454]Displays information about transferring cores.
  
                        
 
                         
                         	[bookmark: pgfId-1366500]system cores
  
                         	[bookmark: pgfId-1366502]Configures the system core filename.
  
                        
 
                        
                      
 
                     
 
                      
                      [bookmark: pgfId-1365855] 
                     
 
                    
 
                   
 
                    
                     [bookmark: pgfId-1367915]show s[bookmark: marker-1367914]ystem cores
 
                    [bookmark: pgfId-1367916]To display the core filename, use the show system cores command.
 
                    [bookmark: pgfId-1367917]show system cores
 
                     
                      [bookmark: pgfId-1365990] 
                      
                         
                      
 Syntax Description
 
                     [bookmark: pgfId-1365991]This command has no arguments or keywords.
 
                    
 
                     
                      [bookmark: pgfId-1365992] 
                      
                         
                      
 Defaults
 
                     [bookmark: pgfId-1365993]None
 
                    
 
                   
 
                    
                     [bookmark: pgfId-1365994] 
                     
                        
                     
 Command Modes
 
                    [bookmark: pgfId-1365995]Any command mode
 
                     
                     [bookmark: pgfId-1365996] 
                     
                        
                     
 Supported User Roles 
                    
 
                    [bookmark: pgfId-1365997]network-admin
network-operator
vdc-admin
vdc-operator
 
                     
                      [bookmark: pgfId-1366007] 
                      
                         
                      
 Command History
 
                      
                       
                        
                         
                         	 
                           
                           [bookmark: pgfId-1366000]Release 
                          
  
                         	 
                           
                           [bookmark: pgfId-1366002]Modification 
                          
  
                        
 
                         
                         	[bookmark: pgfId-1366004]4.0(1)
  
                         	[bookmark: pgfId-1366006]This command was introduced. 
  
                        
 
                        
                      
 
                     
 
                    
 
                     
                      [bookmark: pgfId-1366008] 
                      
                         
                      
 Usage Guidelines
 
                     [bookmark: pgfId-1366009]To configure the system core filename, use the show system cores command. 
 
                     [bookmark: pgfId-1366408]This command does not require a license.
 
                    
 
                     
                      [bookmark: pgfId-1366010] 
                       
                      
 Examples
 
                     [bookmark: pgfId-1366011]This example shows how to display the core filename:
 
                      
                      [bookmark: pgfId-1366013]switch# show system cores 
                     
 
                      
                      [bookmark: pgfId-1366480]Cores are transferred to slot0: 
                     
 
                      
                      [bookmark: pgfId-1366481]switch# 
                     
 
                    
 
                     
                      [bookmark: pgfId-1366472] 
                      
                         
                      
 Related Commands
 
                      
                       
                        
                         
                         	 
                           
                           [bookmark: pgfId-1366465]Command 
                          
  
                         	 
                           
                           [bookmark: pgfId-1366467]Description 
                          
  
                        
 
                         
                         	[bookmark: pgfId-1366469]system cores
  
                         	[bookmark: pgfId-1298445]show system redundancy [ha] status
 
                           
                            [bookmark: pgfId-1298451] 
                            
                               
                            
 Syntax Description
 
                            
                             
                              
                               
                               	[bookmark: pgfId-1298448]ha
  
                               	[bookmark: pgfId-1298450](Optional) Displays the virtual device context (VDC) redundancy (high availability) status.
  
                              
 
                              
                            
 
                           
 
                          
 
                           
                            [bookmark: pgfId-1298452] 
                            
                               
                            
 Defaults
 
                           [bookmark: pgfId-1298453]None
 
                          
 
                           
                            [bookmark: pgfId-1298454] 
                            
                               
                            
 Command Modes
 
                           [bookmark: pgfId-1298455]Any command mode
 
                            
                            [bookmark: pgfId-1298456] 
                            
                               
                            
 Supported User Roles 
                           
 
                           [bookmark: pgfId-1298457]network-admin
network-operator
vdc-admin
vdc-operator
 
                            
                             [bookmark: pgfId-1298467] 
                             
                                
                             
 Command History
 
                             
                              
                               
                                
                                	 
                                  
                                  [bookmark: pgfId-1298460]Release 
                                 
  
                                	 
                                  
                                  [bookmark: pgfId-1298462]Modification 
                                 
  
                               
 
                                
                                	[bookmark: pgfId-1298464]4.0(1)
  
                                	[bookmark: pgfId-1298466]This command was introduced.
  
                               
 
                               
                             
 
                            
 
                           
 
                            
                             [bookmark: pgfId-1298468] 
                             
                                
                             
 Usage Guidelines
 
                            [bookmark: pgfId-1298469]This command does not require a license.
 
                           
 
                            
                             [bookmark: pgfId-1298470] 
                              
                             
 Examples
 
                             
                             [bookmark: pgfId-1298490]switch# show system redundancy ha status 
                            
 
                             
                             [bookmark: pgfId-1298491]VDC No This supervisor Other supervisor 
                            
 
                             
                             [bookmark: pgfId-1298492]------ --------------- --------------- 
                            
 
                             
                             [bookmark: pgfId-1298493] 
                            
 
                             
                             [bookmark: pgfId-1298494]vdc 1 Active with no standby N/A 
                            
 
                             
                             [bookmark: pgfId-1298495]vdc 2 Active with no standby N/A 
                            
 
                             
                             [bookmark: pgfId-1298496]vdc 3 Active with no standby N/A 
                            
 
                             
                             [bookmark: pgfId-1369250]vdc 4 N/A N/A 
                            
 
                             
                             [bookmark: pgfId-1369251]switch#  
                            
 
                           
 
                            
                             [bookmark: pgfId-1369261] 
                             
                                
                             
 Related Commands
 
                             
                              
                               
                                
                                	 
                                  
                                  [bookmark: pgfId-1369254]Command 
                                 
  
                                	 
                                  
                                  [bookmark: pgfId-1369256]Description 
                                 
  
                               
 
                                
                                	[bookmark: pgfId-1369258]system hap-reset
  
                                	[bookmark: pgfId-1369260]Enables the Supervisor Reset HA policy.
  
                               
 
                               
                             
 
                            
 
                            [bookmark: pgfId-1321635]show system standby manual-boot
 
                             
                              [bookmark: pgfId-1321636] 
                              
                                 
                              
 Syntax Description
 
                             [bookmark: pgfId-1321637]This command has no arguments or keywords.
 
                            
 
                             
                              [bookmark: pgfId-1321638] 
                              
                                 
                              
 Defaults
 
                             [bookmark: pgfId-1321639]None
 
                            
 
                           
 
                            
                             [bookmark: pgfId-1321640] 
                             
                                
                             
 Command Modes
 
                            [bookmark: pgfId-1321641]Any command mode
 
                             
                             [bookmark: pgfId-1321642] 
                             
                                
                             
 Supported User Roles 
                            
 
                            [bookmark: pgfId-1321643]network-admin
network-operator
vdc-admin
vdc-operator
 
                             
                              [bookmark: pgfId-1321653] 
                              
                                 
                              
 Command History
 
                              
                               
                                
                                 
                                 	 
                                   
                                   [bookmark: pgfId-1321646]Release 
                                  
  
                                 	 
                                   
                                   [bookmark: pgfId-1321648]Modification 
                                  
  
                                
 
                                 
                                 	[bookmark: pgfId-1321650]4.0(1)
  
                                 	[bookmark: pgfId-1321652]This command was introduced. 
  
                                
 
                                
                              
 
                             
 
                            
 
                             
                              [bookmark: pgfId-1321654] 
                              
                                 
                              
 Usage Guidelines
 
                             [bookmark: pgfId-1321655]This command does not require a license.
 
                            
 
                             
                              [bookmark: pgfId-1321656] 
                               
                              
 Examples
 
                             [bookmark: pgfId-1321657]This example shows how to display the status of the system standby manual boot feature:
 
                              
                              [bookmark: pgfId-1321658]switch(config)# show system standby manual-boot 
                             
 
                              
                              [bookmark: pgfId-1321659]system standby manual-boot option is disabled 
                             
 
                              
                              [bookmark: pgfId-1321660]switch(config)# 
                             
 
                            
 
                             
                              [bookmark: pgfId-1300862] 
                              
                                 
                              
 Related Commands
 
                              
                               
                                
                                 
                                 	 
                                   
                                   [bookmark: pgfId-1321663]Command 
                                  
  
                                 	 
                                   
                                   [bookmark: pgfId-1321665]Description 
                                  
  
                                
 
                                 
                                 	[bookmark: pgfId-1321667]system hap-reset
  
                                 	[bookmark: pgfId-1321669]Enables the Supervisor Reset HA policy.
  
                                
 
                                
                              
 
                             
 
                            
 
                           
 
                            
                             [bookmark: pgfId-1365691]s[bookmark: marker-1365690]ystem cores
 
                            [bookmark: pgfId-1365692]To configure the destination for the core dumps on your system, use the system cores command. To revert to the default, use the no form of this command. 
 
                            [bookmark: pgfId-1365693]system cores {slot1:[path] | tftp:/server//[path/]}filename
 
                            [bookmark: pgfId-1371138]no system cores {slot1:[path] | tftp:/server//[path/]}filename
 
                             
                              [bookmark: pgfId-1365695] 
                              
                                 
                              
 Syntax Description
 
                              
                               
                                
                                 
                                 	[bookmark: pgfId-1370789]slot1 
  
                                 	[bookmark: pgfId-1370791]Specifies the slot0: external file system.
  
                                
 
                                 
                                 	[bookmark: pgfId-1370858]path
  
                                 	[bookmark: pgfId-1370860](Optional) Directory path to the file. The directory names in the path are case sensitive.
  
                                
 
                                 
                                 	[bookmark: pgfId-1370854]tftp
  
                                 	[bookmark: pgfId-1370927]Specifies a TFTP server. 
  
                                
 
                                 
                                 	[bookmark: pgfId-1370911]server
  
                                 	[bookmark: pgfId-1370852]Name or IPv4 address of the TFTP server. The server name is case sensitive.
  
                                
 
                                 
                                 	[bookmark: pgfId-1370913]filename
  
                                 	[bookmark: pgfId-1370942]Name of the core file. The name is alphanumeric, case sensitive, and has a maximum of 32 characters. 
  
                                
 
                                
                              
 
                             
 
                            
 
                             
                              [bookmark: pgfId-1365696] 
                              
                                 
                              
 Defaults
 
                             [bookmark: pgfId-1365697]None
 
                            
 
                           
 
                            
                             [bookmark: pgfId-1365698] 
                             
                                
                             
 Command Modes
 
                            [bookmark: pgfId-1365699]Any command mode
 
                             
                             [bookmark: pgfId-1365700] 
                             
                                
                             
 Supported User Roles 
                            
 
                            [bookmark: pgfId-1365701]network-admin
network-operator
vdc-admin
vdc-operator
 
                             
                              [bookmark: pgfId-1365711] 
                              
                                 
                              
 Command History
 
                              
                               
                                
                                 
                                 	 
                                   
                                   [bookmark: pgfId-1365704]Release 
                                  
  
                                 	 
                                   
                                   [bookmark: pgfId-1365706]Modification 
                                  
  
                                
 
                                 
                                 	[bookmark: pgfId-1365708]4.0(1)
  
                                 	[bookmark: pgfId-1365710]This command was introduced. 
  
                                
 
                                
                              
 
                             
 
                            
 
                             
                              [bookmark: pgfId-1365712] 
                              
                                 
                              
 Usage Guidelines
 
                             [bookmark: pgfId-1365713]This command does not require a license.
 
                            
 
                             
                              [bookmark: pgfId-1365715] 
                               
                              
 Examples
 
                              
                              [bookmark: pgfId-1370991]switch(config)# no system cores 
                             
 
                            
 
                             
                              [bookmark: pgfId-1365730] 
                              
                                 
                              
 Related Commands
 
                              
                               
                                
                                 
                                 	 
                                   
                                   [bookmark: pgfId-1365723]Command 
                                  
  
                                 	 
                                   
                                   [bookmark: pgfId-1365725]Description 
                                  
  
                                
 
                                 
                                 	[bookmark: pgfId-1365727]show system cores
  
                                 	[bookmark: pgfId-1365729]Displays the core filename.
  
                                
 
                                
                              
 
                             
 
                            
 
                           
 
                            
                             [bookmark: pgfId-1365630]s[bookmark: marker-1350566]ystem hap-reset
 
                            [bookmark: pgfId-1321565]To enable the Supervisor Reset High Availability (HA) policy, use the system hap-reset command.
 
                            [bookmark: pgfId-1321566]system hap-reset
 
                             
                              [bookmark: pgfId-1321567] 
                              
                                 
                              
 Syntax Description
 
                             [bookmark: pgfId-1321568]This command has no arguments or keywords.
 
                            
 
                             
                              [bookmark: pgfId-1321569] 
                              
                                 
                              
 Defaults
 
                             [bookmark: pgfId-1321570]None
 
                            
 
                           
 
                            
                             [bookmark: pgfId-1321571] 
                             
                                
                             
 Command Modes
 
                            [bookmark: pgfId-1321572]Any command mode
 
                             
                             [bookmark: pgfId-1321573] 
                             
                                
                             
 Supported User Roles 
                            
 
                            [bookmark: pgfId-1321574]network-admin
network-operator
vdc-admin
vdc-operator
 
                             
                              [bookmark: pgfId-1321584] 
                              
                                 
                              
 Command History
 
                              
                               
                                
                                 
                                 	 
                                   
                                   [bookmark: pgfId-1321577]Release 
                                  
  
                                 	 
                                   
                                   [bookmark: pgfId-1321579]Modification 
                                  
  
                                
 
                                 
                                 	[bookmark: pgfId-1321581]4.0(1)
  
                                 	[bookmark: pgfId-1321583]This command was introduced. 
  
                                
 
                                
                              
 
                             
 
                            
 
                             
                              [bookmark: pgfId-1321585] 
                              
                                 
                              
 Usage Guidelines
 
                             [bookmark: pgfId-1365534]You configure switchover and high availability (HA) policies for a virtual device context (VDC) when you create the VDC.
 
                             [bookmark: pgfId-1376252]This command does not require a license.
 
                            
 
                             
                              [bookmark: pgfId-1321587] 
                               
                              
 Examples
 
                             [bookmark: pgfId-1321588]This example shows how to enable the Supervisor Reset HA policy:
 
                              
                              [bookmark: pgfId-1321590]switch(config)# system hap-reset 
                             
 
                              
                              [bookmark: pgfId-1321818]switch(config)# 
                             
 
                            
 
                             
                              [bookmark: pgfId-1350622] 
                              
                                 
                              
 Related Commands
 
                              
                               
                                
                                 
                                 	 
                                   
                                   [bookmark: pgfId-1350615]Command 
                                  
  
                                 	 
                                   
                                   [bookmark: pgfId-1350617]Description 
                                  
  
                                
 
                                 
                                 	[bookmark: pgfId-1350619]system no hap-reset
  
                                 	[bookmark: pgfId-1375169]system heartbeat
 [bookmark: pgfId-1375358]system no heartbeat
 
                                   
                                    [bookmark: pgfId-1375171] 
                                    
                                       
                                    
 Syntax Description
 
                                   [bookmark: pgfId-1375383]This command has no arguments or keywords.
 
                                  
 
                                   
                                    [bookmark: pgfId-1375348] 
                                    
                                       
                                    
 Defaults
 
                                   [bookmark: pgfId-1375349]None
 
                                  
 
                                   
                                    [bookmark: pgfId-1375350] 
                                    
                                       
                                    
 Command Modes
 
                                   [bookmark: pgfId-1375175]Any command mode
 
                                    
                                    [bookmark: pgfId-1375176] 
                                    
                                       
                                    
 Supported User Roles 
                                   
 
                                   [bookmark: pgfId-1375177]network-admin
network-operator
vdc-admin
vdc-operator
 
                                    
                                     [bookmark: pgfId-1375187] 
                                     
                                        
                                     
 Command History
 
                                     
                                      
                                       
                                        
                                        	 
                                          
                                          [bookmark: pgfId-1375180]Release 
                                         
  
                                        	 
                                          
                                          [bookmark: pgfId-1375182]Modification 
                                         
  
                                       
 
                                        
                                        	[bookmark: pgfId-1375184]4.0(1)
  
                                        	[bookmark: pgfId-1375186]This command was introduced. 
  
                                       
 
                                       
                                     
 
                                    
 
                                   
 
                                    
                                     [bookmark: pgfId-1375188] 
                                     
                                        
                                     
 Usage Guidelines
 
                                    [bookmark: pgfId-1375189]This command does not require a license.
 
                                   
 
                                    
                                     [bookmark: pgfId-1375190] 
                                      
                                     
 Examples
 
                                    [bookmark: pgfId-1375191]This example shows how to enable the heartbeat checks (default) and revert to the factory default:
 
                                     
                                     [bookmark: pgfId-1375192]switch# system heartbeat 
                                    
 
                                     
                                     [bookmark: pgfId-1375193]switch# 
                                    
 
                                     
                                     [bookmark: pgfId-1375389] 
                                    
 
                                    [bookmark: pgfId-1375392]This example shows how to disable the heartbeat checks:
 
                                     
                                     [bookmark: pgfId-1375393]switch# system no heartbeat 
                                    
 
                                     
                                     [bookmark: pgfId-1375390]switch# 
                                    
 
                                   
 
                                    
                                     [bookmark: pgfId-1371825] 
                                     
                                        
                                     
 Related Commands
 
                                     
                                      
                                       
                                        
                                        	 
                                          
                                          [bookmark: pgfId-1375196]Command 
                                         
  
                                        	 
                                          
                                          [bookmark: pgfId-1375198]Description 
                                         
  
                                       
 
                                        
                                        	[bookmark: pgfId-1375200]system no hap-reset
  
                                        	[bookmark: pgfId-1375202]Disables the heartbeat checks (default) and reverts to the factory default.
  
                                       
 
                                       
                                     
 
                                    
 
                                   
 
                                  
 
                                   
                                    [bookmark: pgfId-1375126]s[bookmark: marker-1371824]ystem no hap-reset
 
                                   [bookmark: pgfId-1371826]To disable the Supervisor Reset High Availability (HA) policy, use the system no hap-reset command.
 
                                   [bookmark: pgfId-1371827]system no hap-reset
 
                                    
                                     [bookmark: pgfId-1371828] 
                                     
                                        
                                     
 Syntax Description
 
                                    [bookmark: pgfId-1371829]This command has no arguments or keywords.
 
                                   
 
                                    
                                     [bookmark: pgfId-1371830] 
                                     
                                        
                                     
 Defaults
 
                                    [bookmark: pgfId-1371831]Disabled
 
                                   
 
                                  
 
                                   
                                    [bookmark: pgfId-1371832] 
                                    
                                       
                                    
 Command Modes
 
                                   [bookmark: pgfId-1371833]Any command mode
 
                                    
                                    [bookmark: pgfId-1371834] 
                                    
                                       
                                    
 Supported User Roles 
                                   
 
                                   [bookmark: pgfId-1371835]network-admin
network-operator
vdc-admin
vdc-operator
 
                                    
                                     [bookmark: pgfId-1371845] 
                                     
                                        
                                     
 Command History
 
                                     
                                      
                                       
                                        
                                        	 
                                          
                                          [bookmark: pgfId-1371838]Release 
                                         
  
                                        	 
                                          
                                          [bookmark: pgfId-1371840]Modification 
                                         
  
                                       
 
                                        
                                        	[bookmark: pgfId-1371842]4.0(1)
  
                                        	[bookmark: pgfId-1371844]This command was introduced. 
  
                                       
 
                                       
                                     
 
                                    
 
                                   
 
                                    
                                     [bookmark: pgfId-1371846] 
                                     
                                        
                                     
 Usage Guidelines
 
                                    [bookmark: pgfId-1376237]You configure switchover and high availability (HA) policies for a VDC when you create the VDC.
 
                                    [bookmark: pgfId-1376235]This command does not require a license.
 
                                   
 
                                    
                                     [bookmark: pgfId-1371849] 
                                      
                                     
 Examples
 
                                   
 
                                  
 
                                 	[bookmark: pgfId-1371862]Disables the system standby manual boot.
  
                                
 
                                
                              
 
                             
 
                            
 
                           
 
                            
                             [bookmark: pgfId-1371763][bookmark: marker-1372037][bookmark: system standby manual-boot]system standby manual-boot
 
                            [bookmark: pgfId-1321865]To enable the system standby manual boot, use the system standby manual-boot command. To disable the system standby manual-boot option, use the no form of this command.
 
                            [bookmark: pgfId-1321866]system standby manual-boot
 
                            [bookmark: pgfId-1374972]system no standby manual-boot
 
                             
                              [bookmark: pgfId-1321867] 
                              
                                 
                              
 Syntax Description
 
                             [bookmark: pgfId-1321868]This command has no arguments or keywords.
 
                            
 
                             
                              [bookmark: pgfId-1321869] 
                              
                                 
                              
 Defaults
 
                             [bookmark: pgfId-1321870]None
 
                            
 
                           
 
                            
                             [bookmark: pgfId-1321871] 
                             
                                
                             
 Command Modes
 
                            [bookmark: pgfId-1321872]Any command mode
 
                             
                             [bookmark: pgfId-1321873] 
                             
                                
                             
 Supported User Roles 
                            
 
                            [bookmark: pgfId-1321874]network-admin
network-operator
vdc-admin
vdc-operator
 
                             
                              [bookmark: pgfId-1321884] 
                              
                                 
                              
 Command History
 
                              
                               
                                
                                 
                                 	 
                                   
                                   [bookmark: pgfId-1321877]Release 
                                  
  
                                 	 
                                   
                                   [bookmark: pgfId-1321879]Modification 
                                  
  
                                
 
                                 
                                 	[bookmark: pgfId-1321881]4.0(1)
  
                                 	[bookmark: pgfId-1321883]This command was introduced. 
  
                                
 
                                
                              
 
                             
 
                            
 
                             
                              [bookmark: pgfId-1321885] 
                              
                                 
                              
 Usage Guidelines
 
                             [bookmark: pgfId-1321886]This command does not require a license.
 
                            
 
                             
                              [bookmark: pgfId-1321887] 
                               
                              
 Examples
 
                             [bookmark: pgfId-1321888]This example shows how to enable the system standby manual boot:
 
                              
                              [bookmark: pgfId-1321889]switch# system standby manual-boot 
                             
 
                              
                              [bookmark: pgfId-1321890]system standby manual-boot option is enabled 
                             
 
                              
                              [bookmark: pgfId-1321891]switch# 
                             
 
                            
 
                             
                              [bookmark: pgfId-1370155] 
                              
                                 
                              
 Related Commands
 
                              
                               
                                
                                 
                                 	 
                                   
                                   [bookmark: pgfId-1370148]Command 
                                  
  
                                 	 
                                   
                                   [bookmark: pgfId-1370150]Description 
                                  
  
                                
 
                                 
                                 	[bookmark: pgfId-1370166]system hap-reset
  
                                 	[bookmark: pgfId-1370168]Enables the Supervisor Reset HA policy.
  
                                
 
                                
                              
 
                             
 
                              
                              [bookmark: pgfId-1370144] 
                             
 
                            
 
                           
 
                            
                             [bookmark: pgfId-1321829]s[bookmark: marker-1321828]ystem switchover
 
                            [bookmark: pgfId-1321830]To switch over to the standby supervisor, use the system switchover command.
 
                            [bookmark: pgfId-1300864]system switchover
 
                             
                              [bookmark: pgfId-1300865] 
                              
                                 
                              
 Syntax Description
 
                             [bookmark: pgfId-1300866]This command has no arguments or keywords.
 
                            
 
                             
                              [bookmark: pgfId-1300867] 
                              
                                 
                              
 Defaults
 
                             [bookmark: pgfId-1300868]None
 
                            
 
                           
 
                            
                             [bookmark: pgfId-1300869] 
                             
                                
                             
 Command Modes
 
                            [bookmark: pgfId-1300870]Any command mode
 
                             
                             [bookmark: pgfId-1300871] 
                             
                                
                             
 Supported User Roles 
                            
 
                            [bookmark: pgfId-1300872]network-admin
 
                             
                              [bookmark: pgfId-1361659] 
                              
                                 
                              
 Command History
 
 
                              
                               
                                
                                 
                                 	 
                                   
                                   [bookmark: pgfId-1300875]Release 
                                  
  
                                 	 
                                   
                                   [bookmark: pgfId-1300877]Modification 
                                  
  
                                
 
                                 
                                 	[bookmark: pgfId-1300879]4.0(1)
  
                                 	[bookmark: pgfId-1300881]This command was introduced.
  
                                
 
                                
                              
 
                             
 
                            
 
                             
                              [bookmark: pgfId-1300883] 
                              
                                 
                              
 Usage Guidelines
 
                             [bookmark: pgfId-1300884]This command does not require a license.
 
                            
 
                             
                              [bookmark: pgfId-1300885] 
                               
                              
 Examples
 
                             [bookmark: pgfId-1300886]This example shows how to switch over to the standby supervisor:
 
                              
                              [bookmark: pgfId-1300887]switch# system switchover 
                             
 
                              
                              [bookmark: pgfId-1300888]switch# 
                             
 
                            
 
                             
                              [bookmark: pgfId-1300899] 
                              
                                 
                              
 Related Commands
 
                              
                               
                                
                                 
                                 	 
                                   
                                   [bookmark: pgfId-1300892]Command 
                                  
  
                                 	 
                                   
                                   [bookmark: pgfId-1300894]Description 
                                  
  
                                
 
                                 
                                 	[bookmark: pgfId-1300896]show system redundancy
  
                                 	[bookmark: pgfId-1300898]Displays the system redundancy status.
  
                                
 
                                
                              
 
                             
 
                             [bookmark: pgfId-1374995]system watchdog
 
                             [bookmark: pgfId-1375075]system no watchdog
 
                              
                               [bookmark: pgfId-1374996] 
                               
                                  
                               
 Syntax Description
 
                              [bookmark: pgfId-1374997]This command has no arguments or keywords.
 
                             
 
                              
                               [bookmark: pgfId-1374998] 
                               
                                  
                               
 Defaults
 
                              [bookmark: pgfId-1374999]None
 
                             
 
                            
 
                             
                              [bookmark: pgfId-1375000] 
                              
                                 
                              
 Command Modes
 
                             [bookmark: pgfId-1375001]Any command mode
 
                              
                              [bookmark: pgfId-1375002] 
                              
                                 
                              
 Supported User Roles 
                             
 
                             [bookmark: pgfId-1375003]network-admin
network-operator
vdc-admin
vdc-operator
 
                              
                               [bookmark: pgfId-1375013] 
                               
                                  
                               
 Command History
 
                               
                                
                                 
                                  
                                  	 
                                    
                                    [bookmark: pgfId-1375006]Release 
                                   
  
                                  	 
                                    
                                    [bookmark: pgfId-1375008]Modification 
                                   
  
                                 
 
                                  
                                  	[bookmark: pgfId-1375010]4.0(1)
  
                                  	[bookmark: pgfId-1375012]This command was introduced. 
  
                                 
 
                                 
                               
 
                              
 
                             
 
                              
                               [bookmark: pgfId-1375014] 
                               
                                  
                               
 Usage Guidelines
 
                              [bookmark: pgfId-1375015]This command does not require a license.
 
                             
 
                              
                               [bookmark: pgfId-1375016] 
                                
                               
 Examples
 
                              [bookmark: pgfId-1375017]This example shows how to enable the watchdog feature:
 
                               
                               [bookmark: pgfId-1375018]switch# system watchdog 
                              
 
                               
                               [bookmark: pgfId-1375019]switch# 
                              
 
                               
                               [bookmark: pgfId-1375121] 
                              
 
                              [bookmark: pgfId-1375088]This example shows how to disable the watchdog feature:
 
                               
                               [bookmark: pgfId-1375094]switch# system no watchdog 
                              
 
                              [bookmark: pgfId-1374990]switch#
 
                             
 
                              
                               [bookmark: pgfId-1375098] 
                               
                                  
                               
 Related Commands
 
                               
                                
                                 
                                  
                                  	 
                                    
                                    [bookmark: pgfId-1375102]Command 
                                   
  
                                  	 
                                    
                                    [bookmark: pgfId-1375104]Description 
                                   
  
                                 
 
                                  
                                  	[bookmark: pgfId-1375106]system no watchdog kgdb
  
                                  	[bookmark: pgfId-1375108]Prevents the system from entering the Linux KGDB debugger on a watchdog failure.
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