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     [bookmark: pgfId-720165]Cisco Nexus 9000 Series NX-OS Release Notes, Release 6.1(2)I3(3a)
      
      
 
     
 
 
     
 
     [bookmark: pgfId-740860]This document describes the features, caveats, and limitations for Cisco NX-OS Release 6.1(2)I3(3a) software for use on the Cisco Nexus 9000 Series switches and the Cisco Nexus 3164Q switch. Use this document in combination with documents listed in Related Documentation.
 
      shows the online change history for this document.
 
     
      
       
        [bookmark: pgfId-718707]Table 1 [bookmark: 93176]Online History Change 
 
       
      
        
        	 
          
          [bookmark: pgfId-718711]Date
         
  
        	 
          
          [bookmark: pgfId-718713]Description
         
  
       
 
        
        	 [bookmark: pgfId-718715]January 26, 2015
  
        	 [bookmark: pgfId-718717]Created the release notes for Release 6.1(2)I3(3a).
  
       
 
        
        	 [bookmark: pgfId-742981]February 19, 2015
  
        	
          
          	 [bookmark: pgfId-742986]Added NLB limitation in the “Limitations” section.
 
          	 [bookmark: pgfId-743048]Added bug ID CSCuq03168 to “Open Caveats—Cisco NX-OS Release 6.1(2)I3(3a)”
 
         
  
       
 
        
        	 [bookmark: pgfId-743201]February 23, 2015
  
        	 [bookmark: pgfId-743206]Added a new line to explain a Cisco ALE port limitation in the “Limitations” section.
  
       
 
        
        	 [bookmark: pgfId-743649]April 16, 2015
  
        	 [bookmark: pgfId-743651]Removed Known Behavior section.
  
       
 
        
        	 [bookmark: pgfId-743730]May 4, 2015
  
        	 [bookmark: pgfId-743732]Added new limitations in “Limitations”.
  
       
 
        
        	 [bookmark: pgfId-744089]January 11, 2015
  
        	 [bookmark: pgfId-744091]Added link to ALE port limitations in “Limitations”.
  
       
 
      
     
 
    
 
   
 
    
     [bookmark: pgfId-637311]Contents
 
     [bookmark: pgfId-147474]This document includes the following sections:
 
     
     	 [bookmark: pgfId-738216]Introduction
 
     	 [bookmark: pgfId-738220]System Requirements
 
     	 [bookmark: pgfId-738224]New and Changed Information
 
     	 [bookmark: pgfId-738199]Installation Notes
 
     	 [bookmark: pgfId-677995]Upgrade Instructions
 
     	 [bookmark: pgfId-717879]Downgrade Instructions
 
     	 [bookmark: pgfId-717818]Software Maintenance Upgrades
 
     	 [bookmark: pgfId-643563]Limitations
 
     	 [bookmark: pgfId-672075]Unsupported Features
 
     	 [bookmark: pgfId-660306]Caveats
 
     	 [bookmark: pgfId-268743]Related Documentation
 
     	 [bookmark: pgfId-86406]Obtaining Documentation and Submitting a Service Request
 
    
 
   
 
    
     [bookmark: pgfId-86408][bookmark: 28640]Introduction
 
     [bookmark: pgfId-645068]Cisco NX-OS software is a data center-class operating system designed for performance, resiliency, scalability, manageability, and programmability at its foundation. The Cisco NX-OS software provides a robust and comprehensive feature set that meets the requirements of virtualization and automation in mission-critical data center environments. The modular design of the Cisco NX-OS operating system makes zero-impact operations a reality and enables exceptional operational flexibility.
 
     [bookmark: pgfId-645111]The Cisco Nexus 9000 Series uses an enhanced version of Cisco NX-OS software with a single binary image that supports every switch in the series, which simplifies image management. 
 
   
 
    
     [bookmark: pgfId-86427][bookmark: 50105]System Requirements
 
     [bookmark: pgfId-86428]This section includes the following topics:
 
     
     	 [bookmark: pgfId-187028]Supported Device Hardware
 
     	 [bookmark: pgfId-643538]Supported Optics
 
     	 [bookmark: pgfId-726404]Supported FEX Modules
 
    
 
     
      [bookmark: pgfId-730140][bookmark: 10510][bookmark: 17522]Supported Device Hardware
 
       lists the Cisco Nexus 9000 Series hardware that Cisco NX-OS Release 6.1(2)I3(3a) supports. 
 
      
       
        
         [bookmark: pgfId-730153]Table 2 [bookmark: 24106]Cisco Nexus 9000 Series Hardware 
 
        
       
         
         	 
           
           [bookmark: pgfId-730159]Product ID
          
  
         	 
           
           [bookmark: pgfId-730161]Hardware
          
  
         	 
           
           [bookmark: pgfId-730163]Quantity
          
  
        
 
         
         	 [bookmark: pgfId-730165]N9K-C9516
  
         	 [bookmark: pgfId-730167]Cisco Nexus 9516 16-slot chassis
  
         	 [bookmark: pgfId-730169]1
  
        
 
         
         	 [bookmark: pgfId-730171]N9K-C9516-FM
  
         	 [bookmark: pgfId-730173]Cisco Nexus 9500 Series fabric module
  
         	 [bookmark: pgfId-730175]3-6 depending on the line card
  
        
 
         
         	 [bookmark: pgfId-730177]N9K-C9516-FAN
  
         	 [bookmark: pgfId-730179]Cisco Nexus 9516 fan trays 
  
         	 [bookmark: pgfId-730181]3
  
        
 
         
         	 [bookmark: pgfId-730183]N9K-C9508
  
         	 [bookmark: pgfId-730185]Cisco Nexus 9508 8-slot chassis
  
         	 [bookmark: pgfId-730187]1
  
        
 
         
         	 [bookmark: pgfId-730189]N9K-C9508-FM
  
         	 [bookmark: pgfId-730191]Cisco Nexus 9508 Series fabric module
  
         	 [bookmark: pgfId-733341]3-6 depending on the line card
  
        
 
         
         	 [bookmark: pgfId-730195]N9K-C9508-FAN
  
         	 [bookmark: pgfId-730197]Cisco Nexus 9508 fan trays 
  
         	 [bookmark: pgfId-730199]3
  
        
 
         
         	 [bookmark: pgfId-730201]N9K-X9564PX
  
         	 [bookmark: pgfId-730203]Cisco Nexus 9500 Series 48-port, 1-/10-Gbps SFP+ plus 4-port QSFP I/O module
  
         	
           
           	 [bookmark: pgfId-733936]Up to 4 in the Cisco Nexus 9504
 
           	 [bookmark: pgfId-733971]Up to 8 in the Cisco Nexus 9508
 
           	 [bookmark: pgfId-733946]Up to 16 in the Cisco Nexus 9516
 
          
  
        
 
         
         	 [bookmark: pgfId-730207]N9K-X9564TX
  
         	 [bookmark: pgfId-730209]Cisco Nexus 9500 Series 48-port, 1-/10-Gbps BASE-T plus 4-port QSFP I/O module
  
         	
           
           	 [bookmark: pgfId-733374]Up to 8 in the Cisco Nexus 9508
 
           	 [bookmark: pgfId-733985]Up to 4 in the Cisco Nexus 9504
 
           	 [bookmark: pgfId-733988]Up to 16 in the Cisco Nexus 9516
 
          
  
        
 
         
         	 [bookmark: pgfId-730213]N9K-X9536PQ
  
         	 [bookmark: pgfId-730215]Cisco Nexus 9500 36-port, 40 Gigabit Ethernet QSFP aggregation module
  
         	
           
           	 [bookmark: pgfId-730217]Up to 4 in the Cisco Nexus 9504
 
           	 [bookmark: pgfId-734035]Up to 8 in the Cisco Nexus 9508
 
           	 [bookmark: pgfId-734038]Up to 16 in the Cisco Nexus 9516
 
          
  
        
 
         
         	 [bookmark: pgfId-730222]N9K-X9636PQ1
  
         	 [bookmark: pgfId-730224]Cisco Nexus 9500 Series 36-port 40-Gigabit QSFP I/O module
  
         	
           
           	 [bookmark: pgfId-730226]Up to 4 in the Cisco Nexus 9504
 
           	 [bookmark: pgfId-734075]Up to 8 in the Cisco Nexus 9508
 
          
  
        
 
         
         	 [bookmark: pgfId-730228]N9K-X9464PX
  
         	 [bookmark: pgfId-730230]Cisco Nexus 9500 Series 48-port 10-Gigabit SFP+ plus 4-port QSFP I/O module
  
         	
           
           	 [bookmark: pgfId-730232]Up to 4 in the Cisco Nexus 9504
 
           	 [bookmark: pgfId-734141]Up to 8 in the Cisco Nexus 9508
 
           	 [bookmark: pgfId-734144]Up to 16 in the Cisco Nexus 9516
 
          
  
        
 
         
         	 [bookmark: pgfId-730234]N9K-X9464TX
  
         	 [bookmark: pgfId-730236]Cisco Nexus 9500 Series 48-port 10-GBASE-T plus 4-port QSFP I/O module
  
         	
           
           	 [bookmark: pgfId-730238]Up to 4 in the Cisco Nexus 9504
 
           	 [bookmark: pgfId-734209]Up to 8 in the Cisco Nexus 9508
 
           	 [bookmark: pgfId-734212]Up to 16 in the Cisco Nexus 9516
 
          
  
        
 
         
         	 [bookmark: pgfId-730243]N9K-X9432PQ2
  
         	 [bookmark: pgfId-730245]Cisco Nexus 9500 Series 32-port 40-Gigabit QSFP I/O module
  
         	
           
           	 [bookmark: pgfId-730247]Up to 4 in the Cisco Nexus 9504
 
           	 [bookmark: pgfId-734277]Up to 8 in the Cisco Nexus 9508
 
           	 [bookmark: pgfId-734280]Up to 16 in the Cisco Nexus 9516
 
          
  
        
 
         
         	 [bookmark: pgfId-730249]N9K-SC-A
  
         	 [bookmark: pgfId-730251]Cisco Nexus 9500 Series System Controller Module
  
         	 [bookmark: pgfId-730253]2
  
        
 
         
         	 [bookmark: pgfId-730255]N9K-SUP-A
  
         	 [bookmark: pgfId-730257]Cisco Nexus 9500 Series supervisor module
  
         	 [bookmark: pgfId-730259]2
  
        
 
         
         	 [bookmark: pgfId-730261]N9K-SUP-B
  
         	 [bookmark: pgfId-730263]Cisco Nexus 9500 Series supervisor B module
  
         	 [bookmark: pgfId-730265]2
  
        
 
         
         	 [bookmark: pgfId-730267]N9K-PAC-3000W-B
  
         	 [bookmark: pgfId-730269]Cisco Nexus 9500 Series 3000 W AC power supply
  
         	
           
           	 [bookmark: pgfId-733898]Up to 4 in the Cisco Nexus 9504
 
           	 [bookmark: pgfId-733916]Up to 8 in the Cisco Nexus 9508
 
           	 [bookmark: pgfId-733919]Up to 10 in the Cisco Nexus 9516
 
          
  
        
 
         
         	 [bookmark: pgfId-730273]N9K-C9504
  
         	 [bookmark: pgfId-730275]Cisco Nexus 9504 4-slot chassis
  
         	 [bookmark: pgfId-730277]1
  
        
 
         
         	 [bookmark: pgfId-730279]N9K-C9504-FM
  
         	 [bookmark: pgfId-730281]Cisco Nexus 9504 fabric module
  
         	 [bookmark: pgfId-730283]3 to 6 depending on line card
  
        
 
         
         	 [bookmark: pgfId-730285]N9K-C9504-FAN
  
         	 [bookmark: pgfId-730287]Cisco Nexus 9504 fan trays
  
         	 [bookmark: pgfId-730289]3
  
        
 
         
         	 [bookmark: pgfId-730291]N9K-C9396PX
  
         	 [bookmark: pgfId-730293]Cisco Nexus 9300 48-port, 1/10-Gigabit Ethernet SFP+ and 12-port, 40-Gigabit Ethernet QSPF switch
  
         	 [bookmark: pgfId-730295]1
  
        
 
         
         	 [bookmark: pgfId-730297]N9K-C9396TX
  
         	 [bookmark: pgfId-730299]Cisco Nexus 9300 48-port, 1/10-Gigabit Ethernet BASE-T and 12-port, 40-Gigabit Ethernet QSFP switch
  
         	 [bookmark: pgfId-730301]1
  
        
 
         
         	 [bookmark: pgfId-730303]N9K-C9372PX
  
         	 [bookmark: pgfId-730305]Cisco Nexus 9300 48-port, 1/10-Gigabit Ethernet SFP+ and 6-port, 40-Gigabit Ethernet QSFP switch
  
         	 [bookmark: pgfId-730307]1
  
        
 
         
         	 [bookmark: pgfId-730309]N9K-C9372TX 
  
         	 [bookmark: pgfId-730311]Cisco Nexus 9300 48-port, 1/10-Gigabit Ethernet BASE-T and 6-port, 40-Gigabit Ethernet QSFP switch
  
         	 [bookmark: pgfId-730313]1
  
        
 
         
         	 [bookmark: pgfId-730315]N9K-C9332PQ 
  
         	 [bookmark: pgfId-730317]Cisco Nexus 9300 32-port, 40-Gigabit Ethernet QSFP switch
  
         	 [bookmark: pgfId-730319]1
  
        
 
         
         	 [bookmark: pgfId-730321]N9K-C93128TX
  
         	 [bookmark: pgfId-730323]Cisco Nexus 9300 switch with 96 1-/10-Gigabit BASE-T ports and eight 40-Gigabit Ethernet QSPF ports (The 1-/10-Gigabit BASE-T ports also support a speed of 100 Megabits.)
  
         	 [bookmark: pgfId-730325]1
  
        
 
         
         	 [bookmark: pgfId-730330]N9K-PAC-650W3
  
         	 [bookmark: pgfId-730332]Cisco Nexus 9300 650 W AC power supply, hot air out (red)
  
         	 [bookmark: pgfId-730334]2 or less
  
        
 
         
         	 
  
         	 [bookmark: pgfId-730338]Cisco Nexus 9300 650 W AC power supply, cold air in (blue)
  
         	 [bookmark: pgfId-730340]2 or less
  
        
 
         
         	 [bookmark: pgfId-730345]N9K-PAC-1200W4
  
         	 [bookmark: pgfId-730347]Cisco Nexus 9300 1200 W AC power supply, hot air out (red)
  
         	 [bookmark: pgfId-730349]2 or less
  
        
 
         
         	 
  
         	 [bookmark: pgfId-730353]Cisco Nexus 9300 1200 W AC power supply, cold air in (blue)
  
         	 [bookmark: pgfId-730355]2 or less
  
        
 
         
         	 
  
         	 [bookmark: pgfId-730359]Cisco Nexus 9300 fan 1, hot air out (red)
  
         	 [bookmark: pgfId-730361]3
  
        
 
         
         	 
  
         	 [bookmark: pgfId-730365]Cisco Nexus 9300 fan 1, cold air in (blue)
  
         	 [bookmark: pgfId-730367]3
  
        
 
         
         	 
  
         	 [bookmark: pgfId-730371]Cisco Nexus 9300 fan 2, hot air out (red)
  
         	 [bookmark: pgfId-730373]3
  
        
 
         
         	 
  
         	 [bookmark: pgfId-730377]Cisco Nexus 9300 fan 2, cold air in (blue)
  
         	 [bookmark: pgfId-730379]3
  
        
 
         
         	 [bookmark: pgfId-730384]NXA-FAN-30CFM-F5
  
         	 [bookmark: pgfId-730386]Cisco Nexus 9300 fan, port-side exhaust
  
         	 [bookmark: pgfId-730388]4
  
        
 
         
         	 
  
         	 [bookmark: pgfId-730392]Cisco Nexus 9300 fan, port-side intake
  
         	 [bookmark: pgfId-730394]4
  
        
 
         
         	 [bookmark: pgfId-730399]N9K-M12PQ6
  
         	 [bookmark: pgfId-730401]Cisco Nexus GEM 9300 uplink module, 12-port, 40-Gigabit Ethernet QSPF
  
         	 [bookmark: pgfId-730403]1 (required)
  
        
 
         
         	 
  
         	 [bookmark: pgfId-730407]Cisco Nexus GEM 6-port 40-Gigabit Ethernet uplink module for the Cisco Nexus 9396PX, 9396TX, and 93128TX switches
  
         	 [bookmark: pgfId-730409]1
  
        
 
       
      
 
     
 
      
      
        
        	 1.[bookmark: pgfId-730221]Not supported on the Cisco Nexus 9516 switch (N9K-C9516).
 1.[bookmark: pgfId-730221]Not supported on the Cisco Nexus 9516 switch (N9K-C9516).
 2.[bookmark: pgfId-730242]The Cisco Nexus X9432PQ I/O module supports static breakout.
 2.[bookmark: pgfId-730242]The Cisco Nexus X9432PQ I/O module supports static breakout.
 3.[bookmark: pgfId-730329]For use with the Cisco Nexus 9396 switch (N9K-C9396PX).
 3.[bookmark: pgfId-730329]For use with the Cisco Nexus 9396 switch (N9K-C9396PX).
 4.[bookmark: pgfId-730344]For use with the Cisco Nexus 93128 switch (N9K-C93128TX).
 4.[bookmark: pgfId-730344]For use with the Cisco Nexus 93128 switch (N9K-C93128TX).
 5.[bookmark: pgfId-730383]For use with the Cisco Nexus 9332PQ, 9372PX, and 9372TX switches (N9K-C9332PQ, N9K-C9372PX, and N9K-9372TX).
 5.[bookmark: pgfId-730383]For use with the Cisco Nexus 9332PQ, 9372PX, and 9372TX switches (N9K-C9332PQ, N9K-C9372PX, and N9K-9372TX).
 6.[bookmark: pgfId-730398]The front-panel ports on these GEM modules do not support auto negotiation with copper cables. Manually configure the speed on the peer switch.
 6.[bookmark: pgfId-730398]The front-panel ports on these GEM modules do not support auto negotiation with copper cables. Manually configure the speed on the peer switch.
  
       
 
      
     
 
      [bookmark: pgfId-730411]For additional information about the supported hardware, see the Hardware Installation Guide for your Cisco Nexus 9000 Series device.
 
       lists the Cisco Nexus 3164Q switch hardware that Cisco NX-OS Release 6.1(2)I3(3a) supports. 
 
      
       
        
         [bookmark: pgfId-730103]Table 3 [bookmark: 52575]Cisco Nexus 3164Q Switch Hardware 
 
        
       
         
         	 
           
           [bookmark: pgfId-730109]Product ID
          
  
         	 
           
           [bookmark: pgfId-730111]Hardware
          
  
         	 
           
           [bookmark: pgfId-730113]Quantity
          
  
        
 
         
         	 [bookmark: pgfId-730115]N3K-C3164Q-40GE
  
         	 [bookmark: pgfId-730117]Cisco Nexus 3164Q switch
  
         	 [bookmark: pgfId-730119]1
  
        
 
         
         	 [bookmark: pgfId-730121]N9K-C9300-FAN3
  
         	 [bookmark: pgfId-730123]Cisco Nexus 3164Q fan module
  
         	 [bookmark: pgfId-730125]3
  
        
 
         
         	 [bookmark: pgfId-730127]N9K-PAC-1200W
  
         	 [bookmark: pgfId-730129]Cisco Nexus 3164Q 1200W AC power supply
  
         	 [bookmark: pgfId-730131]2
  
        
 
       
      
 
     
 
      .
 
    
 
     
      [bookmark: pgfId-743276][bookmark: 13086]Supported Optics
 
      . 
 
      
       
        
         [bookmark: pgfId-743422]Table 4 [bookmark: 17991]Transceivers and Cables 
 
        
       
         
         	 
           
           [bookmark: pgfId-743426]Product ID
          
  
         	 
           
           [bookmark: pgfId-743428]Transceivers and Cables
          
  
        
 
         
         	 [bookmark: pgfId-743430]FET-10G
  
         	 [bookmark: pgfId-743432]FET-10G Fabric Extender transceiver module for MMF, 850-nm wavelength, dual LC/PC connector, 100-m reach with laser-optimized OM3 or OM4 multimode fiber
 [bookmark: pgfId-743433]Note This transceiver is supported only on fabric links from a Cisco Nexus 2000 to a Cisco parent switch.
  
        
 
         
         	 [bookmark: pgfId-743435]QSFP-40G-SR4
  
         	 [bookmark: pgfId-743437]40GBASE-SR4 QSFP transceiver module for MMF, 4-lanes, 850-nm wavelength, 12-fiber MPO/MTP connector
  
        
 
         
         	 [bookmark: pgfId-743439]QSFP-40G-CSR4
  
         	 [bookmark: pgfId-743441]40GBASE-CSR4 QSFP transceiver module for MMF, 4-lanes, 850-nm wavelength, 12-fiber MPO/MTP connector, 300-m reach with OM3 fiber
  
        
 
         
         	 [bookmark: pgfId-743443]QSFP-40G-SR-BD
  
         	 [bookmark: pgfId-743445]QSFP bidirectional transceiver module, duplex multimode fiber, LC duplex connector, 100-m reach with OM3 fiber
  
        
 
         
         	 [bookmark: pgfId-743447]QSFP-40GE-LR4
  
         	 [bookmark: pgfId-743449]40GBASE-LR4 QSFP 40G transceiver module for single mode fiber, 4 CWDM lanes in 1310-nm window muxed inside module, duplex LC connector, 10-km, 40G Ethernet rate only
  
        
 
         
         	 [bookmark: pgfId-743451]QSFP-4x10G-AC7M
  
         	 [bookmark: pgfId-743453]40GBASE-CR4 QSFP to four 10GBASE-CU SFP+ direct attach breakout cable assembly, 7 meter active
  
        
 
         
         	 [bookmark: pgfId-743455]QSFP-4x10G-AC10M
  
         	 [bookmark: pgfId-743457]40GBASE-CR4 QSFP to four 10GBASE-CU SFP+ direct attach breakout cable assembly, 10 meter active
  
        
 
         
         	 [bookmark: pgfId-743459]QSFP-H40G-CU5M
  
         	 [bookmark: pgfId-743461]40GBASE-CR4 QSFP direct-attach copper cable, 5 meter passive
  
        
 
         
         	 [bookmark: pgfId-743463]QSFP-H40G-CU3M
  
         	 [bookmark: pgfId-743465]40GBASE-CR4 QSFP direct-attach copper cable, 3 meter passive
  
        
 
         
         	 [bookmark: pgfId-743467]QSFP-H40G-CU1M
  
         	 [bookmark: pgfId-743469]40GBASE-CR4 QSFP direct-attach copper cable, 1 meter passive
  
        
 
         
         	 [bookmark: pgfId-743471]QSFP-H40G-ACU7M
  
         	 [bookmark: pgfId-743473]40GBASE-CR4 QSFP direct-attach copper cable, 7 meter active
  
        
 
         
         	 [bookmark: pgfId-743475]QSFP-H40G-ACU10M
  
         	 [bookmark: pgfId-743477]40GBASE-CR4 QSFP direct-attach copper cable, 10 meter active
  
        
 
         
         	 [bookmark: pgfId-743479]SFP-10G-SR
  
         	 [bookmark: pgfId-743481]10GBASE-SR SFP+ module
  
        
 
         
         	 [bookmark: pgfId-743483]SFP-10G-LR
  
         	 [bookmark: pgfId-743485]10GBASE-LR SFP+ module
  
        
 
         
         	 [bookmark: pgfId-743487]SFP-H10GB-CU1M
  
         	 [bookmark: pgfId-743489]10GBASE-CU SFP+ cable 1 meter
  
        
 
         
         	 [bookmark: pgfId-743491]SFP-H10GB-CU3M
  
         	 [bookmark: pgfId-743493]10GBASE-CU SFP+ cable 3 meter
  
        
 
         
         	 [bookmark: pgfId-743495]SFP-H10GB-CU5M
  
         	 [bookmark: pgfId-743497]10GBASE-CU SFP+ cable 5 meter
  
        
 
         
         	 [bookmark: pgfId-743499]SFP-H10GB-ACU-7M
  
         	 [bookmark: pgfId-743501]Active Twinax cable assembly, 7 meter
  
        
 
         
         	 [bookmark: pgfId-743503]SFP-H10GB-ACU-10M
  
         	 [bookmark: pgfId-743505]Active Twinax cable assembly, 10 meter
  
        
 
         
         	 [bookmark: pgfId-743507]GLC-T
  
         	 [bookmark: pgfId-743509]1000BASE-T SFP
  
        
 
         
         	 [bookmark: pgfId-743511]GLC-SX-MM
  
         	 [bookmark: pgfId-743513]GE SFP, LC connector SX transceiver
  
        
 
         
         	 [bookmark: pgfId-743515]GLC-LH-SM
  
         	 [bookmark: pgfId-743517]GE SFP, LC connector LX/LH transceiver
  
        
 
       
      
 
     
 
      
       
     
 
     
 
     [bookmark: pgfId-743518]Note For the current release, if you are using the four 10G breakout cables with a Cisco Nexus 9000 Series switch, all ports on the I/O module must be set to breakout mode. A maximum of three l/O modules can be placed in breakout mode.

      
     

     
 
    
 
     
      [bookmark: pgfId-730083][bookmark: 72080]Supported FEX Modules
 
      [bookmark: pgfId-730087]The following is a list of FEX modules the Cisco NX-OS Release 6.1(2)I3(3a) supports with Cisco Nexus 9372PX and 9396PX switches:
 
      
      	 [bookmark: pgfId-726556]Cisco Nexus 2224TP
 
      	 [bookmark: pgfId-726557]Cisco Nexus 2232PP
 
      	 [bookmark: pgfId-726558]Cisco Nexus 2232TM and 2232TM-E
 
      	 [bookmark: pgfId-726559]Cisco Nexus 2248PQ
 
      	 [bookmark: pgfId-726560]Cisco Nexus 2248TP and 2248TP-E
 
      	 [bookmark: pgfId-726561]B22Dell
 
      	 [bookmark: pgfId-738399]B22HP
 
     
 
    
 
   
 
    
     [bookmark: pgfId-738401][bookmark: 27688]New and Changed Information
 
     [bookmark: pgfId-738402]This section lists the new and changed features in Release 6.1(2)I3(3a), and includes the following topics:
 
     
     	 [bookmark: pgfId-738406]New Hardware Features in Cisco NX-OS Release 6.1(2)I3(3a)
 
     	 [bookmark: pgfId-738469]New Software Features in Cisco NX-OS Release 6.1(2)I3(3a)
 
    
 
     
      [bookmark: pgfId-738554][bookmark: 93757][bookmark: 33148]New Hardware Features in Cisco NX-OS Release 6.1(2)I3(3a)
 
      [bookmark: pgfId-738555]Cisco NX-OS Release 6.1(2)|3(3) does not include new hardware.
 
    
 
     
      [bookmark: pgfId-738563][bookmark: 90371][bookmark: 19630][bookmark: 57962]New Software Features in Cisco NX-OS Release 6.1(2)I3(3a)
 
      [bookmark: pgfId-738564]Cisco NX-OS Release 6.1(2)I3(3a) includes the new software features described in these sections for the Cisco Nexus 9000 Series switches and the Cisco Nexus 3164Q switch:
 
    
 
   
 
    
     [bookmark: pgfId-738491][bookmark: 64823]Installation Notes
 
     
 
   
 
    
     [bookmark: pgfId-689253][bookmark: 66965]Upgrade Instructions
 
     
 
   
 
    
     [bookmark: pgfId-705297][bookmark: 77400]Downgrade Instructions
 
     [bookmark: pgfId-705298]Disable the Guest Shell if you need to downgrade from Cisco NX-OS Release 6.1(2)I3(3a) to an earlier release. 
 
   
 
    
     [bookmark: pgfId-717778][bookmark: 13571]Software Maintenance Upgrades
 
     
 
     
      
    
 
    
 
    [bookmark: pgfId-717786]Note If you perform a software maintenance upgrade (SMU) and later upgrade your device to a new Cisco NX-OS software release, the new image will overwrite both the previous Cisco NX-OS release and the SMU package file.

     
    

    
 
   
 
    
     [bookmark: pgfId-676375][bookmark: 49897][bookmark: 39053]Limitations
 
     [bookmark: pgfId-706183]This section lists limitations related to Cisco NX-OS Release 6.1(2)I3(3a).
 
     
     	 [bookmark: pgfId-744022]Layer 3 routed traffic for missing Layer 2 adjacency information is not flooded back onto VLAN members of ingress units when the source MAC address of routed traffic is a non-VDC MAC address. This limitation is for hardware flood traffic and can occur when the SVI has a user-configured MAC address.
 
     	 [bookmark: pgfId-712907]The neighbor-down fib-accelerate command is supported in a BGP-only environment.
 
     	 [bookmark: pgfId-741005]The uplink module should not be removed from a Cisco Nexus 9300 Series switch that is running Cisco NX-OS Release 6.1(2)I3(3a). The ports on the uplink module should be used only for uplinks.
 
     	 [bookmark: pgfId-741006]The PortLoopback and BootupPortLoopback tests are not supported.
 
     	 [bookmark: pgfId-679513]The ASIC Memory-NS test is applicable only for the N9K-X9564PX and N9K-X9564TX line cards.
 
     	 [bookmark: pgfId-683116]Priority flow control (PFC) is supported on Cisco Nexus 9500 Series switches with the N9K-X9636PQ line card. It is not yet supported on Cisco Nexus 9300 Series switches and Cisco Nexus 9500 Series switches with the N9K-X9564PX or N9K-X9564TX line card.
 
     	 [bookmark: pgfId-698804]If you configure the FEX with 100/full-duplex speed and you do not explicitly configure the neighboring device with 100/full-duplex speed, the data packet traffic does not pass properly even though the link appears to be “up.”
 
    
 
     [bookmark: pgfId-698835]–[image: ] no speed: Auto negotiates and advertises all speeds (only full duplex).
 
     [bookmark: pgfId-698886]–[image: ] speed 100: Does not auto negotiate; pause cannot be advertised. The peer must be set to not auto negotiate (only 100 Mbps full duplex is supported).
 
     [bookmark: pgfId-710306]–[image: ] speed 1000: Auto negotiates and advertises pause (advertises only for 1000 Mbps full duplex).
 
     
     	 [bookmark: pgfId-742868]Eight QoS groups are supported only on modular platforms with the following Cisco Nexus 9500 Series line cards: N9K-X9636PQ, N9K-X9464PX, N9K-X9464TX, and N9K-X9432PQ.
 
     	 [bookmark: pgfId-743149]Cisco NX-OS Release 6.1(2)I3(3a) supports flooding for Microsoft Network Load Balancing (NLB) unicast mode on Cisco Nexus 9500 Series switches but not on Cisco Nexus 9300 Series switches. NLB is not supported in max-host system routing mode. NLB multicast mode is not supported on Cisco Nexus 9500 or 9300 Series switches.
 
    
 
     
      
    
 
    
 
    [bookmark: pgfId-742869]Note To work around the situation of Unicast NLB limitation, we can statically hard code the ARP and MAC address pointing to the correct interface. Please refer to bug ID CSCuq03168 in detail in the “Open Caveats—Cisco NX-OS Release 6.1(2)I3(3a)” section.

     
    

    
 
     
     	 [bookmark: pgfId-743785]When routed ACL is applied to multiple SVIs (switched virtual interfaces) in the egress direction, TCAM resources are not shared.
 
     	 [bookmark: pgfId-743786]When VACL (VLAN ACL) is applied to multiple VLANs, TCAM resources are not shared.
 
     	 [bookmark: pgfId-743787]N9K hardware does not support range checks (layer 4 operators) in egress TCAM. Because of this, ACL/QoS policies with layer 4 operations-based classification need to be expanded to multiple entries in the egress TCAM. Egress TCAM space planning should take this limitation into account.
 
     	 [bookmark: pgfId-743802]If the same QOS policy and ACL is applied on multiple interfaces, the label will be shared only when the qos-policy is applied with the no-stats option.
 
     	 [bookmark: pgfId-744155]Limitations for ALE uplink ports are listed at the following URL:
 
    
 
     
 
   
 
    
     [bookmark: pgfId-742871][bookmark: 72712]Unsupported Features
 
     [bookmark: pgfId-671965]This section lists features that are not supported in the current release.
 
     
      [bookmark: pgfId-678298]VXLAN Features
 
      [bookmark: pgfId-678325]This section lists VXLAN features that are not supported.
 
      
      	 [bookmark: pgfId-678405]VXLAN routing is not supported.
 
     
 
      [bookmark: pgfId-678406]The default Layer 3 gateway for VXLAN VLANs should be provisioned on a different device.
 
      
      	 [bookmark: pgfId-678442]Switched Port Analyzer (SPAN) Tx for VXLAN traffic is not supported for the access-to-network direction.
 
      	 [bookmark: pgfId-678444]Ingress router access control lists (RACLs) are not supported on Layer 3 uplinks for VXLAN traffic. Egress VACLs cannot be used on decapsulated packets in the network-to-access direction on the inner payload. As a best practice, use PACLs or VACLs for the access-to-network direction.
 
      	 [bookmark: pgfId-678447]QoS classification is not supported for VXLAN traffic in the network-to-access direction.
 
      	 [bookmark: pgfId-678448]The QoS buffer-boost feature is not applicable for VXLAN traffic.
 
      	 [bookmark: pgfId-678449]ACL and QoS for VXLAN traffic in the network-to-access direction is not supported.
 
      	 [bookmark: pgfId-678452]Native VLANs for VXLAN are not supported. All traffic on VXLAN Layer 2 trunks needs to be tagged.
 
      	 [bookmark: pgfId-678453]Consistency checkers are not supported for VXLAN tables.
 
      	 [bookmark: pgfId-678454]Just one network virtualization edge (NVE) interface is allowed on the switch.
 
      	 [bookmark: pgfId-678455]Because the NVE (VXLAN) process is not restartable, patching support is not supported for VXLAN.
 
      	 [bookmark: pgfId-678460]vPC type-1 consistency checkers are not supported for VXLAN configurations.
 
      	 [bookmark: pgfId-678461]Dynamic re-IP of an NVE tunnel is not supported. Tunnels must be shut down prior to live IP address changes.
 
     
 
    
 
     
      [bookmark: pgfId-678463][bookmark: 25507]VXLAN Topology Restrictions
 
      
      	 [bookmark: pgfId-678465]A device cannot be a VXLAN gateway (vxlan-vlan flows) and a VXLAN bridge (vxlan-vxlan flows) for the same multicast groups, which are also called the bud-node topology. As a best practice, use the device as either a bridging device or a gateway device, but not both.
 
      	 [bookmark: pgfId-718467]Due to bud-node restrictions, a VXLAN tunnel endpoint (VTEP) cannot reach the rendezvous point (RP) through another VTEP. Because of this limitation, there can be no direct Layer 3 links between two VTEPs, unless one of the VTEPs is the RP.
 
      	 [bookmark: pgfId-718468]FEX host interface ports are not supported for VLANs extended with VXLAN.
 
     
 
    
 
     
      [bookmark: pgfId-718452]VXLAN ACL Limitations
 
      [bookmark: pgfId-683245]The following ACL related features are not supported:
 
      
      	 [bookmark: pgfId-683246]Ingress RACL that is applied on an uplink Layer 3 interface that matches on the inner or outer payload in the network-to-access direction (decapsulated path)
 
      	 [bookmark: pgfId-683247]Egress RACL that is applied on an uplink Layer 3 interface that matches on the inner or outer payload in the access-to-network direction (encapsulated path)
 
      	 [bookmark: pgfId-683248]Egress VACL for decapsulated VXLAN traffic
 
     
 
      [bookmark: pgfId-683249]We recommend that you use a PACL or VACL on the access side to filter out traffic entering the overlay network.
 
    
 
     
      [bookmark: pgfId-673946]PVLANs
 
      [bookmark: pgfId-678729]Private VLANs (PVLANs) are not supported.
 
    
 
     
      [bookmark: pgfId-678746]DHCP
 
      [bookmark: pgfId-674348]DHCP subnet broadcast is not supported.
 
    
 
     
      [bookmark: pgfId-722002]FEX
 
      [bookmark: pgfId-721994]FEX is supported only on the Cisco Nexus 9372PX and 9396PX switches. It is not supported on the other Cisco Nexus 9300 Series switches or the Cisco Nexus 9500 Series switches.
 
    
 
     
      [bookmark: pgfId-722114]Other Unsupported Features
 
      [bookmark: pgfId-722542]The following lists other features not supported in the current release:
 
      
      	 [bookmark: pgfId-722115]Due to a Poodle vulnerability, SSLv3 is no longer supported.
 
      	 [bookmark: pgfId-722514]The Cisco Nexus 9300 Series switches and the Cisco Nexus 3164Q switch do not support the 64-bit ALPM routing mode. 
 
     
 
    
 
   
 
    
     [bookmark: pgfId-722117][bookmark: 14116]Caveats
 
     [bookmark: pgfId-655405]This section includes the following topic:
 
     
     	 [bookmark: pgfId-655496]Open Caveats—Cisco NX-OS Release 6.1(2)I3(3a)
 
     	 [bookmark: pgfId-696940]Resolved Caveats—Cisco NX-OS Release 6.1(2)I3(3a)
 
    
 
     
      [bookmark: pgfId-655406][bookmark: 91436]Open Caveats—Cisco NX-OS Release 6.1(2)I3(3a)
 
       lists the open caveats in the Cisco NX-OS Release 6.1(2)I3(3a) release. Click the bug ID to access the Bug Search tool and see additional information about the bug.
 
      
       
        
         [bookmark: pgfId-742144]Table 5 [bookmark: 26608]Open Caveats in Cisco NX-OS Release 6.1(2)I3(3a) 
 
        
       
         
         	 
           
           [bookmark: pgfId-742148]Bug ID
          
  
         	 
           
           [bookmark: pgfId-742150]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-742155]DHCP relay to a subnet broadcast address does not work. 
  
        
 
         
         	 [bookmark: pgfId-742158]CSCul18670
  
         	 command shows the incorrect license if a valid license is installed over an honor license.
  
        
 
         
         	 [bookmark: pgfId-742163]CSCun26726
  
         	 [bookmark: pgfId-742165]HSRP packet decoding fails with an assertion error.
  
        
 
         
         	 [bookmark: pgfId-742168]CSCun34856
  
         	 [bookmark: pgfId-742170]All VLANs are suspended if one has a QoS policy but the TCAM is not configured.
  
        
 
         
         	 [bookmark: pgfId-742173]CSCuo86036
  
         	 [bookmark: pgfId-742175]Spurious error messages appear when a MCT port-channel member is shut.
  
        
 
         
         	 [bookmark: pgfId-742178]CSCup32728
  
         	 [bookmark: pgfId-742180]An ACL or source VLAN on a SPAN session affects traffic on other sessions.
  
        
 
         
         	 [bookmark: pgfId-742183]CSCup35239
  
         	 [bookmark: pgfId-742185]The Ethanalyzer does not see packets that egress on a virtual interface. 
  
        
 
         
         	 [bookmark: pgfId-742188]CSCup55774
  
         	 [bookmark: pgfId-742190]No drop counters are displayed when a FEX HIF is congested.
  
        
 
         
         	 [bookmark: pgfId-743081]CSCuq03168
  
         	 [bookmark: pgfId-743083]Microsoft NLB traffic being routed into the destination VLAN is experiencing packet loss.
  
        
 
         
         	 [bookmark: pgfId-742193]CSCuq36330
  
         	 [bookmark: pgfId-742195]BFD neighbors are not supported on Cisco ALE port subinterfaces. 
  
        
 
         
         	 [bookmark: pgfId-742198]CSCuq68788
  
         	 [bookmark: pgfId-742200]Traffic is not spanned if SPAN ACL and policy-based routing are enabled.
  
        
 
         
         	 [bookmark: pgfId-742203]CSCur22618
  
         	 command returns empty output when executed for FEX HIF interfaces.
  
        
 
         
         	 [bookmark: pgfId-742208]CSCur30555
  
         	 type queing does not show statistics for FEX HIF interfaces.
  
        
 
         
         	 [bookmark: pgfId-742213]CSCur63227
  
         	 [bookmark: pgfId-742215]BGP prefixes can experience temporary traffic drop during supervisor switchover when BGP prefixes have the Nexthop learned over BGP (Recursive Nexthop) in the presence of a default route in the system.
  
        
 
         
         	 [bookmark: pgfId-742218]CSCur37816
  
         	 [bookmark: pgfId-742220]When QoS Lite TCAM is configured, policer violated statistics shown as part of the show policy-map interface command are reported as 0 instead of NA (Not-Applicable).
  
        
 
         
         	 [bookmark: pgfId-742223]CSCur46879
  
         	 [bookmark: pgfId-742225]When copying the tunnel configuration file to running, the tunnel may flap before stabilizing.
  
        
 
         
         	 [bookmark: pgfId-742233]CSCur59482
  
         	 [bookmark: pgfId-742235]Policer action is not supported when QoS policy type qos is applied with no-stats keyword.
  
        
 
         
         	 [bookmark: pgfId-742238]CSCur61647
  
         	 command still reports FEX QoS incompatibility during downgrade from 3.2 to earlier versions of software.
  
        
 
         
         	 [bookmark: pgfId-742243]CSCur87839
  
         	 [bookmark: pgfId-742245]Traffic cannot be routed using policy-based routing if the next-hop reachability is across the vPC peer link and the local vPC leg is down.
  
        
 
         
         	 [bookmark: pgfId-742248]CSCus06693
  
         	 [bookmark: pgfId-742250]ERPSAN sessions with destination on port-channel sub-interface is not supported.
  
        
 
         
         	 [bookmark: pgfId-742253]CSCus15407
  
         	 [bookmark: pgfId-742255]The show incompatibility nxos <image version lower than 3.3> command gives an incorrect message for cmd ip icmp-errors source-interface <intf> cmd.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-739740][bookmark: 25752]Resolved Caveats—Cisco NX-OS Release 6.1(2)I3(3a)
 
       lists the resolved caveats in the Cisco NX-OS Release 6.1(2)I3(3a) release. Click the bug ID to access the Bug Search tool and see additional information about the bug.
 
      
       
        
         [bookmark: pgfId-737804]Table 6 [bookmark: 18076]Resolved Caveats in Cisco NX-OS Release 6.1(2)I3(3a) 
 
        
       
         
         	 
           
           [bookmark: pgfId-737808]Bug ID
          
  
         	 
           
           [bookmark: pgfId-737810]Description
          
  
        
 
         
         	 [bookmark: pgfId-741871]CSCur52725
  
         	 configuration, the port channel gets stuck in I state if the end device stops sending LACP PDUs for a brief period of time.
  
        
 
         
         	 [bookmark: pgfId-741496]CSCus39349
  
         	 [bookmark: pgfId-741498]A Nexus 9000 switch running 6.1(2)I3(3), and with a few vendor servers connected to a FEX, will not allow PCs to come up.
  
        
 
         
         	 [bookmark: pgfId-737828]CSCus45573
  
         	 [bookmark: pgfId-737830]A third-party blade server may not connect to a FEX module when a vPC is connected to an N9K switch using the same FEX module.
  
        
 
         
         	 [bookmark: pgfId-741832]CSCus45940
  
         	 [bookmark: pgfId-741834]After an IGMP group restart, the floodlist and port bit-map is incorrect.
  
        
 
         
         	 [bookmark: pgfId-741827]CSCus48954
  
         	 does not work for SNMP traps. 
  
        
 
         
         	 [bookmark: pgfId-741845]CSCus50176
  
         	 [bookmark: pgfId-741847]The default bandwidth on the N3164 physical 40G interfaces has been changed to 10G from 40G.
  
        
 
         
         	 [bookmark: pgfId-741858]CSCus52319
  
         	 [bookmark: pgfId-741860]Traffic entering a Nexus 9300 switch for the host behind a Port channel build using a FEX in I state may be dropped.
  
        
 
         
         	 [bookmark: pgfId-742534]CSCus59803
  
         	 [bookmark: pgfId-742657]A host connected to a FEX port is unable to auto-negotiate 1000Mbps. 
  
        
 
         
         	 [bookmark: pgfId-742530]CSCus64597
  
         	 [bookmark: pgfId-742605]When a BPDU guard enabled port receives a BPDU, the port is put to an error disabled state. Under this condition, an STP process core is seen, and the box could reload due to hap reset, if the condition is persistent
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-729335][bookmark: 70604][bookmark: 16865][bookmark: 21571][bookmark: 23786][bookmark: 39254][bookmark: 80037][bookmark: 67614][bookmark: 94273][bookmark: 63993][bookmark: 40046]Related Documentation[bookmark: marker-729334] 
 
     [bookmark: pgfId-729336]The entire Cisco Nexus 9000 Series NX-OS documentation set is available at the following URL:
 
     
 
     [bookmark: pgfId-709878]The Cisco Nexus 3164Q Switch - Read Me First is available at the following URL:
 
     
 
     
      [bookmark: pgfId-647271]Configuration Guides
 
      
 
      
 
      
 
      
 
      [bookmark: pgfId-665216]Cisco Nexus 9000 Series NX-OS Layer 2 Switching Configuration Guide
 
      
 
      
 
      
 
      
 
      
 
      
 
      [bookmark: pgfId-710765]Cisco Nexus 9000 Series NX-OS Virtual Machine Tracker Configuration Guide
 
      [bookmark: pgfId-665187]Cisco Nexus 9000 Series NX-OS VXLAN Configuration Guide
 
    
 
     
      [bookmark: pgfId-647280]Other Software Documents
 
      
 
      
 
      [bookmark: pgfId-674851]Cisco Nexus 9000 Series Software Upgrade and Downgrade Guide
 
      [bookmark: pgfId-660394]Cisco Nexus 9000 Series NX-OS System Messages Reference
 
      
 
      
 
      
 
    
 
     
      [bookmark: pgfId-652608]Hardware Documents
 
      
 
      
 
      
 
      
 
      
 
      
 
      
 
      
 
      
 
    
 
     
      [bookmark: pgfId-665258]Release Notes
 
      
 
      s
 
    
 
     
      [bookmark: pgfId-685290]Documentation Feedback
 
      [bookmark: pgfId-685293]To provide technical feedback on this document, or to report an error or omission, please send your comments to nexus9k-docfeedback@cisco.com. We appreciate your feedback.
 
    
 
   
 
    
     [bookmark: pgfId-652611][bookmark: 83361]Obtaining Documentation and Submitting a Service Request
 
     , which also lists all new and revised Cisco technical documentation, at:
 
     
 
     [bookmark: pgfId-662973]Open a service request online at: 
 
     
 
     as a Really Simple Syndication (RSS) feed and set content to be delivered directly to your desktop using a reader application. The RSS feeds are a free service and Cisco currently supports RSS version 2.0. 
 
     
      [bookmark: pgfId-652675]This product includes cryptographic software written by Eric Young (eay@cryptsoft.com). This product includes software developed by the OpenSSL Project for use in the OpenSSL Toolkit. (http://www.openssl.org/). This product includes software written by Tim Hudson (tjh@cryptsoft.com).
 
    
 
     
      [bookmark: pgfId-744215]Cisco and the Cisco logo are trademarks or registered trademarks of Cisco and/or its affiliates in the U.S. and other countries. To view a list of Cisco trademarks, go to this URL:  www.cisco.com/go/trademarks . Third-party trademarks mentioned are the property of their respective owners. The use of the word partner does not imply a partnership relationship between Cisco and any other company. (1110R)
 
    
 
     
      [bookmark: pgfId-732484]Cisco Nexus 9000 Series NX-OS Release Notes, Release 6.1(2)I3(3a)
 
    
 
     
      [bookmark: pgfId-197495] 2013 - 2015 Cisco Systems, Inc. All rights reserved.
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