
 - ةعيرسلا جماربلل ةنسحملا ةيقرتلا مهف
Catalyst 6500 VSS ىلع sup-ةيعابرلا

تايوتحملا
ةمدقملا

ةيساسألا تابلطتملا

تابلطتملا

ةمدختسملا تانوكملا

ططخملا

قفاوتلا ةفوفصم نم ققحتلا

ةيقرتلا ءارجإ

اهحالصإو ءاطخألا فاشكتسأ ةلاح تاسارد

ابئاغ عطاقتم VSL لاصتا نوكي امدنع جردتم بولسأ يف نسحي .لوألا ويرانيسلا

يبتارتلا لباقم يف فدارتلا

ةميدق ةروص مادختساب هطبض مت طشن زارط .2 ويرانيسلا

رفوتم ريغ دادعتسالا عضو يف رشنلا ةدام ليدبت .3 ويرانيسلا

مدقألا رادصإلا يف ىقبي Post Upgrade ICS SUP.4 ويرانيسلا

ةمدقملا

 Cisco Catalyst 6500 Series تالوحم ىلع ةوطخب ةوطخ ISSU/eFSU ءارجإ دنتسملا اذه فصي
Switches عضو يف VSS مادختساب Supervisor 6T دادعإ يف هاجتإلا يئانث رفوت عم SUP يعابر.

ةيساسألا تابلطتملا

تابلطتملا

:ةيلاتلا عيضاوملاب ةفرعم كيدل نوكت نأب Cisco يصوت

 Catalyst ل SUP (VSS)-يعابرلا يرهاظلا ليوحتلا ماظن نيوكتو دادعإب ةيساسأ ةفرعم
6500

•

•TFTP/USB/WebUI ةقيرط مادختساب روصلا خسن

ةمدختسملا تانوكملا

 Cisco Catalyst 6500 يرهاظلا ليوحتلا ماظن ىلإ دنتسملا اذه يف ةدراولا تامولعملا دنتست
Virtual Switching System جمانرب ىلع Cisco IOS® Software، (1)15.5 رادصإلاSY12 ثدحأ رادصإ وأ

.ةيداملا تانوكملاو جماربلا تارادصإ

 .ةصاخ ةيلمعم ةئيب يف ةدوجوملا ةزهجألا نم دنتسملا اذه يف ةدراولا تامولعملا ءاشنإ مت
 تناك اذإ .(يضارتفا) حوسمم نيوكتب دنتسملا اذه يف ةمدختسُملا ةزهجألا عيمج تأدب



.رمأ يأل لمتحملا ريثأتلل كمهف نم دكأتف ،ليغشتلا ديق كتكبش

ططخملا

قفاوتلا ةفوفصم نم ققحتلا

-https://www.cisco.com/c/en/us/support/switches/catalyst ؛اذه Cisco دنتسم ىلإ عجرا .1 ةوطخلا
6500-series-switches/products-release-notes-list.html#anchor142.

:CLI ةادألا يف رمألا لمعتسي تققد .2 ةوطخلا

 
<#root>

WS-C6504-E-1#

show issu comp-matrix stored

 
 
Number of Matrices in Table = 1 
 
(1) Matrix for s2t54-ADVENTERPRISEK9-M(10) - s2t54-ADVENTERPRISEK9-M(10)  
========================================== 
Start Flag (0xDEADBABE) 
 
My Image ver: 15.5(1)SY13 
Peer Version Compatibility 
------------ ------------- 
15.1(2)SY Incomp(1) 
15.1(2)SY1 Incomp(1) 
15.1(2)SY2 Incomp(1) 
15.5(1)SY Dynamic(0) 
15.5(1)SY1 Dynamic(0) 
15.1(2)SY12 Incomp(1) 
15.2(1)SY6 Incomp(1) 
15.4(1)SY4 Incomp(1) 
15.5(1)SY2 Dynamic(0) 

15.5(1)SY3 Dynamic(0)

https://www.cisco.com/c/ar_ae/support/switches/catalyst-6500-series-switches/products-release-notes-list.html#anchor142
https://www.cisco.com/c/ar_ae/support/switches/catalyst-6500-series-switches/products-release-notes-list.html#anchor142


 

15.5(1)SY4 Dynamic(0)

 

15.5(1)SY5 Dynamic(0)

 

15.5(1)SY6 Dynamic(0)

 

15.5(1)SY7 Dynamic(0)

 

15.5(1)SY8 Dynamic(0)

 

15.5(1)SY9 Dynamic(0)

 

15.5(1)SY10 Dynamic(0)

 

15.5(1)SY11 Dynamic(0)

 

15.5(1)SY12 Dynamic(0)

 

15.5(1)SY13 Comp(3)

 

ةيقرتلا ءارجإ

 Cisco IOS جمانرب نم SY13(1)15.5 رادصإلا) ةديدجلا Cisco IOS ةروص دوجو نم دكأت .1 ةوطخلا
Software يف bootdisk,slavebootdisk,ics-bootdisk,slave-ics-bootdisk.

 

WS-C6504-E-1#dir bootdisk: | i SY13  

8 -rw- 167430292 Apr 16 2024 22:55:58 +00:00 s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 

WS-C6504-E-1#dir slavebootdisk: | i SY13  

19 -rw- 167430292 Apr 16 2024 00:37:58 +00:00 s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 

WS-C6504-E-1#dir ics-bootdisk: | i SY13  

11 -rw- 167430292 Apr 16 2024 23:06:18 +00:00 s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 

WS-C6504-E-1#dir slave-ics-bootdisk: | i SY13 

5 -rw- 167430292 Apr 16 2024 23:20:18 +00:00 s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 

 

:ءارجإ نيسحتلا ضكري نأ زهاج VSS لا نأ تققد in order to رمأ اذه تلمعتسا .2 ةوطخلا

 
<#root>



WS-C6504-E-1#show redundancy 

Redundant System Information : 

------------------------------ 

       Available system uptime = 1 day, 4 hours, 41 minutes 

Switchovers system experienced = 0 

              Standby failures = 1 

        Last switchover reason = none 

                 Hardware Mode = Duplex 

    Configured Redundancy Mode = sso

 

     Operating Redundancy Mode = sso

 
              Maintenance Mode = Disabled 
                Communications = Up 
Current Processor Information : 
------------------------------- 
               Active Location = slot 1/1 
        Current Software state = 

ACTIVE >> Switch 1 Slot 1 is active

 
       Uptime in current state = 1 day, 4 hours, 41 minutes 
                 Image Version = Cisco IOS Software, s2t54 Software (s2t54-ADVENTERPRISEK9-M), Version 15.5(1)SY12, RELEASE SOFTWARE (fc1) 
Technical Support: http://www.cisco.com/techsupport 
Copyright (c) 1986-2023 by Cisco Systems, Inc. 
Compiled Tue 05-Sep-23 11:24 by mcpre 
                          BOOT = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin

,12; 
                   CONFIG_FILE = 
                       BOOTLDR = 
        Configuration register = 0x2102 
Peer Processor Information : 
---------------------------- 
              Standby Location = slot 2/1                          
        Current Software state = 

STANDBY HOT >> Switch 2 Slot 1 is standby

 
       Uptime in current state = 19 hours, 43 minutes 
                 Image Version = Cisco IOS Software, s2t54 Software (s2t54-ADVENTERPRISEK9-M), Version 15.5(1)SY12, RELEASE SOFTWARE (fc1) 
Technical Support: http://www.cisco.com/techsupport 
Copyright (c) 1986-2023 by Cisco Systems, Inc. 
Compiled Tue 05-Sep-23 11:24 by mcpre 
                          BOOT = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin

,12; 
                   CONFIG_FILE = 
                       BOOTLDR = 
        Configuration register = 0x2102

 
 
<#root>

http://www.cisco.com/techsupport
http://www.cisco.com/techsupport


WS-C6504-E-1#show issu state detail 

 The system is configured to be upgraded in staggered mode. 

 4 supervisor nodes are found to be online. 

 Summary: the system will be upgraded in staggered mode. 

 

Slot = 1/1 

RP State = Active 

ISSU State = Init 

Boot Variable = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12; 

      Operating Mode = 

sso

 
      ISSU Sub-State = 

No Upgrade Operation in Progress

 
      Starting Image = N/A 
        Target Image = N/A 
     Current Version = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin

 
 
Slot = 2/1 
RP State = Standby 
ISSU State = Init 
Boot Variable = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12; 
      Operating Mode = 

sso

 
      ISSU Sub-State = 

No Upgrade Operation in Progress

 
      Starting Image = N/A 
        Target Image = N/A 
     Current Version = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin

 
 
Slot = 1/2 
RP State = Active-ICS 
ISSU State = Init 
Boot Variable = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12; 
      Operating Mode = 

sso

 
      ISSU Sub-State = 

No Upgrade Operation in Progress

 
      Starting Image = N/A 
        Target Image = N/A 
     Current Version = 



bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin

 
 
Slot = 2/2 
RP State = Standby-ICS 
ISSU State = Init 
Boot Variable = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12; 
      Operating Mode = 

sso

 
      ISSU Sub-State = 

No Upgrade Operation in Progress

 
      Starting Image = N/A 
        Target Image = N/A 
     Current Version = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin

 

 .ةيلمع نيسحتلا تأدب issu loadversion in order toرمألا تلمعتسا .3 ةوطخلا

 

 VSS لكيهك ةئيهتلاو ،ةديدجلا ةروصلا مادختساب هليمحت ةداعإو ،VSS يطايتحالا لكيهلا ليمحت ةداعإ متت ،ةوطخلا هذه يف

 نيوكت ةنمازم دنع ةوطخلا هذه تلمتكا .ةديدجلا ةروصلا ليغشت عم ،(SSO) ةلاحلا وذ ليوحتلا راركت عضو يف يطايتحالا

 ،قئاقد عضب ىلإ ناوث ةدع ةديدجلا ةروصلا ليمحت قرغتسي دق .ةعمجملا ةنمازملا حاجن ةلاسر ةطساوب حضوم وه امك ،لكيهلا

.SSO عضو ىلإ لاقتنالا VSS دادعتسالا لكيه قرغتسي دق امك

 
<#root>

WS-C6504-E-1#issu loadversion 1/1 bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 2/1 slavebootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin

 
System configuration has been modified. Save? [yes/no]: y 
Building configuration... 
[OK] 

*Apr 17 00:43:14.195: %ISSU_PROCESS-SW1-3-LOADVERSION: Loadversion sequence will begin in 60 seconds. Enter 'issu abortversion' to cancel.

 

*Apr 17 00:43:44.195: %ISSU_PROCESS-SW1-6-LOADVERSION_INFO: Resetting Standby shortly

 

*Apr 17 00:43:44.195: %ISSU_PROCESS-SW1-6-LOADVERSION_INFO: Resetting Standby ICS shortly

 
*Apr 17 00:43:44.199: %ISSU_PROCESS-SW2_STBY-6-SELF_RELOAD: slot 33 countdown to self-reload started, 30 second delay 
*Apr 17 00:43:44.199: %ISSU_PROCESS-SW2-2_STBY-6-SELF_RELOAD: slot 34 countdown to self-reload started, 30 second delay 
*Apr 17 00:44:29.195: %ISSU_PROCESS-SW1-6-LOADVERSION_INFO: Standby ICS has gone offline 
*Apr 17 00:44:29.195: %ISSU_PROCESS-SW1-6-LOADVERSION_INFO: Standby has gone offline 
*Apr 17 00:46:59.195: %ISSU_PROCESS-SW1-6-LOADVERSION_INFO: Standby has come online, wait for Standby ICS 
*Apr 17 00:47:44.503: %ISSU_PROCESS-SW1-6-LOADVERSION_INFO: Standby ICS has come online 
*Apr 17 00:49:15.363: %ISSU_PROCESS-SW1-6-LOADVERSION_INFO: Standby reached terminal state 



*Apr 17 00:49:29.199: %ISSU_PROCESS-SW1-6-LOADVERSION_INFO: Standby ICS reached terminal state, wait for system to settle 

*Apr 17 00:49:59.195: %ISSU_PROCESS-SW1-3-LOADVERSION: Loadversion has completed. Please issue the 'issu runversion' command after all modules come online.

 

*Apr 17 00:49:59.195: %ISSU_PROCESS-SW1-3-LOADVERSION: Loadversion has completed. Please issue the 'issu runversion' command after all modules come online.

 

.جارخإلا show issu state detail يف ةديدج ةروص ىلإ دادعتسالل ديهمتلا ريغتم ريشي نأ بجي .4 ةوطخلا

 
<#root>

WS-C6504-E-1#

show issu state detail

 
 The system is configured to be upgraded in in-tandem mode. 
 4 supervisor nodes are found to be online. 
         Summary: an in-tandem upgrade is in progress. 
 
Slot = 1/1 
RP State = Active 
ISSU State = Load Version 
Boot Variable = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin,12 
      Operating Mode = sso 
      ISSU Sub-State = Load Version Completed 
      Starting Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin 
        Target Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 
     Current Version = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin 
 
Slot = 2/1 
RP State = Standby 
ISSU State = 

Load Version

 
Boot Variable = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12 
      Operating Mode = sso 
      ISSU Sub-State = Load Version Completed 
      Starting Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin 
        Target Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 
     Current Version = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 

 

>> Standby Chassis has been upgraded to latest code

 
 
Slot = 1/2 
RP State = Active-ICS 
ISSU State = Load Version 
Boot Variable = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin,12 
      Operating Mode = sso 
      ISSU Sub-State = Load Version Completed 
      Starting Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin 
        Target Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 



     Current Version = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin 
 
Slot = 2/2 
RP State = Standby-ICS 
ISSU State = 

Load Version

 
Boot Variable = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12 
      Operating Mode = sso 
      ISSU Sub-State = Load Version Completed 
      Starting Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin 
        Target Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 
     Current Version = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin >> Standby Chassis has been upgraded to latest code 

 

 ةدوجوملا طخلا تاقاطب عيمج نوكتو SSO راركت ةلاح يف ةديدجلا ةروصلل حاجنب VSS دادعتسالا لكيه ليغشت دنع .5 ةوطخلا

 ذخأي .ليدبت رابجإل issu running version رمألا لخدأف ،رشابملاو يروفلا ليغشتلا عضو يف VSS دادعتسالا لكيه ىلع

 طشنلا لكيهلا موقيو .ةديدجلا ةروصلا الغشم ،ديدجلا طشنلا لكيهلا رود هتيقرت تمت يذلا VSS يطايتحالا لكيهلا

 ةجاحلا ةلاح يف) ةميدقلا ةروصلا ليغشتو ،SSO عضو يف ديدجلا يطايتحالا VSS لكيهك ةئيهتلاو ليمحتلا ةداعإب اقباس

 حضوم وه امك ،لكيهلا نيوكت ةنمازم دنع ةوطخلا هذه تلمتكا .(ةميدقلا ةروصلا ةداعتساو جمانربلا ةيقرت ضاهجإ ىلإ

.ةعمجملا ةنمازملا حاجن ةلاسر ةطساوب

 
<#root>

WS-C6504-E-1#

issu runversion

 
This command will reload the Active unit.  Proceed ? [confirm]y 
%issu runversion initiated successfully 
*Apr 17 00:54:42.707: %ISSU_PROCESS-SW1-2_STBY-6-SELF_RELOAD: slot 18 countdown to self-reload started, 3 second delay 
*Apr 17 00:54:44.715: %RF-SW1-5-RF_RELOAD: Self reload. Reason: Admin ISSU runversion CLI 
*Apr 17 00:54:46.719: %SYS-SW1-5-SWITCHOVER: Switchover requested by Exec. Reason: Admin ISSU runversion CLI. 
Initializing as Virtual Switch STANDBY processor 
*Apr 17 00:57:14.023: %VSLP-5-VSL_UP:  Ready for control traffic 
*Apr 17 00:57:24.919: %PFREDUN-SW1_STBY-6-STANDBY: Initializing for SSO mode in Default Domain

 

.ليوحتلا ءارجإ درجمب ةلاحلا نم ققحت .6 ةوطخلا

 
<#root>

WS-C6504-E-1#show issu state detail 

 The system is configured to be upgraded in in-tandem mode. 

 4 supervisor nodes are found to be online. 

         Summary: an in-tandem upgrade is in progress. 

 

Slot = 2/1 

RP State = Active 

ISSU State = 



Run Version

 
Boot Variable = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12 
      Operating Mode = sso 
      ISSU Sub-State = Run Version after Switchover 
      Starting Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin 
        Target Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 
     Current Version = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin >> Switch 2 became the active after switchover 

 
 
Slot = 1/1 
RP State = Standby 
ISSU State = Run Version 
Boot Variable = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12; 
      Operating Mode = sso 
      ISSU Sub-State = Run Version in Progress 
      Starting Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin 
        Target Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 
     Current Version = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin 
 
Slot = 2/2 
RP State = Active-ICS 
ISSU State = 

Run Version

 
Boot Variable = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12 
      Operating Mode = sso 
      ISSU Sub-State = Run Version in Progress 
      Starting Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin 
        Target Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 
     Current Version = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin

 
 
Slot = 1/2 
RP State = Standby-ICS 
ISSU State = Run Version 
Boot Variable = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12; 
      Operating Mode = sso 
      ISSU Sub-State = Run Version in Progress 
      Starting Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin 
        Target Image = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 
     Current Version = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin

 
 
<#root>

WS-C6504-E-1#sh redundancy     

Redundant System Information : 

------------------------------ 

       Available system uptime = 44 minutes 

Switchovers system experienced = 1 

              Standby failures = 0 

        Last switchover reason = user forced 



                 Hardware Mode = Duplex 

    Configured Redundancy Mode = sso 

     Operating Redundancy Mode = sso 

              Maintenance Mode = Disabled 

                Communications = Up 

Current Processor Information : 

------------------------------- 

               Active Location = slot 2/1 

        Current Software state = 

ACTIVE

 
       Uptime in current state = 7 minutes 
                 Image Version = Cisco IOS Software, s2t54 Software (s2t54-ADVENTERPRISEK9-M), Version 15.5(1)SY13, RELEASE SOFTWARE (fc1) 
Technical Support: http://www.cisco.com/techsupport 
Copyright (c) 1986-2024 by Cisco Systems, Inc. 
Compiled Tue 19-Mar-24 06:59 by mcpre 
                          BOOT = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin

,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12 
                   CONFIG_FILE = 
                       BOOTLDR = 
        Configuration register = 0x2102 
Peer Processor Information : 
---------------------------- 
              Standby Location = slot 1/1 
        Current Software state = 

STANDBY HOT

 
       Uptime in current state = 2 minutes 
                 Image Version = Cisco IOS Software, s2t54 Software (s2t54-ADVENTERPRISEK9-M), Version 15.5(1)SY12, RELEASE SOFTWARE (fc1) 
Technical Support: http://www.cisco.com/techsupport 
Copyright (c) 1986-2023 by Cisco Systems, Inc. 
Compiled Tue 05-Sep-23 11:24 by mcpre 
                          BOOT = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12

.bin,12; 
                   CONFIG_FILE = 
                       BOOTLDR = 
        Configuration register = 0x2102

 

 

 لكيهلا نإف ،تقؤملا ةيحالص تهتنا اذإ هنأل يرورض اذهو .عجارتلا تقؤم فاقيإل issu acceptedVersion رمألا مدختسأ .7 ةوطخلا

.قباسلا جمانربلا رادصإ ىلإ دتريو ليمحتلا ديعي هتيقرت تمت يذلا

 
<#root>

WS-C6504-E-1# show issu rollback-timer 

Rollback Process State = In progress

http://www.cisco.com/techsupport
http://www.cisco.com/techsupport


 
 Configured Rollback Time = 00:45:00 
 Automatic Rollback Time = 00:37:28

 
 
<#root>

 

WS-C6504-E-1# issu acceptversion 

% Rollback timer stopped. Please issue the commitversion command. 

View the rollback timer to see that the rollback process has been stopped: 

WS-C6504-E-1# show issu rollback-timer 

Rollback Process State = Not in progress >> Rollback Process is stopped after the acceptversion 

 

 ءارجإ ءدبل issu running version fex all رمألا مدختسأ ،دادعإلا يف (FEX) ةينيبلا تالصوملا عسوم مادختسإ ةلاح يف .8 ةوطخلا

 cisco ios ،انه) 6Tفرشملا نم ةمزح ةيجمرب ديدجلا نم تبلج ةروصلا FEX لا ريثي .FEX (6800ia) ىلع اهتيقرتو ةروصلا ليزنت

.اهئاضعأ نم ةروصلا جارختسإ نع لوؤسم ريدملا نإف ،FEX تاسدكم مدختست تنك اذإ .(SY13(1)15.5 قالطإ ةيجمرب

 (ISSU) نيسحت ةيجمرب in-Service لا تمتأو لكيه دادعتسإ VSS لا نسحي نأ رمأ مازتلا issu لا ،ترشاب in order to تلخد .9 ةوطخلا

 VSS لكيهك هتئيهتو ،ةديدجلا ةروصلا مادختساب هليمحت ةداعإو ،VSS يطايتحالا لكيهلا ديهمت ةداعإ متي .لسلست

 ،لكيهلا نيوكت ةنمازم دنع ةلماك ةوطخلا هذه نوكت .ةديدجلا ةروصلا ليغشت ىلع لمعي امم ،SSO راركت ةلاح يف يطايتحالا

 يف ديدجلا VSS دادعتسالا عضو يف ةدوجوملا رطسألا عيمج نوكتو ،ةعمجملا ةنمازملل ةحجانلا ةلاسرلا ةطساوب حضوم وه امك

.دادعتسالا عضو يف دادعتسالا عضو

 
<#root>

WS-C6504-E-1# issu commitversion

 
%issu commitversion initiated successfully, upgrade sequence will continue shortly

 
 

WS-C6504-E-1# 

*Apr 17 01:02:57.607: %ISSU_PROCESS-SW2-3-COMMITVERSION: issu commitversion; Commitversion sequence will begin in 60 seconds. Enter 'issu abortversion' to cancel. 

*Apr 17 01:03:27.607: %ISSU_PROCESS-SW2-6-COMMITVERSION_INFO: Resetting Standby shortly 

*Apr 17 01:03:27.607: %ISSU_PROCESS-SW2-6-COMMITVERSION_INFO: Resetting Standby ICS shortly 

*Apr 17 01:03:27.611: %ISSU_PROCESS-SW1-2_STBY-6-SELF_RELOAD: slot 18 countdown to self-reload started, 30 second delay 

*Apr 17 01:03:27.611: %ISSU_PROCESS-SW1_STBY-6-SELF_RELOAD: slot 17 countdown to self-reload started, 30 second delay 

*Apr 17 01:04:12.607: %ISSU_PROCESS-SW2-6-COMMITVERSION_INFO: Standby ICS has gone offline 

*Apr 17 01:04:12.607: %ISSU_PROCESS-SW2-6-COMMITVERSION_INFO: Standby has gone offline 

*Apr 17 01:06:42.607: %ISSU_PROCESS-SW2-6-COMMITVERSION_INFO: Standby has come online, wait for Standby ICS 

*Apr 17 01:07:28.315: %ISSU_PROCESS-SW2-6-COMMITVERSION_INFO: Standby ICS has come online 

*Apr 17 01:08:59.623: %ISSU_PROCESS-SW2-6-COMMITVERSION_INFO: Standby has reached terminal state 

*Apr 17 01:09:12.699: %ISSU_PROCESS-SW2-6-COMMITVERSION_INFO: Standby ICS reached terminal state 

*Apr 17 01:09:12.751: %ISSU_PROCESS-SW2-6-COMMITVERSION_INFO: Upgrade has completed, updating boot configuration 

Building configuration... 

[OK]

 



.ةيقرتلا لامكإ مت اذإ امم ققحت .10 ةوطخلا

 
<#root>

WS-C6504-E-1#

sh redundancy

 
Redundant System Information : 
------------------------------ 
       Available system uptime = 55 minutes 
Switchovers system experienced = 1 
              Standby failures = 1 
        Last switchover reason = user forced 
                 Hardware Mode = Duplex 
    Configured Redundancy Mode = sso 
     Operating Redundancy Mode = sso 
              Maintenance Mode = Disabled 
                Communications = Up 
Current Processor Information : 
------------------------------- 
               Active Location = slot 2/1 
        Current Software state = ACTIVE 
       Uptime in current state = 17 minutes 
                 Image Version = Cisco IOS Software, s2t54 Software (s2t54-ADVENTERPRISEK9-M), Version 15.5(1)SY13, RELEASE SOFTWARE (fc1) 
Technical Support: http://www.cisco.com/techsupport 
Copyright (c) 1986-2024 by Cisco Systems, Inc. 
Compiled Tue 19-Mar-24 06:59 by mcpre 
                          BOOT = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13

.bin,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12 
                   CONFIG_FILE = 
                       BOOTLDR = 
        Configuration register = 0x2102 
Peer Processor Information : 
---------------------------- 
              Standby Location = slot 1/1 
        Current Software state = STANDBY HOT 
       Uptime in current state = 3 minutes 
                 Image Version = Cisco IOS Software, s2t54 Software (s2t54-ADVENTERPRISEK9-M), Version 15.5(1)SY13, RELEASE SOFTWARE (fc1) 
Technical Support: http://www.cisco.com/techsupport 
Copyright (c) 1986-2024 by Cisco Systems, Inc. 
Compiled Tue 19-Mar-24 06:59 by mcpre 
                          BOOT = 

bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin

,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12 

>> Standby has been upgraded

 
                   CONFIG_FILE = 
                       BOOTLDR = 
        Configuration register = 0x2102

 
 
<#root>

http://www.cisco.com/techsupport
http://www.cisco.com/techsupport


WS-C6504-E-1# 

show module switch all

 
 Switch Number:     1   Role:  Virtual Switch Standby 
----------------------  ----------------------------- 
Mod Ports Card Type                              Model              Serial No. 
--- ----- -------------------------------------- ------------------ ----------- 
  1    5  Supervisor Engine 2T 10GE w/ CTS (Hot) VS-SUP2T-10G       xxxx 
  2    5  Supervisor Engine 2T 10GE w/ CTS (CSSO VS-SUP2T-10G       xxxx 
  3   48  CEF720 48 port 10/100/1000mb Ethernet  WS-X6748-GE-TX     xxxx 
Mod MAC addresses                       Hw    Fw           Sw           Status 
--- ---------------------------------- ------ ------------ ------------ ------- 
  1  xxxx. xxxx. xxxx to xxxx. xxxx. xxxx 1.5   12.2(50r)SYS 15.5(1)SY13  Ok 
  2  xxxx. xxxx. xxxx to xxxx. xxxx. xxxx 1.3   12.2(50r)SYS 15.5(1)SY13  Ok 
  3  xxxx. xxxx. xxxx to xxxx. xxxx. xxxx 3.2   12.2(18r)S1  15.5(1)SY13  Ok 
Mod  Sub-Module                  Model              Serial       Hw     Status 
---- --------------------------- ------------------ ----------- ------- ------- 
  1  Policy Feature Card 4       VS-F6K-PFC4        xxxx 1.2    Ok 
  1  CPU Daughterboard           VS-F6K-MSFC5        xxxx 2.0    Ok 
  2  Policy Feature Card 4       VS-F6K-PFC4         xxxx 1.2    Ok 
  2  CPU Daughterboard           VS-F6K-MSFC5        xxxx 1.4    Ok 
  3  Centralized Forwarding Card WS-F6700-CFC    xxxx 4.1    Ok 
Mod  Online Diag Status 
---- ------------------- 
  1  Pass 
  2  Pass 
  3  Pass 
 Switch Number:     2   Role:   Virtual Switch Active 
----------------------  ----------------------------- 
Mod Ports Card Type                              Model              Serial No. 
--- ----- -------------------------------------- ------------------ ----------- 
  1    5  Supervisor Engine 2T 10GE w/ CTS (Acti VS-SUP2T-10G       xxxx 
  2    5  Supervisor Engine 2T 10GE w/ CTS (CSSO VS-SUP2T-10G       xxxx 
  3   48  CEF720 48 port 10/100/1000mb Ethernet  WS-X6748-GE-TX     xxxx 
Mod MAC addresses                       Hw    Fw           Sw           Status 
--- ---------------------------------- ------ ------------ ------------ ------- 
  1  xxxx. xxxx. xxxx to xxxx. xxxx. xxxx 1.5   12.2(50r)SYS 15.5(1)SY13  Ok 
  2  xxxx. xxxx. xxxx to xxxx. xxxx. xxxx 2.1   12.2(50r)SYS 15.5(1)SY13  Ok 
  3  xxxx. xxxx. xxxx to xxxx. xxxx. xxxx 3.6   12.2(18r)S1  15.5(1)SY13  Ok 
Mod  Sub-Module                  Model              Serial       Hw     Status 
---- --------------------------- ------------------ ----------- ------- ------- 
  1  Policy Feature Card 4       VS-F6K-PFC4        xxxx 1.2    Ok 
  1  CPU Daughterboard           VS-F6K-MSFC5       xxxx 2.0    Ok 
  2  Policy Feature Card 4       VS-F6K-PFC4        xxxx 3.0    Ok 
  2  CPU Daughterboard           VS-F6K-MSFC5       xxxx 3.1    Ok 
  3  Centralized Forwarding Card WS-F6700-CFC   xxxx 4.1    Ok 
Mod  Online Diag Status 
---- ------------------- 
  1  Pass 
  2  Pass 
  3  Pass

 
 
<#root>

WS-C6504-E-1# 

sh issu state detail

 



 The system is configured to be upgraded in in-tandem mode. 
 4 supervisor nodes are found to be online. 
 Summary: the system will be upgraded in in-tandem mode. 
Slot = 2/1 
RP State = Active 
ISSU State = Init 
Boot Variable = bootdisk:

s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin

,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12 
      Operating Mode = sso 
      ISSU Sub-State = 

No Upgrade Operation in Progress

 
      Starting Image = N/A 
        Target Image = N/A 
     Current Version = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 
Slot = 1/1 
RP State = Standby 
ISSU State = Init 
Boot Variable = bootdisk:

s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin

,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12 
      Operating Mode = sso 
      ISSU Sub-State = 

No Upgrade Operation in Progress

 
      Starting Image = N/A 
        Target Image = N/A 
     Current Version = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 
Slot = 2/2 
RP State = Active-ICS 
ISSU State = Init 
Boot Variable = bootdisk:

s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin

,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12 
      Operating Mode = sso 
      ISSU Sub-State = 

No Upgrade Operation in Progress

 
      Starting Image = N/A 
        Target Image = N/A 
     Current Version = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 
Slot = 1/2 
RP State = Standby-ICS 
ISSU State = Init 
Boot Variable = bootdisk:

s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin

,12;bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY12.bin,12 
      Operating Mode = sso 
      ISSU Sub-State = 

No Upgrade Operation in Progress



 
      Starting Image = N/A 
        Target Image = N/A 
     Current Version = bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin

 

اهحالصإو ءاطخألا فاشكتسأ ةلاح تاسارد

ابئاغ عطاقتم VSL لاصتا نوكي امدنع جردتم بولسأ يف نسحي .لوألا ويرانيسلا

 
<#root>

WS-C6504-E-1#

issu loadversion 1/1 bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 2/1 slavebootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin

 
WS-C6504-E-1#*Apr 16 23:31:12.528: SW1:  Quad-sup ISSU Staggered mode VSL requirement(Parallel/Cross VSL connectivity) is NOT met. Disable Staggered mode using config cli "no issu upgrade staggered" to perform ISSU in default mode which is In-tandem.

 

.ةعباتملل كرتشم VSL لاصتا كيدل سيل هنأل ةافوتسم ريغ تابلطتملا اهيف ركذت أطخ ةلاسر ىقلتت

.بلقتملا ماظنلا ليطعت قيرط نع ةيقرتلا ءارجإ كنكمي

 
<#root>

WS-C6504-E-1(conf t)# 

no issu upgrade staggered

 
 

WS-C6504-E-1#issu loadversion 1/1 bootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 2/1 slavebootdisk:s2t54-adventerprisek9-mz.SPA.155-1.SY13.bin 

System configuration has been modified. Save? [yes/no]: y 

Building configuration... 

[OK] 

*Apr 17 00:43:14.195: %ISSU_PROCESS-SW1-3-LOADVERSION: Loadversion sequence will begin in 60 seconds. Enter 'issu abortversion' to cancel. 

*Apr 17 00:43:44.195: %ISSU_PROCESS-SW1-6-LOADVERSION_INFO: Resetting Standby shortly 

*Apr 17 00:43:44.195: %ISSU_PROCESS-SW1-6-LOADVERSION_INFO: Resetting Standby ICS shortly

 

يبتارتلا لباقم يف فدارتلا

 نود ادحاو الكيه ذخأي هنإف ،كلذ عمو ،انكمم ارمأ (SUP) فدارتلا وأ جودزملا فارشإلاب صاخلا VSS ليغشتلا ماظن ثيدحت ربتعي

.اهلمكأب فرشملا لمع ديهمت ةرتف ءانثأ تنرتنإلاب لاصتا

 فرشملا نأ انمض ينعي اذهو .طلتخملا عضولا ،Sup2T ل يضارتفالا عضولا يف ةرم لك يف دحاو فرشم ليمحت ةداعإ متي

 ةعرسب اهليمحت ةداعإ متي رطسألا نأل ارظنو .ليمحتلا ةداعإل تايمستلا دادعإ دنع ادوجوم نوكي رادصإلا اذه مدختسي يذلا

.كلذل ةجيتن لكيهلا يف ظوحلم لكشب لقي لمعلا نع فقوتلا تقو نإف ،فرشملا نم ريثكب ربكأ



 .رمألا مزل اذإ ريثكب عرسأ ةدوع ةرتف رفوي امم ،ميدقلا جمانربلا مدختسي فرشم رفوت ىلإ ريشي ،كلذ ىلإ ةفاضإلاب

.بيترت ةلاح يف يضارتفالا عضولا نوكي ،Sup2T ل ةبسنلاب

.رمألا اذه مادختساب جردتملا ةيقرتلا بولسأ ليطعت نكمي

ةميدق ةروص مادختساب هطبض مت طشن زارط .2 ويرانيسلا

.ISSU Run رادصإ ىلع ريثأتلا كنكمي ،ساسألا يف ،انه

 تقؤملا عجري ،ةعباتملا ىلع كتردق مدع ةلاح يف .نكمم عاجرتسإ تقؤم لعفلاب دجوي ،ISSU ليغشت رادصإل ةبسنلاب

.مدقألا ةروصلا ىلإ ايئاقلت

 كيلع بجي ،يلاتلابو .لوبقم رادصإب تمق كنأل ارظن هيجوتلا ةداعإ تقؤم ليطعت مت ،ISSU Commit رادصإب قلعتي اميف

.مدقألا ةروصلا ىلإ ةدوعلل رمألا اذه ذيفنت

 

WS-C6504-E-1# issu abortversion

 

دادعتسالا رهظي ال رشنلا ةدام ليدبت .3 ويرانيسلا

 ةقيرط مادختساب ةديدجلا ةروصلا ىلإ زاهجلا ةيقرتو يلعف لكشب (VSL) يرهاظلا لوحملا طابترإ لاصتا عطقب مق

USB/TFTP.

.دادعتسإ تلكش عيطتسي وه كلذل VSS لا ىلإ ةادألا تلخدأو ةوطخ VSL لا تطبر .زاهجلا ليغشت فاقيإب مق ،ةيقرتلا دعب

مدقألا رادصإلا يف رشنلا ةدام ةيقرتب صاخلا ICS SUP لظي .4 ويرانيسلا

 ريثأتلا ةظحالم نكمي ال ثيح دادعتسالا لكيه وأ يطايتحإ لكيه يف هدحو (SUP) ةعرفتملا ةرجشلا لوكوتورب ليصوتب مق

.ديج لكشب لمعي طشنلا نأل ارظن

.USB/TFTP ةقيرط مادختساب ةديدج ةروص ىلإ زاهجلا ةيقرت

 لخاد دادعتسالا عضو ىلإ ىرخأ ةرم دوعت مث ةروصلا ةيقرت متت ىتح ةحتفلا سفن ىلإ هبلجو هليغشت فاقيإب مق مث

.ثدحأ ةروص مادختساب (ICS) لكيهلا



ةمجرتلا هذه لوح
ةيلآلا تاينقتلا نم ةعومجم مادختساب دنتسملا اذه Cisco تمجرت
ملاعلا ءاحنأ عيمج يف نيمدختسملل معد ىوتحم ميدقتل ةيرشبلاو
امك ةقيقد نوكت نل ةيلآ ةمجرت لضفأ نأ ةظحالم ىجرُي .ةصاخلا مهتغلب
Cisco يلخت .فرتحم مجرتم اهمدقي يتلا  ةيفارتحالا ةمجرتلا عم لاحلا وه
Systems ىلإ اًمئاد عوجرلاب يصوُتو تامجرتلا هذه ةقد نع اهتيلوئسم
.(رفوتم طبارلا) يلصألا يزيلجنإلا دنتسملا


