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     [bookmark: pgfId-1013970]Preface
      
      
 
     
 
 
     
      [bookmark: pgfId-1014286]Organization
 
      [bookmark: pgfId-1014300]This guide includes the following sections:
 
      
       
       
         
         	 
           
           [bookmark: pgfId-1014289]Section
          
  
         	 
           
           [bookmark: pgfId-1014291]Title 
          
  
         	 
           
           [bookmark: pgfId-1014293]Description
          
  
        
 
         
         	 [bookmark: pgfId-1014295]1
  
         	 [bookmark: pgfId-1014297]DFA REST API
  
         	 [bookmark: pgfId-1014299]Describes the REST API’s for Cisco Dynamic Fabric Automation.
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-1014301]Conventions
 
      [bookmark: pgfId-1014347]This document uses the following conventions: 
 
      
       
       
         
         	
           
           [bookmark: pgfId-1014304]Convention
          
  
         	
           
           [bookmark: pgfId-1014306]Indication
          
  
        
 
         
         	 font
  
         	 font.
  
        
 
         
         	 font
  
         	 font.
  
        
 
         
         	 [bookmark: pgfId-1014316][ ]
  
         	 [bookmark: pgfId-1014318]Elements in square brackets are optional.
  
        
 
         
         	 [bookmark: pgfId-1014320]{x | y | z }
  
         	 [bookmark: pgfId-1014322]Required alternative keywords are grouped in braces and separated by vertical bars.
  
        
 
         
         	 [bookmark: pgfId-1014324][ x | y | z ]
  
         	 [bookmark: pgfId-1014326]Optional alternative keywords are grouped in brackets and separated by vertical bars.
  
        
 
         
         	 [bookmark: pgfId-1014328]string
  
         	 [bookmark: pgfId-1014330]A nonquoted set of characters. Do not use quotation marks around the string or the string will include the quotation marks.
  
        
 
         
         	 font
  
         	 font.
  
        
 
         
         	 [bookmark: pgfId-1014336]< >
  
         	 [bookmark: pgfId-1014338]Nonprinting characters such as passwords are in angle brackets.
  
        
 
         
         	 [bookmark: pgfId-1014340][ ]
  
         	 [bookmark: pgfId-1014342]Default responses to system prompts are in square brackets.
  
        
 
         
         	 [bookmark: pgfId-1014344]!, #
  
         	 [bookmark: pgfId-1014346]An exclamation point (!) or a pound sign (#) at the beginning of a line of code indicates a comment line.
  
        
 
       
      
 
     
 
      
       
     
 
     
 
     [bookmark: pgfId-1014348]Note Means reader take note. Notes contain helpful suggestions or references to material not covered in the manual.

      
     

     
 
      
       
     
 
     
 
     [bookmark: pgfId-1014349]Tip Means the following information will help you solve a problem. The tips information might not be troubleshooting or even an action, but could be useful information, similar to a Timesaver.

      
     

     
 
      
       
     
 
     
 
     
      [bookmark: pgfId-1014350]
      Caution Means 
      reader be careful. In this situation, you might perform an action that could result in equipment damage or loss of data.
       
       
 
      

     
 
      
       
     
 
     
 
     [bookmark: pgfId-1014351]Timesaver Means the described action saves time. You can save time by performing the action described in the paragraph. 

      
     

     
 
      
       
     
 
     
 
     [bookmark: pgfId-1014352]Warning IMPORTANT SAFETY INSTRUCTIONS

This warning symbol means danger. You are in a situation that could cause bodily injury. Before you work on any equipment, be aware of the hazards involved with electrical circuitry and be familiar with standard practices for preventing accidents. Use the statement number provided at the end of each warning to locate its translation in the translated safety warnings that accompanied this device.

SAVE THESE INSTRUCTIONS

      
     

     
 
      
       
     
 
     
 
     [bookmark: pgfId-1014353]Warning Statements using this symbol are provided for additional information and to comply with regulatory and customer requirements.

      
     

     
 
    
 
     
      [bookmark: pgfId-1014521]Documentation Feedback
 
      .
 
      [bookmark: pgfId-1014516]We appreciate your feedback.
 
    
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1298815]Cisco Dynamic Fabric Automation API
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1298816]Overview
 
     [bookmark: pgfId-1298817]The Cisco Dynamic Fabric Automation (DFA) APIs for third party applications enables you to programmatically control Cisco Dynamic Fabric Automation (DFA). The DFA API supports POAP (Power On Auto Provisioning), Auto Config, DHCP and Cable plan features.
 
     [bookmark: pgfId-1298818]POAP allows devices to boot up with temporary IP address (assigned by DHCP server), to download the POAP boot-up script (also assigned by DHCP server) which will further download the required kick-start and system image, and the device configuration file from the specific TFTP server indicated in the boot-up script.
 
     [bookmark: pgfId-1298820]In the Cisco Dynamic Fabric Automation architecture, the virtual machine (VM) facing interface on leaf switches is automatically configured and de-configured by the auto config. It detects the server/VM boot-up, retrieves pre-defined network parameters from the asset database, and applies the generated configuration. When the VM is moved or shutdown, the auto config also updates/removes the dynamic configuration.
 
     [bookmark: pgfId-1452577]Cable plan provides a Netmap of port-to-port cable connectivity data that can be imported into the switches of the DFA. The XML cable plan acts as a lookup table, and if a port is not connected to its corresponding destination port as per the plan, the switch should flag an error and notify the customers. 
 
     
      
    
 
    
 
    [bookmark: pgfId-1452638]Note All the REST API operations can also be performed using the DCNM GUI as DCNM uses these REST APIs to render the GUI. Therefore it is not mandatory to programmatically controlDFA via third party applications since DFA can be controlled via the DCNM GUI. However if it is necessary to augment or replace DCNM GUIs with customized controls, the RESTAPIs provide an open interface for third party applications to control DFA programmaticallly.

     
    

    
 
   
 
    
     [bookmark: pgfId-1452642][bookmark: _Toc233884636][bookmark: _Toc440833816][bookmark: _Toc403187354]Software Architecture
 
     [bookmark: pgfId-1298827]In a DFA datacenter, Cisco DCNM will be the central point of management for the fabric and for the network auto-configuration. PoAP templates are used to auto-configure the spine and leaf network devices and configuration profiles are used to auto-configure the organizations, networks and services.
 
     [bookmark: pgfId-1298828]DCNM works as the network controller in conjunction with any instances of compute/storage orchestrators and service controllers to provide an open and extensible integrated virtual and physical data center. Organizations and networks can be created directly using the Cisco DCNM GUIs or through the compute/storage orchestrators. In both cases the external APIs discussed in this document are used to retrieve information and create/retrieve/update/delete configuration profile instances into the network Asset Database (LDAP). The leaf devices in turn fetch configuration from the Asset Database and self-configure themselves. Service controllers like PNSC can also get organization/network information from DCNM through the APIs, as well as update the network configuration profiles for services integration.
 
     [bookmark: pgfId-1298830]The general workflow is as follows:
 
     
     	 [bookmark: pgfId-1298831]Create Organizations and Partitions 
 
     	 [bookmark: pgfId-1298832]As part of this, edge services may be deployed
 
     	 [bookmark: pgfId-1298833]Create Segments 
 
     	 [bookmark: pgfId-1298834]As part of this, segment services may be deployed
 
     	 [bookmark: pgfId-1298835]Deploy application workload
 
    
 
     [bookmark: pgfId-1298836]Throughout this process the network and network services can be automated using DFA. For an animated description of the DFA architecture and workflow refer to http://www.youtube.com/watch?v=MNnv2Y_k6EY.
 
     
      
    
 
    
 
    [bookmark: pgfId-1323682]Note [bookmark: 22816]You can also use your own REST based third party orchestrators or applications to interface with DCNM to control DFA..

     
    

    
 
   
 
    
     [bookmark: pgfId-1298847][bookmark: _Toc233884642]REST APIs
 
     for validation). 
 
     [bookmark: pgfId-1298851]The query parameters for the HTTP GET will be appended to the URL after the symbol “?”; the input for the HTTP POST/PUT/DELETE will be specified in the payload with the URL-encoded. REST APIs support both HTTP and HTTPS.
 
     [bookmark: pgfId-1298852]This section contains the high level description for the REST API, during implementation the REST APIs are subject to change. 
 
     [bookmark: pgfId-1298853]DCNM REST API supports “application/json” for the Content-Type.
 
     [bookmark: pgfId-1298854]The following parameter types are mentioned in this document:
 
     
     	 [bookmark: pgfId-1298855]A - Array
 
     	 [bookmark: pgfId-1298856]S - String
 
     	 [bookmark: pgfId-1298857]O – Object
 
    
 
     [bookmark: pgfId-1452786]The DFA REST APIs control the following categories of functionalities: 
 
     
     	 [bookmark: pgfId-1452790]Authentication
 
     	 [bookmark: pgfId-1452794]Auto-configuration
 
     	 [bookmark: pgfId-1452795]DHCP
 
     	 [bookmark: pgfId-1453563]POAP
 
     	 [bookmark: pgfId-1452796]Cable Plan
 
     	 [bookmark: pgfId-1454111]DCI
 
     	 [bookmark: pgfId-1454120]VxLAN
 
    
 
     [bookmark: pgfId-1452486]For detailed information about the Cisco DFA REST APIs, see the Cisco DCNM 7.1.x REST API Guide.
 
   
 
    
     [bookmark: pgfId-1298860][bookmark: _Toc233884643]Authentication
 
     [bookmark: pgfId-1330636]The Authentication REST APIs can be used by an external application to authenticate itself to the DCNM in order to programmatically control the DFA cluster. After calling logon to get the token, all the subsequent REST API requests need to set the DCNM-Token field with the token in the HTTP header.
 
     [bookmark: pgfId-1409473]The Authentication REST APIs are mentioned in.
 
     [bookmark: pgfId-1454258]
 
     
      
       
        [bookmark: pgfId-1454264]Table 1-1 Authentication REST API
 
       
      
        
        	
          
          [bookmark: pgfId-1454270]API Function
         
  
        	
          
          [bookmark: pgfId-1454272]HTTP Method
         
  
        	
          
          [bookmark: pgfId-1454274]Resource at URL https://dcnm-ip/rest/
         
  
       
 
        
        	 [bookmark: pgfId-1454276]Logon
  
        	 [bookmark: pgfId-1454278]POST
  
        	 [bookmark: pgfId-1454280]/logon
  
       
 
        
        	 [bookmark: pgfId-1454282]Logout
  
        	 [bookmark: pgfId-1454284]POST
  
        	 [bookmark: pgfId-1454286]/logout
  
       
 
        
        	 [bookmark: pgfId-1454288]Get DCNM Version
  
        	 [bookmark: pgfId-1454290]GET
  
        	 [bookmark: pgfId-1454292]/rest/dcnm-version
  
       
 
      
     
 
    
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1298815]Auto Configuration
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1409496]Overview
 
     [bookmark: pgfId-1456393]Auto Config REST APIs can be used by an external application to programmatically manage the configuration profiles used to deploy organizations, partitions and networks in the DFA cluster.
 
   
 
    
     [bookmark: pgfId-1456395]Auto Config Database Schema
 
     
      [bookmark: pgfId-1456351]Organization
 
      [bookmark: pgfId-1456611]
 
      
       
       
         
         	
           
           [bookmark: pgfId-1456328]Attributes
          
  
         	
           
           [bookmark: pgfId-1456330]Type
          
  
         	
           
           [bookmark: pgfId-1456332]Require
          
  
        
 
         
         	 [bookmark: pgfId-1456334]organizationName
  
         	 [bookmark: pgfId-1456336]String
  
         	 [bookmark: pgfId-1456338]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1456340]description
  
         	 [bookmark: pgfId-1456342]String
  
         	 [bookmark: pgfId-1456344]Optional
  
        
 
         
         	 [bookmark: pgfId-1456346]orchestrationSource
  
         	 [bookmark: pgfId-1456348]String
  
         	 [bookmark: pgfId-1456350]Optional
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-1454340]Partition
 
      [bookmark: pgfId-1456630]
 
      
       
       
         
         	
           
           [bookmark: pgfId-1454305]Attributes
          
  
         	
           
           [bookmark: pgfId-1454307]Type
          
  
         	
           
           [bookmark: pgfId-1454309]Require
          
  
        
 
         
         	 [bookmark: pgfId-1454311]partitionName
  
         	 [bookmark: pgfId-1454313]String
  
         	 [bookmark: pgfId-1454315]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1454317]partitionSegmentId
  
         	 [bookmark: pgfId-1454319]String
  
         	 [bookmark: pgfId-1454321]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1454323]description
  
         	 [bookmark: pgfId-1454325]String
  
         	 [bookmark: pgfId-1454327]Optional
  
        
 
         
         	 [bookmark: pgfId-1454329]serviceNodeIpAddress
  
         	 [bookmark: pgfId-1454331]String
  
         	 [bookmark: pgfId-1454333]Optional
  
        
 
         
         	 [bookmark: pgfId-1454335]organizationName
  
         	 [bookmark: pgfId-1454337]String
  
         	 [bookmark: pgfId-1454339]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1455888]dnsServer
  
         	 [bookmark: pgfId-1455890]String
  
         	 [bookmark: pgfId-1455892]Optional
  
        
 
         
         	 [bookmark: pgfId-1455882]secondaryDNSServer
  
         	 [bookmark: pgfId-1455884]String
  
         	 [bookmark: pgfId-1455886]Optional
  
        
 
         
         	 [bookmark: pgfId-1457580]vrfProfileName
  
         	 [bookmark: pgfId-1457582]String
  
         	 [bookmark: pgfId-1457584]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1457574]vrfName
  
         	 [bookmark: pgfId-1457576]String
  
         	 [bookmark: pgfId-1457578]Optional
  
        
 
         
         	 [bookmark: pgfId-1457568]dciId
  
         	 [bookmark: pgfId-1457570]String
  
         	 [bookmark: pgfId-1457572]Optional
  
        
 
         
         	 [bookmark: pgfId-1457562]configArg
  
         	 [bookmark: pgfId-1457564]String
  
         	 [bookmark: pgfId-1457566]Optional
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-1454450]Network
 
      [bookmark: pgfId-1456002]
 
      
       
       
         
         	
           
           [bookmark: pgfId-1456018]Attributes
          
  
         	
           
           [bookmark: pgfId-1456020]Type
          
  
         	
           
           [bookmark: pgfId-1456022]Require
          
  
        
 
         
         	 [bookmark: pgfId-1456024]organizationName
  
         	 [bookmark: pgfId-1456026]String
  
         	 [bookmark: pgfId-1456028]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1456030]dvsId
  
         	 [bookmark: pgfId-1456032]String
  
         	 [bookmark: pgfId-1456034]Optional
  
        
 
         
         	 [bookmark: pgfId-1456036]staticIpStart
  
         	 [bookmark: pgfId-1456038]String
  
         	 [bookmark: pgfId-1456040]Optional
  
        
 
         
         	 [bookmark: pgfId-1456042]networkRole
  
         	 [bookmark: pgfId-1456044]String
  
         	 [bookmark: pgfId-1456046]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1456048]gateway
  
         	 [bookmark: pgfId-1456050]String
  
         	 [bookmark: pgfId-1456052]Optional
  
        
 
         
         	 [bookmark: pgfId-1456054]netmaskLength
  
         	 [bookmark: pgfId-1456056]String
  
         	 [bookmark: pgfId-1456058]Optional
  
        
 
         
         	 [bookmark: pgfId-1456060]gatewayIpv6Address
  
         	 [bookmark: pgfId-1456062]String
  
         	 [bookmark: pgfId-1456064]Optional
  
        
 
         
         	 [bookmark: pgfId-1456066]prefixLength
  
         	 [bookmark: pgfId-1456068]String
  
         	 [bookmark: pgfId-1456070]Optional
  
        
 
         
         	 [bookmark: pgfId-1456072]secondaryGateway
  
         	 [bookmark: pgfId-1456074]String
  
         	 [bookmark: pgfId-1456076]Optional
  
        
 
         
         	 [bookmark: pgfId-1456078]staticIpEnd
  
         	 [bookmark: pgfId-1456080]String
  
         	 [bookmark: pgfId-1456082]Optional
  
        
 
         
         	 [bookmark: pgfId-1456084]vSwitchControllerNetworkId
  
         	 [bookmark: pgfId-1456086]String
  
         	 [bookmark: pgfId-1456088]Optional
  
        
 
         
         	 [bookmark: pgfId-1456090]networkName
  
         	 [bookmark: pgfId-1456092]String
  
         	 [bookmark: pgfId-1456094]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1456096]segmentId
  
         	 [bookmark: pgfId-1456098]String
  
         	 [bookmark: pgfId-1456100]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1456102]vlanId
  
         	 [bookmark: pgfId-1456104]String
  
         	 [bookmark: pgfId-1456106]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1456108]mobilityDomainId
  
         	 [bookmark: pgfId-1456110]String
  
         	 [bookmark: pgfId-1456112]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1456114]description
  
         	 [bookmark: pgfId-1456116]String
  
         	 [bookmark: pgfId-1456118]Optional
  
        
 
         
         	 [bookmark: pgfId-1456120]profileName
  
         	 [bookmark: pgfId-1456122]String
  
         	 [bookmark: pgfId-1456124]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1456126]vSwitchControllerId
  
         	 [bookmark: pgfId-1456128]String
  
         	 [bookmark: pgfId-1456130]Optional
  
        
 
         
         	 [bookmark: pgfId-1456132]configArg
  
         	 [bookmark: pgfId-1456134]String
  
         	 [bookmark: pgfId-1456136]Optional
  
        
 
         
         	 [bookmark: pgfId-1456138]partitionName
  
         	 [bookmark: pgfId-1456140]String
  
         	 [bookmark: pgfId-1456142]Mandatory
  
        
 
         
         	  [bookmark: pgfId-1456144]dhcpScope
  
         	 [bookmark: pgfId-1456146]subnet
  
         	 [bookmark: pgfId-1456148]Optional
  
        
 
         
         	 [bookmark: pgfId-1456152]gateway
  
         	 [bookmark: pgfId-1456154]Optional
  
        
 
         
         	 [bookmark: pgfId-1456158]ipRange
  
         	 [bookmark: pgfId-1456160]Optional
  
        
 
         
         	 [bookmark: pgfId-1457724]vrfName
  
         	 [bookmark: pgfId-1457726]String
  
         	 [bookmark: pgfId-1457728]Optional
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-1454493]Profile
 
      [bookmark: pgfId-1456663]
 
      
       
       
         
         	
           
           [bookmark: pgfId-1454464]Attributes
          
  
         	
           
           [bookmark: pgfId-1454466]Type
          
  
         	
           
           [bookmark: pgfId-1454468]Require
          
  
        
 
         
         	 [bookmark: pgfId-1454470]forwardingMode
  
         	 [bookmark: pgfId-1454472]String
  
         	 [bookmark: pgfId-1454474]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1454476]profileName
  
         	 [bookmark: pgfId-1454478]String
  
         	 [bookmark: pgfId-1454480]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1454482]description
  
         	 [bookmark: pgfId-1454484]String
  
         	 [bookmark: pgfId-1454486]Optional
  
        
 
         
         	 [bookmark: pgfId-1454488]configCommands
  
         	 [bookmark: pgfId-1454490]String
  
         	 [bookmark: pgfId-1454492]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1457778]profileType
  
         	 [bookmark: pgfId-1457780]String
  
         	 [bookmark: pgfId-1457782]Mandatory
  
        
 
         
         	 [bookmark: pgfId-1457772]profileSubType
  
         	 [bookmark: pgfId-1457774]String
  
         	 [bookmark: pgfId-1457776]Mandatory
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-1409450]Auto Config REST APIs
 
     .
 
     [bookmark: pgfId-1457520]
 
     
      
       
        [bookmark: pgfId-1457529]Table 2-1 [bookmark: 68943]Auto Config REST APIs 
 
       
      
        
        	
          
          [bookmark: pgfId-1457289]API Function
         
  
        	
          
          [bookmark: pgfId-1457291]HTTP Method
         
  
        	
          
          [bookmark: pgfId-1457293]Resource at URL https://dcnm-ip/rest/
         
  
       
 
        
        	 [bookmark: pgfId-1457295]List organizations
  
        	 [bookmark: pgfId-1457297]GET
  
        	 [bookmark: pgfId-1457299]/auto-config/organizations
  
       
 
        
        	 [bookmark: pgfId-1457301]Create an organization
  
        	 [bookmark: pgfId-1457303]POST
  
        	 [bookmark: pgfId-1457305]/auto-config/organizations
  
       
 
        
        	 [bookmark: pgfId-1457307]Get an organization
  
        	 [bookmark: pgfId-1457309]GET
  
        	 [bookmark: pgfId-1457311]/auto-config/organizations/{organization-name}
  
       
 
        
        	 [bookmark: pgfId-1457313]Update an organization
  
        	 [bookmark: pgfId-1457315]PUT
  
        	 [bookmark: pgfId-1457317]/auto-config/organizations/{organization-name}
  
       
 
        
        	 [bookmark: pgfId-1457319]Delete an organization
  
        	 [bookmark: pgfId-1457321]DELETE
  
        	 [bookmark: pgfId-1457323]/auto-config/organizations/{organization-name}
  
       
 
        
        	 [bookmark: pgfId-1457325]List partitions
  
        	 [bookmark: pgfId-1457327]GET
  
        	 [bookmark: pgfId-1457329]/auto-config/organizations/{organization-name}/partitions
  
       
 
        
        	 [bookmark: pgfId-1457331]Create a partition
  
        	 [bookmark: pgfId-1457333]POST
  
        	 [bookmark: pgfId-1457335]/auto-config/organizations/{organization-name}/partitions
  
       
 
        
        	 [bookmark: pgfId-1457337]Get a partition
  
        	 [bookmark: pgfId-1457339]GET
  
        	 [bookmark: pgfId-1457341]/auto-config/organizations/{organization-name}/partitions/{partition-name}
  
       
 
        
        	 [bookmark: pgfId-1457343]Update a partition
  
        	 [bookmark: pgfId-1457345]PUT
  
        	 [bookmark: pgfId-1457347]/auto-config/organizations/{organization-name}/partitions/{partition-name}
  
       
 
        
        	 [bookmark: pgfId-1457349]Delete a partition
  
        	 [bookmark: pgfId-1457351]DELETE
  
        	 [bookmark: pgfId-1457353]/auto-config/organizations/{organization-name}/partitions/{partition-name}
  
       
 
        
        	 [bookmark: pgfId-1457355]List networks
  
        	 [bookmark: pgfId-1457357]GET
  
        	 [bookmark: pgfId-1457359]/auto-config/organizations/{organization-name}/partitions/{partition-name}/networks
  
       
 
        
        	 [bookmark: pgfId-1457361]Create a network
  
        	 [bookmark: pgfId-1457363]POST
  
        	 [bookmark: pgfId-1457365]/auto-config/organizations/{organization-name}/partitions/{partition-name}/networks
  
       
 
        
        	 [bookmark: pgfId-1457367]Get a network
  
        	 [bookmark: pgfId-1457369]GET
  
        	 [bookmark: pgfId-1457371]/auto-config/organizations/{organization-name}/partitions/{partition-name}/networks/{network-id}
  
       
 
        
        	 [bookmark: pgfId-1457373]Update a network
  
        	 [bookmark: pgfId-1457375]PUT
  
        	 [bookmark: pgfId-1457377]/auto-config/organizations/{organization-name}/partitions/{partition-name}/networks/{network-id}
  
       
 
        
        	 [bookmark: pgfId-1457379]Delete a network
  
        	 [bookmark: pgfId-1457381]DELETE
  
        	 [bookmark: pgfId-1457383]/auto-config/organizations/{organization-name}/partitions/{partition-name}/networks/{network-id}
  
       
 
        
        	 [bookmark: pgfId-1457385]List Auto Configuration Profiles
  
        	 [bookmark: pgfId-1457387]GET
  
        	 [bookmark: pgfId-1457389]/rest/auto-config/profiles
  
       
 
        
        	 [bookmark: pgfId-1457391]Create a Auto Configuration profile
  
        	 [bookmark: pgfId-1457393]POST
  
        	 [bookmark: pgfId-1457395]/rest/auto-config/profiles
  
       
 
        
        	 [bookmark: pgfId-1457397]Get a Auto Configuration profile
  
        	 [bookmark: pgfId-1457399]GET
  
        	 [bookmark: pgfId-1457401]/rest/auto-config/profiles/{profile-name}
  [bookmark: pgfId-1457402]/rest/auto-config/profiles/{profile-name}/type/IPVLAN
  [bookmark: pgfId-1457403]/rest/auto-config/profiles/{profile-name}/type/FPBD
  
       
 
        
        	 [bookmark: pgfId-1457405]Update a Auto Configuration profile
  
        	 [bookmark: pgfId-1457407]PUT
  
        	 [bookmark: pgfId-1457409]/rest/auto-config/profiles/{profile-name}
  [bookmark: pgfId-1457410]/rest/auto-config/profiles/{profile-name}/type/IPVLAN
  [bookmark: pgfId-1457411]/rest/auto-config/profiles/{profile-name}/type/FPBD
  
       
 
        
        	 [bookmark: pgfId-1457413]Delete a Auto Configuration Profile
  
        	 [bookmark: pgfId-1457415]DELETE
  
        	 [bookmark: pgfId-1457417]/rest/auto-config/profiles/{profile-name}
  [bookmark: pgfId-1457418]/rest/auto-config/profiles/{profile-name}/type/IPVLAN
  [bookmark: pgfId-1457419]/rest/auto-config/profiles/{profile-name}/type/FPBD
  
       
 
        
        	 [bookmark: pgfId-1457421]Get auto config settings
  
        	 [bookmark: pgfId-1457423]GET
  
        	 [bookmark: pgfId-1457425]/auto-config/settings
  
       
 
        
        	 [bookmark: pgfId-1457427]Update auto config settings
  
        	 [bookmark: pgfId-1457429]PUT
  
        	 [bookmark: pgfId-1457431]/auto-config/settings
  
       
 
      
     
 
    
 
   
 
    
     [bookmark: pgfId-1452966]Configuration Profiles Construct
 
     [bookmark: pgfId-1452968][bookmark: 56056]The Dynamic Fabric Automation (DFA) network auto-configuration requires the use of configuration profiles (config profiles) to instantiate the required network onto a leaf. Config-profile templates are parameterized templates that allow for the instantiation of specific network config-profiles. They are analogous to a class in object oriented terminology. The combination of a class object with specific parameters represents an instance of that object. 
 
     [bookmark: pgfId-1452969]Currently DFA supports two types of templates (aka classes); org:partition config profile and the network config profile. The network config-profile can optionally “include” the org:partition config profile in order to create a composite object which is an organization network config-profile. Many network config-profiles may include the same partition config profile if many networks belong to the same organization. If a network config-profile does not include a partition by name, then it exists in the default organization.
 
    
     [bookmark: pgfId-1452970]config-profile <network profile name>
    

    
     [bookmark: pgfId-1452971][include profile <partition profile name>]
    

    
     [bookmark: pgfId-1454805]end
    

     
      
    
 
    
 
    [bookmark: pgfId-1454809]Note config-profile + <parameters> [image: ] org network config-profile instance.

     
    

    
 
     [bookmark: pgfId-1454810]Once a network config-profile instance is populated in DCNM, it can then be pulled dynamically by leafs to instantiate the network onto the leafs.
 
     .
 
     
      
    
 
    
 
    [bookmark: pgfId-1452985]Note The set of config-profiles created by one set of applications (Example; network administration applications) can further be made available to another set of applications (Example; compute/storage orchestration engines such as Openstack, UCS Director or any 3rd party applications) through the documented REST APIs. 

     
    

    
 
    
     [bookmark: pgfId-1453000]Example 2:
    

    
     [bookmark: pgfId-1453001]The following is an example of a partition config-profile included by a network config-profile that can be used or created through the REST APIs.
    

    
     [bookmark: pgfId-1453002]
    

    
     [bookmark: pgfId-1454875]config profile vrf-common
    

    
     [bookmark: pgfId-1454876] vrf context $vrfName
    

    
     [bookmark: pgfId-1454877] vni $include_l3_segid
    

    
     [bookmark: pgfId-1454878] rd auto
    

    
     [bookmark: pgfId-1454879] address-family ipv4 unicast
    

    
     [bookmark: pgfId-1454880] route-target import 111:222
    

    
     [bookmark: pgfId-1454881] route-target both auto
    

    
     [bookmark: pgfId-1454882] address-family ipv6 unicast
    

    
     [bookmark: pgfId-1454883] route-target import 111:222
    

    
     [bookmark: pgfId-1454884] route-target both auto
    

    
     [bookmark: pgfId-1454885] router bgp $asn
    

    
     [bookmark: pgfId-1454886] vrf $vrfName
    

    
     [bookmark: pgfId-1454887] address-family ipv4 unicast
    

    
     [bookmark: pgfId-1454888] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST
    

    
     [bookmark: pgfId-1454889] redistribute direct route-map FABRIC-RMAP-REDIST-SUBNET
    

    
     [bookmark: pgfId-1454890] maximum-paths ibgp 2
    

    
     [bookmark: pgfId-1454891] address-family ipv6 unicast
    

    
     [bookmark: pgfId-1454892] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST
    

    
     [bookmark: pgfId-1454893] redistribute direct route-map FABRIC-RMAP-REDIST-SUBNET
    

    
     [bookmark: pgfId-1454894] maximum-paths ibgp 2
    

    
     [bookmark: pgfId-1454895]end
    

    
     [bookmark: pgfId-1454896]
    

    
     [bookmark: pgfId-1454897]config profile defaultNetworkIpv4EfProfile
    

    
     [bookmark: pgfId-1454898]vlan $vlanId
    

    
     [bookmark: pgfId-1454899] vn-segment $segmentId
    

    
     [bookmark: pgfId-1454900] mode fabricpath
    

    
     [bookmark: pgfId-1454901] interface vlan $vlanId
    

    
     [bookmark: pgfId-1454902] vrf member $vrfName
    

    
     [bookmark: pgfId-1454903] ip address $gatewayIpAddress/$netMaskLength
    

    
     [bookmark: pgfId-1454904] fabric forwarding mode proxy-gateway
    

    
     [bookmark: pgfId-1454905] no ip redirects
    

    
     [bookmark: pgfId-1454906] no shutdown
    

    
     [bookmark: pgfId-1454907] include profile vrf-common
    

    
     [bookmark: pgfId-1454908]end
    

    
     [bookmark: pgfId-1454909]
    

    
     [bookmark: pgfId-1454910]When this config-profile is instantiated with specific parameters it may appear as follows: 
    

    
     [bookmark: pgfId-1454911]
    

    
     [bookmark: pgfId-1454912] vrf context Pepsi
    

    
     [bookmark: pgfId-1454913] vni 802004
    

    
     [bookmark: pgfId-1454914] rd auto
    

    
     [bookmark: pgfId-1454915] address-family ipv4 unicast
    

    
     [bookmark: pgfId-1454916] route-target import 111:222
    

    
     [bookmark: pgfId-1454917] route-target both auto
    

    
     [bookmark: pgfId-1454918] address-family ipv6 unicast
    

    
     [bookmark: pgfId-1454919] route-target import 111:222
    

    
     [bookmark: pgfId-1454920] route-target both auto
    

    
     [bookmark: pgfId-1454921] router bgp 100
    

    
     [bookmark: pgfId-1454922] vrf Pepsi
    

    
     [bookmark: pgfId-1454923] address-family ipv4 unicast
    

    
     [bookmark: pgfId-1454924] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST
    

    
     [bookmark: pgfId-1454925] redistribute direct route-map FABRIC-RMAP-REDIST-SUBNET
    

    
     [bookmark: pgfId-1454926] maximum-paths ibgp 2
    

    
     [bookmark: pgfId-1454927] address-family ipv6 unicast
    

    
     [bookmark: pgfId-1454928] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST
    

    
     [bookmark: pgfId-1454929] redistribute direct route-map FABRIC-RMAP-REDIST-SUBNET
    

    
     [bookmark: pgfId-1454930] maximum-paths ibgp 2
    

    
     [bookmark: pgfId-1454931]
    

    
     [bookmark: pgfId-1454932]vlan 3000
    

    
     [bookmark: pgfId-1454933] vn-segment 11000
    

    
     [bookmark: pgfId-1454934] mode fabricpath
    

    
     [bookmark: pgfId-1454935]interface vlan 3000
    

    
     [bookmark: pgfId-1454936] vrf member Pepsi
    

    
     [bookmark: pgfId-1454937] ip address 1.1.1.254/24
    

    
     [bookmark: pgfId-1454938] fabric forwarding mode proxy-gateway
    

    
     [bookmark: pgfId-1454939] no ip redirects
    

    
     [bookmark: pgfId-1454940] no shutdown
    

   
 
    
     [bookmark: pgfId-1453098]Pre-Packaged Config-Profiles
 
     [bookmark: pgfId-1453099]To cover most of the common scenarios, the following table lists the set of config-profiles that will come pre-packaged into the DCNM profiles database.
 
     [bookmark: pgfId-1457867]
 
     
      
       
        [bookmark: pgfId-1458202]Table 2-2 DCNM Pre-Packaged Config-Profiles 
 
       
      
        
        	
          
          [bookmark: pgfId-1457873]Profile Type
         
  
        	
          
          [bookmark: pgfId-1457875]Profile Name
         
  
        	
          
          [bookmark: pgfId-1457877]Forwarding Mode
         
  
        	
          
          [bookmark: pgfId-1457879]Profile Description
         
  
       
 
        
        	 [bookmark: pgfId-1457881]Network
  
        	 [bookmark: pgfId-1457883]defaultNetworkIpv4EfProfile
  
        	 [bookmark: pgfId-1457885]proxy-gateway
  
        	 [bookmark: pgfId-1457887]Profile for an IPv4 enabled network segment in the non-default partition with DFA Enhanced Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1457889]Network
  
        	 [bookmark: pgfId-1457891]defaultNetworkIpv4TfProfile
  
        	 [bookmark: pgfId-1457893]anycast-gateway
  
        	 [bookmark: pgfId-1457895]Profile for an IPv4 enabled network segment in the non-default partition with DFA Traditional Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1457897]Network
  
        	 [bookmark: pgfId-1457899]defaultNetworkIpv6EfProfile
  
        	 [bookmark: pgfId-1457901]proxy-gateway
  
        	 [bookmark: pgfId-1457903]Profile for an IPv6 enabled network segment in the non-default partition with DFA Enhanced Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1457905]Network
  
        	 [bookmark: pgfId-1457907]defaultNetworkIpv6TfProfile
  
        	 [bookmark: pgfId-1457909]anycast-gateway
  
        	 [bookmark: pgfId-1457911]Profile for an IPv6 enabled network segment in the non-default partition with DFA Traditional Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1457913]Network
  
        	 [bookmark: pgfId-1457915]defaultNetworkIpv4v6EfProfile
  
        	 [bookmark: pgfId-1457917]proxy-gateway
  
        	 [bookmark: pgfId-1457919]Profile for an IPv4 and IPv6 enabled network segment in the non-default partition with DFA Enhanced Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1457921]Network
  
        	 [bookmark: pgfId-1457923]defaultNetworkIpv4v6TfProfile
  
        	 [bookmark: pgfId-1457925]anycast-gateway
  
        	 [bookmark: pgfId-1457927]Profile for an IPv4 and IPv6 enabled network segment in the non-default partition with DFA Traditional Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1457929]Network
  
        	 [bookmark: pgfId-1457931]defaultNetworkdefault PartitionIpv4EfProfile
  
        	 [bookmark: pgfId-1457933]proxy-gateway
  
        	 [bookmark: pgfId-1457935]Profile for an IPv4 enabled network segment in the non-default partition with an edge service node with DFA Enhanced Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1457937]Network
  
        	 [bookmark: pgfId-1457939]defaultNetworkIpv4v6TfProfile
  
        	 [bookmark: pgfId-1457941]anycast-gateway
  
        	 [bookmark: pgfId-1457943]Profile for an IPv4 and IPv6 enabled network segment in the non-default partition with DFA Traditional Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1457945]Network
  
        	 [bookmark: pgfId-1457947]defaultNetworkdefaultPartitionIpv4EfProfile
  
        	 [bookmark: pgfId-1457949]proxy-gateway
  
        	 [bookmark: pgfId-1457951]Profile for an IPv6 enabled network segment in the default partition with DFA Enhanced Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1457953]Network
  
        	 [bookmark: pgfId-1457955]defaultNetworkdefaultPartitionIpv6TfProfile
  
        	 [bookmark: pgfId-1457957]anycast-gateway
  
        	 [bookmark: pgfId-1457959]Profile for an IPv6 enabled network segment in the default partition with DFA Traditional Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1457961]Network
  
        	 [bookmark: pgfId-1457963]defaultNetworkdefaultPartitionIpv4v6EfProfile
  
        	 [bookmark: pgfId-1457965]proxy-gateway
  
        	 [bookmark: pgfId-1457967]Profile for an IPv4 and IPv6 enabled network segment in the default partition with DFA Enhanced Forwarding mode
  
       
 
        
        	 [bookmark: pgfId-1457969]Network
  
        	 [bookmark: pgfId-1457971]defaultNetworkdefaultPartitionIpv4v6TfProfile
  
        	 [bookmark: pgfId-1457973]anycast-gateway
  
        	 [bookmark: pgfId-1457975]Profile for an IPv4 and IPv6 enabled network segment in the default partition with DFA Traditional Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1457977]Network
  
        	 [bookmark: pgfId-1457979]defaultNetworkL2GblVlanProfile
  
        	 [bookmark: pgfId-1457981]none
  
        	 [bookmark: pgfId-1457983]Profile for L2 network that is a global vlan
  
       
 
        
        	 [bookmark: pgfId-1457985]Network
  
        	 [bookmark: pgfId-1457987]defaultNetworkL2Profile
  
        	 [bookmark: pgfId-1457989]none
  
        	 [bookmark: pgfId-1457991]Profile for L2 network segment where DFA L3 routing is not enabled. Another node (service node or router) attached to a leaf node can do the routing as needed.
  
       
 
        
        	 [bookmark: pgfId-1457993]Network
  
        	 [bookmark: pgfId-1457995]defaultNetworkIpv4TfGblVlanProfile
  
        	 [bookmark: pgfId-1457997]anycast-gateway
  
        	 [bookmark: pgfId-1457999]Profile for a global vlan based IPv4 enabled network in the non-default partition with DFA Traditional Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1458001]Network
  
        	 [bookmark: pgfId-1458003]defaultNetworkIpv6TfGblVlanProfile
  
        	 [bookmark: pgfId-1458005]anycast-gateway
  
        	 [bookmark: pgfId-1458007]Profile for a global vlan based IPv6 enabled network in the non-default partition with DFA Traditional Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1458009]Network
  
        	 [bookmark: pgfId-1458011]defaultNetworkIpv4v6TfGblVlanProfile
  
        	 [bookmark: pgfId-1458013]anycast-gateway
  
        	 [bookmark: pgfId-1458015]Profile for a global vlan based IPv4 and IPv6 enabled network in the non-default partition with DFA Traditional Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1458017]Network
  
        	 [bookmark: pgfId-1458019]defaultNetworkdefaultPartitionIpv4TfGblVlanProfile
  
        	 [bookmark: pgfId-1458021]anycast-gateway
  
        	 [bookmark: pgfId-1458023]Profile for a global vlan based IPv4 enabled network in the default partition with DFA Traditional Forwarding mode
  
       
 
        
        	 [bookmark: pgfId-1458025]Network
  
        	 [bookmark: pgfId-1458027]defaultNetworkdefaultPartitionIpv6TfGblVlanProfile
  
        	 [bookmark: pgfId-1458029]anycast-gateway
  
        	 [bookmark: pgfId-1458031]Profile for a global vlan based IPv6 enabled network in the default partition with DFA Traditional Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1458033]Network
  
        	 [bookmark: pgfId-1458035]defaultNetworkdefaultPartitionIpv4v6TfGblVlanProfile
  
        	 [bookmark: pgfId-1458037]anycast-gateway
  
        	 [bookmark: pgfId-1458039]Profile for a global vlan based IPv4 and IPv6 enabled network in the default partition with DFA Traditional Forwarding mode
  
       
 
        
        	 [bookmark: pgfId-1458041]Network
  
        	 [bookmark: pgfId-1458043]defaultNetworkIpv4EfEdgeServiceProfile
  
        	 [bookmark: pgfId-1458045]Proxy-gateway
  
        	 [bookmark: pgfId-1458047]Profile for an IPv4 enabled network segment in the non-default partition with an edge service node in DFA enhanced forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1458049]Network
  
        	 [bookmark: pgfId-1458051]defaultNetworkIpv4TfEdgeServiceProfile
  
        	 [bookmark: pgfId-1458053]anycast-gateway
  
        	 [bookmark: pgfId-1458055]Profile for an IPv4 enabled network segment in the non-default partition with an edge service node with DFA Traditional forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1458057]Network
  
        	 [bookmark: pgfId-1458059]defaultNetworkIpv4v6EfEdgeServiceProfile
  
        	 [bookmark: pgfId-1458061]proxy-gateway
  
        	 [bookmark: pgfId-1458063]Profile for an IPv4 and IPv6 enabled network segment in the non-default partition with an edge service node with DFA Enhanced Forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1458065]Network
  
        	 [bookmark: pgfId-1458067]defaultNetworkIpv4v6TfEdgeServiceProfile
  
        	 [bookmark: pgfId-1458069]anycast-gateway
  
        	 [bookmark: pgfId-1458071]Profile for an IPv4 and IPv6 enabled network segment in the non-default partition with an edge service node with DFA Traditional forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1458073]Network
  
        	 [bookmark: pgfId-1458075]externalNetworkIpv4TfStaticRoutingProfile
  
        	 [bookmark: pgfId-1458077]anycast-gateway
  
        	 [bookmark: pgfId-1458079]Profile for an IPv4 enabled service network segment in the non-default external partition used for Edge service node with static routing in DFA traditional forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1458081]Network
  
        	 [bookmark: pgfId-1458083]serviceNetworkIpv4TfStaticRoutingProfile
  
        	 [bookmark: pgfId-1458085]anycast-gateway
  
        	 [bookmark: pgfId-1458087]Profile for an IPv4 enabled service network segment in the non-default partition used for service node interface with static routing in DFA traditional forwarding mode.
  
       
 
        
        	 [bookmark: pgfId-1458089]Network
  
        	 [bookmark: pgfId-1458091]serviceNetworkIpv4TfDynamicRoutingProfile
  
        	 [bookmark: pgfId-1458093]anycast-gateway
  
        	 [bookmark: pgfId-1458095]Profile for an IPv4 enabled service network segment in the non-default partition used for service node interface with dynamic routing in DFA traditional forwarding mode
  
       
 
        
        	 [bookmark: pgfId-1458097]Network
  
        	 [bookmark: pgfId-1458099]externalNetworkIpv4TfDynamicRoutingProfile
  
        	 [bookmark: pgfId-1458101]anycast-gateway
  
        	 [bookmark: pgfId-1458103]Profile for an IPv4 enabled service network segment in the non-default external partition used for Edge service node with dynamic routing in DFA traditional forwarding mode
  
       
 
        
        	 [bookmark: pgfId-1458105]Network
  
        	 [bookmark: pgfId-1458107]serviceNetworkIpv4TfL3VpathServiceNodeProfile
  
        	 [bookmark: pgfId-1458109]anycast-gateway
  
        	 [bookmark: pgfId-1458111]Profile for an IPv4 enabled vPath L3 mode service network segment used for vPath service nodes in DFA traditional forwarding mode
  
       
 
        
        	 [bookmark: pgfId-1458113]Network
  
        	 [bookmark: pgfId-1458115]serviceNetworkIpv4EfL3VpathServiceClassifierProfile
  
        	 [bookmark: pgfId-1458117]proxy-gateway
  
        	 [bookmark: pgfId-1458119]Profile for an IPv4 enabled vPath L3 mode service network segment used for service classifiers in DFA enhanced forwarding mode
  
       
 
        
        	 [bookmark: pgfId-1458121]Network
  
        	 [bookmark: pgfId-1458123]serviceNetworkL2VpathProfile
  
        	 [bookmark: pgfId-1458125]none
  
        	 [bookmark: pgfId-1458127]Profile for vPath L2 mode service network segment used for vPath service nodes
  
       
 
        
        	 [bookmark: pgfId-1458129]Network
  
        	 [bookmark: pgfId-1458131]serviceNetworkIpv4TfLBProfile
  
        	 [bookmark: pgfId-1458133]anycast-gateway
  
        	 [bookmark: pgfId-1458135]Profile for an IPv4 enabled service network segment in the non-default partition used for a Load Balancer service node in one-armed routed mode.
  
       
 
        
        	 [bookmark: pgfId-1458137]Network
  
        	 [bookmark: pgfId-1458139]defaultNetworkIpv4EfLBProfile
  
        	 [bookmark: pgfId-1458141]proxy-gateway
  
        	 [bookmark: pgfId-1458143]Profile for an IPv4 enabled network segment in DFA enhanced forwarding mode in the non-default partition that has a Load Balancer service node
  
       
 
        
        	 [bookmark: pgfId-1458145]Network
  
        	 [bookmark: pgfId-1458147]defaultNetworkIpv4TfLBProfile
  
        	 [bookmark: pgfId-1458149]anycast-gateway
  
        	 [bookmark: pgfId-1458151]Profile for an IPv4 enabled network segment in DFA traditional forwarding mode in the non-default partition that has a Load Balancer service node.
  
       
 
        
        	 [bookmark: pgfId-1458153]Network
  
        	 [bookmark: pgfId-1458155]serviceNetworkIpv4TfLBChainlLBESProfile
  
        	 [bookmark: pgfId-1458157]anycast-gateway
  
        	 [bookmark: pgfId-1458159]Profile for an IPv4 enabled service network segment in the non-default partition comprising a service chain with a Load Balancer (LB) and Tenant Edge Firewall both in routed mode with dynamic routing enabled. This service segment is used for the LB
  
       
 
        
        	 [bookmark: pgfId-1458161]Network
  
        	 [bookmark: pgfId-1458163]serviceNetworkIpv4TfEdgeServicesChainlLBESProfile
  
        	 [bookmark: pgfId-1458165]anycast-gateway
  
        	 [bookmark: pgfId-1458167]Profile for an IPv4 enabled service network segment in the non-default partition comprising a service chain with a Load Balancer (LB) and Tenant Edge Firewall both in routed mode with dynamic routing enabled. This service segment is used for the tenant edge firewall
  
       
 
        
        	 [bookmark: pgfId-1458169]Network
  
        	 [bookmark: pgfId-1458171]defaultNetworkIpv4EfChainLBESProfile
  
        	 [bookmark: pgfId-1458173]proxy-gateway
  
        	 [bookmark: pgfId-1458175]Profile for an IPv4 enabled network segment in DFA enhanced forwarding mode in the non-default partition comprising a service chain with a Load Balancer (LB) and Tenant Edge Firewall both in routed mode with dynamic routing enabled
  
       
 
        
        	 [bookmark: pgfId-1458177]Network
  
        	 [bookmark: pgfId-1458179]defaultNetworkIpv4TfChainLBESProfile
  
        	 [bookmark: pgfId-1458181]anycast-gateway
  
        	 [bookmark: pgfId-1458183]Profile for an IPv4 enabled network segment in DFA traditional forwarding mode in the non-default partition comprising a service chain with a Load Balancer (LB) and Tenant Edge Firewall both in routed mode with dynamic routing enabled
  
       
 
      
     
 
    
 
     .
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     [bookmark: pgfId-1298815]DHCP
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1430892]Overview
 
     [bookmark: pgfId-1454923]<<sushs: need more information about overview, usage, and examples>>
 
   
 
    
     [bookmark: pgfId-1454897]DHCP REST APIs 
 
     [bookmark: pgfId-1453367]The DHCP REST APIs can be used by an external application to manage the DHCP settings used with 
 
     [bookmark: pgfId-1430893]Power On Auto Provisioning of the network devices
 
     .
 
     [bookmark: pgfId-1454974]
 
     
      
       
        [bookmark: pgfId-1454949]Table 3-1 [bookmark: 88415]DHCP REST APIs 
 
       
      
        
        	
          
          [bookmark: pgfId-1430946]API Function
         
  
        	
          
          [bookmark: pgfId-1430948]HTTP Method
         
  
        	
          
          [bookmark: pgfId-1430950]Resource at URL https://dcnm-ip/rest/
         
  
       
 
        
        	 [bookmark: pgfId-1430952]List POAP scopes
  
        	 [bookmark: pgfId-1430954]GET
  
        	 [bookmark: pgfId-1430956]/poap/dhcp/scopes
  
       
 
        
        	 [bookmark: pgfId-1430958]Create a POAP scope
  
        	 [bookmark: pgfId-1430960]POST
  
        	 [bookmark: pgfId-1430962]/poap/dhcp/scopes
  
       
 
        
        	 [bookmark: pgfId-1430964]Update a POAP scope
  
        	 [bookmark: pgfId-1430966]PUT
  
        	 [bookmark: pgfId-1430968]/poap/dhcp/scopes/{scope-name}
  
       
 
        
        	 [bookmark: pgfId-1430970]Delete a POAP scope
  
        	 [bookmark: pgfId-1430972]DELETE
  
        	 [bookmark: pgfId-1430974]/poap/dhcp/scopes/{scope-name}
  
       
 
      
     
 
    
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1298815]Power On Auto Provisioning
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1453415][bookmark: 55592]Overview
 
     [bookmark: pgfId-1453416]POAP (Power On Auto Provisioning) automates the process of upgrading software images and installing configuration files on Cisco Nexus switches that are being deployed in the network.
 
     [bookmark: pgfId-1453417]When a Cisco Nexus switch with the POAP feature boots and does not find the startup configuration, the switch enters POAP mode, locates the DCNM DHCP server and bootstraps itself with its interface IP address, gateway, and DCNM DNS server IP addresses. It also obtains the IP address of the DCNM server to download the configuration script that is run on the switch to download and install the appropriate software image and device configuration file.
 
     [bookmark: pgfId-1453418]The DCNM 7.0 release will support the web services API for external applications to manage POAP, as an alternate means but similar to how the same API set is used internally by the DCNM GUI for the same functionality. Therefore customers can choose to externally manage POAP programmatically via the DCNM web services APIs, or directly via the DCNM GUI.
 
     
      
    
 
    
 
    [bookmark: pgfId-1453420]Note You will need to install DCNM before running these APIs.

     
    

    
 
   
 
    
     [bookmark: pgfId-1453421]DHCP Scope Creation
 
     [bookmark: pgfId-1453422]DHCP scope is a well-defined term in DHCP arena. It is used to define a policy for giving out IP addresses and other options to hosts on a specific IP subnet. Here, we use DCHP scope for the POAP function to distribute IPv4 address, default gateway, DNS sever IP address, PYTHON bootscript, TFTP server IP address (or other supported protocol + access credential + server, e.g. http://<dcnm-server-ip>/scripts) which stores the bootscript. 
 
     [bookmark: pgfId-1453423]By default, a DHCP scope for the management vlan facing interface (eth1) will be created. For DFA use, it is only required to edit the management vlan facing scope with the corresponding IP address range for the devices management addresses.
 
     
      [bookmark: pgfId-1453425]Add the boot, startup, image server information
 
      [bookmark: pgfId-1453426]This feature allows the user to specify the servers & credentials used to access the device images and the uploaded or DCNM generated/published device configuration. The server serving the images could be different from the one serving the configurations. For the case that the same server is serving both images and configurations, the user is required to provide the server IP address and credentials twice for each server because the root directory holding the images or configuration files could be different. By default, the DCNM server will be the default image and configuration server. There will be two DCNM server addresses, one for config, one for image.
 
    
 
     
      [bookmark: pgfId-1453427]POAP Definition 
 
      [bookmark: pgfId-1453428]A POAP device requires the following elements to make it work:
 
      
      	 [bookmark: pgfId-1453429]A device configuration (startup config), which is either provided by the user or generated by DCNM through template instantiation 
 
      	 [bookmark: pgfId-1453430]Device system and kick start images
 
      	 [bookmark: pgfId-1453431]Device Recipe (device deployment plan) which contains 
 
     
 
      [bookmark: pgfId-1453432]–[image: ] Image information -- the location (server & directory) and name of the device images to use
 
      [bookmark: pgfId-1453433]–[image: ] Troubleshooting policy – enables debugging and set debugging level, turn-on/off remote logging. It is assumed that the device log will be uploaded to DCNM server.
 
      [bookmark: pgfId-1453434]–[image: ] Extra misc. CLI commands to be executed before the device reboot
 
      
      	 [bookmark: pgfId-1453435]Server List file (dcnm-server-list.cfg) – defines the list of servers and their access-credential and path to upload/download files or images.
 
      	 [bookmark: pgfId-1453436]DHCP Scope setting – specifies the IPv4 address allocated to a switch device temporarily during the POAP process, what bootscript to use and which TFTP server stores it
 
      	 [bookmark: pgfId-1453437]A bootup script (poap-dcnm.py), which is referenced in the DCHP scope, stored in a TFTP server(by default on DCNM server at /var/lib/tftpboot) and loaded by the device. It will download further information (device recipe) or entity (device images, startup config) to complete the POAP process.
 
     
 
    
 
     
      [bookmark: pgfId-1453438]POAP Templates 
 
      [bookmark: pgfId-1453439]DCNM 7.0 comes pre-packaged with 3 default templates for DFA:
 
      
      	 [bookmark: pgfId-1453440]The Leaf Template – used for switch devices with interfaces facing the hosts
 
      	 [bookmark: pgfId-1453441]The Spine Template –used for switch devices serving as spine switches
 
      	 [bookmark: pgfId-1453442]The Border Leaf Template – used for switch devices with interfaces facing the DC Interconnet
 
     
 
    
 
   
 
    
     [bookmark: pgfId-1453411]POAP REST APIs
 
     [bookmark: pgfId-1453385]The POAP REST APIs can be used by an external application to manage the servers and files used for Power On Auto Provisioning of the network devices
 
     .
 
     [bookmark: pgfId-1455925]
 
     
      
       
        [bookmark: pgfId-1456083]Table 4-1 [bookmark: 45440]POAP REST APIs 
 
       
      
        
        	
          
          [bookmark: pgfId-1455931]API Function
         
  
        	
          
          [bookmark: pgfId-1455933]HTTP Method
         
  
        	
          
          [bookmark: pgfId-1455935]Resource at URL https://dcnm-ip/rest/
         
  
       
 
        
        	 [bookmark: pgfId-1455937]Generate Template Startup Config
  
        	 [bookmark: pgfId-1455939]POST
  
        	 [bookmark: pgfId-1455941]/templates/populate-template/{template-name}
  
       
 
        
        	 [bookmark: pgfId-1455943]Get Group Navigation
  
        	 [bookmark: pgfId-1455945]GET
  
        	 [bookmark: pgfId-1455947]/templates/groups
  
       
 
        
        	 [bookmark: pgfId-1455949]Perform Shallow Discovery
  
        	 [bookmark: pgfId-1455951]POST
  
        	 [bookmark: pgfId-1455953]/templates/perform-shallow-discovery
  
       
 
        
        	 [bookmark: pgfId-1455955]Create POAP Definition
  
        	 [bookmark: pgfId-1455957]POST
  
        	 [bookmark: pgfId-1455959]/poap/poap-switch-definition
  
       
 
        
        	 [bookmark: pgfId-1455961]Get POAP Template
  
        	 [bookmark: pgfId-1455963]GET
  
        	 [bookmark: pgfId-1455965]/poap/templates/{template-name}
  
       
 
        
        	 [bookmark: pgfId-1455967]Create POAP Template
  
        	 [bookmark: pgfId-1455969]POST
  
        	 [bookmark: pgfId-1455971]/poap/templates
  
       
 
        
        	 [bookmark: pgfId-1455973]Update POAP Template
  
        	 [bookmark: pgfId-1455975]PUT
  
        	 [bookmark: pgfId-1455977]/poap/templates/{template-name}
  
       
 
        
        	 [bookmark: pgfId-1455979]Delete POAP Template
  
        	 [bookmark: pgfId-1455981]POST
  
        	 [bookmark: pgfId-1455983]/poap/templates/{template-name}
  
       
 
        
        	 [bookmark: pgfId-1455985]Get All Published Templates
  
        	 [bookmark: pgfId-1455987]GET
  
        	 [bookmark: pgfId-1455989]/poap/templates?published=true
  
       
 
        
        	 [bookmark: pgfId-1455991]Generate Template Startup Config
  
        	 [bookmark: pgfId-1455993]POST
  
        	 [bookmark: pgfId-1455995]/templates/populate-template/{template-name}
  
       
 
        
        	 [bookmark: pgfId-1455997]List servers
  
        	 [bookmark: pgfId-1455999]GET
  
        	 [bookmark: pgfId-1456001]/poap/servers
  
       
 
        
        	 [bookmark: pgfId-1456003]Create a server
  
        	 [bookmark: pgfId-1456005]POST
  
        	 [bookmark: pgfId-1456007]/poap/servers
  
       
 
        
        	 [bookmark: pgfId-1456009]Get servers
  
        	 [bookmark: pgfId-1456011]GET
  
        	 [bookmark: pgfId-1456013]/poap/servers/server-name
  
       
 
        
        	 [bookmark: pgfId-1456015]Update servers
  
        	 [bookmark: pgfId-1456017]PUT
  
        	 [bookmark: pgfId-1456019]/poap/servers/server-name
  
       
 
        
        	 [bookmark: pgfId-1456021]Delete Servers
  
        	 [bookmark: pgfId-1456023]DELETE
  
        	 [bookmark: pgfId-1456025]/poap/servers/server-name
  
       
 
        
        	 [bookmark: pgfId-1456027]List switch definitions
  
        	 [bookmark: pgfId-1456029]GET
  
        	 [bookmark: pgfId-1456031]/poap/switch-definitions
  
       
 
        
        	 [bookmark: pgfId-1456033]Create switch definitions
  
        	 [bookmark: pgfId-1456035]POST
  
        	 [bookmark: pgfId-1456037]/poap/switch-definitions
  
       
 
        
        	 [bookmark: pgfId-1456039]Get a switch definition
  
        	 [bookmark: pgfId-1456041]GET
  
        	 [bookmark: pgfId-1456043]/poap/switch-definitions/{serial-number}
  
       
 
        
        	 [bookmark: pgfId-1456045]Update a switch definition
  
        	 [bookmark: pgfId-1456047]PUT
  
        	 [bookmark: pgfId-1456049]/poap/switch-definitions/switch-id
  
       
 
        
        	 [bookmark: pgfId-1456051]Delete a switch definition
  
        	 [bookmark: pgfId-1456053]DELETE
  
        	 [bookmark: pgfId-1456055]/poap/switch-definitions/switch-id
  
       
 
        
        	 [bookmark: pgfId-1456057]Publish a switch definition
  
        	 [bookmark: pgfId-1456059]POST
  
        	 [bookmark: pgfId-1456061]/poap/published-switch-definitions/{serial-number}
  
       
 
      
     
 
    
 
     
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1298815]Cable Plan
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1454451]Overview
 
     [bookmark: pgfId-1454959]<<sushs:need more information about overview, usage, and examples>>
 
   
 
    
     [bookmark: pgfId-1454935]Cable Plan REST APIs
 
     [bookmark: pgfId-1454452]The Cable Plan REST APIs can be used by an external application to programmatically manage the cable plan according to which the network device cabling is verified
 
     .
 
     [bookmark: pgfId-1455130]
 
     
      
       
        [bookmark: pgfId-1455222]Table 5-1 [bookmark: 58940]Cable Plan REST APIs 
 
       
      
        
        	
          
          [bookmark: pgfId-1455136]API Function
         
  
        	
          
          [bookmark: pgfId-1455138]HTTP Method
         
  
        	
          
          [bookmark: pgfId-1455140]Resource at URL https://dcnm-ip/rest/
         
  
       
 
        
        	 [bookmark: pgfId-1455142]Capture a cable plan
  
        	 [bookmark: pgfId-1455144]GET
  
        	 [bookmark: pgfId-1455146]/cable-plans/discovery
  
       
 
        
        	 [bookmark: pgfId-1455148]Generate a cable plan
  
        	 [bookmark: pgfId-1455150]GET
  
        	 [bookmark: pgfId-1455152]/cable-plans/poap
  
       
 
        
        	 [bookmark: pgfId-1455154]Save a cable plan
  
        	 [bookmark: pgfId-1455156]POST
  
        	 [bookmark: pgfId-1455158]/cable-plans
  
       
 
        
        	 [bookmark: pgfId-1455160]Get a Cable Plan
  
        	 [bookmark: pgfId-1455162]GET
  
        	 [bookmark: pgfId-1455164]/cable-plans
  
       
 
        
        	 [bookmark: pgfId-1455166]Delete a cable plan
  
        	 [bookmark: pgfId-1455168]DELETE
  
        	 [bookmark: pgfId-1455170]/cable-plans
  
       
 
        
        	 [bookmark: pgfId-1455172]Get a cable plan from Device
  
        	 [bookmark: pgfId-1455174]POST
  
        	 [bookmark: pgfId-1455176]/cable-plans/device-xml
  
       
 
        
        	 [bookmark: pgfId-1455178]View a Cable Plan from Device
  
        	 [bookmark: pgfId-1455180]POST
  
        	 [bookmark: pgfId-1455182]/cable-plans/device-raw
  
       
 
        
        	 [bookmark: pgfId-1455184]Import a cable plan
  
        	 [bookmark: pgfId-1455186]POST
  
        	 [bookmark: pgfId-1455188]/cable-plans/import
  
       
 
        
        	 [bookmark: pgfId-1455190]Export a cable plan
  
        	 [bookmark: pgfId-1455192]GET
  
        	 [bookmark: pgfId-1455194]/cable-plans/xml
  
       
 
        
        	 [bookmark: pgfId-1455196]Deploy a cable plan
  
        	 [bookmark: pgfId-1455198]POST
  
        	 [bookmark: pgfId-1455200]/cable-plans/fabric
  
       
 
        
        	 [bookmark: pgfId-1455202]Revoke a cable plan
  
        	 [bookmark: pgfId-1455204]POST
  
        	 [bookmark: pgfId-1455206]/cable-plans/revoke
  
       
 
      
     
 
    
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1430892]DCI 
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1453367]Overview
 
     [bookmark: pgfId-1454983]<<sushs:need more information about overview, usage, and examples>>
 
   
 
    
     [bookmark: pgfId-1430909]DCI REST APIs
 
     [bookmark: pgfId-1455215]The DCI REST APIs are used by external applications to manage the DCI settings.
 
     .
 
     [bookmark: pgfId-1456197]
 
     
      
       
        [bookmark: pgfId-1456204]Table 6-1 [bookmark: 76327]DCI REST APIs 
 
       
      
        
        	
          
          [bookmark: pgfId-1456210]API Funtion
         
  
        	
          
          [bookmark: pgfId-1456212]HTTP Method
         
  
        	
          
          [bookmark: pgfId-1456214]Resource at URL https://dci/rest/
         
  
       
 
        
        	 [bookmark: pgfId-1456216]Get Fabric Automation DCI Settings
  
        	 [bookmark: pgfId-1456218]GET
  
        	 [bookmark: pgfId-1456220]settings/dci
  
       
 
        
        	 [bookmark: pgfId-1456222]Update Fabric Automation DCI Settings
  
        	 [bookmark: pgfId-1456224]PUT
  
        	 [bookmark: pgfId-1456226]settings/dci
  
       
 
        
        	 [bookmark: pgfId-1456228]List DCI pairs
  
        	 [bookmark: pgfId-1456230]GET
  
        	 [bookmark: pgfId-1456232]/auto-config/dci/paired-devices
  
       
 
        
        	 [bookmark: pgfId-1456234]Create DCI Pairs
  
        	 [bookmark: pgfId-1456236]POST
  
        	 [bookmark: pgfId-1456238]/auto-config/dci/paired-device
  
       
 
        
        	 [bookmark: pgfId-1456240]Get DCI Pairs with Node Id
  
        	 [bookmark: pgfId-1456242]GET
  
        	 [bookmark: pgfId-1456244]/auto-config/dci/paired-devices/device/{node-id}
  
       
 
        
        	 [bookmark: pgfId-1456246]Update DCI Pairs with Node ID
  
        	 [bookmark: pgfId-1456248]PUT
  
        	 [bookmark: pgfId-1456250]/auto-config/dci/paired-devices/device/{node-id}
  
       
 
        
        	 [bookmark: pgfId-1456252]Delete DCI Pairs with Node ID
  
        	 [bookmark: pgfId-1456254]DELETE
  
        	 [bookmark: pgfId-1456256]/auto-config/dci/paired-devices/device/{node-id}
  
       
 
        
        	 [bookmark: pgfId-1456258]Get DCI Pairs with Node ID and Peer ID
  
        	 [bookmark: pgfId-1456260]GET
  
        	 [bookmark: pgfId-1456262]/rest/auto-config/dci/paired-devices/device/{node-id}/peer/{peer-node-id}
  
       
 
        
        	 [bookmark: pgfId-1456264]Update DCI Pairs with Node ID and Peer ID
  
        	 [bookmark: pgfId-1456266]PUT
  
        	 [bookmark: pgfId-1456268]/auto-config/dci/paired-devices/device/{node-id}/peer/{peer-node-id}
  
       
 
        
        	 [bookmark: pgfId-1456270]Delete DCI Pairs with Node ID and Peer ID
  
        	 [bookmark: pgfId-1456272]DELETE
  
        	 [bookmark: pgfId-1456274]/auto-config/dci/paired-devices/device/{node-id}/peer/{peer-node-id}
  
       
 
        
        	 [bookmark: pgfId-1456276]Create Partition with DCI Option
  
        	 [bookmark: pgfId-1456278]POST
  
        	 [bookmark: pgfId-1456280]/auto-config/organizations/{organization-name}/partitions
  
       
 
        
        	 [bookmark: pgfId-1456282]Update Partition with DCI ID
  
        	 [bookmark: pgfId-1456284]PUT
  
        	 [bookmark: pgfId-1456286]/auto-config/organizations/{organization-name}/partitions/{partition-name}
  
       
 
        
        	 [bookmark: pgfId-1456288]Update Partition to Disable DCI Extension
  
        	 [bookmark: pgfId-1456290]PUT
  
        	 [bookmark: pgfId-1456292]/auto-config/organizations/{organization-name}/partitions/{partition-name}
  
       
 
        
        	 [bookmark: pgfId-1456294]Update Partition to Enable DCI Extension
  
        	 [bookmark: pgfId-1456296]PUT
  
        	 [bookmark: pgfId-1456298]/auto-config/organizations/{organization-name}/partitions/{partition-name}
  
       
 
        
        	 [bookmark: pgfId-1456300]List All Extended Partitions
  
        	 [bookmark: pgfId-1456302]GET
  
        	 [bookmark: pgfId-1456304]/auto-config/dci/extended-partitions
  
       
 
        
        	 [bookmark: pgfId-1456306]List All Extended Partitions with a VRF
  
        	 [bookmark: pgfId-1456308]GET
  
        	 [bookmark: pgfId-1456310]/auto-config/dci/extended-partitions/vrfs/{vrf-name}
  
       
 
        
        	 [bookmark: pgfId-1456312]List all Extended Partitions in an Organization
  
        	 [bookmark: pgfId-1456314]GET
  
        	 [bookmark: pgfId-1456316]/auto-config/dci/extended-partitions/organizations/{organization-name}
  
       
 
        
        	 [bookmark: pgfId-1456318]Get Extended Partition
  
        	 [bookmark: pgfId-1456320]GET
  
        	 [bookmark: pgfId-1456322]/auto-config/dci/extended-partitions/organizations/{organization-name}/partitions/{partition-name}
  
       
 
      
     
 
    
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1298815]Multiple Mobility Domain with VLAN Translation
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1430892]Overview 
 
     [bookmark: pgfId-1453367]<<sushs: need more information about overview, usage, and examples>>
 
   
 
    
     [bookmark: pgfId-1454963]Multiple Mobility Domain with VLAN Translation REST APIs
 
     [bookmark: pgfId-1455034]The Multiple Mobility Domain with VLAN Translation REST APIs can be used by an external application to manage the its settings. 
 
     [bookmark: pgfId-1455608]The Multiple Mobility Domain with VLAN Translation REST APIs are mentioned in .
 
     [bookmark: pgfId-1455782][bookmark: 72427]
 
     
      
       
        [bookmark: pgfId-1455788]Table 7-1 Multiple Mobility Domain with VLAN Translation REST APIs 
 
       
      
        
        	
          
          [bookmark: pgfId-1455612]API Function
         
  
        	
          
          [bookmark: pgfId-1455614]HTTP Method
         
  
        	
          
          [bookmark: pgfId-1455616]Resource at URL https://dcnm-ip/rest/
         
  
       
 
        
        	 [bookmark: pgfId-1455618]List Mobility Domains with VLANS
  
        	 [bookmark: pgfId-1455620]GET
  
        	 [bookmark: pgfId-1455622]/rest/settings/mobility-domains
  
       
 
        
        	 [bookmark: pgfId-1455624]Get Mobility Domains with VLANS
  
        	 [bookmark: pgfId-1455626]GET
  
        	 [bookmark: pgfId-1455628]/rest/settings/mobility-domains/{mobility-domain}
  
       
 
        
        	 [bookmark: pgfId-1455630]Create Mobility Domains with VLANS
  
        	 [bookmark: pgfId-1455632]POST
  
        	 [bookmark: pgfId-1455634]/rest/settings/mobility-domains
  
       
 
        
        	 [bookmark: pgfId-1455636]Update Mobility Domains with VLANS
  
        	 [bookmark: pgfId-1455638]PUT
  
        	 [bookmark: pgfId-1455640]/rest/settings/mobility-domains/{mobility-domain}
  
       
 
        
        	 [bookmark: pgfId-1455642]Delete Mobility Domains with VLANS
  
        	 [bookmark: pgfId-1455644]DELETE
  
        	 [bookmark: pgfId-1455646]/rest/settings/mobility-domains/{mobility-domain}
  
       
 
        
        	 [bookmark: pgfId-1455648]Get Translate VLAN Settings
  
        	 [bookmark: pgfId-1455650]GET
  
        	 [bookmark: pgfId-1455652]/rest/settings/general
  
       
 
        
        	 [bookmark: pgfId-1455654]Update Translate VLAN Settings
  
        	 [bookmark: pgfId-1455656]PUT
  
        	 [bookmark: pgfId-1455658]/rest/settings/general
  
       
 
        
        	 [bookmark: pgfId-1455660]Delete Translate VLAN Settings
  
        	 [bookmark: pgfId-1455662]PUT
  
        	 [bookmark: pgfId-1455664]/rest/settings/general
  
       
 
      
     
 
    
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1298815]Multiple Orchestrator Support
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1430892]Overview
 
     [bookmark: pgfId-1454995]<<sushs: need more information about overview, usage, and examples>>
 
   
 
    
     [bookmark: pgfId-1454960]Multiple Orchestrator Support REST APIs 
 
     [bookmark: pgfId-1453367]The Multiple Orchestrator Support REST APIs can be used by an external application to manage the settings.
 
     
 
     [bookmark: pgfId-1430909]
 
     
      
       
        [bookmark: pgfId-1455472]Table 8-1 [bookmark: 57424]Multiple Mobility Domain with VLAN Translation REST APIs 
 
       
      
        
        	
          
          [bookmark: pgfId-1455288]API Function
         
  
        	
          
          [bookmark: pgfId-1455290]HTTP Method
         
  
        	
          
          [bookmark: pgfId-1455292]Resource at URL https://dcnm-ip/rest/
         
  
       
 
        
        	 [bookmark: pgfId-1455294]List All the Orchestrators with Segment Id Ranges
  
        	 [bookmark: pgfId-1455296]GET
  
        	 [bookmark: pgfId-1455298]/settings/segmentid-ranges
  
       
 
        
        	 [bookmark: pgfId-1455300]Get Orchestrator Segment Id Ranges
  
        	 [bookmark: pgfId-1455302]GET
  
        	 [bookmark: pgfId-1455304]/settings/segmentid-ranges/{orchestrator-is}
  
       
 
        
        	 [bookmark: pgfId-1455306]Create Orchestrator Segment Id Ranges
  
        	 [bookmark: pgfId-1455308]POST
  
        	 [bookmark: pgfId-1455310]/settings/segmentid-ranges
  
       
 
        
        	 [bookmark: pgfId-1455312]Update Orchestrator Segment Id Ranges
  
        	 [bookmark: pgfId-1455314]PUT
  
        	 [bookmark: pgfId-1455316]/settings/segmentid-ranges/{orchestrator-id}
  
       
 
        
        	 [bookmark: pgfId-1455318]Delete Orchestrator Segment Id Ranges
  
        	 [bookmark: pgfId-1455320]DELETE
  
        	 [bookmark: pgfId-1455322]/settings/segmentid-ranges/{orchestrator-id}
  
       
 
      
     
 
    
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1017643][bookmark: 91352]Pre-Packaged Config Profiles
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1018023]Introduction
 
     [bookmark: pgfId-1018001]There are two types of Config Profiles pre-packaged and available by default in DCNM:
 
     
     	 [bookmark: pgfId-1018015]Partition Config-Profile
 
     	 [bookmark: pgfId-1017991]Network Config-Profile
 
    
 
   
 
    
     [bookmark: pgfId-1017990]Pre-Packaged Partition Config-Profile Details
 
     [bookmark: pgfId-1017045]This section lists the contents of the partition config-profiles that will be part of the DCNM profiles database that ships with the DFA solution. Note that new parameterized profiles can be added on top of this existing set. In addition, the existing profiles may be modified so that they can be tailored to the specific data center needs (with some caution). 
 
     [bookmark: pgfId-1017048]configure profile vrf-common
 
     [bookmark: pgfId-1017049] vrf context $vrfName
 
     [bookmark: pgfId-1017050] vni $include_l3_segid
 
     [bookmark: pgfId-1017051] rd auto
 
     [bookmark: pgfId-1017052] address-family ipv4 unicast
 
     [bookmark: pgfId-1017053] route-target both auto
 
     [bookmark: pgfId-1017054] address-family ipv6 unicast
 
     [bookmark: pgfId-1017055] route-target both auto
 
     [bookmark: pgfId-1017056] router bgp $asn
 
     [bookmark: pgfId-1017057] vrf $vrfName
 
     [bookmark: pgfId-1017058] address-family ipv4 unicast
 
     [bookmark: pgfId-1017059] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST
 
     [bookmark: pgfId-1017060] maximum-paths ibgp 2
 
     [bookmark: pgfId-1017061] address-family ipv6 unicast
 
     [bookmark: pgfId-1017062] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST
 
     [bookmark: pgfId-1017063] maximum-paths ibgp 2
 
     [bookmark: pgfId-1017064]end
 
     [bookmark: pgfId-1017066]configure profile vrf-common-services
 
     [bookmark: pgfId-1017067] vrf context $vrfName
 
     [bookmark: pgfId-1017068] ip route 0.0.0.0/0 $include_serviceIpAddress pref 1
 
     [bookmark: pgfId-1017069] vni $include_l3_segid
 
     [bookmark: pgfId-1017070] rd auto
 
     [bookmark: pgfId-1017071] address-family ipv4 unicast
 
     [bookmark: pgfId-1017072] route-target both auto
 
     [bookmark: pgfId-1017073] address-family ipv6 unicast
 
     [bookmark: pgfId-1017074] route-target both auto
 
     [bookmark: pgfId-1017075] router bgp $asn
 
     [bookmark: pgfId-1017076] vrf $vrfName
 
     [bookmark: pgfId-1017077] address-family ipv4 unicast
 
     [bookmark: pgfId-1017078] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST
 
     [bookmark: pgfId-1017079] maximum-paths ibgp 2
 
     [bookmark: pgfId-1017080] address-family ipv6 unicast
 
     [bookmark: pgfId-1017081] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST
 
     [bookmark: pgfId-1017082] maximum-paths ibgp 2
 
     [bookmark: pgfId-1017083]end
 
   
 
    
     [bookmark: pgfId-1017087]Pre-Packaged Network Config-Profile Details
 
     [bookmark: pgfId-1017089]This section lists the contents of the network config-profiles that will be part of the DCNM profiles database which ships with the DFA solution. 
 
     
      
    
 
    
 
    
     [bookmark: pgfId-1017690]
     Caution The new parameterized profiles can be added on top of this existing set. In addition, the existing profiles may be modified so that they can be tailored to the specific data center needs. 
      
      
 
     

    
 
     [bookmark: pgfId-1018090]config profile defaultNetworkIpv4EfProfile
 
     [bookmark: pgfId-1018091] vlan $vlanId
 
     [bookmark: pgfId-1018092] vn-segment $segmentId
 
     [bookmark: pgfId-1018093] mode fabricpath
 
     [bookmark: pgfId-1018094] interface vlan $vlanId
 
     [bookmark: pgfId-1018095] vrf member $vrfName
 
     [bookmark: pgfId-1018096] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1018097] ip dhcp relay address $dhcpServerAddr use-vrf default
 
     [bookmark: pgfId-1018098] fabric forwarding mode proxy-gateway
 
     [bookmark: pgfId-1018099] no ip redirects
 
     [bookmark: pgfId-1018127] no shutdown
 
     [bookmark: pgfId-1018128] include profile vrf-common
 
     [bookmark: pgfId-1018129]end
 
     [bookmark: pgfId-1017105]config profile defaultNetworkIpv4TfProfile
 
     [bookmark: pgfId-1017106] interface vlan $vlanId
 
     [bookmark: pgfId-1017107] vrf member $vrfName
 
     [bookmark: pgfId-1018140] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1018141]ip dhcp relay address $dhcpServerAddr use-vrf default
 
     [bookmark: pgfId-1018142] fabric forwarding mode anycast-gateway
 
     [bookmark: pgfId-1017111] no shutdown
 
     [bookmark: pgfId-1017112] vlan $vlanId
 
     [bookmark: pgfId-1017113] vn-segment $segmentId
 
     [bookmark: pgfId-1017114] mode fabricpath
 
     [bookmark: pgfId-1017115] include profile vrf-common
 
     [bookmark: pgfId-1017116]end
 
     [bookmark: pgfId-1017118]config profile defaultNetworkIpv6EfProfile
 
     [bookmark: pgfId-1017119] interface vlan $vlanId
 
     [bookmark: pgfId-1017120] vrf member $vrfName
 
     [bookmark: pgfId-1017121] ipv6 address $gatewayIpv6Address/$prefixLength
 
     [bookmark: pgfId-1017122] fabric forwarding mode proxy-gateway
 
     [bookmark: pgfId-1017123] no ipv6 redirects
 
     [bookmark: pgfId-1017124] no shutdown
 
     [bookmark: pgfId-1017125] vlan $vlanId
 
     [bookmark: pgfId-1017126] vn-segment $segmentId
 
     [bookmark: pgfId-1017127] mode fabricpath
 
     [bookmark: pgfId-1017128] include profile vrf-common
 
     [bookmark: pgfId-1017129]end
 
     [bookmark: pgfId-1017131]config profile defaultNetworkIpv6TfProfile
 
     [bookmark: pgfId-1017132] interface vlan $vlanId
 
     [bookmark: pgfId-1017133] vrf member $vrfName
 
     [bookmark: pgfId-1017134] ipv6 address $gatewayIpv6Address/$prefixLength
 
     [bookmark: pgfId-1017135] fabric forwarding mode anycast-gateway
 
     [bookmark: pgfId-1017136] no shutdown
 
     [bookmark: pgfId-1017137] vlan $vlanId
 
     [bookmark: pgfId-1017138] vn-segment $segmentId
 
     [bookmark: pgfId-1017139] mode fabricpath
 
     [bookmark: pgfId-1017140] include profile vrf-common
 
     [bookmark: pgfId-1017141]end
 
     [bookmark: pgfId-1017143]config profile defaultNetworkIpv4v6EfProfile
 
     [bookmark: pgfId-1017144] interface vlan $vlanId
 
     [bookmark: pgfId-1017145] vrf member $vrfName
 
     [bookmark: pgfId-1017146] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1017147] ipv6 address $gatewayIpv6Address/$prefixLength
 
     [bookmark: pgfId-1017148] fabric forwarding mode proxy-gateway
 
     [bookmark: pgfId-1017149] no ip redirects
 
     [bookmark: pgfId-1017150] no ipv6 redirects
 
     [bookmark: pgfId-1017151] no shutdown
 
     [bookmark: pgfId-1017152] vlan $vlanId
 
     [bookmark: pgfId-1017153] vn-segment $segmentId
 
     [bookmark: pgfId-1017154] mode fabricpath
 
     [bookmark: pgfId-1017155] include profile vrf-common
 
     [bookmark: pgfId-1017156]end
 
     [bookmark: pgfId-1017158]config profile defaultNetworkIpv4v6TfProfile
 
     [bookmark: pgfId-1017159] interface vlan $vlanId
 
     [bookmark: pgfId-1017160] vrf member $vrfName
 
     [bookmark: pgfId-1017161] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1017162] ipv6 address $gatewayIpv6Address/$prefixLength
 
     [bookmark: pgfId-1017163] fabric forwarding mode anycast-gateway
 
     [bookmark: pgfId-1017164] no shutdown
 
     [bookmark: pgfId-1017165] vlan $vlanId
 
     [bookmark: pgfId-1017166] vn-segment $segmentId
 
     [bookmark: pgfId-1017167] mode fabricpath
 
     [bookmark: pgfId-1017168] include profile vrf-common
 
     [bookmark: pgfId-1017169]end
 
     [bookmark: pgfId-1017171]config profile defaultNetworkIpv4EfEdgeServiceProfile
 
     [bookmark: pgfId-1017172] interface vlan $vlanId
 
     [bookmark: pgfId-1017173] vrf member $vrfName
 
     [bookmark: pgfId-1017174] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1017175]# ip dhcp relay address $dhcpServerAddr use-vrf default
 
     [bookmark: pgfId-1017176] fabric forwarding mode proxy-gateway
 
     [bookmark: pgfId-1017177] no ip redirects
 
     [bookmark: pgfId-1017178] no shutdown
 
     [bookmark: pgfId-1017179] vlan $vlanId
 
     [bookmark: pgfId-1017180] vn-segment $segmentId
 
     [bookmark: pgfId-1017181] mode fabricpath
 
     [bookmark: pgfId-1017182] include profile vrf-common-services
 
     [bookmark: pgfId-1017183]end
 
     [bookmark: pgfId-1017185]config profile defaultNetworkIpv4TfEdgeServiceProfile
 
     [bookmark: pgfId-1017186] interface vlan $vlanId
 
     [bookmark: pgfId-1017187] vrf member $vrfName
 
     [bookmark: pgfId-1017188] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1017189]# ip dhcp relay address $dhcpServerAddr use-vrf default
 
     [bookmark: pgfId-1017190] fabric forwarding mode anycast-gateway
 
     [bookmark: pgfId-1017191] no shutdown
 
     [bookmark: pgfId-1017192] vlan $vlanId
 
     [bookmark: pgfId-1017193] vn-segment $segmentId
 
     [bookmark: pgfId-1017194] mode fabricpath
 
     [bookmark: pgfId-1017195] include profile vrf-common-services
 
     [bookmark: pgfId-1017196]end
 
     [bookmark: pgfId-1017198]config profile defaultNetworkIpv4v6EfServiceProfile
 
     [bookmark: pgfId-1017199] interface vlan $vlanId
 
     [bookmark: pgfId-1017200] vrf member $vrfName
 
     [bookmark: pgfId-1017201] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1017202] ipv6 address $gatewayIpv6Address/$prefixLength
 
     [bookmark: pgfId-1017203] fabric forwarding mode proxy-gateway
 
     [bookmark: pgfId-1017204] no ip redirects
 
     [bookmark: pgfId-1017205] no ipv6 redirects
 
     [bookmark: pgfId-1017206] no shutdown
 
     [bookmark: pgfId-1017207] vlan $vlanId
 
     [bookmark: pgfId-1017208] vn-segment $segmentId
 
     [bookmark: pgfId-1017209] mode fabricpath
 
     [bookmark: pgfId-1017210] include profile vrf-common-services
 
     [bookmark: pgfId-1017211]end
 
     [bookmark: pgfId-1017213]config profile defaultNetworkIpv4v6TfServiceProfile
 
     [bookmark: pgfId-1017214] interface vlan $vlanId
 
     [bookmark: pgfId-1017215] vrf member $vrfName
 
     [bookmark: pgfId-1017216] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1017217] ipv6 address $gatewayIpv6Address/$prefixLength
 
     [bookmark: pgfId-1017218] fabric forwarding mode anycast-gateway
 
     [bookmark: pgfId-1017219] no shutdown
 
     [bookmark: pgfId-1017220] vlan $vlanId
 
     [bookmark: pgfId-1017221] vn-segment $segmentId
 
     [bookmark: pgfId-1017222] mode fabricpath
 
     [bookmark: pgfId-1017223] include profile vrf-common-services
 
     [bookmark: pgfId-1017224]end
 
     [bookmark: pgfId-1017226]config profile defaultNetworkL2Profile
 
     [bookmark: pgfId-1017227] vlan $vlanId
 
     [bookmark: pgfId-1017228] vn-segment $segmentId
 
     [bookmark: pgfId-1017229] mode fabricpath
 
     [bookmark: pgfId-1017230]end
 
     [bookmark: pgfId-1017232]config profile defaultNetworkdefaultPartitionIpv4EfProfile
 
     [bookmark: pgfId-1017233] interface vlan $vlanId
 
     [bookmark: pgfId-1017234] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1017235]# ip dhcp relay address $dhcpServerAddr 
 
     [bookmark: pgfId-1017236] fabric forwarding mode proxy-gateway
 
     [bookmark: pgfId-1017237] no ip redirects
 
     [bookmark: pgfId-1017238] no shutdown
 
     [bookmark: pgfId-1017239] vlan $vlanId
 
     [bookmark: pgfId-1017240] vn-segment $segmentId
 
     [bookmark: pgfId-1017241] mode fabricpath
 
     [bookmark: pgfId-1017242]end
 
     [bookmark: pgfId-1017244]config profile defaultNetworkdefaultPartitionIpv4TfProfile
 
     [bookmark: pgfId-1017245] interface vlan $vlanId
 
     [bookmark: pgfId-1017246] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1017247]# ip dhcp relay address $dhcpServerAddr 
 
     [bookmark: pgfId-1017248] fabric forwarding mode anycast-gateway
 
     [bookmark: pgfId-1017249] no shutdown
 
     [bookmark: pgfId-1017250] vlan $vlanId
 
     [bookmark: pgfId-1017251] vn-segment $segmentId
 
     [bookmark: pgfId-1017252] mode fabricpath
 
     [bookmark: pgfId-1017253]end
 
     [bookmark: pgfId-1017255]config profile defaultNetworkdefaultPartitionIpv6EfProfile
 
     [bookmark: pgfId-1017256] interface vlan $vlanId
 
     [bookmark: pgfId-1017257] ipv6 address $gatewayIpv6Address/$prefixLength
 
     [bookmark: pgfId-1017258] fabric forwarding mode proxy-gateway
 
     [bookmark: pgfId-1017259] no ipv6 redirects
 
     [bookmark: pgfId-1017260] no shutdown
 
     [bookmark: pgfId-1017261] vlan $vlanId
 
     [bookmark: pgfId-1017262] vn-segment $segmentId
 
     [bookmark: pgfId-1017263] mode fabricpath
 
     [bookmark: pgfId-1017264]end
 
     [bookmark: pgfId-1017266]config profile defaultNetworkdefaultPartitionIpv6TfProfile
 
     [bookmark: pgfId-1017267] interface vlan $vlanId
 
     [bookmark: pgfId-1017268] ipv6 address $gatewayIpv6Address/$prefixLength
 
     [bookmark: pgfId-1017269] fabric forwarding mode anycast-gateway
 
     [bookmark: pgfId-1017270] no shutdown
 
     [bookmark: pgfId-1017271] vlan $vlanId
 
     [bookmark: pgfId-1017272] vn-segment $segmentId
 
     [bookmark: pgfId-1017273] mode fabricpath
 
     [bookmark: pgfId-1017274]end
 
     [bookmark: pgfId-1017277]config profile defaultNetworkdefaultPartitionIpv4v6EfProfile
 
     [bookmark: pgfId-1017278] interface vlan $vlanId
 
     [bookmark: pgfId-1017279] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1017280] ipv6 address $gatewayIpv6Address/$prefixLength
 
     [bookmark: pgfId-1017281] fabric forwarding mode proxy-gateway
 
     [bookmark: pgfId-1017282] no ip redirects
 
     [bookmark: pgfId-1017283] no ipv6 redirects
 
     [bookmark: pgfId-1017284] no shutdown
 
     [bookmark: pgfId-1017285] vlan $vlanId
 
     [bookmark: pgfId-1017286] vn-segment $segmentId
 
     [bookmark: pgfId-1017287] mode fabricpath
 
     [bookmark: pgfId-1017288]end
 
     [bookmark: pgfId-1017290]config profile defaultNetworkdefaultPartitionIpv4v6TfProfile
 
     [bookmark: pgfId-1017291] interface vlan $vlanId
 
     [bookmark: pgfId-1017292] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1017293] ipv6 address $gatewayIpv6Address/$prefixLength
 
     [bookmark: pgfId-1017294] fabric forwarding mode anycast-gateway
 
     [bookmark: pgfId-1017295] no shutdown
 
     [bookmark: pgfId-1017296] vlan $vlanId
 
     [bookmark: pgfId-1017297] vn-segment $segmentId
 
     [bookmark: pgfId-1017298] mode fabricpath
 
     [bookmark: pgfId-1017299]end
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1022918][bookmark: 20788]Auto Config Examples
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1018865]How to Use the DFA Rest APIs to Control Auto-Configuration
 
     [bookmark: pgfId-1018866]This example shows how to use DCNM REST APIs for auto-configuration.
 
     
      
    
 
    
 
    [bookmark: pgfId-1015840]Note While reviewing the actual API calls, a section is available to provide the sample.

     
    

    
 
   
 
    
     [bookmark: pgfId-1019341]Create a Network
 
    
 
     Step 1[image: ] Logon to get a token
 
     [bookmark: pgfId-1019261]Step 2[image: ] Create a Profile
 
     [bookmark: pgfId-1015532]Step 3[image: ] Create an Organization
 
     [bookmark: pgfId-1019299]Step 4[image: ] Create a network under the partition.
 
     [bookmark: pgfId-1015859]Step 5[image: ] Logout
 
     
 
     
      [bookmark: pgfId-1015860]Call Logon
 
     
      [bookmark: pgfId-1015861]URL: https://10.77.247.111/rest/logon
     

     
      [bookmark: pgfId-1015539]HTTP Method: POST 
     

     
      [bookmark: pgfId-1015902]Resource Name: /rest/logon 
     

     
      [bookmark: pgfId-1015540]Host: 10.77.247.111
     

     
      [bookmark: pgfId-1015541]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
     

     
      [bookmark: pgfId-1015542]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
     

     
      [bookmark: pgfId-1015543]Accept-Language: en-us,en;q=0.5
     

     
      [bookmark: pgfId-1015976]Accept-Encoding: gzip,deflate
     

     
      [bookmark: pgfId-1015977]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
     

     
      [bookmark: pgfId-1015978]Keep-Alive: 115
     

     
      [bookmark: pgfId-1015547]Connection: keep-alive
     

     
      [bookmark: pgfId-1015548]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1015549]Authorization: Basic YWRtaW46YWRtaW4xMjM=
     

     
      [bookmark: pgfId-1015550]Content-Length: 28
     

     
      [bookmark: pgfId-1015551]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
     

     
      [bookmark: pgfId-1015552]Pragma: no-cache
     

     
      [bookmark: pgfId-1015553]Cache-Control: no-cache
     

     
      [bookmark: pgfId-1015554]{"expirationTime": 1000000} 
     

     
      [bookmark: pgfId-1015556]HTTP/1.1 
     

     
      [bookmark: pgfId-1016407]Status Code: 200 OK
     

     
      [bookmark: pgfId-1015557]Content-Type: application/json
     

     
      [bookmark: pgfId-1015558]{
     

     
      [bookmark: pgfId-1015559] "token" : " NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ "
     

     
      [bookmark: pgfId-1015560]}
     

    
 
     
      [bookmark: pgfId-1015561]Create a Profile
 
     
      [bookmark: pgfId-1015562]URL: http://10.77.247.111/rest/auto-config/profiles
     

     
      [bookmark: pgfId-1015563]HTTP Method: POST 
     

     
      [bookmark: pgfId-1016019]Resource Name: /rest/auto-config/profiles 
     

     
      [bookmark: pgfId-1015564]Host: 10.77.247.111
     

     
      [bookmark: pgfId-1015565]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
     

     
      [bookmark: pgfId-1015566]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
     

     
      [bookmark: pgfId-1015567]Accept-Language: en-us,en;q=0.5
     

     
      [bookmark: pgfId-1015568]Accept-Encoding: gzip,deflate
     

     
      [bookmark: pgfId-1015569]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
     

     
      [bookmark: pgfId-1015571]Keep-Alive: 115
     

     
      [bookmark: pgfId-1015572]Connection: keep-alive
     

     
      [bookmark: pgfId-1015573]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1015574]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1015575]Content-Length: 179
     

     
      [bookmark: pgfId-1015576]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
     

     
      [bookmark: pgfId-1015577]Pragma: no-cache
     

     
      [bookmark: pgfId-1015578]Cache-Control: no-cache
     

     
      [bookmark: pgfId-1015579]{
     

     
      [bookmark: pgfId-1020788]"profileName": "customProfile",
     

     
      [bookmark: pgfId-1020789] "profileType": "FPVLAN",
     

     
      [bookmark: pgfId-1020790] "profileSubType": "network:universal",
     

     
      [bookmark: pgfId-1020791] "description": "custom Profile for a network in DFA traditional forwarding mode.",
     

     
      [bookmark: pgfId-1020792] "configCommands": "vlan $vlanId\r vn-segment $segmentId\r mode fabricpath\r interface vlan $vlanId\r vrf member $vrfName\r ip address $gatewayIpAddress/$netMaskLength tag 12345\r ip dhcp relay address $dhcpServerAddr use-vrf $vrfDhcp\r ipv6 address $gatewayIpv6Address/$prefixLength tag 12345\r fabric forwarding mode anycast-gateway\r mtu $mtuValue\r no shutdown\r include profile any\r!",
     

     
      [bookmark: pgfId-1015580] "forwardingMode": "anycast-gateway"
     

     
      [bookmark: pgfId-1015590]}
     

     
      [bookmark: pgfId-1015591]Status Code: 202 Accepted
     

     
      [bookmark: pgfId-1015592]Content-Type: application/json
     

     
      [bookmark: pgfId-1015593]{
     

     
      [bookmark: pgfId-1015594] "profileName": "customProfile"
     

     
      [bookmark: pgfId-1015595]}
     

    
 
     
      [bookmark: pgfId-1015596]Create an Organization
 
     
      [bookmark: pgfId-1015597]URL: http://10.77.247.111/rest/auto-config/organizations
     

     
      [bookmark: pgfId-1015598]HTTP Method: POST 
     

     
      [bookmark: pgfId-1016164]Resource Name: /rest/auto-config/organizations 
     

     
      [bookmark: pgfId-1015599]Host: 10.77.247.111
     

     
      [bookmark: pgfId-1015600]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
     

     
      [bookmark: pgfId-1015601]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
     

     
      [bookmark: pgfId-1015602]Accept-Language: en-us,en;q=0.5
     

     
      [bookmark: pgfId-1015603]Accept-Encoding: gzip,deflate
     

     
      [bookmark: pgfId-1015604]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
     

     
      [bookmark: pgfId-1015606]Keep-Alive: 115
     

     
      [bookmark: pgfId-1015607]Connection: keep-alive
     

     
      [bookmark: pgfId-1015608]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1015609]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1015610]Content-Length: 179
     

     
      [bookmark: pgfId-1015611]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
     

     
      [bookmark: pgfId-1015612]Pragma: no-cache
     

     
      [bookmark: pgfId-1015613]Cache-Control: no-cache
     

     
      [bookmark: pgfId-1015614]{
     

     
      [bookmark: pgfId-1015615] "organizationName" : "organization1",
     

     
      [bookmark: pgfId-1020864] "description" : "organization1",
     

     
      [bookmark: pgfId-1020865] "orchestrationSource" : "vCloud Director"
     

     
      [bookmark: pgfId-1015621]}
     

     
      [bookmark: pgfId-1015622]Status Code: 202 Accepted
     

     
      [bookmark: pgfId-1015623]Content-Type: application/json
     

     
      [bookmark: pgfId-1015624]{
     

     
      [bookmark: pgfId-1015625] "organizationName" : "organization1"
     

     
      [bookmark: pgfId-1015626]}
     

    
 
     
      [bookmark: pgfId-1016225]List Organizations
 
     
      [bookmark: pgfId-1016226]URL: http://10.77.247.111/rest/auto-config/organizations
     

     
      [bookmark: pgfId-1016227]HTTP Method: GET 
     

     
      [bookmark: pgfId-1016235]Resource Name: /rest/auto-config/organizations?detail=true
     

     
      [bookmark: pgfId-1016256]Host: 10.77.247.111
     

     
      [bookmark: pgfId-1016257]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
     

     
      [bookmark: pgfId-1015632]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
     

     
      [bookmark: pgfId-1015633]Accept-Language: en-us,en;q=0.5
     

     
      [bookmark: pgfId-1015634]Accept-Encoding: gzip,deflate
     

     
      [bookmark: pgfId-1015635]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
     

     
      [bookmark: pgfId-1015636]Keep-Alive: 115
     

     
      [bookmark: pgfId-1015637]Connection: keep-alive
     

     
      [bookmark: pgfId-1015638]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1015639]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1015640]Content-Length: 179
     

     
      [bookmark: pgfId-1015641]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
     

     
      [bookmark: pgfId-1015642]Pragma: no-cache
     

     
      [bookmark: pgfId-1015643]Cache-Control: no-cache
     

     
      [bookmark: pgfId-1015645]Accept: application/json
     

     
      [bookmark: pgfId-1015646]Status Code: 200 OK
     

     
      [bookmark: pgfId-1020962]Content-Type: application/json
     

     
      [bookmark: pgfId-1021011][
     

     
      [bookmark: pgfId-1021012] {
     

     
      [bookmark: pgfId-1021094] "organizationName": "organization1",
     

     
      [bookmark: pgfId-1021228] "description": "organization1",
     

     
      [bookmark: pgfId-1021229] "orchestrationSource": "vCloud Director"
     

     
      [bookmark: pgfId-1021230] }
     

     
      [bookmark: pgfId-1021033] {
     

     
      [bookmark: pgfId-1021152] "organizationName": "organization2",
     

     
      [bookmark: pgfId-1021153] "description": "organization2",
     

     
      [bookmark: pgfId-1021154] "orchestrationSource": "vCloud Director"
     

     
      [bookmark: pgfId-1021041] }
     

     
      [bookmark: pgfId-1021190]]
     

    
 
     
      [bookmark: pgfId-1021199]Create a Partition
 
     
      [bookmark: pgfId-1016312]URL:http://10.77.247.111/rest/auto-config/organizations/organization1/partitions
     

     
      [bookmark: pgfId-1016313]HTTP Method: POST 
     

     
      [bookmark: pgfId-1016316]Resource Name: /rest/auto-config/organizations/organization1/partitions 
     

     
      [bookmark: pgfId-1016308]Host: 10.77.247.111
     

     
      [bookmark: pgfId-1015669]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
     

     
      [bookmark: pgfId-1015670]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
     

     
      [bookmark: pgfId-1015671]Accept-Language: en-us,en;q=0.5
     

     
      [bookmark: pgfId-1015672]Accept-Encoding: gzip,deflate
     

     
      [bookmark: pgfId-1015673]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
     

     
      [bookmark: pgfId-1015674]Keep-Alive: 115
     

     
      [bookmark: pgfId-1015675]Connection: keep-alive
     

     
      [bookmark: pgfId-1015676]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1015677]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1015678]Content-Length: 179
     

     
      [bookmark: pgfId-1015679]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
     

     
      [bookmark: pgfId-1015680]Pragma: no-cache
     

     
      [bookmark: pgfId-1015681]Cache-Control: no-cache
     

     
      [bookmark: pgfId-1021309]{
     

     
      [bookmark: pgfId-1021310] "partitionName": "partition1", 
     

     
      [bookmark: pgfId-1021311] "description": "partition1",
     

     
      [bookmark: pgfId-1021312] "serviceNodeIpAddress": "3.3.3.3",
     

     
      [bookmark: pgfId-1021313] "organizationName": "organization1",
     

     
      [bookmark: pgfId-1021314] "dnsServer": "10.10.10.1",
     

     
      [bookmark: pgfId-1021315] "secondaryDNSServer": "20.20.20.1",
     

     
      [bookmark: pgfId-1021316] "dciId": "23",
     

     
      [bookmark: pgfId-1021317] "dciExtensionStatus": "Not Extended",
     

     
      [bookmark: pgfId-1021318] "vrfProfileName": "vrf-common-universal",
     

     
      [bookmark: pgfId-1021319] "vrfName": "organization1:partition1",
     

     
      [bookmark: pgfId-1021320] "configArg": "$vrfName=organization1:partition1;
     

     
      [bookmark: pgfId-1021321] $include_vrfSegmentId=;
     

     
      [bookmark: pgfId-1021322] $include_serviceNodeIpAddress=;
     

     
      [bookmark: pgfId-1021323] $include_borderLeafRt=65000:9999;$asn=65000"
     

     
      [bookmark: pgfId-1021241]}
     

     
      [bookmark: pgfId-1021547]
     

     
      [bookmark: pgfId-1021479]Status Code: 202 Accepted
     

     
      [bookmark: pgfId-1021504]Content-Type: application/json
     

     
      [bookmark: pgfId-1021480]
     

     
      [bookmark: pgfId-1021481]{
     

     
      [bookmark: pgfId-1021482] "partitionName": "partition1"
     

     
      [bookmark: pgfId-1021471]}
     

    
 
     
      [bookmark: pgfId-1015696]Create a Network
 
     
      [bookmark: pgfId-1015698]URL: http://10.77.247.111/rest/auto-config/organizations/ organization1/partitions/partition1/networks 
     

     
      [bookmark: pgfId-1015699]HTTP Method: POST 
     

     
      [bookmark: pgfId-1016442]Resource Name: /rest/auto-config/organizations/organization1/partitions/partition1/networks
     

     
      [bookmark: pgfId-1015700]Host: 10.77.247.111
     

     
      [bookmark: pgfId-1015701]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
     

     
      [bookmark: pgfId-1015702]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
     

     
      [bookmark: pgfId-1015703]Accept-Language: en-us,en;q=0.5
     

     
      [bookmark: pgfId-1015704]Accept-Encoding: gzip,deflate
     

     
      [bookmark: pgfId-1015705]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
     

     
      [bookmark: pgfId-1015706]Keep-Alive: 115
     

     
      [bookmark: pgfId-1015707]Connection: keep-alive
     

     
      [bookmark: pgfId-1015708]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1015709]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1015710]Content-Length: 179
     

     
      [bookmark: pgfId-1015711]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
     

     
      [bookmark: pgfId-1015712]Pragma: no-cache
     

     
      [bookmark: pgfId-1015713]Cache-Control: no-cache
     

     
      [bookmark: pgfId-1021351]{
     

     
      [bookmark: pgfId-1021352] "segmentId": "444444", 
     

     
      [bookmark: pgfId-1021353] "profileName": "defaultNetworkUniversalTfProfile",
     

     
      [bookmark: pgfId-1021354] "networkName": "organization1_net",
     

     
      [bookmark: pgfId-1021355] "networkRole": "Host Network",
     

     
      [bookmark: pgfId-1021356] "netmaskLength": "24",
     

     
      [bookmark: pgfId-1021357] "gateway": "13.13.13.1",
     

     
      [bookmark: pgfId-1021358] "gatewayIpv6Address": "12::aa",
     

     
      [bookmark: pgfId-1021359] "prefixLength": "16",
     

     
      [bookmark: pgfId-1021360] "configArg": "$vlanId=;$segmentId=444444;$vrfName=organization1:partition1; $gatewayIpAddress=13.13.13.1;$netMaskLength=24;$dhcpServerAddr=10.10.10.1;$vrfDhcp=; $gatewayIpv6Address=12::aa;$prefixLength=16;$mtuValue=22",
     

     
      [bookmark: pgfId-1021361] "organizationName": "organization1",
     

     
      [bookmark: pgfId-1021362] "partitionName": "partition1",
     

     
      [bookmark: pgfId-1021363] "vSwitchControllerId": "2.2.2.2",
     

     
      [bookmark: pgfId-1021364] "staticIpStart": "3.3.3.1",
     

     
      [bookmark: pgfId-1021365] "staticIpEnd": "3.3.3.10",
     

     
      [bookmark: pgfId-1021366] "dhcpScope": {
     

     
      [bookmark: pgfId-1021367] "subnet": "13.13.13.0/24",
     

     
      [bookmark: pgfId-1021368] "gateway": "13.13.13.1",
     

     
      [bookmark: pgfId-1021369] "ipRange": "13.13.13.1-13.13.13.20"
     

     
      [bookmark: pgfId-1021370] },
     

     
      [bookmark: pgfId-1021371] "vrfName": "organization1:partition1"
     

     
      [bookmark: pgfId-1021347]}
     

     
      [bookmark: pgfId-1021515]Status Code: 202 Accepted 
     

     
      [bookmark: pgfId-1021533]Content-Type: application/json 
     

     
      [bookmark: pgfId-1021516]
     

     
      [bookmark: pgfId-1021517]{
     

     
      [bookmark: pgfId-1021518] "segmentId": "444444"
     

     
      [bookmark: pgfId-1021511]}
     

    
 
     
      [bookmark: pgfId-1015728]Logout
 
     
      [bookmark: pgfId-1015730]URL: http://10.77.247.111/rest/logout 
     

     
      [bookmark: pgfId-1015731]HTTP Method: POST 
     

     
      [bookmark: pgfId-1016493]Resource Name: /rest/logout
     

     
      [bookmark: pgfId-1015732]Host: 10.77.247.111
     

     
      [bookmark: pgfId-1015733]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
     

     
      [bookmark: pgfId-1015734]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
     

     
      [bookmark: pgfId-1015735]Accept-Language: en-us,en;q=0.5
     

     
      [bookmark: pgfId-1015736]Accept-Encoding: gzip,deflate
     

     
      [bookmark: pgfId-1015737]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
     

     
      [bookmark: pgfId-1015738]Keep-Alive: 115
     

     
      [bookmark: pgfId-1015739]Connection: keep-alive
     

     
      [bookmark: pgfId-1015740]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1015741]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1015742]Content-Length: 179
     

     
      [bookmark: pgfId-1015743]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
     

     
      [bookmark: pgfId-1015744]Pragma: no-cache
     

     
      [bookmark: pgfId-1015745]Cache-Control: no-cache
     

     
      [bookmark: pgfId-1015746]Status Code: 202 Accepted
     

    
 
     
      [bookmark: pgfId-1021920]Get All Config templates
 
     
      [bookmark: pgfId-1021964]URL: http://10.77.247.111/fmrest/config/templates/?filterStr=name:OTV&sortBy=+instanceClassId
     

     
      [bookmark: pgfId-1021965]HTTP Method: GET
     

     
      [bookmark: pgfId-1021966]REQUEST HEADERS:
     

     
      [bookmark: pgfId-1021967]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1021968]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1021969]range:1-3
     

     
      [bookmark: pgfId-1021970]RESPONSE HEADERS:
     

     
      [bookmark: pgfId-1021971]items:50
     

     
      [bookmark: pgfId-1021972]RESPONSE BODY:
     

     
      [bookmark: pgfId-1021973][
     

     
      [bookmark: pgfId-1021974] {
     

     
      [bookmark: pgfId-1021975] "instanceClassId": 30,
     

     
      [bookmark: pgfId-1021976] "name": "OTV_Multicast",
     

     
      [bookmark: pgfId-1021977] "description": " OTV template for multicast transport",
     

     
      [bookmark: pgfId-1021978] "userDefined": false,
     

     
      [bookmark: pgfId-1021979] "parameters":
     

     
      [bookmark: pgfId-1021980] [
     

     
      [bookmark: pgfId-1021981] ],
     

     
      [bookmark: pgfId-1021982] "supportedPlatforms": "N7K",
     

     
      [bookmark: pgfId-1021983] "fileName": "otv_multicast.template",
     

     
      [bookmark: pgfId-1021984] "timestamp": "2015-05-21 12:30:44"
     

     
      [bookmark: pgfId-1021985] },
     

     
      [bookmark: pgfId-1021986] {
     

     
      [bookmark: pgfId-1021987] "instanceClassId": 35,
     

     
      [bookmark: pgfId-1021988] "name": "OTV_Unicast_With_Two_Adjacency_Servers_and_HSRP_Isolation",
     

     
      [bookmark: pgfId-1021989] "description": " OTV template for unicast transport with two adjacency servers & HSRP isolation",
     

     
      [bookmark: pgfId-1021990] "userDefined": false,
     

     
      [bookmark: pgfId-1021991] "parameters":
     

     
      [bookmark: pgfId-1021992] [
     

     
      [bookmark: pgfId-1021993] ],
     

     
      [bookmark: pgfId-1021994] "supportedPlatforms": "N7K",
     

     
      [bookmark: pgfId-1021995] "fileName": "otv_unicast_with_two_adjacency_servers_and_hsrp_isolation.template",
     

     
      [bookmark: pgfId-1021996] "timestamp": "2015-05-21 12:30:44"
     

     
      [bookmark: pgfId-1021997] },
     

     
      [bookmark: pgfId-1021998] {
     

     
      [bookmark: pgfId-1021999] "instanceClassId": 39,
     

     
      [bookmark: pgfId-1022000] "name": "OTV_Unicast_With_One_Adjacency_Server",
     

     
      [bookmark: pgfId-1022001] "description": " OTV template for unicast transport with only primary adjacency server",
     

     
      [bookmark: pgfId-1022002] "userDefined": false,
     

     
      [bookmark: pgfId-1022003] "parameters":
     

     
      [bookmark: pgfId-1022004] [
     

     
      [bookmark: pgfId-1022005] ],
     

     
      [bookmark: pgfId-1022006] "supportedPlatforms": "N7K",
     

     
      [bookmark: pgfId-1022007] "fileName": "otv_unicast_with_one_adjacency_server.template",
     

     
      [bookmark: pgfId-1022008] "timestamp": "2015-05-21 12:30:44"
     

     
      [bookmark: pgfId-1022009] }
     

     
      [bookmark: pgfId-1021957]]
     

      [bookmark: pgfId-1021958]
 
    
 
     
      [bookmark: pgfId-1022076]Get Config Template
 
     
      [bookmark: pgfId-1022111]URL: http://10.77.247.111/fmrest/config/templates/
     

     
      [bookmark: pgfId-1022112]HTTP Method: GET
     

     
      [bookmark: pgfId-1022113]REQUEST HEADERS:
     

     
      [bookmark: pgfId-1022114]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1022115]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1022116]RESPONSE BODY:
     

     
      [bookmark: pgfId-1022117]{
     

     
      [bookmark: pgfId-1022118] "instanceClassId": 30,
     

     
      [bookmark: pgfId-1022119] "name": "OTV_Multicast",
     

     
      [bookmark: pgfId-1022120] "description": "OTV template for multicast transport",
     

     
      [bookmark: pgfId-1022121] "userDefined": false,
     

     
      [bookmark: pgfId-1022122] "parameters":
     

     
      [bookmark: pgfId-1022123] [
     

     
      [bookmark: pgfId-1022124] {
     

     
      [bookmark: pgfId-1022125] "name": "SITE_VLAN",
     

     
      [bookmark: pgfId-1022126] "parameterType": "integer"
     

     
      [bookmark: pgfId-1022127] },
     

     
      [bookmark: pgfId-1022128] {
     

     
      [bookmark: pgfId-1022129] "name": "SITE_ID",
     

     
      [bookmark: pgfId-1022130] "parameterType": "string"
     

     
      [bookmark: pgfId-1022131] },
     

     
      [bookmark: pgfId-1022132] {
     

     
      [bookmark: pgfId-1022133] "name": "OVERLAY_ID",
     

     
      [bookmark: pgfId-1022134] "parameterType": "integer"
     

     
      [bookmark: pgfId-1022135] },
     

     
      [bookmark: pgfId-1022136] {
     

     
      [bookmark: pgfId-1022137] "name": "JOIN_INTF",
     

     
      [bookmark: pgfId-1022138] "parameterType": "interface"
     

     
      [bookmark: pgfId-1022139] },
     

     
      [bookmark: pgfId-1022140] {
     

     
      [bookmark: pgfId-1022141] "name": "CONTROL_GROUP_IP",
     

     
      [bookmark: pgfId-1022142] "parameterType": "ipAddress"
     

     
      [bookmark: pgfId-1022143] },
     

     
      [bookmark: pgfId-1022144] {
     

     
      [bookmark: pgfId-1022145] "name": "DATA_GROUP_NETWORK",
     

     
      [bookmark: pgfId-1022146] "parameterType": "ipV4AddressWithSubnet"
     

     
      [bookmark: pgfId-1022147] },
     

     
      [bookmark: pgfId-1022148] {
     

     
      [bookmark: pgfId-1022149] "name": "OTV_VLANS",
     

     
      [bookmark: pgfId-1022150] "parameterType": "integerRange"
     

     
      [bookmark: pgfId-1022151] }
     

     
      [bookmark: pgfId-1022152] ],
     

     
      [bookmark: pgfId-1022153] "supportedPlatforms": "N7K",
     

     
      [bookmark: pgfId-1022154] "content": "##template properties
     

     
      [bookmark: pgfId-1022155]name = OTV_Multicast;
     

     
      [bookmark: pgfId-1022156]description = OTV template for multicast transport;
     

     
      [bookmark: pgfId-1022157]userDefined = false;
     

     
      [bookmark: pgfId-1022158]supportedPlatforms = N7K;
     

     
      [bookmark: pgfId-1022159]##
     

     
      [bookmark: pgfId-1022160]##template variables
     

     
      [bookmark: pgfId-1022161]integer SITE_VLAN;
     

     
      [bookmark: pgfId-1022162]string SITE_ID;
     

     
      [bookmark: pgfId-1022163]integer OVERLAY_ID;
     

     
      [bookmark: pgfId-1022164]interface JOIN_INTF;
     

     
      [bookmark: pgfId-1022165]ipAddress CONTROL_GROUP_IP;
     

     
      [bookmark: pgfId-1022166]ipV4AddressWithSubnet DATA_GROUP_NETWORK;
     

     
      [bookmark: pgfId-1022167]integerRange OTV_VLANS;
     

     
      [bookmark: pgfId-1022168]##
     

     
      [bookmark: pgfId-1022169]##template content
     

     
      [bookmark: pgfId-1022170]feature otv
     

     
      [bookmark: pgfId-1022171]!
     

     
      [bookmark: pgfId-1022172]vlan $$SITE_VLAN$$,$$OTV_VLANS$$
     

     
      [bookmark: pgfId-1022173]!
     

     
      [bookmark: pgfId-1022174]otv site-vlan $$SITE_VLAN$$
     

     
      [bookmark: pgfId-1022175]otv site-identifier $$SITE_ID$$
     

     
      [bookmark: pgfId-1022176]! 
     

     
      [bookmark: pgfId-1022177]interface Overlay$$OVERLAY_ID$$
     

     
      [bookmark: pgfId-1022178] otv join-interface $$JOIN_INTF$$
     

     
      [bookmark: pgfId-1022179] otv control-group $$CONTROL_GROUP_IP$$
     

     
      [bookmark: pgfId-1022180] otv data-group $$DATA_GROUP_NETWORK$$
     

     
      [bookmark: pgfId-1022181] otv extend-vlan $$OTV_VLANS$$
     

     
      [bookmark: pgfId-1022182]!
     

     
      [bookmark: pgfId-1022183]interface $$JOIN_INTF$$
     

     
      [bookmark: pgfId-1022184] shutdown
     

     
      [bookmark: pgfId-1022185] no switchport
     

     
      [bookmark: pgfId-1022186] ip igmp version 3
     

     
      [bookmark: pgfId-1022187] no shutdown
     

     
      [bookmark: pgfId-1022188]!
     

     
      [bookmark: pgfId-1022189]interface Overlay$$OVERLAY_ID$$
     

     
      [bookmark: pgfId-1022190] no shutdown 
     

     
      [bookmark: pgfId-1022191]!
     

     
      [bookmark: pgfId-1022192]##
     

     
      [bookmark: pgfId-1022193]",
     

     
      [bookmark: pgfId-1022194] "fileName": "otv_multicast.template",
     

     
      [bookmark: pgfId-1022195] "timestamp": "2015-05-21 12:30:44"
     

     
      [bookmark: pgfId-1022196]}
     

     
      [bookmark: pgfId-1022197]
     

    
 
     
      [bookmark: pgfId-1022198]Create Config Template
 
     
      [bookmark: pgfId-1022200]URL: http://10.77.247.111/fmrest/config/templates/
     

     
      [bookmark: pgfId-1022201]HTTP Method: POST
     

     
      [bookmark: pgfId-1022202]REQUEST HEADERS:
     

     
      [bookmark: pgfId-1022203]Content-Type: text/plain; charset=UTF-8
     

     
      [bookmark: pgfId-1022204]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1022205]REQUEST BODY:
     

     
      [bookmark: pgfId-1022206]##template properties
     

     
      [bookmark: pgfId-1022207]name =test rest1;
     

     
      [bookmark: pgfId-1022208]description="test template creation";
     

     
      [bookmark: pgfId-1022209]userDefined= true;
     

     
      [bookmark: pgfId-1022210]supportedPlatforms = All;
     

     
      [bookmark: pgfId-1022211]templateType = CLI;
     

     
      [bookmark: pgfId-1022212]published = false;
     

     
      [bookmark: pgfId-1022213]##
     

     
      [bookmark: pgfId-1022214]##template variables
     

     
      [bookmark: pgfId-1022215]integer VLAN_ID;
     

     
      [bookmark: pgfId-1022216]##
     

     
      [bookmark: pgfId-1022217]##template content
     

     
      [bookmark: pgfId-1022218]vlan $$VLAN_ID$$
     

     
      [bookmark: pgfId-1022219]##
     

     
      [bookmark: pgfId-1022220]RESPONSE BODY:
     

     
      [bookmark: pgfId-1022221]{
     

     
      [bookmark: pgfId-1022222] "instanceClassId": 20778
     

     
      [bookmark: pgfId-1022223]}
     

     
      [bookmark: pgfId-1022224]
     

    
 
     
      [bookmark: pgfId-1022225]Modify Config Template
 
     
      [bookmark: pgfId-1022227]URL: http://10.77.247.111/fmrest/config/templates/test rest1
     

     
      [bookmark: pgfId-1022228]HTTP Method: PUT
     

     
      [bookmark: pgfId-1022229]REQUEST HEADERS:
     

     
      [bookmark: pgfId-1022230]Content-Type: text/plain; charset=UTF-8
     

     
      [bookmark: pgfId-1022231]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1022232]REQUEST BODY:
     

     
      [bookmark: pgfId-1022233]##template properties
     

     
      [bookmark: pgfId-1022234]name =test rest1;
     

     
      [bookmark: pgfId-1022235]description="test template creation modified";
     

     
      [bookmark: pgfId-1022236]userDefined= true;
     

     
      [bookmark: pgfId-1022237]supportedPlatforms = All;
     

     
      [bookmark: pgfId-1022238]templateType = CLI;
     

     
      [bookmark: pgfId-1022239]published = false;
     

     
      [bookmark: pgfId-1022240]##
     

     
      [bookmark: pgfId-1022241]##template variables
     

     
      [bookmark: pgfId-1022242]integer VLAN_ID;
     

     
      [bookmark: pgfId-1022243]##
     

     
      [bookmark: pgfId-1022244]##template content
     

     
      [bookmark: pgfId-1022245]vlan $$VLAN_ID$$
     

     
      [bookmark: pgfId-1022246]##
     

     
      [bookmark: pgfId-1022247]RESPONSE BODY:
     

     
      [bookmark: pgfId-1022248]Template modification successful
     

     
      [bookmark: pgfId-1022249]
     

    
 
     
      [bookmark: pgfId-1022250]Validate Config Template
 
     
      [bookmark: pgfId-1022252]URL: http://10.77.247.111/fmrest/config/templates/validate
     

     
      [bookmark: pgfId-1022253]HTTP Method: POST
     

     
      [bookmark: pgfId-1022254]REQUEST HEADERS:
     

     
      [bookmark: pgfId-1022255]Content-Type: text/plain; charset=UTF-8
     

     
      [bookmark: pgfId-1022256]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1022257]REQUEST BODY:
     

     
      [bookmark: pgfId-1022258]##template properties
     

     
      [bookmark: pgfId-1022259]name =test rest1;
     

     
      [bookmark: pgfId-1022260]description="test template creation modified";
     

     
      [bookmark: pgfId-1022261]userDefined= true;
     

     
      [bookmark: pgfId-1022262]supportedPlatforms = All;
     

     
      [bookmark: pgfId-1022263]templateType = CLI;
     

     
      [bookmark: pgfId-1022264]published = false;
     

     
      [bookmark: pgfId-1022265]##
     

     
      [bookmark: pgfId-1022266]##template variables
     

     
      [bookmark: pgfId-1022267]integer VLAN_ID;
     

     
      [bookmark: pgfId-1022268]##
     

     
      [bookmark: pgfId-1022269]##template content
     

     
      [bookmark: pgfId-1022270]vlan $$VLAN_ID_NOT_EXIST$$
     

     
      [bookmark: pgfId-1022271]##
     

     
      [bookmark: pgfId-1022272]RESPONSE BODY:
     

     
      [bookmark: pgfId-1022273][
     

     
      [bookmark: pgfId-1022274] {
     

     
      [bookmark: pgfId-1022275] "reportItemType": "WARNING",
     

     
      [bookmark: pgfId-1022276] "message": "VLAN_ID_NOT_EXIST is not declared in template variables section. Will be considered as string paramter.",
     

     
      [bookmark: pgfId-1022277] "startLine": 13,
     

     
      [bookmark: pgfId-1022278] "endLine": 13,
     

     
      [bookmark: pgfId-1022279] "startColumn": 6,
     

     
      [bookmark: pgfId-1022280] "endColumn": 27
     

     
      [bookmark: pgfId-1022281] }
     

     
      [bookmark: pgfId-1022282]]
     

     
      [bookmark: pgfId-1022283]
     

    
 
     
      [bookmark: pgfId-1022284]Populate Config Template
 
     
      [bookmark: pgfId-1022286]URL: http://10.77.247.111/fmrest/config/templates/test rest1/populate
     

     
      [bookmark: pgfId-1022287]HTTP Method: POST
     

     
      [bookmark: pgfId-1022288]REQUEST HEADERS:
     

     
      [bookmark: pgfId-1022289]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1022290]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1022291]REQUEST BODY:
     

     
      [bookmark: pgfId-1022292][123]
     

     
      [bookmark: pgfId-1022293]RESPONSE BODY:
     

     
      [bookmark: pgfId-1022294]vlan 123
     

     
      [bookmark: pgfId-1022295]
     

    
 
     
      [bookmark: pgfId-1022296]Get Config Template Switches
 
     
      [bookmark: pgfId-1022298]URL: http://10.77.247.111/fmrest/config/templates/test rest1/switches
     

     
      [bookmark: pgfId-1022299]HTTP Method: GET
     

     
      [bookmark: pgfId-1022300]REQUEST HEADERS:
     

     
      [bookmark: pgfId-1022301]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1022302]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1022303]RESPONSE BODY:
     

     
      [bookmark: pgfId-1022304][
     

     
      [bookmark: pgfId-1022305] {
     

     
      [bookmark: pgfId-1022306] "version": "6.0(2)N1(2)",
     

     
      [bookmark: pgfId-1022307] "hostName": "N5548-38",
     

     
      [bookmark: pgfId-1022308] "platform": "Cisco Nexus 5K Switch",
     

     
      [bookmark: pgfId-1022309] "ipAddress": "10.127.117.38",
     

     
      [bookmark: pgfId-1022310] "group": "LAN"
     

     
      [bookmark: pgfId-1022311] },
     

     
      [bookmark: pgfId-1022312] {
     

     
      [bookmark: pgfId-1022313] "version": "6.0(2)N1(2)",
     

     
      [bookmark: pgfId-1022314] "hostName": "N5596-37",
     

     
      [bookmark: pgfId-1022315] "platform": "Cisco Nexus 5K Switch",
     

     
      [bookmark: pgfId-1022316] "ipAddress": "10.127.117.37",
     

     
      [bookmark: pgfId-1022317] "group": "LAN"
     

     
      [bookmark: pgfId-1022318] }
     

     
      [bookmark: pgfId-1022319]]
     

     
      [bookmark: pgfId-1022320]
     

    
 
     
      [bookmark: pgfId-1022321]Delete a Config Template
 
     
      [bookmark: pgfId-1022323]URL: http://10.77.247.111/fmrest/config/templates/test rest1
     

     
      [bookmark: pgfId-1022324]HTTP Method: DELETE
     

     
      [bookmark: pgfId-1022325]REQUEST HEADERS:
     

     
      [bookmark: pgfId-1022326]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1022327]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1022328]RESPONSE BODY:
     

     
      [bookmark: pgfId-1022329]Template deletion successful
     

     
      [bookmark: pgfId-1022330]
     

    
 
     
      [bookmark: pgfId-1022331]Create Config Template Job
 
     
      [bookmark: pgfId-1022333]URL: http://10.77.247.111/fmrest/config/templates/jobs
     

     
      [bookmark: pgfId-1022334]HTTP Method: POST
     

     
      [bookmark: pgfId-1022335]REQUEST HEADERS:
     

     
      [bookmark: pgfId-1022336]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1022337]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1022338]REQUEST BODY:
     

     
      [bookmark: pgfId-1022339]{
     

     
      [bookmark: pgfId-1022340] "description": "test rest1:",
     

     
      [bookmark: pgfId-1022341] "timeout": 30,
     

     
      [bookmark: pgfId-1022342] "taskEnabled": true,
     

     
      [bookmark: pgfId-1022343] "scheduledTimeStr": "19/05/2015 11:05:00:00",
     

     
      [bookmark: pgfId-1022344] "configDeliveryTaskRollbackSetting": "Rollback on All Devices",
     

     
      [bookmark: pgfId-1022345] "configDeliveryTaskDeliveryOrderSetting": "parallel",
     

     
      [bookmark: pgfId-1022346] "configTemplateRef":{"name":"test rest1"},
     

     
      [bookmark: pgfId-1022347] "configDeliveryTaskDeviceDetailsCol": [
     

     
      [bookmark: pgfId-1022348] {
     

     
      [bookmark: pgfId-1022349] "ipAddress":"10.127.117.37",
     

     
      [bookmark: pgfId-1022350] "paramValues": ["123"] 
     

     
      [bookmark: pgfId-1022351] },
     

     
      [bookmark: pgfId-1022352] {
     

     
      [bookmark: pgfId-1022353] "ipAddress":"10.127.117.38",
     

     
      [bookmark: pgfId-1022354] "paramValues": ["1234"] 
     

     
      [bookmark: pgfId-1022355] }
     

     
      [bookmark: pgfId-1022356] ],
     

     
      [bookmark: pgfId-1022357] "isCopyRunToStartTask": false,
     

     
      [bookmark: pgfId-1022358] "userName": "admin",
     

     
      [bookmark: pgfId-1022359] "password": "dcnm_2008"
     

     
      [bookmark: pgfId-1022360]}
     

     
      [bookmark: pgfId-1022361]
     

     
      [bookmark: pgfId-1022362]RESPONSE BODY:
     

     
      [bookmark: pgfId-1022363]{ "instanceClassId": 46}
     

     
      [bookmark: pgfId-1022364]
     

    
 
     
      [bookmark: pgfId-1022365]Get All Config Template Job
 
     
      [bookmark: pgfId-1022367]URL: http://10.77.247.111/fmrest/config/templates/jobs/?sortBy=+jobId
     

     
      [bookmark: pgfId-1022368]HTTP Method: GET
     

     
      [bookmark: pgfId-1022369]REQUEST HEADERS:
     

     
      [bookmark: pgfId-1022370]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1022371]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1022372]RESPONSE BODY:
     

     
      [bookmark: pgfId-1022373][
     

     
      [bookmark: pgfId-1022374] {
     

     
      [bookmark: pgfId-1022375] "instanceClassId": 43,
     

     
      [bookmark: pgfId-1022376] "createdTime": 1432044334147,
     

     
      [bookmark: pgfId-1022377] "jobId": "43",
     

     
      [bookmark: pgfId-1022378] "description": "test rest1:",
     

     
      [bookmark: pgfId-1022379] "progress": 0,
     

     
      [bookmark: pgfId-1022380] "timeout": 30,
     

     
      [bookmark: pgfId-1022381] "taskEnabled": true,
     

     
      [bookmark: pgfId-1022382] "scheduledTime": 1463600100000,
     

     
      [bookmark: pgfId-1022383] "scheduledTimeStr": "2016/05/19-01:05:00 UTC +05:30",
     

     
      [bookmark: pgfId-1022384] "createdTimeStr": "2015/05/19-19:35:34 UTC +05:30",
     

     
      [bookmark: pgfId-1022385] "deviceLabels": "10.127.117.37",
     

     
      [bookmark: pgfId-1022386] "configDeliveryTaskRollbackSetting": "rollback_on_all_devices",
     

     
      [bookmark: pgfId-1022387] "isCopyRunToStartTask": false,
     

     
      [bookmark: pgfId-1022388] "userName": "admin",
     

     
      [bookmark: pgfId-1022389] "password": "wTtXovmRvJRvEmoJsbtJG3McFLFpCP+zGCHYKsTLeLo="
     

     
      [bookmark: pgfId-1022390] },
     

     
      [bookmark: pgfId-1022391] {
     

     
      [bookmark: pgfId-1022392] "instanceClassId": 44,
     

     
      [bookmark: pgfId-1022393] "createdTime": 1432044365915,
     

     
      [bookmark: pgfId-1022394] "jobId": "44",
     

     
      [bookmark: pgfId-1022395] "description": "test rest1:",
     

     
      [bookmark: pgfId-1022396] "progress": 0,
     

     
      [bookmark: pgfId-1022397] "timeout": 30,
     

     
      [bookmark: pgfId-1022398] "taskEnabled": true,
     

     
      [bookmark: pgfId-1022399] "scheduledTime": 1388518500000,
     

     
      [bookmark: pgfId-1022400] "scheduledTimeStr": "2014/01/01-01:05:00 UTC +05:30",
     

     
      [bookmark: pgfId-1022401] "createdTimeStr": "2015/05/19-19:36:05 UTC +05:30",
     

     
      [bookmark: pgfId-1022402] "deviceLabels": "10.127.117.37",
     

     
      [bookmark: pgfId-1022403] "configDeliveryTaskRollbackSetting": "rollback_on_all_devices",
     

     
      [bookmark: pgfId-1022404] "isCopyRunToStartTask": false,
     

     
      [bookmark: pgfId-1022405] "userName": "admin",
     

     
      [bookmark: pgfId-1022406] "password": "wTtXovmRvJRvEmoJsbtJG3McFLFpCP+zGCHYKsTLeLo="
     

     
      [bookmark: pgfId-1022407] }
     

     
      [bookmark: pgfId-1022408]]
     

     
      [bookmark: pgfId-1022409]
     

    
 
     
      [bookmark: pgfId-1022410]Get a Config Template Job
 
     
      [bookmark: pgfId-1022412]URL: http://10.77.247.111/fmrest/config/templates/jobs/46
     

     
      [bookmark: pgfId-1022413]HTTP Method: GET
     

     
      [bookmark: pgfId-1022414]REQUEST HEADERS:
     

     
      [bookmark: pgfId-1022415]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1022416]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1022417]RESPONSE BODY:
     

     
      [bookmark: pgfId-1022418]{
     

     
      [bookmark: pgfId-1022419] "instanceClassId": 46,
     

     
      [bookmark: pgfId-1022420] "createdTime": 1432104413397,
     

     
      [bookmark: pgfId-1022421] "jobId": "46",
     

     
      [bookmark: pgfId-1022422] "description": "test rest1:",
     

     
      [bookmark: pgfId-1022423] "configDeliveryTaskStatus": "failed",
     

     
      [bookmark: pgfId-1022424] "progress": 100,
     

     
      [bookmark: pgfId-1022425] "timeout": 30,
     

     
      [bookmark: pgfId-1022426] "taskEnabled": true,
     

     
      [bookmark: pgfId-1022427] "scheduledTime": 1388518500000,
     

     
      [bookmark: pgfId-1022428] "startTime": 1432104443525,
     

     
      [bookmark: pgfId-1022429] "endTime": 1432104463946,
     

     
      [bookmark: pgfId-1022430] "scheduledTimeStr": "2014/01/01-01:05:00 UTC +05:30",
     

     
      [bookmark: pgfId-1022431] "startTimeStr": "2015/05/20-12:17:23 UTC +05:30",
     

     
      [bookmark: pgfId-1022432] "endTimeStr": "2015/05/20-12:17:43 UTC +05:30",
     

     
      [bookmark: pgfId-1022433] "createdTimeStr": "2015/05/20-12:16:53 UTC +05:30",
     

     
      [bookmark: pgfId-1022434] "deviceLabels": "10.127.117.37",
     

     
      [bookmark: pgfId-1022435] "configDeliveryTaskRollbackSetting": "rollback_on_all_devices",
     

     
      [bookmark: pgfId-1022436] "configDeliveryTaskDeviceDetailsCol":
     

     
      [bookmark: pgfId-1022437] [
     

     
      [bookmark: pgfId-1022438] {
     

     
      [bookmark: pgfId-1022439] "configDeliveryTaskDeviceStatus": "FAILED_ROLLBACK",
     

     
      [bookmark: pgfId-1022440] "failureCause": "One or more commands have failed in device and rolledback.",
     

     
      [bookmark: pgfId-1022441] "ipAddress": "10.127.117.37",
     

     
      [bookmark: pgfId-1022442] "configCommands": "EXECUTED_CMD::checkpoint file bootflash:dcnm-cfg-delivery0.9721877456442085
     

     
      [bookmark: pgfId-1022443]EXECUTED_CMD::vlan 123
     

     
      [bookmark: pgfId-1022444]FAILED_CMD::test
     

     
      [bookmark: pgfId-1022445]FAILED_RESPONSE::^
     

     
      [bookmark: pgfId-1022446]FAILED_RESPONSE::% Invalid command at '^' marker.
     

     
      [bookmark: pgfId-1022447]EXECUTED_CMD::rollback running-config file bootflash:dcnm-cfg-delivery0.9721877456442085 verbose
     

     
      [bookmark: pgfId-1022448]"
     

     
      [bookmark: pgfId-1022449] }
     

     
      [bookmark: pgfId-1022450] ],
     

     
      [bookmark: pgfId-1022451] "isCopyRunToStartTask": false,
     

     
      [bookmark: pgfId-1022452] "userName": "admin",
     

     
      [bookmark: pgfId-1022453] "password": "XXVSnWgqjEf76coR4S1UAg=="
     

     
      [bookmark: pgfId-1022454]}
     

     
      [bookmark: pgfId-1022455]
     

    
 
     
      [bookmark: pgfId-1022457]Delete a Config Template Job
 
     
      [bookmark: pgfId-1022459]URL: http://10.77.247.111/fmrest/config/templates/jobs/46
     

     
      [bookmark: pgfId-1022460]HTTP Method: DELETE
     

     
      [bookmark: pgfId-1022461]REQUEST HEADERS:
     

     
      [bookmark: pgfId-1022462]Content-Type: application/json; charset=UTF-8
     

     
      [bookmark: pgfId-1022463]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
     

     
      [bookmark: pgfId-1022464]RESPONSE BODY:
     

     
      [bookmark: pgfId-1022096]Job deletion successful
     

     
      [bookmark: pgfId-1022551]
     

    
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1015939]DFA REST APIs for OpenStack
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1016803]Introduction
 
     [bookmark: pgfId-1015962][bookmark: 22974]This section explains how the DFA REST APIs were used to integrate OpenStack with DFA. It’s not very different from how any application can be integrated with DFA using the DFA REST APIs. 
 
     [bookmark: pgfId-1015989]The DFA plugins that are patched into the OpenStack, implement this documented interaction between OpenStack and DFA. The following steps explain how the Project, Network and VM creations in Openstack are communicated to DFA.
 
    
 
     Step 1[image: ] Logon to the REST API to get a security token 
 
     [bookmark: pgfId-1016397]This step is not seen by the Project user. See Logon to get a token.
 
     [bookmark: pgfId-1017405]Step 2[image: ] Create a Project 
 
     [bookmark: pgfId-1017406]This is the organization and partition in DFA schema terminology. See Create Project (organization and partition).
 
     [bookmark: pgfId-1017407]Step 3[image: ] Get the network config-profile list for a given Project. 
 
     [bookmark: pgfId-1016455]This step is not seen by the Project user but these profiles will become available to the project user from a drop-down menu in Horizon during network creation. See Get Network Profile list.
 
     [bookmark: pgfId-1016003]Step 4[image: ] Create a network for that Project specifying one of the available network config-profiles. See Create a network for that Tenant.
 
     [bookmark: pgfId-1016004]Step 5[image: ] Get the network config-profile contents 
 
     [bookmark: pgfId-1016464]This step is not see by the Project user. See Get the profile info.
 
     [bookmark: pgfId-1016005]Step 6[image: ] Launch the Virtual Machine.
 
     [bookmark: pgfId-1016474]The network config-profile contents will be sent to the OVS where the VM is attached. See Launch a VM.
 
     [bookmark: pgfId-1016006]Step 7[image: ] Logout. See log out.
 
     
 
   
 
    
     [bookmark: pgfId-1016009][bookmark: 57618]Logon to get a token
 
     [bookmark: pgfId-1016010]https://10.77.247.111/rest/logon 
 
     [bookmark: pgfId-1016011]POST /rest/logon 
 
     [bookmark: pgfId-1016012]Host: 10.77.247.111 
 
     [bookmark: pgfId-1016013]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3 Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8 
 
     [bookmark: pgfId-1016014]Accept-Language: en-us,en;q=0.5 
 
     [bookmark: pgfId-1016015]Accept-Encoding: gzip,deflate 
 
     [bookmark: pgfId-1016016]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7 
 
     [bookmark: pgfId-1016017]Keep-Alive: 115 
 
     [bookmark: pgfId-1016018]Connection: keep-alive 
 
     [bookmark: pgfId-1016019]Content-Type: application/json; charset=UTF-8 
 
     [bookmark: pgfId-1016020]Authorization: Basic YWRtaW46YWRtaW4xMjM= 
 
     [bookmark: pgfId-1016021]Content-Length: 28 
 
     [bookmark: pgfId-1016022]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328 
 
     [bookmark: pgfId-1016023]Pragma: no-cache 
 
     [bookmark: pgfId-1016024]Cache-Control: no-cache
 
     [bookmark: pgfId-1016025]{"expirationTime": 1000000} 
 
     [bookmark: pgfId-1016026]HTTP/1.1 200 OK 
 
     [bookmark: pgfId-1016027]Content-Type: application/json 
 
     [bookmark: pgfId-1016028]{ "token" : " NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ " }
 
   
 
    
     [bookmark: pgfId-1016031][bookmark: 32752]Create Project (organization and partition)
 
     [bookmark: pgfId-1016032]The OpenStack Project name will be mapped to both Organization and Partition in DCNM.
 
     [bookmark: pgfId-1016033]Create an organization 
 
     [bookmark: pgfId-1016034]http://10.77.247.111/rest/auto-config/organizations
 
     [bookmark: pgfId-1016035]POST /rest/auto-config/organizations 
 
     [bookmark: pgfId-1016036]Host: 10.77.247.111 
 
     [bookmark: pgfId-1016037]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
 
     [bookmark: pgfId-1016038]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
 
     [bookmark: pgfId-1016039]Accept-Language: en-us,en;q=0.5
 
     [bookmark: pgfId-1016040]Accept-Encoding: gzip,deflate
 
     [bookmark: pgfId-1016041]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
 
     [bookmark: pgfId-1016043]Keep-Alive: 115
 
     [bookmark: pgfId-1016044]Connection: keep-alive
 
     [bookmark: pgfId-1016045]Content-Type: application/json; charset=UTF-8
 
     [bookmark: pgfId-1016046]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
 
     [bookmark: pgfId-1016047]Content-Length: 179
 
     [bookmark: pgfId-1016048]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
 
     [bookmark: pgfId-1016049]Pragma: no-cache
 
     [bookmark: pgfId-1016050]Cache-Control: no-cache
 
     [bookmark: pgfId-1016051]{
 
     [bookmark: pgfId-1016052] "organizationName" : "organization1",
 
     [bookmark: pgfId-1016053] "description" : "organization1",
 
     [bookmark: pgfId-1016054] "orchestrationSource" : "OpenStack Controller 5",
 
     [bookmark: pgfId-1016055]}
 
     [bookmark: pgfId-1016056]202 Accepted
 
     [bookmark: pgfId-1016057]Content-Type: application/json
 
     [bookmark: pgfId-1016058]{
 
     [bookmark: pgfId-1016059] "organizationName" : "organization1"
 
     [bookmark: pgfId-1016060] }
 
   
 
    
     [bookmark: pgfId-1016062]Create a Partition 
 
     [bookmark: pgfId-1016063]http://10.77.247.111/rest/auto-config/organizations/organization1/partitions
 
     [bookmark: pgfId-1016064]POST /rest/auto-config/organizations/organization1/partitions 
 
     [bookmark: pgfId-1016065]Host: 10.77.247.111
 
     [bookmark: pgfId-1016066]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
 
     [bookmark: pgfId-1016067]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
 
     [bookmark: pgfId-1016068]Accept-Language: en-us,en;q=0.5
 
     [bookmark: pgfId-1016069]Accept-Encoding: gzip,deflate
 
     [bookmark: pgfId-1016070]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
 
     [bookmark: pgfId-1016071]Keep-Alive: 115
 
     [bookmark: pgfId-1016072]Connection: keep-alive
 
     [bookmark: pgfId-1016073]Content-Type: application/json; charset=UTF-8
 
     [bookmark: pgfId-1016074]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
 
     [bookmark: pgfId-1016075]Content-Length: 179
 
     [bookmark: pgfId-1016076]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
 
     [bookmark: pgfId-1016077]Pragma: no-cache
 
     [bookmark: pgfId-1018651]Cache-Control: no-cache
 
     [bookmark: pgfId-1018692]{
 
     [bookmark: pgfId-1018693] "partitionName": "partition1",
 
     [bookmark: pgfId-1018694] "description": "partition1",
 
     [bookmark: pgfId-1018695] "serviceNodeIpAddress": "3.3.3.3",
 
     [bookmark: pgfId-1018696] "organizationName": "organization1",
 
     [bookmark: pgfId-1018697] "dnsServer": "10.10.10.1",
 
     [bookmark: pgfId-1018698] "secondaryDNSServer": "20.20.20.1",
 
     [bookmark: pgfId-1018699] "dciId": "23",
 
     [bookmark: pgfId-1018700] "dciExtensionStatus": "Not Extended",
 
     [bookmark: pgfId-1018701] "vrfProfileName": "vrf-common-universal",
 
     [bookmark: pgfId-1018702] "vrfName": "organization1:partition1",
 
     [bookmark: pgfId-1018703] "configArg": "$vrfName=organization1:partition1;
 
     [bookmark: pgfId-1018704] $include_vrfSegmentId=; $include_serviceNodeIpAddress=;
 
     [bookmark: pgfId-1018705] $include_borderLeafRt=aa4:nn;$asn="
 
     [bookmark: pgfId-1018652]}
 
     [bookmark: pgfId-1019525]Status Code: 202 Accepted 
 
     [bookmark: pgfId-1019526]Content-Type: application/json 
 
     [bookmark: pgfId-1019528]{
 
     [bookmark: pgfId-1019529] "partitionName": "partition1"
 
     [bookmark: pgfId-1019663]}
 
     [bookmark: pgfId-1018756]The partition extension is controlled by two options (fields) in request: 
 
    
     [bookmark: pgfId-1018774]enableDCIExtension
    

    
     [bookmark: pgfId-1018785]dciId
    

    
     [bookmark: pgfId-1018794]
    

     [bookmark: pgfId-1018788]When disabling extension, the 'enableDCIExtension' needs to be set 'false' or 'dciId' value to be '0'. When enabling extension, the 'eanbleDCIExtension' needs to be 'true' and 'dciId' value to be non-zero.
 
   
 
    
     [bookmark: pgfId-1018751][bookmark: 51150]Get Network Profile list
 
     [bookmark: pgfId-1016093]Using this REST API, OpenStack gets a list of network config-profiles and display them on a Horizon dashboard pull-down menu for the project user to select one when creating a network.
 
     [bookmark: pgfId-1016094]http://10.77.247.111/rest/auto-config/profiles
 
     [bookmark: pgfId-1016095]POST /rest/auto-config/profiles 
 
     [bookmark: pgfId-1016096]Host: 10.77.247.111 
 
     [bookmark: pgfId-1016097]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
 
     [bookmark: pgfId-1016098]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
 
     [bookmark: pgfId-1016099]Accept-Language: en-us,en;q=0.5
 
     [bookmark: pgfId-1016100]Accept-Encoding: gzip,deflate
 
     [bookmark: pgfId-1016101]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
 
     [bookmark: pgfId-1016103]Keep-Alive: 115
 
     [bookmark: pgfId-1016104]Connection: keep-alive
 
     [bookmark: pgfId-1016105]Content-Type: application/json; charset=UTF-8
 
     [bookmark: pgfId-1016106]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
 
     [bookmark: pgfId-1016107]Content-Length: 179
 
     [bookmark: pgfId-1016108]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
 
     [bookmark: pgfId-1016109]Pragma: no-cache
 
     [bookmark: pgfId-1016110]202 Accepted 
 
     [bookmark: pgfId-1016111]Content-Type: application/json 
 
     [bookmark: pgfId-1018800][
 
     [bookmark: pgfId-1018801] {
 
     [bookmark: pgfId-1018802] "profileName": "defaultNetworkUniversalTfProfile",
 
     [bookmark: pgfId-1018803] "profileType": "FPVLAN",
 
     [bookmark: pgfId-1018804] "profileSubType": "network:universal"
 
     [bookmark: pgfId-1018805] },
 
     [bookmark: pgfId-1018806] {
 
     [bookmark: pgfId-1018807] "profileName": "defaultNetworkUniversalEfProfile",
 
     [bookmark: pgfId-1018808] "profileType": "FPVLAN",
 
     [bookmark: pgfId-1018809] "profileSubType": "network:universal"
 
     [bookmark: pgfId-1018810] },
 
     [bookmark: pgfId-1018811] {
 
     [bookmark: pgfId-1018812] "profileName": "defaultNetworkUniversalTfGblVlanProfile",
 
     [bookmark: pgfId-1018813] "profileType": "FPVLAN",
 
     [bookmark: pgfId-1018814] "profileSubType": "network:universal"
 
     [bookmark: pgfId-1018815] },
 
     [bookmark: pgfId-1018816] {
 
     [bookmark: pgfId-1018817] "profileName": "defaultNetworkUniversalEfGblVlanProfile",
 
     [bookmark: pgfId-1018818] "profileType": "FPVLAN",
 
     [bookmark: pgfId-1018819] "profileSubType": "network:universal"
 
     [bookmark: pgfId-1018820] }
 
     [bookmark: pgfId-1016116]]
 
   
 
    
     [bookmark: pgfId-1016119][bookmark: 84413]Create a network for that Tenant
 
     [bookmark: pgfId-1016121]POST /rest/auto-config/organizations/organization1/partitions/organization1/networks
 
     [bookmark: pgfId-1016122]http://10.77.247.111/rest/auto-config/organizations/ organization1/partitions/organization1/networks 
 
     [bookmark: pgfId-1016123]POST /rest/auto-config/organizations/organization1/partitions/organization1/networks
 
     [bookmark: pgfId-1016124]Host: 10.77.247.111
 
     [bookmark: pgfId-1016125]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
 
     [bookmark: pgfId-1016126]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
 
     [bookmark: pgfId-1016127]Accept-Language: en-us,en;q=0.5
 
     [bookmark: pgfId-1016128]Accept-Encoding: gzip,deflate
 
     [bookmark: pgfId-1016129]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
 
     [bookmark: pgfId-1016130]Keep-Alive: 115
 
     [bookmark: pgfId-1016131]Connection: keep-alive
 
     [bookmark: pgfId-1016132]Content-Type: application/json; charset=UTF-8
 
     [bookmark: pgfId-1016133]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
 
     [bookmark: pgfId-1016134]Content-Length: 179
 
     [bookmark: pgfId-1016135]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
 
     [bookmark: pgfId-1016136]Pragma: no-cache
 
     [bookmark: pgfId-1019209]Cache-Control: no-cache
 
     [bookmark: pgfId-1019233]{
 
     [bookmark: pgfId-1019234] "segmentId": "444444", 
 
     [bookmark: pgfId-1019235] "profileName": "defaultNetworkUniversalTfProfile",
 
     [bookmark: pgfId-1019236] "networkName": "organization1_net",
 
     [bookmark: pgfId-1019237] "networkRole": "Host Network",
 
     [bookmark: pgfId-1019238] "netmaskLength": "24",
 
     [bookmark: pgfId-1019239] "gateway": "13.13.13.1",
 
     [bookmark: pgfId-1019240] "gatewayIpv6Address": "12::aa",
 
     [bookmark: pgfId-1019241] "prefixLength": "16",
 
     [bookmark: pgfId-1019242] "configArg": "$vlanId=;$segmentId=444444;
 
     [bookmark: pgfId-1019243] $vrfName=organization1:partition1; $gatewayIpAddress=13.13.13.1;
 
     [bookmark: pgfId-1019244] $netMaskLength=24;$dhcpServerAddr=10.10.10.1; 
 
     [bookmark: pgfId-1019245] $vrfDhcp=;$gatewayIpv6Address=12::aa;
 
     [bookmark: pgfId-1019246] $prefixLength=16;$mtuValue=22",
 
     [bookmark: pgfId-1019247] "organizationName": "organization1",
 
     [bookmark: pgfId-1019248] "partitionName": "partition1",
 
     [bookmark: pgfId-1019249] "vSwitchControllerId": "2.2.2.2",
 
     [bookmark: pgfId-1019250] "staticIpStart": "3.3.3.1",
 
     [bookmark: pgfId-1019251] "staticIpEnd": "3.3.3.10",
 
     [bookmark: pgfId-1019252] "dhcpScope": {
 
     [bookmark: pgfId-1019253] "subnet": "13.13.13.0/24",
 
     [bookmark: pgfId-1019254] "gateway": "13.13.13.1",
 
     [bookmark: pgfId-1019255] "ipRange": "13.13.13.1-13.13.13.20"
 
     [bookmark: pgfId-1019256] },
 
     [bookmark: pgfId-1019257] "vrfName": "organization1:partition1"
 
     [bookmark: pgfId-1019218]}
 
     [bookmark: pgfId-1019219]202 Accepted
 
     [bookmark: pgfId-1019220]Content-Type: application/json
 
     [bookmark: pgfId-1019308]{
 
     [bookmark: pgfId-1019309] "segmentId": "444444"
 
     [bookmark: pgfId-1019223]}
 
   
 
    
     [bookmark: pgfId-1019225][bookmark: 68047]Get the profile info
 
     [bookmark: pgfId-1016155]http://10.77.247.111/rest/auto-config/profiles/ defaultNetworkIpv4EfEdgeServiceProfile
 
     [bookmark: pgfId-1016156]GET /rest/auto-config/profiles/ POST /rest/auto-config/profiles/ defaultNetworkIpv4EfEdgeServiceProfile 
 
     [bookmark: pgfId-1016158]Host: 10.77.247.111 
 
     [bookmark: pgfId-1016159]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
 
     [bookmark: pgfId-1016160]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
 
     [bookmark: pgfId-1016161]Accept-Language: en-us,en;q=0.5
 
     [bookmark: pgfId-1016162]Accept-Encoding: gzip,deflate
 
     [bookmark: pgfId-1016163]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
 
     [bookmark: pgfId-1016165]Keep-Alive: 115
 
     [bookmark: pgfId-1016166]Connection: keep-alive
 
     [bookmark: pgfId-1016167]Content-Type: application/json; charset=UTF-8
 
     [bookmark: pgfId-1016168]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
 
     [bookmark: pgfId-1016169]Content-Length: 179
 
     [bookmark: pgfId-1016170]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
 
     [bookmark: pgfId-1016171]Pragma: no-cache
 
     [bookmark: pgfId-1016172]202 Accepted 
 
     [bookmark: pgfId-1019430]Content-Type: application/json 
 
     [bookmark: pgfId-1019444]{
 
     [bookmark: pgfId-1019445] "profileName": "defaultNetworkUniversalTfProfile",
 
     [bookmark: pgfId-1019446] "profileType": "FPVLAN",
 
     [bookmark: pgfId-1019447] "profileSubType": "network:universal",
 
     [bookmark: pgfId-1019448] "description": "Universal profile for a network in DFA traditional forwarding mode.",
 
     [bookmark: pgfId-1019449] "configCommands": "vlan $vlanId\r vn-segment 
 
     [bookmark: pgfId-1019450] $segmentId\r mode fabricpath\r interface vlan 
 
     [bookmark: pgfId-1019451] $vlanId\r vrf member $vrfName\r ip address
 
     [bookmark: pgfId-1019452] $gatewayIpAddress/$netMaskLength tag 12345\r ip dhcp relay address
 
     [bookmark: pgfId-1019453] $dhcpServerAddr use-vrf $vrfDhcp\r ipv6 address
 
     [bookmark: pgfId-1019454] $gatewayIpv6Address/$prefixLength tag 12345\r fabric forwarding mode anycast-gateway\r mtu
 
     [bookmark: pgfId-1019455] $mtuValue\r no shutdown\r include profile any\r!",
 
     [bookmark: pgfId-1019456] "forwardingMode": "anycast-gateway",
 
     [bookmark: pgfId-1019457] "params": [
 
     [bookmark: pgfId-1019458] "$vlanId",
 
     [bookmark: pgfId-1019459] "$segmentId",
 
     [bookmark: pgfId-1019460] "$vrfName",
 
     [bookmark: pgfId-1019461] "$gatewayIpAddress",
 
     [bookmark: pgfId-1019462] "$netMaskLength",
 
     [bookmark: pgfId-1019463] "$dhcpServerAddr",
 
     [bookmark: pgfId-1019464] "$vrfDhcp",
 
     [bookmark: pgfId-1019465] "$gatewayIpv6Address",
 
     [bookmark: pgfId-1019466] "$prefixLength",
 
     [bookmark: pgfId-1019467] "$mtuValue"
 
     [bookmark: pgfId-1019468] ]
 
     [bookmark: pgfId-1019431]}
 
   
 
    
     [bookmark: pgfId-1019433][bookmark: 39310]Launch a VM
 
     [bookmark: pgfId-1016182]The VM launch is communicated to the OVS and LLDPad of the physical host selected by OpenStack. The VM’s information along with the associated segment ID is used for establishing a VDP session between the LLDPad and DFA leaf switch and the subsequently acquired vlan ID from VDP is used to program data flows in OVS.
 
   
 
    
     [bookmark: pgfId-1016184][bookmark: 55702]log out
 
     [bookmark: pgfId-1016185]POST /rest/logout
 
     [bookmark: pgfId-1016186]http://10.77.247.111/rest/logout 
 
     [bookmark: pgfId-1016187]POST /rest/logout
 
     [bookmark: pgfId-1016188]Host: 10.77.247.111
 
     [bookmark: pgfId-1016189]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
 
     [bookmark: pgfId-1016190]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
 
     [bookmark: pgfId-1016191]Accept-Language: en-us,en;q=0.5
 
     [bookmark: pgfId-1016192]Accept-Encoding: gzip,deflate
 
     [bookmark: pgfId-1016193]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
 
     [bookmark: pgfId-1016194]Keep-Alive: 115
 
     [bookmark: pgfId-1016195]Connection: keep-alive
 
     [bookmark: pgfId-1016196]Content-Type: application/json; charset=UTF-8
 
     [bookmark: pgfId-1016197]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
 
     [bookmark: pgfId-1016198]Content-Length: 179
 
     [bookmark: pgfId-1016199]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
 
     [bookmark: pgfId-1016200]Pragma: no-cache
 
     [bookmark: pgfId-1016201]Cache-Control: no-cache
 
     [bookmark: pgfId-1016202]202 Accepted
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1018290]Pre-Packaged POAP Template
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1018876]Introduction
 
     [bookmark: pgfId-1018830]There are three POAP network device templates pre-packaged and available by default in DCNM:
 
     
     	 [bookmark: pgfId-1018833]Default Leaf Template
 
     	 [bookmark: pgfId-1018842]Default Spine Template
 
     	 [bookmark: pgfId-1018847]Default Border Leaf Template
 
    
 
   
 
    
     [bookmark: pgfId-1018829]Default Leaf Template
 
     [bookmark: pgfId-1018291]##template properties
 
     [bookmark: pgfId-1018292]name = Base_Leaf_Template;
 
     [bookmark: pgfId-1018293]description = This file specifies the template configuration for leaf switch;
 
     [bookmark: pgfId-1018294]userDefined = false;
 
     [bookmark: pgfId-1018295]supportedPlatforms = N7K, N6K;
 
     [bookmark: pgfId-1018296]templateType = POAP;
 
     [bookmark: pgfId-1018297]published = true;
 
     [bookmark: pgfId-1018298]##
 
     [bookmark: pgfId-1018299]##template variables
 
     [bookmark: pgfId-1018300]@(IsSwitchName=true, UseDNSReverseLookup=true, IsMandatory=true, Description="The host name of the switch")
 
     [bookmark: pgfId-1018301]string SWITCH_NAME;
 
     [bookmark: pgfId-1018303]@(IsManagementIP=true, IsMandatory=true, IsVPCPeerLinkSrc=true, Description="Management IP address used by DCNM to monitor this device")
 
     [bookmark: pgfId-1018304]ipV4Address MGMT_IP;
 
     [bookmark: pgfId-1018306]@(IsMandatory=true, Description="Management Prefix")
 
     [bookmark: pgfId-1018307]integer MGMT_PREFIX;
 
     [bookmark: pgfId-1018309]@(IsMandatory=true, Description="Default Gateway IP address")
 
     [bookmark: pgfId-1018310]ipV4Address DEFAULT_GATEWAY;
 
     [bookmark: pgfId-1018312]@(IsMandatory=true, Description="Plain text or 5 encrypted")
 
     [bookmark: pgfId-1018313]string ADMIN_PASSWORD;
 
     [bookmark: pgfId-1018315]@(IsMandatory=true, IsSwitchRole=true, Description="The role of the switch. e.g. leaf, spine")
 
     [bookmark: pgfId-1018316]string SWITCH_ROLE {
 
     [bookmark: pgfId-1018317] defaultValue=leaf;
 
     [bookmark: pgfId-1018318]};
 
     [bookmark: pgfId-1018320]@(IsMandatory=true, IsFabricPort=true, Description="The comma and dash separated list of fabric ports")
 
     [bookmark: pgfId-1018321]interfaceRange FABRIC_INTERFACES;
 
     [bookmark: pgfId-1018323]@(IsMandatory=true, IsHostPort=true, Description="The comma and dash separated list of host ports")
 
     [bookmark: pgfId-1018324]interfaceRange HOST_INTERFACES;
 
     [bookmark: pgfId-1018326]@(IsMandatory=true, Description="Backbone VLAN ID")
 
     [bookmark: pgfId-1018327]integer BACKBONE_VLAN;
 
     [bookmark: pgfId-1018329]@(IsMandatory=true, Description="Backbone IP address/prefix")
 
     [bookmark: pgfId-1018330]string BACKBONE_IP;
 
     [bookmark: pgfId-1018332]@(IsMandatory=true, Description="Backbone IPv6 address/prefix")
 
     [bookmark: pgfId-1018333]string BACKBONE_IPV6;
 
     [bookmark: pgfId-1018335]@(IsMandatory=true)
 
     [bookmark: pgfId-1018336]string BGP_ROUTER_IP;
 
     [bookmark: pgfId-1018338]@(IsMandatory=true)
 
     [bookmark: pgfId-1018339]string BGP_RR_IP;
 
     [bookmark: pgfId-1018341]@(IsMandatory=true, Description="IP Address of the Auto-config LDAP Server")
 
     [bookmark: pgfId-1018342]ipV4Address LDAP_SERVER_IP;
 
     [bookmark: pgfId-1018344]@(IsMandatory=true, Description="IP Address of the XMPP Server")
 
     [bookmark: pgfId-1018345]ipV4Address XMPP_SERVER_IP;
 
     [bookmark: pgfId-1018347]@(IsMandatory=true, Description="FQDN of the XMPP Server")
 
     [bookmark: pgfId-1018348]string XMPP_SERVER;
 
     [bookmark: pgfId-1018350]@(IsMandatory=true, Description="Space separated XMPP Spine Group Names")
 
     [bookmark: pgfId-1018351]string XMPP_GROUPS;
 
     [bookmark: pgfId-1018353]@(IsMandatory=true, Description="Password")
 
     [bookmark: pgfId-1018354]string XMPP_PASSWORD;
 
     [bookmark: pgfId-1018356]@(IsMandatory=true, Description="True if VPC should be configured")
 
     [bookmark: pgfId-1018357]boolean ENABLE_VPC;
 
     [bookmark: pgfId-1018359]@(IsVPCDomainID=true)
 
     [bookmark: pgfId-1018360]integer VPC_DOMAIN_ID;
 
     [bookmark: pgfId-1018362]@(IsVPCPeerLinkDst=true)
 
     [bookmark: pgfId-1018363]ipV4Address VPC_PEER_DST;
 
     [bookmark: pgfId-1018365]@(IsVPCPeerLinkPortChannel=true, IsVPCPort=true)
 
     [bookmark: pgfId-1018366]integer VPC_PEER_LINK_PORT_CHANNEL_NUMBER;
 
     [bookmark: pgfId-1018368]@(IsVPCPeerLinkPort=true)
 
     [bookmark: pgfId-1018369]interfaceRange VPC_PEER_LINK_IF_NAMES;
 
     [bookmark: pgfId-1018370] 
 
     [bookmark: pgfId-1018371]@(IsVPC=true)
 
     [bookmark: pgfId-1018372]struct VPC {
 
     [bookmark: pgfId-1018373] @(IsVPCID=true,IsVPCPortChannel=true)
 
     [bookmark: pgfId-1018374] integer ID;
 
     [bookmark: pgfId-1018375] @(IsVPCPort=true)
 
     [bookmark: pgfId-1018376] interface IF_NAME;
 
     [bookmark: pgfId-1018377]} VPC_ARRAY[];
 
     [bookmark: pgfId-1018378]##
 
     [bookmark: pgfId-1018380]##template content
 
     [bookmark: pgfId-1018381]license grace-period
 
     [bookmark: pgfId-1018382]hostname $$SWITCH_NAME$$
 
     [bookmark: pgfId-1018384]install feature-set fabric
 
     [bookmark: pgfId-1018385]feature-set fabric
 
     [bookmark: pgfId-1018386]feature fabric forwarding
 
     [bookmark: pgfId-1018388]install feature-set fabricpath
 
     [bookmark: pgfId-1018389]feature-set fabricpath
 
     [bookmark: pgfId-1018391]!#Cable Management
 
     [bookmark: pgfId-1018392]feature lldp
 
     [bookmark: pgfId-1018393]feature cable-management
 
     [bookmark: pgfId-1018394]fabric connectivity tier 1
 
     [bookmark: pgfId-1018396]feature bgp
 
     [bookmark: pgfId-1018397]feature interface-vlan
 
     [bookmark: pgfId-1018398]feature vn-segment-vlan-based
 
     [bookmark: pgfId-1018399]feature dhcp
 
     [bookmark: pgfId-1018400]feature evb
 
     [bookmark: pgfId-1018401]feature pim
 
     [bookmark: pgfId-1018402]if( $$ENABLE_VPC$$ == "true") {
 
     [bookmark: pgfId-1018403]feature vpc
 
     [bookmark: pgfId-1018404]}
 
     [bookmark: pgfId-1018406]!#feature SPoM
 
     [bookmark: pgfId-1018407]feature fabric access
 
     [bookmark: pgfId-1018409]!### Vinci Multicast Forwarding (NGMVPN)
 
     [bookmark: pgfId-1018410]feature fabric multicast
 
     [bookmark: pgfId-1018412]!### Vinci passive PIM
 
     [bookmark: pgfId-1018413]ip multicast fabric-forwarding
 
     [bookmark: pgfId-1018415]fabric forwarding identifier 1
 
     [bookmark: pgfId-1018416]fabric forwarding anycast-gateway-mac 2020.0000.00AA
 
     [bookmark: pgfId-1018417]fabric forwarding switch-role leaf
 
     [bookmark: pgfId-1018419]username admin password $$ADMIN_PASSWORD$$ role network-admin
 
     [bookmark: pgfId-1018420]no password strength-check
 
     [bookmark: pgfId-1018421]ip domain-lookup
 
     [bookmark: pgfId-1018423]!### Configure IP host for SPoM XMPP server below
 
     [bookmark: pgfId-1018424]ip host $$XMPP_SERVER$$ $$XMPP_SERVER_IP$$ 
 
     [bookmark: pgfId-1018426]!### Configure SPoM XMPP Server below
 
     [bookmark: pgfId-1018427]fabric access server $$XMPP_SERVER$$ vrf management password $$XMPP_PASSWORD$$ 
 
     [bookmark: pgfId-1018429]!### Subscribe this device to this XMPP group 
 
     [bookmark: pgfId-1018430]fabric access group $$XMPP_GROUPS$$ 
 
     [bookmark: pgfId-1018432]fabric database profile-map global
 
     [bookmark: pgfId-1018433] ethernet-tag encapsulation dot1q default dynamic
 
     [bookmark: pgfId-1018434] ethernet-tag encapsulation vni default dynamic
 
     [bookmark: pgfId-1018435] vdp vni default dynamic
 
     [bookmark: pgfId-1018437]!### Configure fabric database location
 
     [bookmark: pgfId-1018438]!### db-table "ou=segments,dc=cisco,dc=com"
 
     [bookmark: pgfId-1018439]!### is a variable that should match the table
 
     [bookmark: pgfId-1018440]!### name that is populated in the LDAP database.
 
     [bookmark: pgfId-1018441]fabric database type asset
 
     [bookmark: pgfId-1018442] server protocol ldap ip $$LDAP_SERVER_IP$$
 
     [bookmark: pgfId-1018443] db-table ou=segments,dc=cisco,dc=com key-type 1
 
     [bookmark: pgfId-1018445]!### Enable global mobility-domain only when you 
 
     [bookmark: pgfId-1018446]!### are going to use (vlan, mobility_domain) to search ADBM database 
 
     [bookmark: pgfId-1018447]!### fabric database mobility-domain %mobility_domain
 
     [bookmark: pgfId-1018449]route-map FABRIC-RMAP-REDIST-HOST deny 10
 
     [bookmark: pgfId-1018450] match interface Vlan $$BACKBONE_VLAN$$
 
     [bookmark: pgfId-1018451]route-map FABRIC-RMAP-REDIST-HOST permit 20
 
     [bookmark: pgfId-1018452] match ip address HOSTS 
 
     [bookmark: pgfId-1018454]route-map FABRIC-RMAP-REDIST-V6HOST deny 10
 
     [bookmark: pgfId-1018455] match interface Vlan $$BACKBONE_VLAN$$
 
     [bookmark: pgfId-1018456]route-map FABRIC-RMAP-REDIST-V6HOST permit 20
 
     [bookmark: pgfId-1018457] match ip address V6HOSTS
 
     [bookmark: pgfId-1018459]ip dhcp snooping
 
     [bookmark: pgfId-1018460]service dhcp
 
     [bookmark: pgfId-1018461]ip dhcp relay
 
     [bookmark: pgfId-1018462]ip dhcp relay information option
 
     [bookmark: pgfId-1018463]ip dhcp relay information option vpn
 
     [bookmark: pgfId-1018465]interface Vlan $$BACKBONE_VLAN$$
 
     [bookmark: pgfId-1018466] no shutdown
 
     [bookmark: pgfId-1018467] ip address $$BACKBONE_IP$$ 
 
     [bookmark: pgfId-1018468] ipv6 address $$BACKBONE_IPV6$$
 
     [bookmark: pgfId-1018469] fabric forwarding control-segment
 
     [bookmark: pgfId-1018471]foreach FABRIC_INTERFACE in $$FABRIC_INTERFACES$$ {
 
     [bookmark: pgfId-1018472]interface @FABRIC_INTERFACE
 
     [bookmark: pgfId-1018473] no shutdown
 
     [bookmark: pgfId-1018474] switchport
 
     [bookmark: pgfId-1018475] switchport mode fabricpath
 
     [bookmark: pgfId-1018476] fabricpath isis hello-interval 100
 
     [bookmark: pgfId-1018477] fabricpath isis retransmit-interval 10
 
     [bookmark: pgfId-1018478] fabricpath isis retransmit-throttle-interval 200
 
     [bookmark: pgfId-1018479]}
 
     [bookmark: pgfId-1018481]foreach HOST_INTERFACE in $$HOST_INTERFACES$$ {
 
     [bookmark: pgfId-1018482]interface @HOST_INTERFACE
 
     [bookmark: pgfId-1018483] switchport 
 
     [bookmark: pgfId-1018484] switchport mode trunk
 
     [bookmark: pgfId-1018485] no shutdown
 
     [bookmark: pgfId-1018486]}
 
     [bookmark: pgfId-1018488]route-map ALL-PATHS permit 10
 
     [bookmark: pgfId-1018489] set path-selection all advertise
 
     [bookmark: pgfId-1018491]vlan $$BACKBONE_VLAN$$ 
 
     [bookmark: pgfId-1018492] mode fabricpath
 
     [bookmark: pgfId-1018494]router bgp 100
 
     [bookmark: pgfId-1018495] router-id $$BGP_ROUTER_IP$$
 
     [bookmark: pgfId-1018496] address-family ipv4 unicast
 
     [bookmark: pgfId-1018497] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST 
 
     [bookmark: pgfId-1018498] maximum-paths ibgp 2 
 
     [bookmark: pgfId-1018499] additional-paths receive
 
     [bookmark: pgfId-1018500] additional-paths selection route-map ALL-PATHS
 
     [bookmark: pgfId-1018501] address-family ipv6 unicast
 
     [bookmark: pgfId-1018502] redistribute hmm route-map FABRIC-RMAP-REDIST-V6HOST
 
     [bookmark: pgfId-1018503] maximum-paths ibgp 2
 
     [bookmark: pgfId-1018504] additional-paths receive
 
     [bookmark: pgfId-1018505] additional-paths selection route-map ALL-PATHS
 
     [bookmark: pgfId-1018506] address-family vpnv4 unicast
 
     [bookmark: pgfId-1018507] additional-paths receive
 
     [bookmark: pgfId-1018508] address-family vpnv6 unicast
 
     [bookmark: pgfId-1018509] additional-paths receive
 
     [bookmark: pgfId-1018510] address-family ipv4 mvpn
 
     [bookmark: pgfId-1018511] additional-paths receive
 
     [bookmark: pgfId-1018512] address-family ipv6 mvpn
 
     [bookmark: pgfId-1018513] additional-paths receive
 
     [bookmark: pgfId-1018515] neighbor $$BGP_RR_IP$$ remote-as 100
 
     [bookmark: pgfId-1018516] address-family ipv4 unicast
 
     [bookmark: pgfId-1018517] send-community both
 
     [bookmark: pgfId-1018518] address-family ipv6 unicast
 
     [bookmark: pgfId-1018519] send-community both
 
     [bookmark: pgfId-1018520] address-family vpnv4 unicast
 
     [bookmark: pgfId-1018521] send-community extended
 
     [bookmark: pgfId-1018522] address-family vpnv6 unicast
 
     [bookmark: pgfId-1018523] send-community extended
 
     [bookmark: pgfId-1018524] address-family ipv4 mvpn
 
     [bookmark: pgfId-1018525] send-community both
 
     [bookmark: pgfId-1018526] address-family ipv6 mvpn
 
     [bookmark: pgfId-1018527] send-community both
 
     [bookmark: pgfId-1018529]vrf context management
 
     [bookmark: pgfId-1018530] ip route 0.0.0.0/0 $$DEFAULT_GATEWAY$$
 
     [bookmark: pgfId-1018532]interface mgmt0
 
     [bookmark: pgfId-1018533] vrf member management
 
     [bookmark: pgfId-1018534] no cdp enable
 
     [bookmark: pgfId-1018535] ip address $$MGMT_IP$$/$$MGMT_PREFIX$$
 
     [bookmark: pgfId-1018537]system fabric dynamic-vlans 2500-3500
 
     [bookmark: pgfId-1018539]!###l3vm uses bootflash:platform.inf for the core vlans. 
 
     [bookmark: pgfId-1018540]!###Please refer to CSCuj12763 for additional details
 
     [bookmark: pgfId-1018541]system fabric core-vlans 2500-2999
 
     [bookmark: pgfId-1018543]line console
 
     [bookmark: pgfId-1018544] exec-timeout 0
 
     [bookmark: pgfId-1018545]line vty
 
     [bookmark: pgfId-1018547]if( $$ENABLE_VPC$$ == "true") {
 
     [bookmark: pgfId-1018548]vpc domain $$VPC_DOMAIN_ID$$
 
     [bookmark: pgfId-1018549] peer-keepalive destination $$VPC_PEER_DST$$ source $$MGMT_IP$$ vrf management
 
     [bookmark: pgfId-1018550] delay restore 150
 
     [bookmark: pgfId-1018551] auto-recovery
 
     [bookmark: pgfId-1018552] fabricpath switch-id 200
 
     [bookmark: pgfId-1018553] ip arp synchronize
 
     [bookmark: pgfId-1018554] ipv6 nd synchronize
 
     [bookmark: pgfId-1018556]interface port-channel$$VPC_PEER_LINK_PORT_CHANNEL_NUMBER$$
 
     [bookmark: pgfId-1018557] description "vpc-peer-link"
 
     [bookmark: pgfId-1018558] switchport mode fabricpath
 
     [bookmark: pgfId-1018559] spanning-tree port type network
 
     [bookmark: pgfId-1018560] vpc peer-link
 
     [bookmark: pgfId-1018561] fabricpath isis metric 200
 
     [bookmark: pgfId-1018563]foreach VPC_PEER_LINK_IF_NAME in $$VPC_PEER_LINK_IF_NAMES$$ {
 
     [bookmark: pgfId-1018565]interface @VPC_PEER_LINK_IF_NAME
 
     [bookmark: pgfId-1018566] switchport mode fabricpath
 
     [bookmark: pgfId-1018567] channel-group $$VPC_PEER_LINK_PORT_CHANNEL_NUMBER$$
 
     [bookmark: pgfId-1018568]}
 
     [bookmark: pgfId-1018570]foreach VPC in $$VPC_ARRAY$${
 
     [bookmark: pgfId-1018572]interface port-channel@VPC.ID
 
     [bookmark: pgfId-1018573] switchport mode trunk
 
     [bookmark: pgfId-1018574] vpc @VPC.ID
 
     [bookmark: pgfId-1018576]interface @VPC.IF_NAME
 
     [bookmark: pgfId-1018577] switchport mode trunk
 
     [bookmark: pgfId-1018578] channel-group @VPC.ID
 
     [bookmark: pgfId-1018579]}
 
     [bookmark: pgfId-1018580]}
 
     [bookmark: pgfId-1018582]!### Sample config for setting interface
 
     [bookmark: pgfId-1018583]!### address e.g. for connecting to
 
     [bookmark: pgfId-1018584]!### 101.101.101.91 ldap server
 
     [bookmark: pgfId-1018586]!interface Ethernet 1/18
 
     [bookmark: pgfId-1018587]! no switchport
 
     [bookmark: pgfId-1018588]! ip address 101.101.101.22/24
 
     [bookmark: pgfId-1018589]! no shutdown
 
     [bookmark: pgfId-1018591]configure profile vrf_tenant_profile
 
     [bookmark: pgfId-1018592] vlan $id
 
     [bookmark: pgfId-1018593] mode fabricpath
 
     [bookmark: pgfId-1018594] vn-segment $segment
 
     [bookmark: pgfId-1018595] interface vlan $id
 
     [bookmark: pgfId-1018596] vrf member $vrfname
 
     [bookmark: pgfId-1018597] ip address $$BACKBONE_IP$$
 
     [bookmark: pgfId-1018598] ipv6 address $$BACKBONE_IPV6$$
 
     [bookmark: pgfId-1018599] no shut
 
     [bookmark: pgfId-1018600]exit
 
     [bookmark: pgfId-1018602]configure profile vrf-common
 
     [bookmark: pgfId-1018603] vrf context $vrfName
 
     [bookmark: pgfId-1018604] vni $include_l3_segid
 
     [bookmark: pgfId-1018605] rd auto
 
     [bookmark: pgfId-1018606] address-family ipv4 unicast
 
     [bookmark: pgfId-1018607] route-target both auto
 
     [bookmark: pgfId-1018608] router bgp $asn
 
     [bookmark: pgfId-1018609] vrf $vrfName
 
     [bookmark: pgfId-1018610] address-family ipv4 unicast
 
     [bookmark: pgfId-1018611] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST
 
     [bookmark: pgfId-1018612] maximum-paths ibgp 2 
 
     [bookmark: pgfId-1018613]exit
 
     [bookmark: pgfId-1018615]config profile GoldProfile
 
     [bookmark: pgfId-1018616] interface vlan $vlanId
 
     [bookmark: pgfId-1018617] vrf member $vrfName
 
     [bookmark: pgfId-1018618] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1018619] ip dhcp relay address $dhcpServerAddr use-vrf default
 
     [bookmark: pgfId-1018620] fabric forwarding mode proxy-gateway
 
     [bookmark: pgfId-1018621] no ip redirects
 
     [bookmark: pgfId-1018622] no shutdown
 
     [bookmark: pgfId-1018623] vlan $vlanId
 
     [bookmark: pgfId-1018624] vn-segment $segmentId
 
     [bookmark: pgfId-1018625] include profile vrf-common
 
     [bookmark: pgfId-1018626]end
 
     [bookmark: pgfId-1018628]configure profile vrf-common-v6
 
     [bookmark: pgfId-1018629] vrf context $vrfName
 
     [bookmark: pgfId-1018630] vni $include_l3_segid
 
     [bookmark: pgfId-1018631] rd auto
 
     [bookmark: pgfId-1018632] address-family ipv6 unicast
 
     [bookmark: pgfId-1018633] route-target both auto
 
     [bookmark: pgfId-1018634] router bgp $asn
 
     [bookmark: pgfId-1018635] vrf $vrfName
 
     [bookmark: pgfId-1018636] address-family ipv6 unicast
 
     [bookmark: pgfId-1018637] redistribute hmm route-map FABRIC-RMAP-REDIST-V6HOST
 
     [bookmark: pgfId-1018638] maximum-paths ibgp 2 
 
     [bookmark: pgfId-1018639]exit
 
     [bookmark: pgfId-1018641]config profile GoldProfile-v6
 
     [bookmark: pgfId-1018642] interface vlan $vlanId
 
     [bookmark: pgfId-1018643] vrf member $vrfName
 
     [bookmark: pgfId-1018644] ipv6 address $gatewayIpv6Address/$prefixLength
 
     [bookmark: pgfId-1018645] fabric forwarding mode proxy-gateway
 
     [bookmark: pgfId-1018646] no shutdown
 
     [bookmark: pgfId-1018647] vlan $vlanId
 
     [bookmark: pgfId-1018648] vn-segment $segmentId
 
     [bookmark: pgfId-1018649] include profile vrf-common-v6
 
     [bookmark: pgfId-1018650]end
 
     [bookmark: pgfId-1018652]configure profile vrf-common-v4nv6
 
     [bookmark: pgfId-1018653] vrf context $vrfName
 
     [bookmark: pgfId-1018654] vni $include_l3_segid
 
     [bookmark: pgfId-1018655] rd auto
 
     [bookmark: pgfId-1018656] address-family ipv4 unicast
 
     [bookmark: pgfId-1018657] route-target both auto
 
     [bookmark: pgfId-1018658] address-family ipv6 unicast
 
     [bookmark: pgfId-1018659] route-target both auto
 
     [bookmark: pgfId-1018660] router bgp $asn
 
     [bookmark: pgfId-1018661] vrf $vrfName
 
     [bookmark: pgfId-1018662] address-family ipv4 unicast
 
     [bookmark: pgfId-1018663] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST
 
     [bookmark: pgfId-1018664] maximum-paths ibgp 2 
 
     [bookmark: pgfId-1018665] address-family ipv6 unicast
 
     [bookmark: pgfId-1018666] redistribute hmm route-map FABRIC-RMAP-REDIST-V6HOST
 
     [bookmark: pgfId-1018667] maximum-paths ibgp 2 
 
     [bookmark: pgfId-1018668]exit
 
     [bookmark: pgfId-1018670]config profile GoldProfile-v4nv6
 
     [bookmark: pgfId-1018671] interface vlan $vlanId
 
     [bookmark: pgfId-1018672] vrf member $vrfName
 
     [bookmark: pgfId-1018673] ip address $gatewayIpAddress/$netMaskLength
 
     [bookmark: pgfId-1018674] ipv6 address $gatewayIpv6Address/$prefixLength
 
     [bookmark: pgfId-1018675] ip dhcp relay address $dhcpServerAddr use-vrf default
 
     [bookmark: pgfId-1018676] fabric forwarding mode proxy-gateway
 
     [bookmark: pgfId-1018677] no ip redirects
 
     [bookmark: pgfId-1018678] no shutdown
 
     [bookmark: pgfId-1018679] vlan $vlanId
 
     [bookmark: pgfId-1018680] vn-segment $segmentId
 
     [bookmark: pgfId-1018681] include profile vrf-common-v4nv6
 
     [bookmark: pgfId-1018682]end
 
     [bookmark: pgfId-1018683]##
 
     
      [bookmark: pgfId-1018684]Default Spine Template
 
      [bookmark: pgfId-1018685]##template properties
 
      [bookmark: pgfId-1018686]name = Base_Spine_Template;
 
      [bookmark: pgfId-1018687]description = This file specifies the template configuration for spine switch;
 
      [bookmark: pgfId-1018688]userDefined = false;
 
      [bookmark: pgfId-1018689]supportedPlatforms = N7K, N6K;
 
      [bookmark: pgfId-1018690]templateType = POAP;
 
      [bookmark: pgfId-1018691]published = true;
 
      [bookmark: pgfId-1018692]##
 
      [bookmark: pgfId-1018694]##template variables
 
      [bookmark: pgfId-1018695]@(IsSwitchName=true, UseDNSReverseLookup=true, IsMandatory=true, Description="The host name of the switch")
 
      [bookmark: pgfId-1018696]string SWITCH_NAME;
 
      [bookmark: pgfId-1018698]@(IsManagementIP=true, IsMandatory=true, Description="Management IP address used by DCNM to monitor this device")
 
      [bookmark: pgfId-1018699]ipV4Address MGMT_IP;
 
      [bookmark: pgfId-1018701]@(IsMandatory=true, Description="Management Prefix")
 
      [bookmark: pgfId-1018702]integer MGMT_PREFIX;
 
      [bookmark: pgfId-1018704]@(IsMandatory=true, Description="Default Gateway IP address")
 
      [bookmark: pgfId-1018705]ipV4Address DEFAULT_GATEWAY;
 
      [bookmark: pgfId-1018707]@(IsMandatory=true, Description="Plain text or 5 encrypted")
 
      [bookmark: pgfId-1018708]string ADMIN_PASSWORD;
 
      [bookmark: pgfId-1018710]@(IsMandatory=true, IsSwitchRole=true, Description="The role of the switch. e.g. leaf, spine")
 
      [bookmark: pgfId-1018711]string SWITCH_ROLE {
 
      [bookmark: pgfId-1018712] defaultValue=spine;
 
      [bookmark: pgfId-1018713]};
 
      [bookmark: pgfId-1018715]@(IsMandatory=true, IsFabricPort=true, Description="The comma and dash separated list of fabric ports")
 
      [bookmark: pgfId-1018716]interfaceRange FABRIC_INTERFACES;
 
      [bookmark: pgfId-1018718]@(IsMandatory=true, Description="Backbone VLAN ID")
 
      [bookmark: pgfId-1018719]integer BACKBONE_VLAN;
 
      [bookmark: pgfId-1018721]@(IsMandatory=true, Description="Backbone IP address")
 
      [bookmark: pgfId-1018722]ipV4Address BACKBONE_IP;
 
      [bookmark: pgfId-1018724]@(IsMandatory=true, Description="Backbone Prefix")
 
      [bookmark: pgfId-1018725]integer BACKBONE_PREFIX;
 
      [bookmark: pgfId-1018727]@(IsMandatory=true, Description="IP Address of the XMPP Server")
 
      [bookmark: pgfId-1018728]ipV4Address XMPP_SERVER_IP;
 
      [bookmark: pgfId-1018730]@(IsMandatory=true, Description="FQDN of the XMPP Server")
 
      [bookmark: pgfId-1018731]string XMPP_SERVER;
 
      [bookmark: pgfId-1018733]@(IsMandatory=true, Description="Space separated XMPP Spine Group Names")
 
      [bookmark: pgfId-1018734]string XMPP_GROUPS;
 
      [bookmark: pgfId-1018736]@(IsMandatory=true)
 
      [bookmark: pgfId-1018737]string XMPP_PASSWORD;
 
      [bookmark: pgfId-1018738]##
 
      [bookmark: pgfId-1018740]##template content
 
      [bookmark: pgfId-1018741]license grace-period
 
      [bookmark: pgfId-1018742]hostname $$SWITCH_NAME$$
 
      [bookmark: pgfId-1018744]!### Traditional Forwarding
 
      [bookmark: pgfId-1018745]install feature-set fabricpath
 
      [bookmark: pgfId-1018746]feature-set fabricpath
 
      [bookmark: pgfId-1018747]feature interface-vlan 
 
      [bookmark: pgfId-1018749]!### Enhanced Forwarding
 
      [bookmark: pgfId-1018750]install feature-set fabric
 
      [bookmark: pgfId-1018751]feature-set fabric
 
      [bookmark: pgfId-1018752]feature fabric forwarding
 
      [bookmark: pgfId-1018754]!### Cable Management
 
      [bookmark: pgfId-1018755]feature lldp
 
      [bookmark: pgfId-1018756]feature cable-management
 
      [bookmark: pgfId-1018757]fabric connectivity tier 2
 
      [bookmark: pgfId-1018759]feature interface-vlan
 
      [bookmark: pgfId-1018761]!#feature SPoM
 
      [bookmark: pgfId-1018762]feature fabric access 
 
      [bookmark: pgfId-1018764]fabric forwarding identifier 1
 
      [bookmark: pgfId-1018765]fabric forwarding switch-role spine
 
      [bookmark: pgfId-1018767]username admin password $$ADMIN_PASSWORD$$ role network-admin
 
      [bookmark: pgfId-1018768]no password strength-check
 
      [bookmark: pgfId-1018769]ip domain-lookup
 
      [bookmark: pgfId-1018770]!### Configure IP host for SPoM XMPP server below
 
      [bookmark: pgfId-1018771]ip host $$XMPP_SERVER$$ $$XMPP_SERVER_IP$$ 
 
      [bookmark: pgfId-1018773]!### Configure SPoM XMPP Server below
 
      [bookmark: pgfId-1018774]fabric access server $$XMPP_SERVER$$ vrf management password $$XMPP_PASSWORD$$ 
 
      [bookmark: pgfId-1018776]!### Subscribe this device to this XMPP group 
 
      [bookmark: pgfId-1018777]fabric access group $$XMPP_GROUPS$$ 
 
      [bookmark: pgfId-1018779]interface Vlan $$BACKBONE_VLAN$$
 
      [bookmark: pgfId-1018780] no shutdown
 
      [bookmark: pgfId-1018781] ip address $$BACKBONE_IP$$/$$BACKBONE_PREFIX$$
 
      [bookmark: pgfId-1018782] fabric forwarding control-segment
 
      [bookmark: pgfId-1018784]foreach FABRIC_INTERFACE in $$FABRIC_INTERFACES$$ {
 
      [bookmark: pgfId-1018785]interface @FABRIC_INTERFACE
 
      [bookmark: pgfId-1018786] switchport
 
      [bookmark: pgfId-1018787] switchport mode fabricpath
 
      [bookmark: pgfId-1018788] no shutdown
 
      [bookmark: pgfId-1018789] fabricpath isis hello-interval 100
 
      [bookmark: pgfId-1018790] fabricpath isis retransmit-interval 10
 
      [bookmark: pgfId-1018791] fabricpath isis retransmit-throttle-interval 200
 
      [bookmark: pgfId-1018792]}
 
      [bookmark: pgfId-1018794]vlan $$BACKBONE_VLAN$$ 
 
      [bookmark: pgfId-1018795] mode fabricpath
 
      [bookmark: pgfId-1018797]vrf context management
 
      [bookmark: pgfId-1018798] ip route 0.0.0.0/0 $$DEFAULT_GATEWAY$$
 
      [bookmark: pgfId-1018800]interface mgmt0
 
      [bookmark: pgfId-1018801] vrf member management
 
      [bookmark: pgfId-1018802] no cdp enable
 
      [bookmark: pgfId-1018803] ip address $$MGMT_IP$$/$$MGMT_PREFIX$$
 
      [bookmark: pgfId-1018805]line console
 
      [bookmark: pgfId-1018806] exec-timeout 0
 
      [bookmark: pgfId-1018807]line vty
 
      [bookmark: pgfId-1018808]##
 
    
 
   
 
  
 
  
   
   
   
    
     [bookmark: pgfId-1019558][bookmark: 51443]POAP Examples 
      
      
 
     
 
 
   
 
    
     [bookmark: pgfId-1019562][bookmark: 72651]How to use the DFA REST APIs to Control POAP
 
     [bookmark: pgfId-1019559]You can use any programming language that supports Web services to create a Web services client that invokes the DCNM POAP Web services API. This section just lists out the example HTTP request and response for reference.
 
     [bookmark: pgfId-1015647]The examples will show the following steps to configure POAP:
 
    
 
     Step 1[image: ] Call logon to get a Dcnm-Token
 
     [bookmark: pgfId-1015650]Step 2[image: ] Update a POAP scope
 
     [bookmark: pgfId-1018508]Step 3[image: ] Create a config/image server 
 
     [bookmark: pgfId-1018509]Step 4[image: ] Get a group
 
     [bookmark: pgfId-1018510]Step 5[image: ] List POAP templates
 
     [bookmark: pgfId-1015654]Step 6[image: ] Generate config with a template
 
     [bookmark: pgfId-1015655]Step 7[image: ] Create POAP definition
 
     [bookmark: pgfId-1015656]Step 8[image: ] Logout
 
   
 
    
     [bookmark: pgfId-1015659]Secure Logon 
 
     [bookmark: pgfId-1015660]The logon API takes “username:password” with Basic base64 encoded in HTTP Authorization header, like “Authorization: Basic QWxhZGRpbjpvcGVuIHNlc2FtZQ==”. It will return the Token in the payload, and this token will be used as Dcnm-Token in the subsequent API.
 
     [bookmark: pgfId-1015662]http://10.77.247.111/rest/logon
 
     [bookmark: pgfId-1015663]POST /rest/logon 
 
     
      [bookmark: pgfId-1015665]Request
 
      [bookmark: pgfId-1015666]Host: 10.77.247.111
 
      [bookmark: pgfId-1015667]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
 
      [bookmark: pgfId-1015668]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
 
      [bookmark: pgfId-1015669]Accept-Language: en-us,en;q=0.5
 
      [bookmark: pgfId-1015670]Accept-Encoding: gzip,deflate
 
      [bookmark: pgfId-1015671]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
 
      [bookmark: pgfId-1015672]Keep-Alive: 115
 
      [bookmark: pgfId-1015673]Connection: keep-alive
 
      [bookmark: pgfId-1015674]Content-Type: application/json; charset=UTF-8
 
      [bookmark: pgfId-1015675]Authorization: Basic YWRtaW46YWRtaW4xMjM=
 
      [bookmark: pgfId-1015676]Content-Length: 28
 
      [bookmark: pgfId-1015677]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
 
      [bookmark: pgfId-1015678]Pragma: no-cache
 
      [bookmark: pgfId-1015679]Cache-Control: no-cache
 
      [bookmark: pgfId-1018546]{"expirationTime": 1000000} 
 
    
 
     
      [bookmark: pgfId-1018547]Response
 
      [bookmark: pgfId-1018548]HTTP/1.1 200 OK
 
      [bookmark: pgfId-1015683]Content-Type: application/json
 
      [bookmark: pgfId-1015684]{
 
      [bookmark: pgfId-1015685] "Token" : " NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ "
 
      [bookmark: pgfId-1015686]}
 
    
 
   
 
    
     [bookmark: pgfId-1015690]Update a POAP scope
 
     [bookmark: pgfId-1015692]http://10.77.247.111/rest/poap/dhcp/scopes/scope1
 
     [bookmark: pgfId-1015693]PUT /rest/poap/dhcp/scopes/scope1 
 
     
      [bookmark: pgfId-1015694]Request
 
      [bookmark: pgfId-1015695]Host: 10.77.247.111
 
      [bookmark: pgfId-1015696]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
 
      [bookmark: pgfId-1015697]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
 
      [bookmark: pgfId-1015698]Accept-Language: en-us,en;q=0.5
 
      [bookmark: pgfId-1015699]Accept-Encoding: gzip,deflate
 
      [bookmark: pgfId-1015700]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
 
      [bookmark: pgfId-1015701]Keep-Alive: 115
 
      [bookmark: pgfId-1015702]Connection: keep-alive
 
      [bookmark: pgfId-1015703]Content-Type: application/json; charset=UTF-8
 
      [bookmark: pgfId-1015704]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
 
      [bookmark: pgfId-1015705]Content-Length: 28
 
      [bookmark: pgfId-1015706]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
 
      [bookmark: pgfId-1015707]Pragma: no-cache
 
      [bookmark: pgfId-1015708]Cache-Control: no-cache
 
      [bookmark: pgfId-1015709]{
 
      [bookmark: pgfId-1015710]"scopeName":"scope1",
 
      [bookmark: pgfId-1015711]"subnet":"4.4.4.0/24",
 
      [bookmark: pgfId-1015712]"ipRange":"4.4.4.6-4.4.4.8",
 
      [bookmark: pgfId-1015713]"maxLeaseTime":"3600",
 
      [bookmark: pgfId-1015714]"bootFilename":"poap_dcnm.py",
 
      [bookmark: pgfId-1015715]"domainNameServers":"2.2.2.2",
 
      [bookmark: pgfId-1015716]"routers":"2.2.2.2",
 
      [bookmark: pgfId-1015717]"tftpServerName":"100.100.100.140"
 
      [bookmark: pgfId-1015718]} 
 
      [bookmark: pgfId-1015720]3.2.2 Response
 
      [bookmark: pgfId-1015722]HTTP/1.1 202 Accepted
 
    
 
   
 
    
     [bookmark: pgfId-1015725]Create a config/image server
 
     [bookmark: pgfId-1015727]http://10.77.247.111/rest/poap/servers 
 
     [bookmark: pgfId-1015728]POST /rest/poap/servers
 
     
      [bookmark: pgfId-1015729]Request
 
      [bookmark: pgfId-1015730]Host: 10.77.247.111
 
      [bookmark: pgfId-1015731]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
 
      [bookmark: pgfId-1015732]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
 
      [bookmark: pgfId-1015733]Accept-Language: en-us,en;q=0.5
 
      [bookmark: pgfId-1015734]Accept-Encoding: gzip,deflate
 
      [bookmark: pgfId-1015735]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
 
      [bookmark: pgfId-1015736]Keep-Alive: 115
 
      [bookmark: pgfId-1015737]Connection: keep-alive
 
      [bookmark: pgfId-1015738]Content-Type: application/json; charset=UTF-8
 
      [bookmark: pgfId-1015739]Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
 
      [bookmark: pgfId-1015740]Content-Length: 179
 
      [bookmark: pgfId-1015741]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
 
      [bookmark: pgfId-1015742]Pragma: no-cache
 
      [bookmark: pgfId-1015743]Cache-Control: no-cache
 
      [bookmark: pgfId-1015744]{
 
      [bookmark: pgfId-1015745]"id":0,
 
      [bookmark: pgfId-1015746]"serverName":"TEST_SERVER",
 
      [bookmark: pgfId-1015747]"url":"scp://10.77.247.151/var/lib/tftpboot/dcnm",
 
      [bookmark: pgfId-1015748]"userName":"root",
 
      [bookmark: pgfId-1015749]"password":"admin",
 
      [bookmark: pgfId-1015750]"lastUpdateTime":1379358179262
 
      [bookmark: pgfId-1015751]} 
 
    
 
     
      [bookmark: pgfId-1015752]Response
 
      [bookmark: pgfId-1015753]202 Accepted
 
      [bookmark: pgfId-1015754]Content-Type: application/json
 
      [bookmark: pgfId-1015755]{
 
      [bookmark: pgfId-1015756]"id":0,
 
      [bookmark: pgfId-1015757]"serverName":"TEST_SERVER",
 
      [bookmark: pgfId-1015758]"lastUpdateTime":0}
 
      [bookmark: pgfId-1015759] }
 
    
 
   
 
    
     [bookmark: pgfId-1015762]Get a group
 
     [bookmark: pgfId-1019197]This is a SOAP API call, will need to get the “memDbId” for the group which POAP devices belong to. In Create POAP Definition, this “memDbId” will be used as "lanGroup" in the request.
 
     [bookmark: pgfId-1019198]http:// 10.77.247.111:80/DbAdminWSService/DbAdminWS
 
     [bookmark: pgfId-1015767]3.4.1 Request:
 
     [bookmark: pgfId-1015769]<SOAP-ENV:Envelope xmlns:SOAP-ENV="http://schemas.xmlsoap.org/soap/envelope/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance">
 
     [bookmark: pgfId-1015770] <SOAP-ENV:Header>
 
     [bookmark: pgfId-1015771] <ns0:token xmlns:ns0="http://dcnm/headers">NUVyu5Y0YHB5PfWoiQqNY64FVVw6yv2l</ns0:token>
 
     [bookmark: pgfId-1015772] <ns0:session xmlns:ns0="http://dcnm/headers">0</ns0:session>
 
     [bookmark: pgfId-1015773] </SOAP-ENV:Header>
 
     [bookmark: pgfId-1015774] <SOAP-ENV:Body>
 
     [bookmark: pgfId-1015775] <tns:getGroupNavigation xmlns:tns="http://ep.san.jaxws.dcbu.cisco.com/"/>
 
     [bookmark: pgfId-1015776] </SOAP-ENV:Body>
 
     [bookmark: pgfId-1015777]</SOAP-ENV:Envelope>
 
     
      [bookmark: pgfId-1015780]Response
 
      [bookmark: pgfId-1015782]<env:Envelope xmlns:env="http://schemas.xmlsoap.org/soap/envelope/">
 
      [bookmark: pgfId-1015783] <env:Header/>
 
      [bookmark: pgfId-1015784] <env:Body>
 
      [bookmark: pgfId-1015785] <tns:getGroupNavigationResponse xmlns:tns="http://ep.san.jaxws.dcbu.cisco.com/">
 
      [bookmark: pgfId-1015786] <result><![CDATA[<groupList name='Data Center'>
 
      [bookmark: pgfId-1015787]<group isBranch="true" name="Default_LAN" state ="unchecked" selectable= "true" memDbId="2" type="1" ></group>
 
      [bookmark: pgfId-1015788]<group isBranch="true" name="Default_SAN" state ="unchecked" selectable= "false" memDbId="1" type="2" >
 
      [bookmark: pgfId-1015789]</group></groupList>]]></result>
 
      [bookmark: pgfId-1015790] </tns:getGroupNavigationResponse>
 
      [bookmark: pgfId-1015791] </env:Body>
 
      [bookmark: pgfId-1015792]</env:Envelope>
 
    
 
   
 
    
     [bookmark: pgfId-1015795]List POAP templates
 
     [bookmark: pgfId-1015797]This is a SOAP API call to get the template, in this example, it will get the Base_Leaf_Template that will later be used to generate the configuration.
 
     [bookmark: pgfId-1020854]http://10.77.247.139:80/ConfigTemplateWSService/ConfigTemplateWS
 
     
      [bookmark: pgfId-1020855]Request
 
      [bookmark: pgfId-1020856]<SOAP-ENV:Envelope xmlns:SOAP-ENV="http://schemas.xmlsoap.org/soap/envelope/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance">
 
      [bookmark: pgfId-1015804] <SOAP-ENV:Header>
 
      [bookmark: pgfId-1015805] <ns0:token xmlns:ns0="http://dcnm/headers">NUVyu5Y0YHB5PfWoiQqNY64FVVw6yv2l</ns0:token>
 
      [bookmark: pgfId-1015806] <ns0:session xmlns:ns0="http://dcnm/headers">0</ns0:session>
 
      [bookmark: pgfId-1015807] </SOAP-ENV:Header>
 
      [bookmark: pgfId-1015808] <SOAP-ENV:Body>
 
      [bookmark: pgfId-1015809] <tns:getAllPublishedTemplates xmlns:tns="http://ep.san.jaxws.dcbu.cisco.com/"/>
 
      [bookmark: pgfId-1015810] </SOAP-ENV:Body>
 
      [bookmark: pgfId-1015811]</SOAP-ENV:Envelope>
 
    
 
     
      [bookmark: pgfId-1015813]Response
 
      [bookmark: pgfId-1015814]<env:Envelope xmlns:env="http://schemas.xmlsoap.org/soap/envelope/">
 
      [bookmark: pgfId-1015815] <env:Header/>
 
      [bookmark: pgfId-1015816] <env:Body>
 
      [bookmark: pgfId-1015817] <tns:getAllPublishedTemplatesResponse xmlns:tns="http://ep.san.jaxws.dcbu.cisco.com/">
 
      [bookmark: pgfId-1015818] <result>
 
      [bookmark: pgfId-1015819] <item>
 
      [bookmark: pgfId-1015820] <assignedInstanceClassId>0</assignedInstanceClassId>
 
      [bookmark: pgfId-1015821] <instanceClassId>27</instanceClassId>
 
      [bookmark: pgfId-1015822] <instanceName>com.cisco.dcbu.dcm.model.cfgtemplate.ConfigTemplate:name=Leaf_Template:type=false</instanceName>
 
      [bookmark: pgfId-1015823] <description>This file specifies the template configuration for leaf switch with annotations</description>
 
      [bookmark: pgfId-1015824] <fileName>leaf_annotations.template</fileName>
 
      [bookmark: pgfId-1015825] <name>Leaf_Template</name>
 
      [bookmark: pgfId-1015826] <parameters>
 
      [bookmark: pgfId-1015827] <annotations>
 
      [bookmark: pgfId-1015828] <entry>
 
      [bookmark: pgfId-1015829] <key>Description</key>
 
      [bookmark: pgfId-1015830] <value>"The host name of the switch"</value>
 
      [bookmark: pgfId-1015831] </entry>
 
      [bookmark: pgfId-1015832] <entry>
 
      [bookmark: pgfId-1015833] <key>IsMandatory</key>
 
      [bookmark: pgfId-1015834] <value>true</value>
 
      [bookmark: pgfId-1015835] </entry>
 
      [bookmark: pgfId-1015836] <entry>
 
      [bookmark: pgfId-1015837] <key>UseDNSReverseLookup</key>
 
      [bookmark: pgfId-1015838] <value>true</value>
 
      [bookmark: pgfId-1015839] </entry>
 
      [bookmark: pgfId-1015840] <entry>
 
      [bookmark: pgfId-1015841] <key>IsSwitchName</key>
 
      [bookmark: pgfId-1015842] <value>true</value>
 
      [bookmark: pgfId-1015843] </entry>
 
      [bookmark: pgfId-1015844] </annotations>
 
      [bookmark: pgfId-1015845] <name>SWITCH_NAME</name>
 
      [bookmark: pgfId-1015846] <parameterType>string</parameterType>
 
      [bookmark: pgfId-1015847] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1015848] <structureParameters/>
 
      [bookmark: pgfId-1015849] </parameters>
 
      [bookmark: pgfId-1015850] <parameters>
 
      [bookmark: pgfId-1015851] <annotations>
 
      [bookmark: pgfId-1015852] <entry>
 
      [bookmark: pgfId-1015853] <key>Description</key>
 
      [bookmark: pgfId-1015854] <value>"Vlan interfaces allocated to this VDC or device"</value>
 
      [bookmark: pgfId-1015855] </entry>
 
      [bookmark: pgfId-1015856] <entry>
 
      [bookmark: pgfId-1015857] <key>IsMandatory</key>
 
      [bookmark: pgfId-1015858] <value>true</value>
 
      [bookmark: pgfId-1015859] </entry>
 
      [bookmark: pgfId-1015860] </annotations>
 
      [bookmark: pgfId-1015861] <name>ALLOC_INTERFACES</name>
 
      [bookmark: pgfId-1015862] <parameterType>string[]</parameterType>
 
      [bookmark: pgfId-1015863] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1015864] <structureParameters/>
 
      [bookmark: pgfId-1015865] </parameters>
 
      [bookmark: pgfId-1015866] <parameters>
 
      [bookmark: pgfId-1015867] <annotations>
 
      [bookmark: pgfId-1015868] <entry>
 
      [bookmark: pgfId-1015869] <key>Description</key>
 
      [bookmark: pgfId-1015870] <value>"DNS name of the XMPP server or XMPP domain name"</value>
 
      [bookmark: pgfId-1015871] </entry>
 
      [bookmark: pgfId-1015872] <entry>
 
      [bookmark: pgfId-1015873] <key>IsMandatory</key>
 
      [bookmark: pgfId-1015874] <value>true</value>
 
      [bookmark: pgfId-1015875] </entry>
 
      [bookmark: pgfId-1015876] </annotations>
 
      [bookmark: pgfId-1015877] <name>DNS_HOST_NAME</name>
 
      [bookmark: pgfId-1015878] <parameterType>string</parameterType>
 
      [bookmark: pgfId-1015879] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1015880] <structureParameters/>
 
      [bookmark: pgfId-1015881] </parameters>
 
      [bookmark: pgfId-1015882] <parameters>
 
      [bookmark: pgfId-1015883] <annotations>
 
      [bookmark: pgfId-1015884] <entry>
 
      [bookmark: pgfId-1015885] <key>Description</key>
 
      [bookmark: pgfId-1015886] <value>"IP Address for the XMPP DNS name or domain name"</value>
 
      [bookmark: pgfId-1015887] </entry>
 
      [bookmark: pgfId-1015888] <entry>
 
      [bookmark: pgfId-1015889] <key>IsMandatory</key>
 
      [bookmark: pgfId-1015890] <value>true</value>
 
      [bookmark: pgfId-1015891] </entry>
 
      [bookmark: pgfId-1015892] </annotations>
 
      [bookmark: pgfId-1015893] <name>DNS_HOST_IP</name>
 
      [bookmark: pgfId-1015894] <parameterType>ipV4Address</parameterType>
 
      [bookmark: pgfId-1015895] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1015896] <structureParameters/>
 
      [bookmark: pgfId-1015897] </parameters>
 
      [bookmark: pgfId-1015898] <parameters>
 
      [bookmark: pgfId-1015899] <annotations>
 
      [bookmark: pgfId-1015900] <entry>
 
      [bookmark: pgfId-1015901] <key>Description</key>
 
      [bookmark: pgfId-1015902] <value>"Management IP address used by DCNM to monitor this device"</value>
 
      [bookmark: pgfId-1015903] </entry>
 
      [bookmark: pgfId-1015904] <entry>
 
      [bookmark: pgfId-1015905] <key>IsManagementIP</key>
 
      [bookmark: pgfId-1015906] <value>true</value>
 
      [bookmark: pgfId-1015907] </entry>
 
      [bookmark: pgfId-1015908] <entry>
 
      [bookmark: pgfId-1015909] <key>IsMandatory</key>
 
      [bookmark: pgfId-1015910] <value>true</value>
 
      [bookmark: pgfId-1015911] </entry>
 
      [bookmark: pgfId-1015912] </annotations>
 
      [bookmark: pgfId-1015913] <name>MGMT_IP</name>
 
      [bookmark: pgfId-1015914] <parameterType>ipV4Address</parameterType>
 
      [bookmark: pgfId-1015915] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1015916] <structureParameters/>
 
      [bookmark: pgfId-1015917] </parameters>
 
      [bookmark: pgfId-1015918] <parameters>
 
      [bookmark: pgfId-1015919] <annotations>
 
      [bookmark: pgfId-1015920] <entry>
 
      [bookmark: pgfId-1015921] <key>Description</key>
 
      [bookmark: pgfId-1015922] <value>"The prefix in integer format. e.g. 24"</value>
 
      [bookmark: pgfId-1015923] </entry>
 
      [bookmark: pgfId-1015924] <entry>
 
      [bookmark: pgfId-1015925] <key>IsMandatory</key>
 
      [bookmark: pgfId-1015926] <value>true</value>
 
      [bookmark: pgfId-1015927] </entry>
 
      [bookmark: pgfId-1015928] </annotations>
 
      [bookmark: pgfId-1015929] <name>MGMT_PREFIX</name>
 
      [bookmark: pgfId-1015930] <parameterType>integer</parameterType>
 
      [bookmark: pgfId-1015931] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1015932] <structureParameters/>
 
      [bookmark: pgfId-1015933] </parameters>
 
      [bookmark: pgfId-1015934] <parameters>
 
      [bookmark: pgfId-1015935] <annotations>
 
      [bookmark: pgfId-1015936] <entry>
 
      [bookmark: pgfId-1015937] <key>Description</key>
 
      [bookmark: pgfId-1015938] <value>"Default Gateway IP address"</value>
 
      [bookmark: pgfId-1015939] </entry>
 
      [bookmark: pgfId-1015940] <entry>
 
      [bookmark: pgfId-1015941] <key>IsMandatory</key>
 
      [bookmark: pgfId-1015942] <value>true</value>
 
      [bookmark: pgfId-1015943] </entry>
 
      [bookmark: pgfId-1015944] </annotations>
 
      [bookmark: pgfId-1015945] <name>DEFAULT_GATEWAY</name>
 
      [bookmark: pgfId-1015946] <parameterType>ipV4Address</parameterType>
 
      [bookmark: pgfId-1015947] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1015948] <structureParameters/>
 
      [bookmark: pgfId-1015949] </parameters>
 
      [bookmark: pgfId-1015950] <parameters>
 
      [bookmark: pgfId-1015951] <annotations>
 
      [bookmark: pgfId-1015952] <entry>
 
      [bookmark: pgfId-1015953] <key>Description</key>
 
      [bookmark: pgfId-1015954] <value>"VLAN facing the server or VMs"</value>
 
      [bookmark: pgfId-1015955] </entry>
 
      [bookmark: pgfId-1015956] <entry>
 
      [bookmark: pgfId-1015957] <key>IsMandatory</key>
 
      [bookmark: pgfId-1015958] <value>true</value>
 
      [bookmark: pgfId-1015959] </entry>
 
      [bookmark: pgfId-1015960] </annotations>
 
      [bookmark: pgfId-1015961] <name>CUSTOMER_FACING_VLAN_ID</name>
 
      [bookmark: pgfId-1015962] <parameterType>integer</parameterType>
 
      [bookmark: pgfId-1015963] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1015964] <structureParameters/>
 
      [bookmark: pgfId-1015965] </parameters>
 
      [bookmark: pgfId-1015966] <parameters>
 
      [bookmark: pgfId-1015967] <annotations>
 
      [bookmark: pgfId-1015968] <entry>
 
      [bookmark: pgfId-1015969] <key>Description</key>
 
      [bookmark: pgfId-1015970] <value>"IP address facing the server or VMs"</value>
 
      [bookmark: pgfId-1015971] </entry>
 
      [bookmark: pgfId-1015972] <entry>
 
      [bookmark: pgfId-1015973] <key>IsMandatory</key>
 
      [bookmark: pgfId-1015974] <value>true</value>
 
      [bookmark: pgfId-1015975] </entry>
 
      [bookmark: pgfId-1015976] </annotations>
 
      [bookmark: pgfId-1015977] <name>CUSTOMER_FACING_IP</name>
 
      [bookmark: pgfId-1015978] <parameterType>ipV4Address</parameterType>
 
      [bookmark: pgfId-1015979] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1015980] <structureParameters/>
 
      [bookmark: pgfId-1015981] </parameters>
 
      [bookmark: pgfId-1015982] <parameters>
 
      [bookmark: pgfId-1015983] <annotations>
 
      [bookmark: pgfId-1015984] <entry>
 
      [bookmark: pgfId-1015985] <key>Description</key>
 
      [bookmark: pgfId-1015986] <value>"IP subnet facing the server or VMs. The prefix in integer format. e.g. 24"</value>
 
      [bookmark: pgfId-1015987] </entry>
 
      [bookmark: pgfId-1015988] <entry>
 
      [bookmark: pgfId-1015989] <key>IsMandatory</key>
 
      [bookmark: pgfId-1015990] <value>true</value>
 
      [bookmark: pgfId-1015991] </entry>
 
      [bookmark: pgfId-1015992] </annotations>
 
      [bookmark: pgfId-1015993] <name>CUSTOMER_FACING_PREFIX</name>
 
      [bookmark: pgfId-1015994] <parameterType>integer</parameterType>
 
      [bookmark: pgfId-1015995] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1015996] <structureParameters/>
 
      [bookmark: pgfId-1015997] </parameters>
 
      [bookmark: pgfId-1015998] <parameters>
 
      [bookmark: pgfId-1015999] <annotations>
 
      [bookmark: pgfId-1016000] <entry>
 
      [bookmark: pgfId-1016001] <key>IsMandatory</key>
 
      [bookmark: pgfId-1016002] <value>true</value>
 
      [bookmark: pgfId-1016003] </entry>
 
      [bookmark: pgfId-1016004] </annotations>
 
      [bookmark: pgfId-1016005] <name>FABRIC_FORWARDING_ID</name>
 
      [bookmark: pgfId-1016006] <parameterType>integer</parameterType>
 
      [bookmark: pgfId-1016007] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016008] <structureParameters/>
 
      [bookmark: pgfId-1016009] </parameters>
 
      [bookmark: pgfId-1016010] <parameters>
 
      [bookmark: pgfId-1016011] <annotations>
 
      [bookmark: pgfId-1016012] <entry>
 
      [bookmark: pgfId-1016013] <key>IsMandatory</key>
 
      [bookmark: pgfId-1016014] <value>true</value>
 
      [bookmark: pgfId-1016015] </entry>
 
      [bookmark: pgfId-1016016] </annotations>
 
      [bookmark: pgfId-1016017] <name>ANYCAST_GATEWAY_MAC</name>
 
      [bookmark: pgfId-1016018] <parameterType>string</parameterType>
 
      [bookmark: pgfId-1016019] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016020] <structureParameters/>
 
      [bookmark: pgfId-1016021] </parameters>
 
      [bookmark: pgfId-1016022] <parameters>
 
      [bookmark: pgfId-1016023] <annotations>
 
      [bookmark: pgfId-1016024] <entry>
 
      [bookmark: pgfId-1016025] <key>Description</key>
 
      [bookmark: pgfId-1016026] <value>"The role of the switch. e.g. leaf, spine"</value>
 
      [bookmark: pgfId-1016027] </entry>
 
      [bookmark: pgfId-1016028] <entry>
 
      [bookmark: pgfId-1016029] <key>IsMandatory</key>
 
      [bookmark: pgfId-1016030] <value>true</value>
 
      [bookmark: pgfId-1016031] </entry>
 
      [bookmark: pgfId-1016032] </annotations>
 
      [bookmark: pgfId-1016033] <name>SWITCH_ROLE</name>
 
      [bookmark: pgfId-1016034] <parameterType>string</parameterType>
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      [bookmark: pgfId-1016832] <value>"Space separated XMPP Spine Group Names"</value>
 
      [bookmark: pgfId-1016833] </entry>
 
      [bookmark: pgfId-1016834] <entry>
 
      [bookmark: pgfId-1016835] <key>IsMandatory</key>
 
      [bookmark: pgfId-1016836] <value>true</value>
 
      [bookmark: pgfId-1016837] </entry>
 
      [bookmark: pgfId-1016838] </annotations>
 
      [bookmark: pgfId-1016839] <name>XMPP_GROUPS</name>
 
      [bookmark: pgfId-1016840] <parameterType>string</parameterType>
 
      [bookmark: pgfId-1016841] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016842] <structureParameters/>
 
      [bookmark: pgfId-1016843] </parameters>
 
      [bookmark: pgfId-1016844] <parameters>
 
      [bookmark: pgfId-1016845] <annotations>
 
      [bookmark: pgfId-1016846] <entry>
 
      [bookmark: pgfId-1016847] <key>IsMandatory</key>
 
      [bookmark: pgfId-1016848] <value>true</value>
 
      [bookmark: pgfId-1016849] </entry>
 
      [bookmark: pgfId-1016850] </annotations>
 
      [bookmark: pgfId-1016851] <name>XMPP_PASSWORD</name>
 
      [bookmark: pgfId-1016852] <parameterType>string</parameterType>
 
      [bookmark: pgfId-1016853] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016854] <structureParameters/>
 
      [bookmark: pgfId-1016855] </parameters>
 
      [bookmark: pgfId-1016856] <published>true</published>
 
      [bookmark: pgfId-1016857] <supportedPlatforms>N7K,N6K</supportedPlatforms>
 
      [bookmark: pgfId-1016858] <templateType>POAP</templateType>
 
      [bookmark: pgfId-1016859] <timestamp>2013-09-30 08:04:08</timestamp>
 
      [bookmark: pgfId-1016860] <userDefined>false</userDefined>
 
      [bookmark: pgfId-1016861] </item>
 
      [bookmark: pgfId-1016862] <item>
 
      [bookmark: pgfId-1016863] <assignedInstanceClassId>0</assignedInstanceClassId>
 
      [bookmark: pgfId-1016864] <instanceClassId>38</instanceClassId>
 
      [bookmark: pgfId-1016865] <instanceName>com.cisco.dcbu.dcm.model.cfgtemplate.ConfigTemplate:name=VPC_Template:type=false</instanceName>
 
      [bookmark: pgfId-1016866] <description>This file specifies the template configuration for vpc with annotations</description>
 
      [bookmark: pgfId-1016867] <fileName>vpc_annotations.template</fileName>
 
      [bookmark: pgfId-1016868] <name>VPC_Template</name>
 
      [bookmark: pgfId-1016869] <parameters>
 
      [bookmark: pgfId-1016870] <annotations>
 
      [bookmark: pgfId-1016871] <entry>
 
      [bookmark: pgfId-1016872] <key>IsVPCDomainID</key>
 
      [bookmark: pgfId-1016873] <value>true</value>
 
      [bookmark: pgfId-1016874] </entry>
 
      [bookmark: pgfId-1016875] </annotations>
 
      [bookmark: pgfId-1016876] <name>VPC_DOMAIN_ID</name>
 
      [bookmark: pgfId-1016877] <parameterType>integer</parameterType>
 
      [bookmark: pgfId-1016878] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016879] <structureParameters/>
 
      [bookmark: pgfId-1016880] </parameters>
 
      [bookmark: pgfId-1016881] <parameters>
 
      [bookmark: pgfId-1016882] <annotations>
 
      [bookmark: pgfId-1016883] <entry>
 
      [bookmark: pgfId-1016884] <key>IsVPCPeerLinkSrc</key>
 
      [bookmark: pgfId-1016885] <value>true</value>
 
      [bookmark: pgfId-1016886] </entry>
 
      [bookmark: pgfId-1016887] </annotations>
 
      [bookmark: pgfId-1016888] <name>VPC_PEER_SRC</name>
 
      [bookmark: pgfId-1016889] <parameterType>ipV4Address</parameterType>
 
      [bookmark: pgfId-1016890] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016891] <structureParameters/>
 
      [bookmark: pgfId-1016892] </parameters>
 
      [bookmark: pgfId-1016893] <parameters>
 
      [bookmark: pgfId-1016894] <annotations>
 
      [bookmark: pgfId-1016895] <entry>
 
      [bookmark: pgfId-1016896] <key>IsVPCPeerLinkDst</key>
 
      [bookmark: pgfId-1016897] <value>true</value>
 
      [bookmark: pgfId-1016898] </entry>
 
      [bookmark: pgfId-1016899] </annotations>
 
      [bookmark: pgfId-1016900] <name>VPC_PEER_DST</name>
 
      [bookmark: pgfId-1016901] <parameterType>ipV4Address</parameterType>
 
      [bookmark: pgfId-1016902] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016903] <structureParameters/>
 
      [bookmark: pgfId-1016904] </parameters>
 
      [bookmark: pgfId-1016905] <parameters>
 
      [bookmark: pgfId-1016906] <annotations>
 
      [bookmark: pgfId-1016907] <entry>
 
      [bookmark: pgfId-1016908] <key>IsVPCPeerLinkPortChannel</key>
 
      [bookmark: pgfId-1016909] <value>true</value>
 
      [bookmark: pgfId-1016910] </entry>
 
      [bookmark: pgfId-1016911] <entry>
 
      [bookmark: pgfId-1016912] <key>IsVPCPort</key>
 
      [bookmark: pgfId-1016913] <value>true</value>
 
      [bookmark: pgfId-1016914] </entry>
 
      [bookmark: pgfId-1016915] </annotations>
 
      [bookmark: pgfId-1016916] <name>VPC_PEER_LINK_PORT_CHANNEL_NUMBER</name>
 
      [bookmark: pgfId-1016917] <parameterType>integer</parameterType>
 
      [bookmark: pgfId-1016918] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016919] <structureParameters/>
 
      [bookmark: pgfId-1016920] </parameters>
 
      [bookmark: pgfId-1016921] <parameters>
 
      [bookmark: pgfId-1016922] <annotations/>
 
      [bookmark: pgfId-1016923] <name>VPC_PEER_LINK_PORT_CHANNEL_DESCRIPTION</name>
 
      [bookmark: pgfId-1016924] <parameterType>string</parameterType>
 
      [bookmark: pgfId-1016925] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016926] <structureParameters/>
 
      [bookmark: pgfId-1016927] </parameters>
 
      [bookmark: pgfId-1016928] <parameters>
 
      [bookmark: pgfId-1016929] <annotations>
 
      [bookmark: pgfId-1016930] <entry>
 
      [bookmark: pgfId-1016931] <key>IsVPCPeerLinkPort</key>
 
      [bookmark: pgfId-1016932] <value>true</value>
 
      [bookmark: pgfId-1016933] </entry>
 
      [bookmark: pgfId-1016934] </annotations>
 
      [bookmark: pgfId-1016935] <name>VPC_PEER_LINK_IF_NAMES</name>
 
      [bookmark: pgfId-1016936] <parameterType>interfaceRange</parameterType>
 
      [bookmark: pgfId-1016937] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016938] <structureParameters/>
 
      [bookmark: pgfId-1016939] </parameters>
 
      [bookmark: pgfId-1016940] <parameters>
 
      [bookmark: pgfId-1016941] <annotations/>
 
      [bookmark: pgfId-1016942] <name>VPC_ARRAY</name>
 
      [bookmark: pgfId-1016943] <parameterType>structureArray</parameterType>
 
      [bookmark: pgfId-1016944] <parameterTypeStructure>true</parameterTypeStructure>
 
      [bookmark: pgfId-1016945] <structureParameters>
 
      [bookmark: pgfId-1016946] <entry>
 
      [bookmark: pgfId-1016947] <key>ID</key>
 
      [bookmark: pgfId-1016948] <value>
 
      [bookmark: pgfId-1016949] <annotations>
 
      [bookmark: pgfId-1016950] <entry>
 
      [bookmark: pgfId-1016951] <key>IsVPCID</key>
 
      [bookmark: pgfId-1016952] <value>true</value>
 
      [bookmark: pgfId-1016953] </entry>
 
      [bookmark: pgfId-1016954] </annotations>
 
      [bookmark: pgfId-1016955] <name>ID</name>
 
      [bookmark: pgfId-1016956] <parameterType>integer</parameterType>
 
      [bookmark: pgfId-1016957] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016958] <structureParameters/>
 
      [bookmark: pgfId-1016959] </value>
 
      [bookmark: pgfId-1016960] </entry>
 
      [bookmark: pgfId-1016961] <entry>
 
      [bookmark: pgfId-1016962] <key>PORT_CHANNEL_NUMBER</key>
 
      [bookmark: pgfId-1016963] <value>
 
      [bookmark: pgfId-1016964] <annotations>
 
      [bookmark: pgfId-1016965] <entry>
 
      [bookmark: pgfId-1016966] <key>IsVPCPortChannel</key>
 
      [bookmark: pgfId-1016967] <value>true</value>
 
      [bookmark: pgfId-1016968] </entry>
 
      [bookmark: pgfId-1016969] </annotations>
 
      [bookmark: pgfId-1016970] <name>PORT_CHANNEL_NUMBER</name>
 
      [bookmark: pgfId-1016971] <parameterType>integer</parameterType>
 
      [bookmark: pgfId-1016972] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016973] <structureParameters/>
 
      [bookmark: pgfId-1016974] </value>
 
      [bookmark: pgfId-1016975] </entry>
 
      [bookmark: pgfId-1016976] <entry>
 
      [bookmark: pgfId-1016977] <key>IF_NAME</key>
 
      [bookmark: pgfId-1016978] <value>
 
      [bookmark: pgfId-1016979] <annotations>
 
      [bookmark: pgfId-1016980] <entry>
 
      [bookmark: pgfId-1016981] <key>IsVPCPort</key>
 
      [bookmark: pgfId-1016982] <value>true</value>
 
      [bookmark: pgfId-1016983] </entry>
 
      [bookmark: pgfId-1016984] </annotations>
 
      [bookmark: pgfId-1016985] <name>IF_NAME</name>
 
      [bookmark: pgfId-1016986] <parameterType>interface</parameterType>
 
      [bookmark: pgfId-1016987] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016988] <structureParameters/>
 
      [bookmark: pgfId-1016989] </value>
 
      [bookmark: pgfId-1016990] </entry>
 
      [bookmark: pgfId-1016991] <entry>
 
      [bookmark: pgfId-1016992] <key>DESCRIPTION</key>
 
      [bookmark: pgfId-1016993] <value>
 
      [bookmark: pgfId-1016994] <annotations/>
 
      [bookmark: pgfId-1016995] <name>DESCRIPTION</name>
 
      [bookmark: pgfId-1016996] <parameterType>string</parameterType>
 
      [bookmark: pgfId-1016997] <parameterTypeStructure>false</parameterTypeStructure>
 
      [bookmark: pgfId-1016998] <structureParameters/>
 
      [bookmark: pgfId-1016999] </value>
 
      [bookmark: pgfId-1017000] </entry>
 
      [bookmark: pgfId-1017001] </structureParameters>
 
      [bookmark: pgfId-1017002] </parameters>
 
      [bookmark: pgfId-1017003] <published>true</published>
 
      [bookmark: pgfId-1017004] <supportedPlatforms>N7K,N6K</supportedPlatforms>
 
      [bookmark: pgfId-1017005] <templateType>POAP</templateType>
 
      [bookmark: pgfId-1017006] <timestamp>2013-09-30 08:04:08</timestamp>
 
      [bookmark: pgfId-1017007] <userDefined>false</userDefined>
 
      [bookmark: pgfId-1017008] </item>
 
      [bookmark: pgfId-1017009] </result>
 
      [bookmark: pgfId-1017010] </tns:getAllPublishedTemplatesResponse>
 
      [bookmark: pgfId-1017011] </env:Body>
 
      [bookmark: pgfId-1017012]</env:Envelope>
 
    
 
   
 
    
     [bookmark: pgfId-1017015]Generate Configuration with the template
 
     [bookmark: pgfId-1017016]This is a SOAP API call to generate the configuration and later used to create the POAP definition. In this example, it’s using the “Base_Leaf_Template” to generate the configuration.
 
     [bookmark: pgfId-1017019]http://10.77.247.139:80/ConfigTemplateWSService/ConfigTemplateWS
 
     
      [bookmark: pgfId-1017021]Request
 
      [bookmark: pgfId-1017022]<SOAP-ENV:Envelope xmlns:SOAP-ENV="http://schemas.xmlsoap.org/soap/envelope/" xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance">
 
      [bookmark: pgfId-1017023] <SOAP-ENV:Header>
 
      [bookmark: pgfId-1017024] <ns0:token xmlns:ns0="http://dcnm/headers">ZO29rayKhzlieynOjb2N+b1x7pRHNyqB</ns0:token>
 
      [bookmark: pgfId-1017025] <ns0:session xmlns:ns0="http://dcnm/headers">0</ns0:session>
 
      [bookmark: pgfId-1017026] </SOAP-ENV:Header>
 
      [bookmark: pgfId-1017027] <SOAP-ENV:Body>
 
      [bookmark: pgfId-1017028] <tns:getPopulatedCommands xmlns:tns="http://ep.san.jaxws.dcbu.cisco.com/">
 
      [bookmark: pgfId-1017029] <arg0>
 
      [bookmark: pgfId-1017030] <instanceClassId>31</instanceClassId>
 
      [bookmark: pgfId-1017031] <instanceName>com.cisco.dcbu.dcm.model.cfgtemplate.ConfigTemplate:name=Base_Leaf_Template:type=false</instanceName>
 
      [bookmark: pgfId-1017032] </arg0>
 
      [bookmark: pgfId-1017033] <arg1>
 
      [bookmark: pgfId-1017034] <item>SWITCH_NAME</item>
 
      [bookmark: pgfId-1017035] <item>MGMT_IP</item>
 
      [bookmark: pgfId-1017036] <item>MGMT_PREFIX</item>
 
      [bookmark: pgfId-1017037] <item>DEFAULT_GATEWAY</item>
 
      [bookmark: pgfId-1017038] <item>ADMIN_PASSWORD</item>
 
      [bookmark: pgfId-1017039] <item>SWITCH_ROLE</item>
 
      [bookmark: pgfId-1017040] <item>FABRIC_INTERFACES</item>
 
      [bookmark: pgfId-1017041] <item>HOST_INTERFACES</item>
 
      [bookmark: pgfId-1017042] <item>BACKBONE_VLAN</item>
 
      [bookmark: pgfId-1017043] <item>BACKBONE_IP</item>
 
      [bookmark: pgfId-1017044] <item>BACKBONE_IPV6</item>
 
      [bookmark: pgfId-1017045] <item>BGP_ROUTER_IP</item>
 
      [bookmark: pgfId-1017046] <item>BGP_RR_IP</item>
 
      [bookmark: pgfId-1017047] <item>LDAP_SERVER_IP</item>
 
      [bookmark: pgfId-1017048] <item>XMPP_SERVER_IP</item>
 
      [bookmark: pgfId-1017049] <item>XMPP_SERVER</item>
 
      [bookmark: pgfId-1017050] <item>XMPP_GROUPS</item>
 
      [bookmark: pgfId-1017051] <item>XMPP_PASSWORD</item>
 
      [bookmark: pgfId-1017052] <item>ENABLE_VPC</item>
 
      [bookmark: pgfId-1017053] <item>VPC_DOMAIN_ID</item>
 
      [bookmark: pgfId-1017054] <item>VPC_PEER_DST</item>
 
      [bookmark: pgfId-1017055] <item>VPC_PEER_LINK_PORT_CHANNEL_NUMBER</item>
 
      [bookmark: pgfId-1017056] <item>VPC_PEER_LINK_IF_NAMES</item>
 
      [bookmark: pgfId-1017057] <item>VPC_ARRAY</item>
 
      [bookmark: pgfId-1017058] </arg1>
 
      [bookmark: pgfId-1017059] <arg2>
 
      [bookmark: pgfId-1017060] <item>leaf-SR123456</item>
 
      [bookmark: pgfId-1017061] <item>172.22.31.23</item>
 
      [bookmark: pgfId-1017062] <item>24</item>
 
      [bookmark: pgfId-1017063] <item>172.22.31.1</item>
 
      [bookmark: pgfId-1017064] <item>cisco123</item>
 
      [bookmark: pgfId-1017065] <item>leaf</item>
 
      [bookmark: pgfId-1017066] <item>eth1/4-8</item>
 
      [bookmark: pgfId-1017067] <item>eth1/10-12</item>
 
      [bookmark: pgfId-1017068] <item>12</item>
 
      [bookmark: pgfId-1017069] <item>172.22.31.15</item>
 
      [bookmark: pgfId-1017070] <item>2345::2346</item>
 
      [bookmark: pgfId-1017071] <item>172.22.31.10</item>
 
      [bookmark: pgfId-1017072] <item>172.22.31.12</item>
 
      [bookmark: pgfId-1017073] <item>172.22.31.2</item>
 
      [bookmark: pgfId-1017074] <item>172.22.31.3</item>
 
      [bookmark: pgfId-1017075] <item>xmpp.cisco.com</item>
 
      [bookmark: pgfId-1017076] <item>leaf_group</item>
 
      [bookmark: pgfId-1017077] <item>xmpp_123</item>
 
      [bookmark: pgfId-1017078] <item>True</item>
 
      [bookmark: pgfId-1017079] <item>3</item>
 
      [bookmark: pgfId-1017080] <item>172.22.31.24</item>
 
      [bookmark: pgfId-1017081] <item>2</item>
 
      [bookmark: pgfId-1017082] <item>eth3/4</item>
 
      [bookmark: pgfId-1017083] <item>{{2,eth4/4}}</item>
 
      [bookmark: pgfId-1017084] </arg2>
 
      [bookmark: pgfId-1017085] <arg3>true</arg3>
 
      [bookmark: pgfId-1017086] </tns:getPopulatedCommands>
 
      [bookmark: pgfId-1017087] </SOAP-ENV:Body>
 
      [bookmark: pgfId-1017088]</SOAP-ENV:Envelope>
 
    
 
     
      [bookmark: pgfId-1017090]Response
 
      
       
     
 
     
 
     [bookmark: pgfId-1017091]Note Replace $$ with empty in the below response

      
     

     
 
      [bookmark: pgfId-1017094]<env:Envelope xmlns:env="http://schemas.xmlsoap.org/soap/envelope/">
 
      [bookmark: pgfId-1017095] <env:Header/>
 
      [bookmark: pgfId-1017096] <env:Body>
 
      [bookmark: pgfId-1017097] <tns:getPopulatedCommandsResponse xmlns:tns="http://ep.san.jaxws.dcbu.cisco.com/">
 
      [bookmark: pgfId-1017098] <result>license grace-period
 
      [bookmark: pgfId-1017099]hostname $$leaf-SR123456$$
 
      [bookmark: pgfId-1017101]install feature-set fabric
 
      [bookmark: pgfId-1017102]feature-set fabric
 
      [bookmark: pgfId-1017103]feature fabric forwarding
 
      [bookmark: pgfId-1017105]install feature-set fabricpath
 
      [bookmark: pgfId-1017106]feature-set fabricpath
 
      [bookmark: pgfId-1017108]!#Cable Management
 
      [bookmark: pgfId-1017109]feature lldp
 
      [bookmark: pgfId-1017110]feature cable-management
 
      [bookmark: pgfId-1017111]fabric connectivity tier 1
 
      [bookmark: pgfId-1017113]feature bgp
 
      [bookmark: pgfId-1017114]feature interface-vlan
 
      [bookmark: pgfId-1017115]feature vn-segment-vlan-based
 
      [bookmark: pgfId-1017116]feature dhcp
 
      [bookmark: pgfId-1017117]feature evb
 
      [bookmark: pgfId-1017118]feature pim
 
      [bookmark: pgfId-1017120]!#feature SPoM
 
      [bookmark: pgfId-1017121]feature fabric access
 
      [bookmark: pgfId-1017123]!### Vinci Multicast Forwarding (NGMVPN)
 
      [bookmark: pgfId-1017124]feature fabric multicast
 
      [bookmark: pgfId-1017126]!### Vinci passive PIM
 
      [bookmark: pgfId-1017127]ip multicast fabric-forwarding
 
      [bookmark: pgfId-1017129]fabric forwarding identifier 1
 
      [bookmark: pgfId-1017130]fabric forwarding anycast-gateway-mac 2020.0000.00AA
 
      [bookmark: pgfId-1017131]fabric forwarding switch-role leaf
 
      [bookmark: pgfId-1017133]username admin password $$cisco123$$ role network-admin
 
      [bookmark: pgfId-1017134]no password strength-check
 
      [bookmark: pgfId-1017135]ip domain-lookup
 
      [bookmark: pgfId-1017137]!### Configure IP host for SPoM XMPP server below
 
      [bookmark: pgfId-1017138]ip host $$xmpp.cisco.com$$ $$172.22.31.3$$ 
 
      [bookmark: pgfId-1017140]!### Configure SPoM XMPP Server below
 
      [bookmark: pgfId-1017141]fabric access server $$xmpp.cisco.com$$ vrf management password $$xmpp_123$$ 
 
      [bookmark: pgfId-1017143]!### Subscribe this device to this XMPP group 
 
      [bookmark: pgfId-1017144]fabric access group $$leaf_group$$ 
 
      [bookmark: pgfId-1017146]fabric database profile-map global
 
      [bookmark: pgfId-1017147] ethernet-tag encapsulation dot1q default dynamic
 
      [bookmark: pgfId-1017148] ethernet-tag encapsulation vni default dynamic
 
      [bookmark: pgfId-1017149] vdp vni default dynamic
 
      [bookmark: pgfId-1017151]!### Configure fabric database location
 
      [bookmark: pgfId-1017152]!### db-table "ou=segments,dc=cisco,dc=com"
 
      [bookmark: pgfId-1017153]!### is a variable that should match the table
 
      [bookmark: pgfId-1017154]!### name that is populated in the LDAP database.
 
      [bookmark: pgfId-1017155]fabric database type asset
 
      [bookmark: pgfId-1017156] server protocol ldap ip $$172.22.31.2$$
 
      [bookmark: pgfId-1017157] db-table ou=segments,dc=cisco,dc=com key-type 1
 
      [bookmark: pgfId-1017159]!### Enable global mobility-domain only when you 
 
      [bookmark: pgfId-1017160]!### are going to use (vlan, mobility_domain) to search ADBM database 
 
      [bookmark: pgfId-1017161]!### fabric database mobility-domain %mobility_domain
 
      [bookmark: pgfId-1017163]route-map FABRIC-RMAP-REDIST-HOST deny 10
 
      [bookmark: pgfId-1017164] match interface Vlan $$12$$
 
      [bookmark: pgfId-1017165]route-map FABRIC-RMAP-REDIST-HOST permit 20
 
      [bookmark: pgfId-1017166] match ip address HOSTS 
 
      [bookmark: pgfId-1017168]route-map FABRIC-RMAP-REDIST-V6HOST deny 10
 
      [bookmark: pgfId-1017169] match interface Vlan $$12$$
 
      [bookmark: pgfId-1017170]route-map FABRIC-RMAP-REDIST-V6HOST permit 20
 
      [bookmark: pgfId-1017171] match ip address V6HOSTS
 
      [bookmark: pgfId-1017173]ip dhcp snooping
 
      [bookmark: pgfId-1017174]service dhcp
 
      [bookmark: pgfId-1017175]ip dhcp relay
 
      [bookmark: pgfId-1017176]ip dhcp relay information option
 
      [bookmark: pgfId-1017177]ip dhcp relay information option vpn
 
      [bookmark: pgfId-1017179]interface Vlan $$12$$
 
      [bookmark: pgfId-1017180] no shutdown
 
      [bookmark: pgfId-1017181] ip address $$172.22.31.15$$ 
 
      [bookmark: pgfId-1017182] ipv6 address $$2345::2346$$
 
      [bookmark: pgfId-1017183] fabric forwarding control-segment
 
      [bookmark: pgfId-1017186]interface $$eth1/7$$
 
      [bookmark: pgfId-1017187] no shutdown
 
      [bookmark: pgfId-1017188] switchport
 
      [bookmark: pgfId-1017189] switchport mode fabricpath
 
      [bookmark: pgfId-1017190] fabricpath isis hello-interval 100
 
      [bookmark: pgfId-1017191] fabricpath isis retransmit-interval 10
 
      [bookmark: pgfId-1017192] fabricpath isis retransmit-throttle-interval 200
 
      [bookmark: pgfId-1017194]interface $$eth1/8$$
 
      [bookmark: pgfId-1017195] no shutdown
 
      [bookmark: pgfId-1017196] switchport
 
      [bookmark: pgfId-1017197] switchport mode fabricpath
 
      [bookmark: pgfId-1017198] fabricpath isis hello-interval 100
 
      [bookmark: pgfId-1017199] fabricpath isis retransmit-interval 10
 
      [bookmark: pgfId-1017200] fabricpath isis retransmit-throttle-interval 200
 
      [bookmark: pgfId-1017202]interface $$eth1/6$$
 
      [bookmark: pgfId-1017203] no shutdown
 
      [bookmark: pgfId-1017204] switchport
 
      [bookmark: pgfId-1017205] switchport mode fabricpath
 
      [bookmark: pgfId-1017206] fabricpath isis hello-interval 100
 
      [bookmark: pgfId-1017207] fabricpath isis retransmit-interval 10
 
      [bookmark: pgfId-1017208] fabricpath isis retransmit-throttle-interval 200
 
      [bookmark: pgfId-1017210]interface $$eth1/5$$
 
      [bookmark: pgfId-1017211] no shutdown
 
      [bookmark: pgfId-1017212] switchport
 
      [bookmark: pgfId-1017213] switchport mode fabricpath
 
      [bookmark: pgfId-1017214] fabricpath isis hello-interval 100
 
      [bookmark: pgfId-1017215] fabricpath isis retransmit-interval 10
 
      [bookmark: pgfId-1017216] fabricpath isis retransmit-throttle-interval 200
 
      [bookmark: pgfId-1017218]interface $$eth1/4$$
 
      [bookmark: pgfId-1017219] no shutdown
 
      [bookmark: pgfId-1017220] switchport
 
      [bookmark: pgfId-1017221] switchport mode fabricpath
 
      [bookmark: pgfId-1017222] fabricpath isis hello-interval 100
 
      [bookmark: pgfId-1017223] fabricpath isis retransmit-interval 10
 
      [bookmark: pgfId-1017224] fabricpath isis retransmit-throttle-interval 200
 
      [bookmark: pgfId-1017227]interface $$eth1/10$$
 
      [bookmark: pgfId-1017228] switchport 
 
      [bookmark: pgfId-1017229] switchport mode trunk
 
      [bookmark: pgfId-1017230] no shutdown
 
      [bookmark: pgfId-1017232]interface $$eth1/11$$
 
      [bookmark: pgfId-1017233] switchport 
 
      [bookmark: pgfId-1017234] switchport mode trunk
 
      [bookmark: pgfId-1017235] no shutdown
 
      [bookmark: pgfId-1017237]interface $$eth1/12$$
 
      [bookmark: pgfId-1017238] switchport 
 
      [bookmark: pgfId-1017239] switchport mode trunk
 
      [bookmark: pgfId-1017240] no shutdown
 
      [bookmark: pgfId-1017242]route-map ALL-PATHS permit 10
 
      [bookmark: pgfId-1017243] set path-selection all advertise
 
      [bookmark: pgfId-1017245]vlan $$12$$ 
 
      [bookmark: pgfId-1017246] mode fabricpath
 
      [bookmark: pgfId-1017248]router bgp 100
 
      [bookmark: pgfId-1017249] router-id $$172.22.31.10$$
 
      [bookmark: pgfId-1017250] address-family ipv4 unicast
 
      [bookmark: pgfId-1017251] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST 
 
      [bookmark: pgfId-1017252] maximum-paths ibgp 2 
 
      [bookmark: pgfId-1017253] additional-paths receive
 
      [bookmark: pgfId-1017254] additional-paths selection route-map ALL-PATHS
 
      [bookmark: pgfId-1017255] address-family ipv6 unicast
 
      [bookmark: pgfId-1017256] redistribute hmm route-map FABRIC-RMAP-REDIST-V6HOST
 
      [bookmark: pgfId-1017257] maximum-paths ibgp 2
 
      [bookmark: pgfId-1017258] additional-paths receive
 
      [bookmark: pgfId-1017259] additional-paths selection route-map ALL-PATHS
 
      [bookmark: pgfId-1017260] address-family vpnv4 unicast
 
      [bookmark: pgfId-1017261] additional-paths receive
 
      [bookmark: pgfId-1017262] address-family vpnv6 unicast
 
      [bookmark: pgfId-1017263] additional-paths receive
 
      [bookmark: pgfId-1017264] address-family ipv4 mvpn
 
      [bookmark: pgfId-1017265] additional-paths receive
 
      [bookmark: pgfId-1017266] address-family ipv6 mvpn
 
      [bookmark: pgfId-1017267] additional-paths receive
 
      [bookmark: pgfId-1017269] neighbor $$172.22.31.12$$ remote-as 100
 
      [bookmark: pgfId-1017270] address-family ipv4 unicast
 
      [bookmark: pgfId-1017271] send-community both
 
      [bookmark: pgfId-1017272] address-family ipv6 unicast
 
      [bookmark: pgfId-1017273] send-community both
 
      [bookmark: pgfId-1017274] address-family vpnv4 unicast
 
      [bookmark: pgfId-1017275] send-community extended
 
      [bookmark: pgfId-1017276] address-family vpnv6 unicast
 
      [bookmark: pgfId-1017277] send-community extended
 
      [bookmark: pgfId-1017278] address-family ipv4 mvpn
 
      [bookmark: pgfId-1017279] send-community both
 
      [bookmark: pgfId-1017280] address-family ipv6 mvpn
 
      [bookmark: pgfId-1017281] send-community both
 
      [bookmark: pgfId-1017283]vrf context management
 
      [bookmark: pgfId-1017284] ip route 0.0.0.0/0 $$172.22.31.1$$
 
      [bookmark: pgfId-1017286]interface mgmt0
 
      [bookmark: pgfId-1017287] vrf member management
 
      [bookmark: pgfId-1017288] no cdp enable
 
      [bookmark: pgfId-1019045] ip address $$172.22.31.23$$/$$24$$
 
      [bookmark: pgfId-1019046]system fabric dynamic-vlans 2500-3500
 
      [bookmark: pgfId-1017293]!###l3vm uses bootflash:platform.inf for the core vlans. 
 
      [bookmark: pgfId-1017294]!###Please refer to CSCuj12763 for additional details
 
      [bookmark: pgfId-1017295]system fabric core-vlans 2500-2999
 
      [bookmark: pgfId-1017297]line console
 
      [bookmark: pgfId-1017298] exec-timeout 0
 
      [bookmark: pgfId-1017299]line vty
 
      [bookmark: pgfId-1017302]!### Sample config for setting interface
 
      [bookmark: pgfId-1017303]!### address e.g. for connecting to
 
      [bookmark: pgfId-1017304]!### 101.101.101.91 ldap server
 
      [bookmark: pgfId-1017306]!interface Ethernet 1/18
 
      [bookmark: pgfId-1017307]! no switchport
 
      [bookmark: pgfId-1017308]! ip address 101.101.101.22/24
 
      [bookmark: pgfId-1017309]! no shutdown
 
      [bookmark: pgfId-1017311]configure profile vrf_tenant_profile
 
      [bookmark: pgfId-1017312] vlan $id
 
      [bookmark: pgfId-1017313] mode fabricpath
 
      [bookmark: pgfId-1017314] vn-segment $segment
 
      [bookmark: pgfId-1017315] interface vlan $id
 
      [bookmark: pgfId-1017316] vrf member $vrfname
 
      [bookmark: pgfId-1017317] ip address $$172.22.31.15$$
 
      [bookmark: pgfId-1017318] ipv6 address $$2345::2346$$
 
      [bookmark: pgfId-1017319] no shut
 
      [bookmark: pgfId-1017320]exit
 
      [bookmark: pgfId-1017322]configure profile vrf-common
 
      [bookmark: pgfId-1017323] vrf context $vrfName
 
      [bookmark: pgfId-1017324] vni $include_l3_segid
 
      [bookmark: pgfId-1017325] rd auto
 
      [bookmark: pgfId-1017326] address-family ipv4 unicast
 
      [bookmark: pgfId-1017327] route-target both auto
 
      [bookmark: pgfId-1017328] router bgp $asn
 
      [bookmark: pgfId-1017329] vrf $vrfName
 
      [bookmark: pgfId-1017330] address-family ipv4 unicast
 
      [bookmark: pgfId-1017331] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST
 
      [bookmark: pgfId-1017332] maximum-paths ibgp 2 
 
      [bookmark: pgfId-1017333]exit
 
      [bookmark: pgfId-1017335]config profile GoldProfile
 
      [bookmark: pgfId-1017336] interface vlan $vlanId
 
      [bookmark: pgfId-1017337] vrf member $vrfName
 
      [bookmark: pgfId-1017338] ip address $gatewayIpAddress/$netMaskLength
 
      [bookmark: pgfId-1017339] ip dhcp relay address $dhcpServerAddr use-vrf default
 
      [bookmark: pgfId-1017340] fabric forwarding mode proxy-gateway
 
      [bookmark: pgfId-1017341] no ip redirects
 
      [bookmark: pgfId-1017342] no shutdown
 
      [bookmark: pgfId-1017343] vlan $vlanId
 
      [bookmark: pgfId-1017344] vn-segment $segmentId
 
      [bookmark: pgfId-1017345] include profile vrf-common
 
      [bookmark: pgfId-1017346]end
 
      [bookmark: pgfId-1017348]configure profile vrf-common-v6
 
      [bookmark: pgfId-1017349] vrf context $vrfName
 
      [bookmark: pgfId-1017350] vni $include_l3_segid
 
      [bookmark: pgfId-1017351] rd auto
 
      [bookmark: pgfId-1017352] address-family ipv6 unicast
 
      [bookmark: pgfId-1017353] route-target both auto
 
      [bookmark: pgfId-1017354] router bgp $asn
 
      [bookmark: pgfId-1017355] vrf $vrfName
 
      [bookmark: pgfId-1017356] address-family ipv6 unicast
 
      [bookmark: pgfId-1017357] redistribute hmm route-map FABRIC-RMAP-REDIST-V6HOST
 
      [bookmark: pgfId-1017358] maximum-paths ibgp 2 
 
      [bookmark: pgfId-1017359]exit
 
      [bookmark: pgfId-1017361]config profile GoldProfile-v6
 
      [bookmark: pgfId-1017362] interface vlan $vlanId
 
      [bookmark: pgfId-1017363] vrf member $vrfName
 
      [bookmark: pgfId-1017364] ipv6 address $gatewayIpv6Address/$prefixLength
 
      [bookmark: pgfId-1017365] fabric forwarding mode proxy-gateway
 
      [bookmark: pgfId-1017366] no shutdown
 
      [bookmark: pgfId-1017367] vlan $vlanId
 
      [bookmark: pgfId-1017368] vn-segment $segmentId
 
      [bookmark: pgfId-1017369] include profile vrf-common-v6
 
      [bookmark: pgfId-1017370]end
 
      [bookmark: pgfId-1017372]configure profile vrf-common-v4nv6
 
      [bookmark: pgfId-1017373] vrf context $vrfName
 
      [bookmark: pgfId-1017374] vni $include_l3_segid
 
      [bookmark: pgfId-1017375] rd auto
 
      [bookmark: pgfId-1017376] address-family ipv4 unicast
 
      [bookmark: pgfId-1017377] route-target both auto
 
      [bookmark: pgfId-1017378] address-family ipv6 unicast
 
      [bookmark: pgfId-1017379] route-target both auto
 
      [bookmark: pgfId-1017380] router bgp $asn
 
      [bookmark: pgfId-1017381] vrf $vrfName
 
      [bookmark: pgfId-1017382] address-family ipv4 unicast
 
      [bookmark: pgfId-1017383] redistribute hmm route-map FABRIC-RMAP-REDIST-HOST
 
      [bookmark: pgfId-1017384] maximum-paths ibgp 2 
 
      [bookmark: pgfId-1017385] address-family ipv6 unicast
 
      [bookmark: pgfId-1017386] redistribute hmm route-map FABRIC-RMAP-REDIST-V6HOST
 
      [bookmark: pgfId-1017387] maximum-paths ibgp 2 
 
      [bookmark: pgfId-1017388]exit
 
      [bookmark: pgfId-1017390]config profile GoldProfile-v4nv6
 
      [bookmark: pgfId-1017391] interface vlan $vlanId
 
      [bookmark: pgfId-1017392] vrf member $vrfName
 
      [bookmark: pgfId-1017393] ip address $gatewayIpAddress/$netMaskLength
 
      [bookmark: pgfId-1017394] ipv6 address $gatewayIpv6Address/$prefixLength
 
      [bookmark: pgfId-1017395] ip dhcp relay address $dhcpServerAddr use-vrf default
 
      [bookmark: pgfId-1017396] fabric forwarding mode proxy-gateway
 
      [bookmark: pgfId-1017397] no ip redirects
 
      [bookmark: pgfId-1017398] no shutdown
 
      [bookmark: pgfId-1017399] vlan $vlanId
 
      [bookmark: pgfId-1017400] vn-segment $segmentId
 
      [bookmark: pgfId-1017401] include profile vrf-common-v4nv6
 
      [bookmark: pgfId-1017402]end</result>
 
      [bookmark: pgfId-1017403] </tns:getPopulatedCommandsResponse>
 
      [bookmark: pgfId-1017404] </env:Body>
 
      [bookmark: pgfId-1017405]</env:Envelope>
 
    
 
   
 
    
     [bookmark: pgfId-1017408][bookmark: 14405]Create POAP Definition
 
     [bookmark: pgfId-1017410]This REST API call will generate the DCNM POAP definition, save the definition into DCNM database and publish the configuration to the devices. This will use the configuration generated from step 6 and pass them in the request which shown in blue color.
 
     [bookmark: pgfId-1017412]REST URL: http://10.77.247.139/rest/poap/poap-definitions/
 
     [bookmark: pgfId-1017414]HTTP Method:POST
 
     
      [bookmark: pgfId-1017416]Request
 
      [bookmark: pgfId-1017418]User-Agent: Mozilla/5.0 (Windows; U; Windows NT 6.1; en-US; rv:1.9.2.3) Gecko/20100401 Firefox/3.6.3
 
      [bookmark: pgfId-1017419]Accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
 
      [bookmark: pgfId-1017420]Accept-Language: en-us,en;q=0.5
 
      [bookmark: pgfId-1017421]Accept-Encoding: gzip,deflate
 
      [bookmark: pgfId-1017422]Accept-Charset: ISO-8859-1,utf-8;q=0.7,*;q=0.7
 
      [bookmark: pgfId-1017423]Keep-Alive: 115
 
      [bookmark: pgfId-1017424]Connection: keep-alive
 
      [bookmark: pgfId-1017425]Content-Type: application/json; charset=UTF-8
 
      [bookmark: pgfId-1017426] Dcnm-Token: NUVyu5Y0YHDv0tT6xFuIPd+Cu9OA1XCQ
 
      [bookmark: pgfId-1017427]Content-Length: 28
 
      [bookmark: pgfId-1017428]Cookie: JSESSIONID=4C975316B01A44215861475E1B5F9328
 
      [bookmark: pgfId-1017429]Pragma: no-cache
 
      [bookmark: pgfId-1017430]Cache-Control: no-cache
 
      [bookmark: pgfId-1017433]{
 
      [bookmark: pgfId-1017434]"poapTemplateCol":[{"templateContent":"license grace-period\nhostname leaf-SR123456\n\ninstall feature-set fabric\nfeature-set fabric\nfeature fabric forwarding\n\ninstall feature-set fabricpath\nfeature-set fabricpath\n\n!#Cable Management\nfeature lldp\nfeature cable-management\nfabric connectivity tier 1\n\nfeature bgp\nfeature interface-vlan\nfeature vn-segment-vlan-based\nfeature dhcp\nfeature evb\nfeature pim\n\n!#feature SPoM\nfeature fabric access\n\n!### Vinci Multicast Forwarding (NGMVPN)\nfeature fabric multicast\n\n!### Vinci passive PIM\nip multicast fabric-forwarding\n\nfabric forwarding identifier 1\nfabric forwarding anycast-gateway-mac 2020.0000.00AA\nfabric forwarding switch-role leaf\n\nusername admin password cisco123 role network-admin\nno password strength-check\nip domain-lookup\n\n!### Configure IP host for SPoM XMPP server below\nip host xmpp.cisco.com 172.22.31.3\n\n!### Configure SPoM XMPP Server below\nfabric access server xmpp.cisco.com vrf management password xmpp_123\n\n!### Subscribe this device to this XMPP group \nfabric access group leaf_group\n\nfabric database profile-map global\n ethernet-tag encapsulation dot1q default dynamic\n ethernet-tag encapsulation vni default dynamic\n vdp vni default dynamic\n\n!### Configure fabric database location\n!### db-table \"ou=segments,dc=cisco,dc=com\"\n!### is a variable that should match the table\n!### name that is populated in the LDAP database.\nfabric database type asset\n server protocol ldap ip 172.22.31.2\n db-table ou=segments,dc=cisco,dc=com key-type 1\n\n!### Enable global mobility-domain only when you \n!### are going to use (vlan, mobility_domain) to search ADBM database \n!### fabric database mobility-domain %mobility_domain\n\nroute-map FABRIC-RMAP-REDIST-HOST deny 10\n match interface Vlan 12\nroute-map FABRIC-RMAP-REDIST-HOST permit 20\n match ip address HOSTS \n\nroute-map FABRIC-RMAP-REDIST-V6HOST deny 10\n match interface Vlan 12\nroute-map FABRIC-RMAP-REDIST-V6HOST permit 20\n match ip address V6HOSTS\n\nip dhcp snooping\nservice dhcp\nip dhcp relay\nip dhcp relay information option\nip dhcp relay information option vpn\n\ninterface Vlan 12\n no shutdown\n ip address 172.22.31.15\n ipv6 address 2345::2346\n fabric forwarding control-segment\n\n\ninterface eth1/7\n no shutdown\n switchport\n switchport mode fabricpath\n fabricpath isis hello-interval 100\n fabricpath isis retransmit-interval 10\n fabricpath isis retransmit-throttle-interval 200\n\ninterface eth1/8\n no shutdown\n switchport\n switchport mode fabricpath\n fabricpath isis hello-interval 100\n fabricpath isis retransmit-interval 10\n fabricpath isis retransmit-throttle-interval 200\n\ninterface eth1/6\n no shutdown\n switchport\n switchport mode fabricpath\n fabricpath isis hello-interval 100\n fabricpath isis retransmit-interval 10\n fabricpath isis retransmit-throttle-interval 200\n\ninterface eth1/5\n no shutdown\n switchport\n switchport mode fabricpath\n fabricpath isis hello-interval 100\n fabricpath isis retransmit-interval 10\n fabricpath isis retransmit-throttle-interval 200\n\ninterface eth1/4\n no shutdown\n switchport\n switchport mode fabricpath\n fabricpath isis hello-interval 100\n fabricpath isis retransmit-interval 10\n fabricpath isis retransmit-throttle-interval 200\n\n\ninterface eth1/10\n switchport \n switchport mode trunk\n no shutdown\n\ninterface eth1/11\n switchport \n switchport mode trunk\n no shutdown\n\ninterface eth1/12\n switchport \n switchport mode trunk\n no shutdown\n\nroute-map ALL-PATHS permit 10\n set path-selection all advertise\n\nvlan 12\n mode fabricpath\n\nrouter bgp 100\n router-id 172.22.31.10\n address-family ipv4 unicast\n redistribute hmm route-map FABRIC-RMAP-REDIST-HOST \n maximum-paths ibgp 2 \n additional-paths receive\n additional-paths selection route-map ALL-PATHS\n address-family ipv6 unicast\n redistribute hmm route-map FABRIC-RMAP-REDIST-V6HOST\n maximum-paths ibgp 2\n additional-paths receive\n additional-paths selection route-map ALL-PATHS\n address-family vpnv4 unicast\n additional-paths receive\n address-family vpnv6 unicast\n additional-paths receive\n address-family ipv4 mvpn\n additional-paths receive\n address-family ipv6 mvpn\n additional-paths receive\n\n neighbor 172.22.31.12 remote-as 100\n address-family ipv4 unicast\n send-community both\n address-family ipv6 unicast\n send-community both\n address-family vpnv4 unicast\n send-community extended\n address-family vpnv6 unicast\n send-community extended\n address-family ipv4 mvpn\n send-community both\n address-family ipv6 mvpn\n send-community both\n\nvrf context management\n ip route 0.0.0.0/0 172.22.31.1\n\ninterface mgmt0\n vrf member management\n no cdp enable\n ip address 172.22.31.23/24\n\nsystem fabric dynamic-vlans 2500-3500\n\n!###l3vm uses bootflash:platform.inf for the core vlans. \n!###Please refer to CSCuj12763 for additional details\nsystem fabric core-vlans 2500-2999\n\nline console\n exec-timeout 0\nline vty\n\n\n!### Sample config for setting interface\n!### address e.g. for connecting to\n!### 101.101.101.91 ldap server\n\n!interface Ethernet 1/18\n! no switchport\n! ip address 101.101.101.22/24\n! no shutdown\n\nconfigure profile vrf_tenant_profile\n vlan $id\n mode fabricpath\n vn-segment $segment\n interface vlan $id\n vrf member $vrfname\n ip address 172.22.31.15\n ipv6 address 2345::2346\n no shut\nexit\n\nconfigure profile vrf-common\n vrf context $vrfName\n vni $include_l3_segid\n rd auto\n address-family ipv4 unicast\n route-target both auto\n router bgp $asn\n vrf $vrfName\n address-family ipv4 unicast\n redistribute hmm route-map FABRIC-RMAP-REDIST-HOST\n maximum-paths ibgp 2 \nexit\n\nconfig profile GoldProfile\n interface vlan $vlanId\n vrf member $vrfName\n ip address $gatewayIpAddress/$netMaskLength\n ip dhcp relay address $dhcpServerAddr use-vrf default\n fabric forwarding mode proxy-gateway\n no ip redirects\n no shutdown\n vlan $vlanId\n vn-segment $segmentId\n include profile vrf-common\nend\n\nconfigure profile vrf-common-v6\n vrf context $vrfName\n vni $include_l3_segid\n rd auto\n address-family ipv6 unicast\n route-target both auto\n router bgp $asn\n vrf $vrfName\n address-family ipv6 unicast\n redistribute hmm route-map FABRIC-RMAP-REDIST-V6HOST\n maximum-paths ibgp 2 \nexit\n\nconfig profile GoldProfile-v6\n interface vlan $vlanId\n vrf member $vrfName\n ipv6 address $gatewayIpv6Address/$prefixLength\n fabric forwarding mode proxy-gateway\n no shutdown\n vlan $vlanId\n vn-segment $segmentId\n include profile vrf-common-v6\nend\n\nconfigure profile vrf-common-v4nv6\n vrf context $vrfName\n vni $include_l3_segid\n rd auto\n address-family ipv4 unicast\n route-target both auto\n address-family ipv6 unicast\n route-target both auto\n router bgp $asn\n vrf $vrfName\n address-family ipv4 unicast\n redistribute hmm route-map FABRIC-RMAP-REDIST-HOST\n maximum-paths ibgp 2 \n address-family ipv6 unicast\n redistribute hmm route-map FABRIC-RMAP-REDIST-V6HOST\n maximum-paths ibgp 2 \nexit\n\nconfig profile GoldProfile-v4nv6\n interface vlan $vlanId\n vrf member $vrfName\n ip address $gatewayIpAddress/$netMaskLength\n ipv6 address $gatewayIpv6Address/$prefixLength\n ip dhcp relay address $dhcpServerAddr use-vrf default\n fabric forwarding mode proxy-gateway\n no ip redirects\n no shutdown\n vlan $vlanId\n vn-segment $segmentId\n include profile vrf-common-v4nv6\nend\n","templateName":"Base_Leaf_Template","methodType":"POST","id":0,"templateNVPairs":"{\"0\":{\"text\":\"leaf-SR123456\",\"annotations\":[{\"value\":\"\\\"The host name of the switch\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"},{\"value\":\"true\",\"key\":\"UseDNSReverseLookup\"},{\"value\":\"true\",\"key\":\"IsSwitchName\"}],\"name\":\"SWITCH_NAME\"},\"1\":{\"text\":\"172.22.31.23\",\"annotations\":[{\"value\":\"\\\"Management IP address used by DCNM to monitor this device\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsVPCPeerLinkSrc\"},{\"value\":\"true\",\"key\":\"IsManagementIP\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"MGMT_IP\"},\"2\":{\"text\":\"24\",\"annotations\":[{\"value\":\"\\\"Management Prefix\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"MGMT_PREFIX\"},\"3\":{\"text\":\"172.22.31.1\",\"annotations\":[{\"value\":\"\\\"Default Gateway IP address\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"DEFAULT_GATEWAY\"},\"4\":{\"text\":\"cisco123\",\"annotations\":[{\"value\":\"\\\"Plain text or 5 encrypted\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"ADMIN_PASSWORD\"},\"5\":{\"text\":\"leaf\",\"annotations\":[{\"value\":\"\\\"The role of the switch. e.g. leaf, spine\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"},{\"value\":\"true\",\"key\":\"IsSwitchRole\"}],\"name\":\"SWITCH_ROLE\"},\"6\":{\"text\":\"eth1/4-8\",\"annotations\":[{\"value\":\"\\\"The comma and dash separated list of fabric ports\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"},{\"value\":\"true\",\"key\":\"IsFabricPort\"}],\"name\":\"FABRIC_INTERFACES\"},\"7\":{\"text\":\"eth1/10-12\",\"annotations\":[{\"value\":\"\\\"The comma and dash separated list of host ports\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"},{\"value\":\"true\",\"key\":\"IsHostPort\"}],\"name\":\"HOST_INTERFACES\"},\"8\":{\"text\":\"12\",\"annotations\":[{\"value\":\"\\\"Backbone VLAN ID\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"BACKBONE_VLAN\"},\"9\":{\"text\":\"172.22.31.15\",\"annotations\":[{\"value\":\"\\\"Backbone IP address/prefix\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"BACKBONE_IP\"},\"10\":{\"text\":\"2345::2346\",\"annotations\":[{\"value\":\"\\\"Backbone IPv6 address/prefix\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"BACKBONE_IPV6\"},\"11\":{\"text\":\"172.22.31.10\",\"annotations\":[{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"BGP_ROUTER_IP\"},\"12\":{\"text\":\"172.22.31.12\",\"annotations\":[{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"BGP_RR_IP\"},\"13\":{\"text\":\"172.22.31.2\",\"annotations\":[{\"value\":\"\\\"IP Address of the Auto-config LDAP Server\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"LDAP_SERVER_IP\"},\"14\":{\"text\":\"172.22.31.3\",\"annotations\":[{\"value\":\"\\\"IP Address of the XMPP Server\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"XMPP_SERVER_IP\"},\"15\":{\"text\":\"xmpp.cisco.com\",\"annotations\":[{\"value\":\"\\\"FQDN of the XMPP Server\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"XMPP_SERVER\"},\"16\":{\"text\":\"leaf_group\",\"annotations\":[{\"value\":\"\\\"Space separated XMPP Spine Group Names\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"XMPP_GROUPS\"},\"17\":{\"text\":\"xmpp_123\",\"annotations\":[{\"value\":\"\\\"Password\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"XMPP_PASSWORD\"},\"18\":{\"text\":\"True\",\"annotations\":[{\"value\":\"\\\"True if VPC should be configured\\\"\",\"key\":\"Description\"},{\"value\":\"true\",\"key\":\"IsMandatory\"}],\"name\":\"ENABLE_VPC\"},\"19\":{\"text\":\"3\",\"annotations\":[{\"value\":\"true\",\"key\":\"IsVPCDomainID\"}],\"name\":\"VPC_DOMAIN_ID\"},\"20\":{\"text\":\"172.22.31.24\",\"annotations\":[{\"value\":\"true\",\"key\":\"IsVPCPeerLinkDst\"}],\"name\":\"VPC_PEER_DST\"},\"21\":{\"text\":\"2\",\"annotations\":[{\"value\":\"true\",\"key\":\"IsVPCPeerLinkPortChannel\"},{\"value\":\"true\",\"key\":\"IsVPCPort\"}],\"name\":\"VPC_PEER_LINK_PORT_CHANNEL_NUMBER\"},\"22\":{\"text\":\"eth3/4\",\"annotations\":[{\"value\":\"true\",\"key\":\"IsVPCPeerLinkPort\"}],\"name\":\"VPC_PEER_LINK_IF_NAMES\"},\"23\":{\"text\":\"{{2,eth4/4}}\",\"annotations\":[],\"name\":\"VPC_ARRAY\"}}"}],"poapSwitchCol":[{"switchName":"leaf-SR123456","publish":"true","lanGroup":2,"deviceType":"N6K","systemImageName":"n6000-system-image.bin","virutalDeviceContextName":"vdc","kickstartImageName":"n6000-kick-image.bin","methodType":"POST","imageServerId":1,"serialNumber":"SR123456","switchStatus":"Not Discovered","configServerId":1,"username":"admin","mgmtIp":"172.22.31.23","publishStatus":"Published","tier":0,"id":0,"password":"cisco123"}]
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     [bookmark: pgfId-1016811]Introduction
 
     [bookmark: pgfId-1018577]<<sushs: need info>>
 
   
 
    
     [bookmark: pgfId-1018596]Sample Script
 
     [bookmark: pgfId-1016812]"""
 
     [bookmark: pgfId-1016813].. module:: vCDclient
 
     [bookmark: pgfId-1016814] :platform: Linux, Windows
 
     [bookmark: pgfId-1016815] :synopsis: Reference module script to demonstrate the interaction between VMware vCD
 
     [bookmark: pgfId-1016816] and Cisco DCNM via VMware vCloud AMQP notification, REST APIs and DCNM
 
     [bookmark: pgfId-1016817] REST APIs.
 
     [bookmark: pgfId-1016819].. moduleauthor:: Cisco DCNM team
 
     [bookmark: pgfId-1016821].. note:: The configuration parameters need to be specified in :file:`vCDclient-ini.conf` file
 
     [bookmark: pgfId-1016822] before running this script.
 
     [bookmark: pgfId-1016823]"""
 
     [bookmark: pgfId-1016824]import sys, ConfigParser, time
 
     [bookmark: pgfId-1016825]import urllib2
 
     [bookmark: pgfId-1016826]import contextlib
 
     [bookmark: pgfId-1016827]import base64
 
     [bookmark: pgfId-1016828]import json
 
     [bookmark: pgfId-1016829]import requests
 
     [bookmark: pgfId-1016830]try:
 
     [bookmark: pgfId-1016831] import xml.etree.cElementTree as et
 
     [bookmark: pgfId-1016832]except ImportError:
 
     [bookmark: pgfId-1016833] import xml.etree.ElementTree as et
 
     [bookmark: pgfId-1016834]# for AMQP
 
     [bookmark: pgfId-1016835]import pika
 
     [bookmark: pgfId-1016836]import logging
 
     [bookmark: pgfId-1016837]from logging import StreamHandler, FileHandler
 
     [bookmark: pgfId-1016838]logger = logging.getLogger('vCDclient')
 
     [bookmark: pgfId-1016839]class AMQPClient():
 
     [bookmark: pgfId-1016840] """ This AMQP client class listens to vCD's AMQP notification and interacts
 
     [bookmark: pgfId-1016841] with VMware vCloud Director (vCD) and vShield Manager (vSM) for further tenant
 
     [bookmark: pgfId-1016842] and network information. It also communicates with DCNM to populate network data.
 
     [bookmark: pgfId-1016843] """
 
     [bookmark: pgfId-1016844] def __init__(self, params, client_vcds, client_dcnm):
 
     [bookmark: pgfId-1016845] """Create a new instance of AMQP client.
 
     [bookmark: pgfId-1016846] :param dict params: AMQP configuration parameters, e.g. AMQP server ip, port,
 
     [bookmark: pgfId-1016847] user name, password, name of AMQP exchange and queue for vCD notification.
 
     [bookmark: pgfId-1016848] :param list client_vcds: vCD client instances.
 
     [bookmark: pgfId-1016849] :param object client_dcnm: DCNM instance.
 
     [bookmark: pgfId-1016850] :raises: ValueError
 
     [bookmark: pgfId-1016851] """
 
     [bookmark: pgfId-1016852] # extract from input params
 
     [bookmark: pgfId-1016853] self._server_ip = params.get('ip')
 
     [bookmark: pgfId-1016854] self._port = int(params.get('port'))
 
     [bookmark: pgfId-1016855] self._user = params.get('user')
 
     [bookmark: pgfId-1016856] self._pwd = params.get('password')
 
     [bookmark: pgfId-1016857] # exchange, queue name for receiving vCD events
 
     [bookmark: pgfId-1016858] self._vcd_exchange_name = params.get('vcdexchangename')
 
     [bookmark: pgfId-1016859] self._vcd_queue_name = params.get('vcdqueuename')
 
     [bookmark: pgfId-1016860] self._client_vcds = client_vcds
 
     [bookmark: pgfId-1016861] self._client_vcd = None
 
     [bookmark: pgfId-1016862] self._client_dcnm = client_dcnm
 
     [bookmark: pgfId-1016863] if (not self._server_ip) or (not self._vcd_exchange_name) or (not self._vcd_queue_name):
 
     [bookmark: pgfId-1016864] raise ValueError, '[AMQPClient] Input IP, vCD exchange name or vCD queue name parameter is not specified'
 
     [bookmark: pgfId-1016865] logger.info('[AMQPClient] AMQP server: %s, exchange name: %s, queue name: %s.' % (self._server_ip, self._vcd_exchange_name, self._vcd_queue_name))
 
     [bookmark: pgfId-1016866] logger_pika = logging.getLogger('pika')
 
     [bookmark: pgfId-1016867] logger_pika.setLevel(logging.CRITICAL)
 
     [bookmark: pgfId-1016868] def _cb_vcd_msg(self, ch, method, properties, body):
 
     [bookmark: pgfId-1016869] """ Callback function to process vCD organization/VDC/network
 
     [bookmark: pgfId-1016870] creation/update/deletion AMQP messages being received.
 
     [bookmark: pgfId-1016871] It also communicates with vCD and vSM to extract detailed info
 
     [bookmark: pgfId-1016872] and passed them to DCNM via DCNM REST APIs.
 
     [bookmark: pgfId-1016873] :param pika.channel.Channel ch: The channel instance.
 
     [bookmark: pgfId-1016874] :param method method: The method
 
     [bookmark: pgfId-1016875] """
 
     [bookmark: pgfId-1016876] if 'true.' not in method.routing_key:
 
     [bookmark: pgfId-1016877] # send acknowledgement
 
     [bookmark: pgfId-1016878] ch.basic_ack(delivery_tag = method.delivery_tag)
 
     [bookmark: pgfId-1016879] return
 
     [bookmark: pgfId-1016880] if 'network' in method.routing_key:
 
     [bookmark: pgfId-1016881] self._process_org_vdc_network_msg(ch, method, properties, body)
 
     [bookmark: pgfId-1016882] # send acknowledgement
 
     [bookmark: pgfId-1016883] ch.basic_ack(delivery_tag = method.delivery_tag)
 
     [bookmark: pgfId-1016884] return
 
     [bookmark: pgfId-1016885] key_org_create = 'com.vmware.vcloud.event.org.create'
 
     [bookmark: pgfId-1016886] # no need to process vCD org modify event, as the only field - org name is not editable in vCD
 
     [bookmark: pgfId-1016887] key_org_delete = 'com.vmware.vcloud.event.org.delete'
 
     [bookmark: pgfId-1016888] key_org_vdc_create = 'com.vmware.vcloud.event.vdc.create'
 
     [bookmark: pgfId-1016889] key_org_vdc_update = 'com.vmware.vcloud.event.vdc.modify'
 
     [bookmark: pgfId-1016890] key_org_vdc_delete = 'com.vmware.vcloud.event.vdc.delete'
 
     [bookmark: pgfId-1016891] if (key_org_create in method.routing_key) or (key_org_delete in method.routing_key):
 
     [bookmark: pgfId-1016892] tenant_name = self._parse_vcd_org_event(body)
 
     [bookmark: pgfId-1016893] if tenant_name:
 
     [bookmark: pgfId-1016894] # add tenant entry
 
     [bookmark: pgfId-1016895] if (key_org_create in method.routing_key):
 
     [bookmark: pgfId-1016896] self._client_dcnm.create_org(tenant_name)
 
     [bookmark: pgfId-1016897] else:
 
     [bookmark: pgfId-1016898] self._client_dcnm.delete_org(tenant_name)
 
     [bookmark: pgfId-1016899] elif method.routing_key.endswith(key_org_vdc_create) \
 
     [bookmark: pgfId-1016900] or method.routing_key.endswith(key_org_vdc_update) \
 
     [bookmark: pgfId-1016901] or method.routing_key.endswith(key_org_vdc_delete):
 
     [bookmark: pgfId-1016902] (tenant_name, vdc_name) = self._parse_vcd_org_vdc_event(body)
 
     [bookmark: pgfId-1016903] if tenant_name and vdc_name:
 
     [bookmark: pgfId-1016904] if method.routing_key.endswith(key_org_vdc_create):
 
     [bookmark: pgfId-1016905] self._client_dcnm.create_update_partition(tenant_name, vdc_name, True)
 
     [bookmark: pgfId-1016906] elif method.routing_key.endswith(key_org_vdc_update):
 
     [bookmark: pgfId-1016907] self._client_dcnm.create_update_partition(tenant_name, vdc_name, False)
 
     [bookmark: pgfId-1016908] else:
 
     [bookmark: pgfId-1016909] self._client_dcnm.delete_partition(tenant_name, vdc_name)
 
     [bookmark: pgfId-1016910] # send acknowledgement
 
     [bookmark: pgfId-1016911] ch.basic_ack(delivery_tag = method.delivery_tag)
 
     [bookmark: pgfId-1016912] def _process_org_vdc_network_msg(self, ch, method, properties, body):
 
     [bookmark: pgfId-1016913] """ Process vCD vDC network creation/update/deletion AMQP message
 
     [bookmark: pgfId-1016914] being received.
 
     [bookmark: pgfId-1016915] It also communicates with vCD and vSM to extract detailed info
 
     [bookmark: pgfId-1016916] and pass them to DCNM via DCNM REST APIs.
 
     [bookmark: pgfId-1016917] :param pika.channel.Channel ch: The channel
 
     [bookmark: pgfId-1016918] """
 
     [bookmark: pgfId-1016919] if 'true.' not in method.routing_key:
 
     [bookmark: pgfId-1016920] return
 
     [bookmark: pgfId-1016921] key_vdc_network_create_complete = 'com.vmware.vcloud.event.task.complete.networkCreateOrgVdcNetwork'
 
     [bookmark: pgfId-1016922] key_network_delete_complete = 'com.vmware.vcloud.event.task.complete.networkDelete'
 
     [bookmark: pgfId-1016923] key_network_update_complete = 'com.vmware.vcloud.event.task.complete.networkUpdateNetwork'
 
     [bookmark: pgfId-1016924] key_vapp_network_deploy = 'com.vmware.vcloud.event.network.deploy'
 
     [bookmark: pgfId-1016925] key_vapp_network_undeploy = 'com.vmware.vcloud.event.network.undeploy'
 
     [bookmark: pgfId-1016926] if (key_vdc_network_create_complete not in method.routing_key) \
 
     [bookmark: pgfId-1016927] and (key_vdc_network_create_complete not in method.routing_key) \
 
     [bookmark: pgfId-1016928] and (key_network_delete_complete not in method.routing_key) \
 
     [bookmark: pgfId-1016929] and (key_network_update_complete not in method.routing_key) \
 
     [bookmark: pgfId-1016930] and (key_vapp_network_deploy not in method.routing_key) \
 
     [bookmark: pgfId-1016931] and (key_vapp_network_undeploy not in method.routing_key):
 
     [bookmark: pgfId-1016932] return
 
     [bookmark: pgfId-1016933] is_vapp_network = False
 
     [bookmark: pgfId-1016934] is_create_network = True
 
     [bookmark: pgfId-1016935] self._parse_vcd_event(body)
 
     [bookmark: pgfId-1016936] if (key_vapp_network_deploy in method.routing_key) \
 
     [bookmark: pgfId-1016937] or (key_vapp_network_undeploy in method.routing_key):
 
     [bookmark: pgfId-1016938] is_vapp_network = True
 
     [bookmark: pgfId-1016939] if (key_network_update_complete in method.routing_key):
 
     [bookmark: pgfId-1016940] is_create_network = False
 
     [bookmark: pgfId-1016941] if (key_network_delete_complete in method.routing_key) \
 
     [bookmark: pgfId-1016942] or (key_vapp_network_undeploy in method.routing_key):
 
     [bookmark: pgfId-1016943] network_info = self._client_vcd.process_network_delete_message(body, is_vapp_network)
 
     [bookmark: pgfId-1016944] self._client_dcnm.delete_network(network_info)
 
     [bookmark: pgfId-1016945] else:
 
     [bookmark: pgfId-1016946] network_info = self._client_vcd.process_network_create_update_message(body, is_vapp_network)
 
     [bookmark: pgfId-1016947] self._client_dcnm.create_update_network(network_info, is_create_network)
 
     [bookmark: pgfId-1016948] def _parse_vcd_event(self, msg):
 
     [bookmark: pgfId-1016949] """Parse vCD event to find the input vCD instance with matched IP address.
 
     [bookmark: pgfId-1016950] :param str msg: The received vCD AMQP notification.
 
     [bookmark: pgfId-1016951] :returns: object -- The matched vCD instance.
 
     [bookmark: pgfId-1016952] """
 
     [bookmark: pgfId-1016953] if not msg:
 
     [bookmark: pgfId-1016954] return
 
     [bookmark: pgfId-1016955] # entity resolver
 
     [bookmark: pgfId-1016956] root = et.fromstring(msg)
 
     [bookmark: pgfId-1016957] # find entityResolver
 
     [bookmark: pgfId-1016958] node_resolver = root.find('.//*[@rel="entityResolver"]')
 
     [bookmark: pgfId-1016959] url_resolver = ''
 
     [bookmark: pgfId-1016960] if node_resolver is not None:
 
     [bookmark: pgfId-1016961] url_resolver = node_resolver.attrib['href']
 
     [bookmark: pgfId-1016962] vcd_ip = url_resolver.split('/')[2]
 
     [bookmark: pgfId-1016963] for client_vcd in self._client_vcds:
 
     [bookmark: pgfId-1016964] if vcd_ip == client_vcd._vcd_ip:
 
     [bookmark: pgfId-1016965] logger.debug('[AMQPClient] vCD IP: %s' % vcd_ip)
 
     [bookmark: pgfId-1016966] self._client_vcd = client_vcd
 
     [bookmark: pgfId-1016967] break
 
     [bookmark: pgfId-1016968] def _parse_vcd_org_event(self, msg):
 
     [bookmark: pgfId-1016969] """Parse vCD organization event to extract the organization name.
 
     [bookmark: pgfId-1016970] :param str msg: The vCD organization AMQP notification.
 
     [bookmark: pgfId-1016971] :returns: str -- The organization name.
 
     [bookmark: pgfId-1016972] """
 
     [bookmark: pgfId-1016973] if not msg:
 
     [bookmark: pgfId-1016974] return
 
     [bookmark: pgfId-1016975] org_name = None
 
     [bookmark: pgfId-1016976] # entity resolver
 
     [bookmark: pgfId-1016977] root = et.fromstring(msg)
 
     [bookmark: pgfId-1016978] # find org element
 
     [bookmark: pgfId-1016979] node_org = root.find('.//*[@rel="entity"][@type="vcloud:org"]')
 
     [bookmark: pgfId-1016980] if node_org is not None:
 
     [bookmark: pgfId-1016981] org_name = node_org.attrib['name']
 
     [bookmark: pgfId-1016982] return org_name
 
     [bookmark: pgfId-1016983] def _parse_vcd_org_vdc_event(self, msg):
 
     [bookmark: pgfId-1016984] """Parse vCD VDC event to extract the organization and vDC name.
 
     [bookmark: pgfId-1016985] :param str msg: The vCD VDC AMQP notification.
 
     [bookmark: pgfId-1016986] :returns: tuple (str, str) -- (organization name, VDC name)
 
     [bookmark: pgfId-1016987] """
 
     [bookmark: pgfId-1016988] if not msg:
 
     [bookmark: pgfId-1016989] return
 
     [bookmark: pgfId-1016990] org_name = None
 
     [bookmark: pgfId-1016991] vdc_name = None
 
     [bookmark: pgfId-1016992] # entity resolver
 
     [bookmark: pgfId-1016993] root = et.fromstring(msg)
 
     [bookmark: pgfId-1016994] # find vdc element
 
     [bookmark: pgfId-1016995] node_vdc = root.find('.//*[@rel="entity"][@type="vcloud:vdc"]')
 
     [bookmark: pgfId-1016996] if node_vdc is not None:
 
     [bookmark: pgfId-1016997] vdc_name = node_vdc.attrib['name']
 
     [bookmark: pgfId-1016998] node_orgs = root.findall('.//*[@rel="up"][@type="vcloud:org"]')
 
     [bookmark: pgfId-1016999] for node_org in node_orgs:
 
     [bookmark: pgfId-1017000] org_name = node_org.attrib['name']
 
     [bookmark: pgfId-1017001] if org_name != 'System':
 
     [bookmark: pgfId-1017002] break;
 
     [bookmark: pgfId-1017003] return (org_name, vdc_name)
 
     [bookmark: pgfId-1017004] def process_amqp_msgs(self):
 
     [bookmark: pgfId-1017005] """Process AMQP queue messages.
 
     [bookmark: pgfId-1017006] It connects to AMQP server and calls callbacks to process VMware events,
 
     [bookmark: pgfId-1017007] i.e. routing key containing '.vmware.', once they arrive in the queue.
 
     [bookmark: pgfId-1017008] """
 
     [bookmark: pgfId-1017009] # specify the key of interest
 
     [bookmark: pgfId-1017010] key = '#.vmware.#'
 
     [bookmark: pgfId-1017011] self._conn = None
 
     [bookmark: pgfId-1017012] consume_channel = None
 
     [bookmark: pgfId-1017013] try:
 
     [bookmark: pgfId-1017014] credentials = None
 
     [bookmark: pgfId-1017015] if self._user:
 
     [bookmark: pgfId-1017016] credentials = pika.PlainCredentials(self._user, self._pwd)
 
     [bookmark: pgfId-1017017] # create connection, channel
 
     [bookmark: pgfId-1017018] self._conn = pika.BlockingConnection(pika.ConnectionParameters(host = self._server_ip, port = self._port, credentials = credentials))
 
     [bookmark: pgfId-1017019] # create channels for consuming
 
     [bookmark: pgfId-1017020] consume_channel = self._conn.channel()
 
     [bookmark: pgfId-1017021] # declare vCD exchange
 
     [bookmark: pgfId-1017022] vcd_exchange = consume_channel.exchange_declare(exchange = self._vcd_exchange_name, type = 'topic', durable = True, auto_delete = False)
 
     [bookmark: pgfId-1017023] result = consume_channel.queue_declare(queue = self._vcd_queue_name, durable = True, auto_delete = False)
 
     [bookmark: pgfId-1017024] consume_channel.queue_bind(exchange = self._vcd_exchange_name, queue = self._vcd_queue_name, routing_key = key)
 
     [bookmark: pgfId-1017025] # for info only
 
     [bookmark: pgfId-1017026] msg_count = result.method.message_count
 
     [bookmark: pgfId-1017027] logger.info('[AMQPClient] The exchange %r queue %r has totally %d messages. ' % (self._vcd_exchange_name, self._vcd_queue_name, msg_count))
 
     [bookmark: pgfId-1017028] print ' [*] About to retrieve messages. Press Ctl-C to exit'
 
     [bookmark: pgfId-1017029] # consume messages
 
     [bookmark: pgfId-1017030] consume_channel.basic_consume(self._cb_vcd_msg, queue = self._vcd_queue_name)
 
     [bookmark: pgfId-1017031] consume_channel.start_consuming()
 
     [bookmark: pgfId-1017032] except KeyboardInterrupt:
 
     [bookmark: pgfId-1017033] print '\n Received Ctl-C.'
 
     [bookmark: pgfId-1017034] finally:
 
     [bookmark: pgfId-1017035] # don't call cancel or close due to pika's error
 
     [bookmark: pgfId-1017036]# if consume_channel:
 
     [bookmark: pgfId-1017037]# consume_channel.cancel()
 
     [bookmark: pgfId-1017038]# consume_channel.close()
 
     [bookmark: pgfId-1017039] if self._conn:
 
     [bookmark: pgfId-1017040] self._conn.close()
 
     [bookmark: pgfId-1017041]class VCDWSClient():
 
     [bookmark: pgfId-1017042] """ This vCD Web Service client class interacts with vCD and vSM for detailed tenant
 
     [bookmark: pgfId-1017043] and network information.
 
     [bookmark: pgfId-1017044] """
 
     [bookmark: pgfId-1017045] def __init__(self, params_vcd, params_vsm):
 
     [bookmark: pgfId-1017046] """Create a new instance of vCD client.
 
     [bookmark: pgfId-1017047] :param dict params_vcd: vCD configuration parameters, e.g. vCD ip and user name.
 
     [bookmark: pgfId-1017048] :param dict params_vsm: vSM configuration parameters, e.g. vSM ip and user name.
 
     [bookmark: pgfId-1017049] :raises: ValueError :param dict params_vcd: vCD configuration parameters, e.g. vCD ip and user name.
 
     [bookmark: pgfId-1017050] """
 
     [bookmark: pgfId-1017051] self._req_header = {'Accept':'application/*+xml'}
 
     [bookmark: pgfId-1017052] self._url_login = None
 
     [bookmark: pgfId-1017053] self._version_num = 1.5
 
     [bookmark: pgfId-1017054] # vCD namespace
 
     [bookmark: pgfId-1017055] self._NS_VCD = 'http://www.vmware.com/vcloud/'
 
     [bookmark: pgfId-1017056] # format {vcd_network_entity_id: segment_id}
 
     [bookmark: pgfId-1017057] self._network_mapping = {}
 
     [bookmark: pgfId-1017058] # hard-coded tenant mapping
 
     [bookmark: pgfId-1017059] self._tenant_mapping = {}
 
     [bookmark: pgfId-1017060] # url timeout: 10 seconds
 
     [bookmark: pgfId-1017061] self._TIMEOUT_URL_OPEN = 10
 
     [bookmark: pgfId-1017062] # extract from input params
 
     [bookmark: pgfId-1017063] self._vcd_ip = params_vcd.get('ip')
 
     [bookmark: pgfId-1017064] # vCD user format: userName@org
 
     [bookmark: pgfId-1017065] self._vcd_user = '%s@system' % (params_vcd.get('user'))
 
     [bookmark: pgfId-1017066] self._vcd_pwd = params_vcd.get('password')
 
     [bookmark: pgfId-1017067] self._vsm_ip = params_vsm.get('ip')
 
     [bookmark: pgfId-1017068] self._vsm_user = params_vsm.get('user')
 
     [bookmark: pgfId-1017069] self._vsm_pwd = params_vsm.get('password')
 
     [bookmark: pgfId-1017070] if (not self._vcd_ip) or (not self._vcd_user) or (not self._vcd_pwd):
 
     [bookmark: pgfId-1017071] raise ValueError, '[VCDWSClient] Input vCD IP, user name or password parameter is not specified'
 
     [bookmark: pgfId-1017072] elif (not self._vsm_ip) or (not self._vsm_user) or (not self._vsm_pwd):
 
     [bookmark: pgfId-1017073] raise ValueError, '[VCDWSClient] Input vSM IP, user name or password parameter is not specified'
 
     [bookmark: pgfId-1017074] logger.info('[vCDWSClient] vCD IP: %s, vCD User: %s, vSM IP: %s, vSM User: %s.' % (self._vcd_ip, self._vcd_user, self._vsm_ip, self._vsm_user))
 
     [bookmark: pgfId-1017075] def get_tenant_vdc_network(self):
 
     [bookmark: pgfId-1017076] """ Retrieve all the organization, VDC and networks.
 
     [bookmark: pgfId-1017077] This method does not return all the data in one shot; instead for code efficiency, it returns
 
     [bookmark: pgfId-1017078] organization, VDC or network during its looping through all the network related data in vCD.
 
     [bookmark: pgfId-1017079] :returns: * tuple (str) -- Organization name
 
     [bookmark: pgfId-1017080] * Or tuple (str, str) -- (Organization name, VDC name)
 
     [bookmark: pgfId-1017081] * Or tuple (str, str, dict) -- (Organization name, VDC name, network info)
 
     [bookmark: pgfId-1017082] :note: The caller needs to loop through the returned data until no more data is available.
 
     [bookmark: pgfId-1017083] """
 
     [bookmark: pgfId-1017084] try:
 
     [bookmark: pgfId-1017085] #login
 
     [bookmark: pgfId-1017086] self._login()
 
     [bookmark: pgfId-1017087] # retrieve tenants list
 
     [bookmark: pgfId-1017088] tenants_url = 'https://%s/api/org' % (self._vcd_ip)
 
     [bookmark: pgfId-1017089] tenants_msg = self._get_response(tenants_url)
 
     [bookmark: pgfId-1017090] tenants_root = et.fromstring(tenants_msg)
 
     [bookmark: pgfId-1017091] # extract namespace
 
     [bookmark: pgfId-1017092] tag_vcd = tenants_root.tag
 
     [bookmark: pgfId-1017093] ns_vcd = ''
 
     [bookmark: pgfId-1017094] if tag_vcd.startswith('{'):
 
     [bookmark: pgfId-1017095] ns_vcd = tag_vcd[1:].split('}')[0]
 
     [bookmark: pgfId-1017096] # extract tenant nodes 
 
     [bookmark: pgfId-1017097] tenant_nodes = tenants_root.findall('.//{%s}Org' % ns_vcd)
 
     [bookmark: pgfId-1017098] for tenant_node in tenant_nodes:
 
     [bookmark: pgfId-1017099] tenant_name = tenant_node.attrib['name']
 
     [bookmark: pgfId-1017100] tenant_url = tenant_node.attrib['href']
 
     [bookmark: pgfId-1017101] # ignore system built-in tenant: System
 
     [bookmark: pgfId-1017102] if tenant_name == 'System':
 
     [bookmark: pgfId-1017103] continue
 
     [bookmark: pgfId-1017104] yield (tenant_name)
 
     [bookmark: pgfId-1017105] tenant_msg = self._get_response(tenant_url)
 
     [bookmark: pgfId-1017106] tenant_root = et.fromstring(tenant_msg)
 
     [bookmark: pgfId-1017107] vdcs_name = []
 
     [bookmark: pgfId-1017108] vdcs_nodes = tenant_root.findall('.//*[@type="application/vnd.vmware.vcloud.vdc+xml"]')
 
     [bookmark: pgfId-1017109] for vdc_node in vdcs_nodes:
 
     [bookmark: pgfId-1017110] vdc_name = vdc_node.attrib['name']
 
     [bookmark: pgfId-1017111] yield (tenant_name, vdc_name)
 
     [bookmark: pgfId-1017112] tenant_id = tenant_url.split('/')[-1]
 
     [bookmark: pgfId-1017113] networks_nodes = tenant_root.findall('.//*[@type="application/vnd.vmware.vcloud.orgNetwork+xml"]')
 
     [bookmark: pgfId-1017114] for network_node in networks_nodes:
 
     [bookmark: pgfId-1017115] network_url = network_node.attrib['href']
 
     [bookmark: pgfId-1017116] network_info = self._compose_network_info(tenant_id, tenant_name, network_url)
 
     [bookmark: pgfId-1017117] yield (tenant_name, vdc_name, network_info)
 
     [bookmark: pgfId-1017118] except (urllib2.HTTPError, urllib2.URLError) as e:
 
     [bookmark: pgfId-1017119] if isinstance(e, urllib2.HTTPError):
 
     [bookmark: pgfId-1017120] reason = 'Error reaching URL (%s) with code %s.' % (e.url, e.code)
 
     [bookmark: pgfId-1017121] else:
 
     [bookmark: pgfId-1017122] reason = 'Error reaching URL (%s) with reason %s.' % (e.url, e.reason)
 
     [bookmark: pgfId-1017123] logger.exception(reason)
 
     [bookmark: pgfId-1017124] finally:
 
     [bookmark: pgfId-1017125] self._logout()
 
     [bookmark: pgfId-1017126] def process_network_create_update_message(self, msg, is_vapp_network):
 
     [bookmark: pgfId-1017127] """Process vCD's network creation and update event.
 
     [bookmark: pgfId-1017128] It retrieves detailed network info from vCD via vCD REST APIs, adds the vCD network Id
 
     [bookmark: pgfId-1017129] to class network mapping table (for segment Id retrieval later) and deletes the vSE (due
 
     [bookmark: pgfId-1017130] to some duplicated features offered by DFA leaf nodes).
 
     [bookmark: pgfId-1017131] :param str msg: The vCD's AMQP notification.
 
     [bookmark: pgfId-1017132] :param bool is_vapp_network: The flag to indicate whether the input message
 
     [bookmark: pgfId-1017133] is related to vApp network.
 
     [bookmark: pgfId-1017134] :returns: dict -- Network data which includes tenant_name (organization name),
 
     [bookmark: pgfId-1017135] network_name, segment_id as keys.
 
     [bookmark: pgfId-1017136] """
 
     [bookmark: pgfId-1017137] logger.info('[VCDWSClient] Start processing network create/update message ...')
 
     [bookmark: pgfId-1017138] network_info = None
 
     [bookmark: pgfId-1017139] tenant_name = None
 
     [bookmark: pgfId-1017140] network_name = None
 
     [bookmark: pgfId-1017141] segment_id = None
 
     [bookmark: pgfId-1017142] try:
 
     [bookmark: pgfId-1017143] # parse the event first, so as to generate DCNM event
 
     [bookmark: pgfId-1017144] network_event_info = self._parse_vcd_network_event(msg)
 
     [bookmark: pgfId-1017145] if not network_event_info:
 
     [bookmark: pgfId-1017146] return
 
     [bookmark: pgfId-1017147] # login
 
     [bookmark: pgfId-1017148] self._login()
 
     [bookmark: pgfId-1017149] tenant_id = network_event_info['tenant_id']
 
     [bookmark: pgfId-1017150] tenant_name = network_event_info['tenant_name']
 
     [bookmark: pgfId-1017151] urn_network = network_event_info['urn_network']
 
     [bookmark: pgfId-1017152] network_id = network_event_info['network_id']
 
     [bookmark: pgfId-1017153] network_link = self._get_network_link(urn_network)
 
     [bookmark: pgfId-1017154] network_info = self._compose_network_info(tenant_id, tenant_name, network_link)
 
     [bookmark: pgfId-1017155] if not network_info:
 
     [bookmark: pgfId-1017156] return
 
     [bookmark: pgfId-1017157] segment_id = network_info['segment_id']
 
     [bookmark: pgfId-1017158] network_name = network_info['network_name']
 
     [bookmark: pgfId-1017159] # add network Id to global network mapping table, with segment Id being filled later
 
     [bookmark: pgfId-1017160] self._set_segment_id(network_id, segment_id, is_vapp_network)
 
     [bookmark: pgfId-1017161] self._logout()
 
     [bookmark: pgfId-1017162] # delete vSM edge (vSE)
 
     [bookmark: pgfId-1017163] self._delete_vsm_edge(tenant_id, network_name)
 
     [bookmark: pgfId-1017164] # adding a 10s delay to ensure that vSE is deleted 
 
     [bookmark: pgfId-1017165] # before ldap is populated
 
     [bookmark: pgfId-1017166] time.sleep(10)
 
     [bookmark: pgfId-1017167] except (urllib2.HTTPError, urllib2.URLError) as e:
 
     [bookmark: pgfId-1017168] if isinstance(e, urllib2.HTTPError):
 
     [bookmark: pgfId-1017169] reason = 'Error reaching URL (%s) with code %s.' % (e.url, e.code)
 
     [bookmark: pgfId-1017170] else:
 
     [bookmark: pgfId-1017171] reason = 'Error reaching URL (%s) with reason %s.' % (e.url, e.reason)
 
     [bookmark: pgfId-1017172] logger.exception(reason)
 
     [bookmark: pgfId-1017173] return network_info
 
     [bookmark: pgfId-1017174] def process_network_delete_message(self, msg, is_vapp_network):
 
     [bookmark: pgfId-1017175] """Process vCD's network deletion event.
 
     [bookmark: pgfId-1017176] It retrieves detailed network info from vCD via vCD REST APIs, and finds the matched
 
     [bookmark: pgfId-1017177] segment Id from class network mapping table based on extracted vCD network Id.
 
     [bookmark: pgfId-1017178] :param str msg: The vCD's AMQP notification.
 
     [bookmark: pgfId-1017179] :param bool is_vapp_network: The flag to indicate whether the input message
 
     [bookmark: pgfId-1017180] is related to vApp network.
 
     [bookmark: pgfId-1017181] :returns: dict -- Network data which includes tenant_name (organization name),
 
     [bookmark: pgfId-1017182] and segment_id as keys.
 
     [bookmark: pgfId-1017183] """
 
     [bookmark: pgfId-1017184] logger.info('[VCDWSClient] Start processing network delete message ...')
 
     [bookmark: pgfId-1017185] network_event_info = self._parse_vcd_network_event(msg)
 
     [bookmark: pgfId-1017186] if not network_event_info:
 
     [bookmark: pgfId-1017187] return
 
     [bookmark: pgfId-1017188] network_id = network_event_info['network_id']
 
     [bookmark: pgfId-1017189] segment_id = self._lookup_segment_id(network_id, is_vapp_network, True)
 
     [bookmark: pgfId-1017190] network_info = {'tenant_name': network_event_info['tenant_name'],
 
     [bookmark: pgfId-1017191] 'segment_id': segment_id
 
     [bookmark: pgfId-1017192] }
 
     [bookmark: pgfId-1017193] return network_info
 
     [bookmark: pgfId-1017194] def _lookup_segment_id(self, vcd_network_entity_id, is_vapp_network, remove_entry):
 
     [bookmark: pgfId-1017195] """Find segment Id based on input vCD network entry Id.
 
     [bookmark: pgfId-1017196] DFA uses segment Id to identify the network, whereas vCD uses UUID formatted network
 
     [bookmark: pgfId-1017197] Id to identify the network. So a network mapping table needs to be maintained to
 
     [bookmark: pgfId-1017198] map between vCD network Id and DFA segment Id.
 
     [bookmark: pgfId-1017199] :param str vcd_nework_entry_id: The network Id used by vCD to identify the network.
 
     [bookmark: pgfId-1017200] :param bool is_vapp_network: The flag to indicate whether the input message
 
     [bookmark: pgfId-1017201] is related to vApp network.
 
     [bookmark: pgfId-1017202] :param bool remove_entry: The flag to indicate whether to remove the entry from class
 
     [bookmark: pgfId-1017203] network mapping table.
 
     [bookmark: pgfId-1017204] :returns: str -- The matched segment Id if found.
 
     [bookmark: pgfId-1017206] """
 
     [bookmark: pgfId-1017208] for network_id, (segment_id, vapp_network_flag) in self._network_mapping.iteritems():
 
     [bookmark: pgfId-1017209] if (network_id == vcd_network_entity_id) and (vapp_network_flag == is_vapp_network):
 
     [bookmark: pgfId-1017210] if remove_entry:
 
     [bookmark: pgfId-1017211] del self._network_mapping[network_id]
 
     [bookmark: pgfId-1017212] return segment_id
 
     [bookmark: pgfId-1017215] def _set_segment_id(self, vcd_network_entity_id, segment_id, is_vapp_network):
 
     [bookmark: pgfId-1017216] """Add segment Id and vCD network entry Id entry to internal mapping table
 
     [bookmark: pgfId-1017217] for network deletion message processing later.
 
     [bookmark: pgfId-1017219] :param str vcd_nework_entry_id: The network Id used by vCD to identify the network.
 
     [bookmark: pgfId-1017220] :param str segment_id: The segment Id used by DFA to identify the network.
 
     [bookmark: pgfId-1017221] :param bool is_vapp_network: The flag to indicate whether the input message
 
     [bookmark: pgfId-1017222] is related to vApp network.
 
     [bookmark: pgfId-1017224] """
 
     [bookmark: pgfId-1017226] if not segment_id:
 
     [bookmark: pgfId-1017227] return
 
     [bookmark: pgfId-1017228] for network_id, (network_segment_id, vapp_network_flag) in self._network_mapping.iteritems():
 
     [bookmark: pgfId-1017229] if segment_id == network_segment_id:
 
     [bookmark: pgfId-1017230] return
 
     [bookmark: pgfId-1017231] self._network_mapping.update({vcd_network_entity_id: (segment_id, is_vapp_network)})
 
     [bookmark: pgfId-1017234] def _compose_request_header(self, url):
 
     [bookmark: pgfId-1017235] """Compose HTTP request header.
 
     [bookmark: pgfId-1017237] :param str url: The URI that the request is sent to.
 
     [bookmark: pgfId-1017238] :returns: Request -- The HTTP request object.
 
     [bookmark: pgfId-1017240] """
 
     [bookmark: pgfId-1017242] req = urllib2.Request(url)
 
     [bookmark: pgfId-1017243] for key, value in self._req_header.iteritems():
 
     [bookmark: pgfId-1017244] req.add_header(key, value)
 
     [bookmark: pgfId-1017245] return req
 
     [bookmark: pgfId-1017247] def _get_response(self, url):
 
     [bookmark: pgfId-1017248] """Generalize the HTTP(S) request/response processing.
 
     [bookmark: pgfId-1017250] :param str url: The URI that the request is sent to.
 
     [bookmark: pgfId-1017251] :returns: str -- The HTTP response body message.
 
     [bookmark: pgfId-1017253] """
 
     [bookmark: pgfId-1017255] req = self._compose_request_header(url)
 
     [bookmark: pgfId-1017256] content = None
 
     [bookmark: pgfId-1017257] try:
 
     [bookmark: pgfId-1017258] with contextlib.closing(urllib2.urlopen(req, timeout = self._TIMEOUT_URL_OPEN)) as res:
 
     [bookmark: pgfId-1017259] content = res.read()
 
     [bookmark: pgfId-1017260] except urllib2.URLError as e:
 
     [bookmark: pgfId-1017261] # add url to the exception for caller to display
 
     [bookmark: pgfId-1017262] e.url = url
 
     [bookmark: pgfId-1017263] raise
 
     [bookmark: pgfId-1017264] return content
 
     [bookmark: pgfId-1017267] def _parse_vcd_network_event(self, msg):
 
     [bookmark: pgfId-1017268] """Parse vCD network event.
 
     [bookmark: pgfId-1017270] :param str msg: The vCD AMQP notification.
 
     [bookmark: pgfId-1017271] :returns: dict -- The extracted network data which have tenant_id (organization Id),
 
     [bookmark: pgfId-1017272] tenant_name (organization name), network_id (vCD network
 
     [bookmark: pgfId-1017273] entry Id) and urn_network (URN of vCD network entry) as keys.
 
     [bookmark: pgfId-1017275] """
 
     [bookmark: pgfId-1017277] if not msg:
 
     [bookmark: pgfId-1017278] return
 
     [bookmark: pgfId-1017280] # entity resolver
 
     [bookmark: pgfId-1017281] root = et.fromstring(msg)
 
     [bookmark: pgfId-1017283] # find tenant Id (org)
 
     [bookmark: pgfId-1017284] node_org = root.find('.//*[@type="vcloud:org"]')
 
     [bookmark: pgfId-1017285] org_id = node_org.attrib['id'].split(':')[-1]
 
     [bookmark: pgfId-1017286] org_name = node_org.attrib['name']
 
     [bookmark: pgfId-1017288] # find entityResolver
 
     [bookmark: pgfId-1017289] node_resolver = root.find('.//*[@rel="entityResolver"]')
 
     [bookmark: pgfId-1017290] url_resolver = ''
 
     [bookmark: pgfId-1017291] if node_resolver is not None:
 
     [bookmark: pgfId-1017292] url_resolver = node_resolver.attrib['href']
 
     [bookmark: pgfId-1017294] # find network id
 
     [bookmark: pgfId-1017295] node_network = root.find('.//*[@type="vcloud:network"]')
 
     [bookmark: pgfId-1017296] network_id = ''
 
     [bookmark: pgfId-1017297] if node_network is not None:
 
     [bookmark: pgfId-1017298] network_id = node_network.attrib['id']
 
     [bookmark: pgfId-1017300] urn_network = ''.join([url_resolver, network_id])
 
     [bookmark: pgfId-1017302] vcd_network = {'tenant_id': org_id,
 
     [bookmark: pgfId-1017303] 'tenant_name': org_name,
 
     [bookmark: pgfId-1017304] 'network_id': network_id,
 
     [bookmark: pgfId-1017305] 'urn_network': urn_network
 
     [bookmark: pgfId-1017306] }
 
     [bookmark: pgfId-1017307] return vcd_network
 
     [bookmark: pgfId-1017310] def _get_network_link(self, urn_network):
 
     [bookmark: pgfId-1017311] """Retrive network reference link.
 
     [bookmark: pgfId-1017313] It sends HTTP(S) GET request to vCD and extracts the network reference
 
     [bookmark: pgfId-1017314] link from the response body.
 
     [bookmark: pgfId-1017316] :param str urn_network: The URN of network entry in vCD.
 
     [bookmark: pgfId-1017317] :returns: str -- The URI of network reference link.
 
     [bookmark: pgfId-1017319] """
 
     [bookmark: pgfId-1017321] network_link = None
 
     [bookmark: pgfId-1017322] # resolve network entity
 
     [bookmark: pgfId-1017323] entity_resolver_res = self._get_response(urn_network)
 
     [bookmark: pgfId-1017325] # find the first href for network 
 
     [bookmark: pgfId-1017326] if entity_resolver_res:
 
     [bookmark: pgfId-1017327] root = et.fromstring(entity_resolver_res)
 
     [bookmark: pgfId-1017328] node_alternate = root.find('.//*[@rel="alternate"]')
 
     [bookmark: pgfId-1017329] if node_alternate is not None:
 
     [bookmark: pgfId-1017330] network_link = node_alternate.attrib['href']
 
     [bookmark: pgfId-1017332] return network_link
 
     [bookmark: pgfId-1017335] def _vsm_ws_request(self, vsm_url, delete_action = False):
 
     [bookmark: pgfId-1017336] """Send HTTP(S) GET or DELETE request to vSM.
 
     [bookmark: pgfId-1017338] This method is called to retrieve networks (virtual wires), edges and delete individual edge.
 
     [bookmark: pgfId-1017339] :param str vsm_url: The URL of vSM resource.
 
     [bookmark: pgfId-1017340] :param bool delete_action: The flag to indicate whether it is DELETE request.
 
     [bookmark: pgfId-1017342] :returns: str -- The HTTP(S) response body.
 
     [bookmark: pgfId-1017344] """
 
     [bookmark: pgfId-1017346] req = urllib2.Request(vsm_url)
 
     [bookmark: pgfId-1017347] req.add_header('Accept', 'application/*+xml')
 
     [bookmark: pgfId-1017348] if delete_action:
 
     [bookmark: pgfId-1017349] req.get_method = lambda:'DELETE'
 
     [bookmark: pgfId-1017351] # use base64
 
     [bookmark: pgfId-1017352] base64string = base64.encodestring('%s:%s' % (self._vsm_user, self._vsm_pwd))[:-1]
 
     [bookmark: pgfId-1017353] req.add_header("Authorization", "Basic %s" % base64string)
 
     [bookmark: pgfId-1017354] content = None
 
     [bookmark: pgfId-1017355] try:
 
     [bookmark: pgfId-1017356] with contextlib.closing(urllib2.urlopen(req, timeout = self._TIMEOUT_URL_OPEN)) as res:
 
     [bookmark: pgfId-1017357] content = res.read()
 
     [bookmark: pgfId-1017358] except urllib2.URLError as e:
 
     [bookmark: pgfId-1017359] # add url to the exception for caller to display
 
     [bookmark: pgfId-1017360] e.url = 'vSM: ' + vsm_url
 
     [bookmark: pgfId-1017361] raise
 
     [bookmark: pgfId-1017362] return content
 
     [bookmark: pgfId-1017365] def _get_vsm_segment_id(self, tenant_id, network_name):
 
     [bookmark: pgfId-1017366] """Retrieve segment Id from vSM which has the matched organization Id and network name.
 
     [bookmark: pgfId-1017368] :param str tenant_id: The organization Id in vCD.
 
     [bookmark: pgfId-1017369] :param str network_name: The network name.
 
     [bookmark: pgfId-1017370] :returns: tuple -- (segment Id in vSM, port profile name in N1KV)
 
     [bookmark: pgfId-1017372] """
 
     [bookmark: pgfId-1017373] url_networks = 'https://%s/api/2.0/vdn/virtualwires' % (self._vsm_ip)
 
     [bookmark: pgfId-1017374] vsm_networks = self._vsm_ws_request(url_networks)
 
     [bookmark: pgfId-1017375] segment_id = None
 
     [bookmark: pgfId-1017376] port_profile_n1kv_name = None
 
     [bookmark: pgfId-1017377] if vsm_networks:
 
     [bookmark: pgfId-1017378] # network is vSM's virtual wire
 
     [bookmark: pgfId-1017379] root = et.fromstring(vsm_networks)
 
     [bookmark: pgfId-1017380] for network in root.findall('.//virtualWire'):
 
     [bookmark: pgfId-1017381] tenant_id_value = network.find('tenantId').text
 
     [bookmark: pgfId-1017382] name_value = network.find('name').text
 
     [bookmark: pgfId-1017383] if((tenant_id_value == tenant_id) and (network_name in name_value)):
 
     [bookmark: pgfId-1017384] # find segment Id
 
     [bookmark: pgfId-1017385] segment_id = network.find('vdnId').text
 
     [bookmark: pgfId-1017386] # compose N1KV (vDS) port profile name
 
     [bookmark: pgfId-1017387] #<virtualWire><objectId>virtualwire-6</objectId>
 
     [bookmark: pgfId-1017388] virtualwire_id = network.find('objectId').text
 
     [bookmark: pgfId-1017389] #<vdsContextWithBacking><switch><objectId>dvs-136
 
     [bookmark: pgfId-1017390] dvs = network.find('.//switch')
 
     [bookmark: pgfId-1017391] dvs_id = ''
 
     [bookmark: pgfId-1017392] if dvs:
 
     [bookmark: pgfId-1017393] dvs_id = dvs.find('objectId').text
 
     [bookmark: pgfId-1017394] port_profile_name = 'vxw-%s-%s-sid-%s-%s' % (dvs_id, virtualwire_id, segment_id, name_value)
 
     [bookmark: pgfId-1017395] # example: vxw-dvs-136-virtualwire-6-sid-10003-dvs.VCDVSNetPepsiInternal-50bc778c-2fcd-454a
 
     [bookmark: pgfId-1017396] # N1kV port profile name max length: 80
 
     [bookmark: pgfId-1017397] port_profile_n1kv_name = port_profile_name[:80]
 
     [bookmark: pgfId-1017398] break
 
     [bookmark: pgfId-1017400] return (segment_id, port_profile_n1kv_name)
 
     [bookmark: pgfId-1017403] def _delete_vsm_edge(self, tenant_id, network_name):
 
     [bookmark: pgfId-1017404] """Delete vSE by sending HTTP(S) DELETE to vSM edge resource.
 
     [bookmark: pgfId-1017406] :param str tenant_id: The organization Id in vCD.
 
     [bookmark: pgfId-1017407] :param str network_name: The network name.
 
     [bookmark: pgfId-1017408] :returns: str -- The vSE edge Id used in vSM.
 
     [bookmark: pgfId-1017410] """
 
     [bookmark: pgfId-1017412] edge_id = None
 
     [bookmark: pgfId-1017414] url_edges = 'https://%s/api/3.0/edges' % (self._vsm_ip)
 
     [bookmark: pgfId-1017415] try:
 
     [bookmark: pgfId-1017416] vsm_edges = self._vsm_ws_request(url_edges)
 
     [bookmark: pgfId-1017417] if vsm_edges:
 
     [bookmark: pgfId-1017418] root = et.fromstring(vsm_edges)
 
     [bookmark: pgfId-1017419] for edge in root.findall('.//edgeSummary'):
 
     [bookmark: pgfId-1017420] name_value = edge.find('name').text
 
     [bookmark: pgfId-1017421] node_tenant_id = edge.find('tenantId')
 
     [bookmark: pgfId-1017422] if node_tenant_id is None:
 
     [bookmark: pgfId-1017423] continue
 
     [bookmark: pgfId-1017424] tenant_id_value = node_tenant_id.text
 
     [bookmark: pgfId-1017425] if((tenant_id_value == tenant_id) and (network_name in name_value)):
 
     [bookmark: pgfId-1017426] # find edge Id
 
     [bookmark: pgfId-1017427] edge_id = edge.find('objectId').text
 
     [bookmark: pgfId-1017428] break
 
     [bookmark: pgfId-1017429] # delete edge
 
     [bookmark: pgfId-1017430] if edge_id:
 
     [bookmark: pgfId-1017431] url_edge = 'https://%s/api/3.0/edges/%s' % (self._vsm_ip, edge_id)
 
     [bookmark: pgfId-1017432] self._vsm_ws_request(url_edge, True)
 
     [bookmark: pgfId-1017433] logger.debug('[vCDWSClient] Delete vSM edge. Edge Id: %s.' % edge_id)
 
     [bookmark: pgfId-1017435] except urllib2.HTTPError as e:
 
     [bookmark: pgfId-1017436] logger.exception('[vCDWSClient] Error code: %s ' % e.code)
 
     [bookmark: pgfId-1017437] except urllib2.URLError as e:
 
     [bookmark: pgfId-1017438] logger.exception('[vCDWSClient] Error reaching URL (%s) with reason %s.' % (e.url, e.reason))
 
     [bookmark: pgfId-1017440] return edge_id
 
     [bookmark: pgfId-1017443] def _compose_network_info(self, tenant_id, tenant_name, network_url):
 
     [bookmark: pgfId-1017444] """Retrive detailed network info and parse/compose network data.
 
     [bookmark: pgfId-1017446] :param str tenant_id: The organization (tenant) Id in vCD.
 
     [bookmark: pgfId-1017447] :param str tenant_name: The organization name.
 
     [bookmark: pgfId-1017448] :param str network_url: The URI that the HTTP(S) GET request is sent to
 
     [bookmark: pgfId-1017449] for detailed network info.
 
     [bookmark: pgfId-1017451] :returns: dict -- The detailed network data which have network_id (organization Id),
 
     [bookmark: pgfId-1017452] tenant_name, vrf_name (VDC name), network_name, segment_id,
 
     [bookmark: pgfId-1017453] gateway, netmask, port_profile (on N1KV), dns, ip_start and
 
     [bookmark: pgfId-1017454] ip_end as keys.
 
     [bookmark: pgfId-1017456] """
 
     [bookmark: pgfId-1017457] if not network_url:
 
     [bookmark: pgfId-1017458] return
 
     [bookmark: pgfId-1017459] vcd_network = self._get_response(network_url)
 
     [bookmark: pgfId-1017460] node_vcd_network = et.fromstring(vcd_network)
 
     [bookmark: pgfId-1017462] # find VDC name (network's parent)
 
     [bookmark: pgfId-1017463] node_vdc = node_vcd_network.find('.//*[@type="application/vnd.vmware.vcloud.vdc+xml"]')
 
     [bookmark: pgfId-1017464] vdc_name = ''
 
     [bookmark: pgfId-1017465] if node_vdc is not None: # vCD 1.5 does not have VDC
 
     [bookmark: pgfId-1017466] vdc_url = node_vcd_network.find('.//*[@type="application/vnd.vmware.vcloud.vdc+xml"]').attrib['href']
 
     [bookmark: pgfId-1017467] vdc_msg = self._get_response(vdc_url)
 
     [bookmark: pgfId-1017468] vdc_name = et.fromstring(vdc_msg).get('name')
 
     [bookmark: pgfId-1017470] network_name = node_vcd_network.get('name')
 
     [bookmark: pgfId-1017472] # contact vSM for segment id
 
     [bookmark: pgfId-1017473] (segment_id, port_profile_n1kv_name) = self._get_vsm_segment_id(tenant_id, network_name)
 
     [bookmark: pgfId-1017475] # extract namespace
 
     [bookmark: pgfId-1017476] tag_vcd = node_vcd_network.tag
 
     [bookmark: pgfId-1017477] if tag_vcd.startswith('{'):
 
     [bookmark: pgfId-1017478] ns_vcd = tag_vcd[1:].split('}')[0]
 
     [bookmark: pgfId-1017479] # find subnet info
 
     [bookmark: pgfId-1017480] node_ipscope = node_vcd_network.find('.//{%s}IpScope' % ns_vcd)
 
     [bookmark: pgfId-1017481] gateway = node_ipscope.find('{%s}Gateway' % ns_vcd).text
 
     [bookmark: pgfId-1017483] netmask = node_ipscope.find('{%s}Netmask' % ns_vcd).text
 
     [bookmark: pgfId-1017484] node_dns = node_ipscope.find('{%s}Dns1' % ns_vcd)
 
     [bookmark: pgfId-1017485] dns = ''
 
     [bookmark: pgfId-1017486] if node_dns is not None:
 
     [bookmark: pgfId-1017487] dns = node_dns.text
 
     [bookmark: pgfId-1017489] gateways = gateway.split('.')
 
     [bookmark: pgfId-1017490] node_ip_start = node_ipscope.find('.//{%s}StartAddress' % ns_vcd)
 
     [bookmark: pgfId-1017492] if node_ip_start is not None:
 
     [bookmark: pgfId-1017493] ip_start = node_ip_start.text
 
     [bookmark: pgfId-1017494] else:
 
     [bookmark: pgfId-1017495] ip_start = '.'.join((gateways[0], gateways[1], gateways[2], str(int(gateways[3])+ 1)))
 
     [bookmark: pgfId-1017497] node_ip_end = node_ipscope.find('.//{%s}EndAddress' % ns_vcd)
 
     [bookmark: pgfId-1017498] if node_ip_end is not None:
 
     [bookmark: pgfId-1017499] ip_end = node_ip_end.text
 
     [bookmark: pgfId-1017500] else:
 
     [bookmark: pgfId-1017501] netmasks = netmask.split('.')
 
     [bookmark: pgfId-1017502] ip_end_last_num = 255 - int(gateways[3]) - int(netmasks[3])
 
     [bookmark: pgfId-1017503] ip_end = '.'.join((gateways[0], gateways[1], gateways[2], str(ip_end_last_num)))
 
     [bookmark: pgfId-1017505] network_info = {'tenant_id': tenant_id,
 
     [bookmark: pgfId-1017506] 'tenant_name': tenant_name,
 
     [bookmark: pgfId-1017507] 'vrf_name': vdc_name,
 
     [bookmark: pgfId-1017508] 'segment_id': segment_id,
 
     [bookmark: pgfId-1017509] 'network_name' : network_name,
 
     [bookmark: pgfId-1017510] 'gateway': gateway,
 
     [bookmark: pgfId-1017511] 'netmask': netmask,
 
     [bookmark: pgfId-1017512] 'port_profile' : port_profile_n1kv_name,
 
     [bookmark: pgfId-1017513] 'dns': dns,
 
     [bookmark: pgfId-1017514] 'ip_start': ip_start,
 
     [bookmark: pgfId-1017515] 'ip_end': ip_end }
 
     [bookmark: pgfId-1017516] logger.debug('[vCDWSClient] Network info: %s ' % network_info )
 
     [bookmark: pgfId-1017518] return network_info
 
     [bookmark: pgfId-1017521] def _login(self):
 
     [bookmark: pgfId-1017522] """Find out vCD version and log into vCD.
 
     [bookmark: pgfId-1017524] vCD returns session token in login response header after successful login, and that token
 
     [bookmark: pgfId-1017525] will be added to the class request header field to be used for subsequent request
 
     [bookmark: pgfId-1017526] composition.
 
     [bookmark: pgfId-1017528] """
 
     [bookmark: pgfId-1017530] # for error report
 
     [bookmark: pgfId-1017531] url = ''
 
     [bookmark: pgfId-1017533] try:
 
     [bookmark: pgfId-1017534] if not self._url_login:
 
     [bookmark: pgfId-1017535] # first time to retrieve login url
 
     [bookmark: pgfId-1017536] url_version = 'http://%s/api/versions' % (self._vcd_ip)
 
     [bookmark: pgfId-1017537] ns_version = '%sversions' % (self._NS_VCD)
 
     [bookmark: pgfId-1017539] url = url_version
 
     [bookmark: pgfId-1017540] url_login = None
 
     [bookmark: pgfId-1017541] with contextlib.closing(urllib2.urlopen(url_version, timeout = self._TIMEOUT_URL_OPEN)) as res:
 
     [bookmark: pgfId-1017542] root_version = et.fromstring(res.read())
 
     [bookmark: pgfId-1017543] versions = root_version.findall('.//{%s}VersionInfo' % (ns_version))
 
     [bookmark: pgfId-1017544] for version_info in versions:
 
     [bookmark: pgfId-1017545] version = version_info.find('{%s}Version' % (ns_version)).text
 
     [bookmark: pgfId-1017546] if float(version) > self._version_num:
 
     [bookmark: pgfId-1017547] self._version_num = float(version)
 
     [bookmark: pgfId-1017548] url_login = version_info.find('{%s}LoginUrl' % (ns_version)).text
 
     [bookmark: pgfId-1017550] if not url_login:
 
     [bookmark: pgfId-1017551] self._url_login = None
 
     [bookmark: pgfId-1017552] return
 
     [bookmark: pgfId-1017553] # change url to https as vCD only supports https
 
     [bookmark: pgfId-1017554] self._url_login = url_login.replace('http://', 'https://')
 
     [bookmark: pgfId-1017556] # basic authentication from session login
 
     [bookmark: pgfId-1017557] pwd_mgr = urllib2.HTTPPasswordMgrWithDefaultRealm()
 
     [bookmark: pgfId-1017558] pwd_mgr.add_password(None, self._url_login, self._vcd_user, self._vcd_pwd)
 
     [bookmark: pgfId-1017559] handler = urllib2.HTTPBasicAuthHandler(pwd_mgr)
 
     [bookmark: pgfId-1017561] opener = urllib2.build_opener(handler)
 
     [bookmark: pgfId-1017563] # add header
 
     [bookmark: pgfId-1017564] opener.addheaders = [('Accept', 'application/*+xml;version=%s' % str(self._version_num))]
 
     [bookmark: pgfId-1017565] url = self._url_login
 
     [bookmark: pgfId-1017566] with contextlib.closing(opener.open(self._url_login, data = '', timeout = self._TIMEOUT_URL_OPEN)) as res:
 
     [bookmark: pgfId-1017567] # session Id
 
     [bookmark: pgfId-1017568] session_id = res.info().getheader('x-vcloud-authorization')
 
     [bookmark: pgfId-1017569] # update global request header 
 
     [bookmark: pgfId-1017570] self._req_header = {'Accept':'application/*+xml;version=%s' % self._version_num, 'x-vcloud-authorization': session_id }
 
     [bookmark: pgfId-1017573] except urllib2.URLError as e:
 
     [bookmark: pgfId-1017574] # add url to the exception for caller to display
 
     [bookmark: pgfId-1017575] e.url = 'login: ' + url
 
     [bookmark: pgfId-1017576] raise
 
     [bookmark: pgfId-1017579] def _logout(self):
 
     [bookmark: pgfId-1017580] """Log out from vCD.
 
     [bookmark: pgfId-1017581] """
 
     [bookmark: pgfId-1017583] if not self._url_login:
 
     [bookmark: pgfId-1017584] return
 
     [bookmark: pgfId-1017585] # replace 'sessions' to 'session'
 
     [bookmark: pgfId-1017586] url_logout = self._url_login.replace('sessions', 'session')
 
     [bookmark: pgfId-1017587] req = self._compose_request_header(url_logout)
 
     [bookmark: pgfId-1017588] req.get_method = lambda:'DELETE'
 
     [bookmark: pgfId-1017589] try:
 
     [bookmark: pgfId-1017590] with contextlib.closing(urllib2.urlopen(req, timeout = self._TIMEOUT_URL_OPEN)) as res:
 
     [bookmark: pgfId-1017591] logger.debug('[vCDWSClient] Logout result: %s' % (res.read()))
 
     [bookmark: pgfId-1017592] except urllib2.URLError as e:
 
     [bookmark: pgfId-1017593] # add url to the exception for caller to display
 
     [bookmark: pgfId-1017594] e.url = 'logout: ' + url_logout
 
     [bookmark: pgfId-1017595] raise
 
     [bookmark: pgfId-1017598]class DCNMClient():
 
     [bookmark: pgfId-1017599] """ This DCNM client class interacts with DCNM via DCNM REST API to populate
 
     [bookmark: pgfId-1017600] organization (tenant), partition (vrf, VDC) and network data.
 
     [bookmark: pgfId-1017601] """
 
     [bookmark: pgfId-1017603] def __init__(self, params_dcnm, params_tenant):
 
     [bookmark: pgfId-1017604] """Create a new instance of DCNM client.
 
     [bookmark: pgfId-1017606] :param dict params_dcnm: DCNM configuration parameters, e.g. DCNM server IP, user name.
 
     [bookmark: pgfId-1017607] :param dict params_tenant: Default parameters for organization (tenant) such as orchestration source.
 
     [bookmark: pgfId-1017609] """
 
     [bookmark: pgfId-1017611] self._ip = params_dcnm.get('ip')
 
     [bookmark: pgfId-1017612] self._user = params_dcnm.get('user')
 
     [bookmark: pgfId-1017613] self._pwd = params_dcnm.get('password')
 
     [bookmark: pgfId-1017614] if (not self._ip) or (not self._user) or (not self._pwd):
 
     [bookmark: pgfId-1017615] raise ValueError, '[DCNMClient] Input DCNM IP, user name or password parameter is not specified'
 
     [bookmark: pgfId-1017616] logger.info('[DCNMClient] DCNM IP: %s, User: %s.' % (self._ip, self._user))
 
     [bookmark: pgfId-1017618] # tenant defaults
 
     [bookmark: pgfId-1017619] self._default_forwarding_mode = params_tenant.get('defaultforwardingmode', 'proxy-gateway')
 
     [bookmark: pgfId-1017620] self._default_profile = params_tenant.get('defaultprofilename', 'GoldProfile')
 
     [bookmark: pgfId-1017621] self._orchestration_source = params_tenant.get('orchestrationsource', 'vCloud Director')
 
     [bookmark: pgfId-1017623] # url timeout: 10 seconds
 
     [bookmark: pgfId-1017624] self._TIMEOUT_RESPONSE = 10
 
     [bookmark: pgfId-1017627] def create_org(self, org_name):
 
     [bookmark: pgfId-1017628] """Create organization (tenant) by sending POST request to DCNM auto-config organizations resource.
 
     [bookmark: pgfId-1017630] :param str org_name: The name of organization to be created.
 
     [bookmark: pgfId-1017632] """
 
     [bookmark: pgfId-1017634] url = 'http://%s/rest/auto-config/organizations' % (self._ip)
 
     [bookmark: pgfId-1017635] payload = {'organizationName': org_name,
 
     [bookmark: pgfId-1017636] 'profileName': self._default_profile,
 
     [bookmark: pgfId-1017637] 'forwardingMode': self._default_forwarding_mode,
 
     [bookmark: pgfId-1017638] 'orchestrationSource': self._orchestration_source
 
     [bookmark: pgfId-1017639] }
 
     [bookmark: pgfId-1017641] self._send_request('POST', url, payload, 'organization')
 
     [bookmark: pgfId-1017643] def delete_org(self, org_name):
 
     [bookmark: pgfId-1017644] """Delete organization (tenant) by sending DELETE request to DCNM auto-config organizations resource.
 
     [bookmark: pgfId-1017646] :param str org_name: The name of organization to be deleted.
 
     [bookmark: pgfId-1017648] """
 
     [bookmark: pgfId-1017650] url = 'http://%s/rest/auto-config/organizations/%s' % (self._ip, org_name)
 
     [bookmark: pgfId-1017651] self._send_request('DELETE', url, '', 'organization')
 
     [bookmark: pgfId-1017654] def create_update_partition(self, org_name, partition_name, is_create = True):
 
     [bookmark: pgfId-1017655] """Create or update partition (vrf, VDC) by sending POST or PUT request to
 
     [bookmark: pgfId-1017656] DCNM auto-config partitions resource.
 
     [bookmark: pgfId-1017658] :param str org_name: The organization name.
 
     [bookmark: pgfId-1017659] :param str partition_name: The partition name.
 
     [bookmark: pgfId-1017660] :param bool is_create: The flag to indicate whether to create organization.
 
     [bookmark: pgfId-1017662] """
 
     [bookmark: pgfId-1017664] url = 'http://%s/rest/auto-config/organizations/%s/partitions' % (self._ip, org_name)
 
     [bookmark: pgfId-1017665] composed_partition_name = self._compose_partition_name(org_name, partition_name)
 
     [bookmark: pgfId-1017667] operation = 'POST'
 
     [bookmark: pgfId-1017668] if not is_create:
 
     [bookmark: pgfId-1017669] operation = 'PUT'
 
     [bookmark: pgfId-1017670] url = 'http://%s/rest/auto-config/organizations/%s/partitions/%s' % (self._ip, org_name, composed_partition_name)
 
     [bookmark: pgfId-1017672] payload = {'organizationName': org_name,
 
     [bookmark: pgfId-1017673] 'partitionName': composed_partition_name,
 
     [bookmark: pgfId-1017674] 'profileName': self._default_profile,
 
     [bookmark: pgfId-1017675] 'forwardingMode': self._default_forwarding_mode
 
     [bookmark: pgfId-1017676] }
 
     [bookmark: pgfId-1017677] self._send_request(operation, url, payload, 'partition')
 
     [bookmark: pgfId-1017680] def delete_partition(self, org_name, partition_name):
 
     [bookmark: pgfId-1017681] """Delete partition (vrf, VDC) by sending DELETE request to DCNM auto-config partitions resource.
 
     [bookmark: pgfId-1017683] :param str org_name: The organization name.
 
     [bookmark: pgfId-1017684] :param str partition_name: The partition name.
 
     [bookmark: pgfId-1017686] """
 
     [bookmark: pgfId-1017688] composed_partition_name = self._compose_partition_name(org_name, partition_name)
 
     [bookmark: pgfId-1017689] url = 'http://%s/rest/auto-config/organizations/%s/partitions/%s' % (self._ip, org_name, composed_partition_name)
 
     [bookmark: pgfId-1017690] self._send_request('DELETE', url, '', 'partition')
 
     [bookmark: pgfId-1017693] def create_update_network(self, network_info, is_create = True):
 
     [bookmark: pgfId-1017694] """Create or update network by sending POST or PUT request to DCNM auto-config networks resource.
 
     [bookmark: pgfId-1017696] :param dict network_info: The network info which includes tenant_name (organization name),
 
     [bookmark: pgfId-1017697] vrf_name (partition name), segment_id, gateway and netmask.
 
     [bookmark: pgfId-1017698] :param bool is_create: The flag to indicate whether to create network.
 
     [bookmark: pgfId-1017700] """
 
     [bookmark: pgfId-1017702] org_name = network_info.get('tenant_name', '')
 
     [bookmark: pgfId-1017703] partition_name = network_info.get('vrf_name', '')
 
     [bookmark: pgfId-1017704] composed_partition_name = self._compose_partition_name(org_name, partition_name)
 
     [bookmark: pgfId-1017706] url = 'http://%s/rest/auto-config/organizations/%s/partitions/%s/networks' % (self._ip, org_name, composed_partition_name)
 
     [bookmark: pgfId-1017707] operation = 'POST'
 
     [bookmark: pgfId-1017708] if not is_create:
 
     [bookmark: pgfId-1017709] operation = 'PUT'
 
     [bookmark: pgfId-1017710] url = 'http://%s/rest/auto-config/organizations/%s/partitions/%s/networks/segment/%s' % (self._ip, org_name, composed_partition_name, segment_id)
 
     [bookmark: pgfId-1017712] segment_id = network_info['segment_id']
 
     [bookmark: pgfId-1017713] gateway = network_info.get('gateway', '')
 
     [bookmark: pgfId-1017714] netmask = network_info.get('netmask', '')
 
     [bookmark: pgfId-1017715] netmask_len = 24
 
     [bookmark: pgfId-1017716] if netmask != '':
 
     [bookmark: pgfId-1017717] netmask_len = self._convert_netmask(netmask)
 
     [bookmark: pgfId-1017719] config_args = []
 
     [bookmark: pgfId-1017720] config_args.append('$vrfName=%s' % composed_partition_name)
 
     [bookmark: pgfId-1017721] config_args.append('$segmentId=%s' % segment_id)
 
     [bookmark: pgfId-1017722] config_args.append('$netMaskLength=%d' % netmask_len)
 
     [bookmark: pgfId-1017723] config_args.append('$gatewayIpAddress=%s' % gateway)
 
     [bookmark: pgfId-1017724] config_args.append('$forwardingMode=%s' % self._default_forwarding_mode)
 
     [bookmark: pgfId-1017725] config_args = ';'.join(config_args)
 
     [bookmark: pgfId-1017727] ip_start = network_info.get('ip_start', '')
 
     [bookmark: pgfId-1017728] ip_end = network_info.get('ip_end', '')
 
     [bookmark: pgfId-1017729] subnet = gateway[:gateway.rfind('.') + 1] + '0'
 
     [bookmark: pgfId-1017731] dhcp_scopes = {'ipRange': ('%s-%s' % (ip_start, ip_end)),
 
     [bookmark: pgfId-1017732] 'subnet': ('%s/%d' % (subnet, netmask_len)),
 
     [bookmark: pgfId-1017733] 'routers': gateway,
 
     [bookmark: pgfId-1017734] 'segmentID': segment_id
 
     [bookmark: pgfId-1017735] }
 
     [bookmark: pgfId-1017737] payload = {'networkName': network_info['network_name'],
 
     [bookmark: pgfId-1017738] 'partitionName': composed_partition_name,
 
     [bookmark: pgfId-1017739] 'profileName': self._default_profile,
 
     [bookmark: pgfId-1017740] 'forwardingMode': self._default_forwarding_mode,
 
     [bookmark: pgfId-1017741] 'segmentId': segment_id,
 
     [bookmark: pgfId-1017742] 'configArg': config_args,
 
     [bookmark: pgfId-1017743] 'dhcpScope': dhcp_scopes
 
     [bookmark: pgfId-1017744] }
 
     [bookmark: pgfId-1017745] self._send_request(operation, url, payload, 'network')
 
     [bookmark: pgfId-1017748] def delete_network(self, network_info):
 
     [bookmark: pgfId-1017749] """Delete network by sending DELETE request to DCNM auto-config networks resource.
 
     [bookmark: pgfId-1017751] :param dict network_info: The network info which includes tenant_name (organization name),
 
     [bookmark: pgfId-1017752] vrf_name (partition name) and segment_id.
 
     [bookmark: pgfId-1017754] """
 
     [bookmark: pgfId-1017756] if 'segment_id' not in network_info:
 
     [bookmark: pgfId-1017757] return
 
     [bookmark: pgfId-1017758] # Note: vCD network deletion notification does not contain VDC info, so waiting for DCNM to add search API to make vCD network deletion work.
 
     [bookmark: pgfId-1017759] org_name = network_info.get('tenant_name', '')
 
     [bookmark: pgfId-1017760] partition_name = network_info.get('vrf_name', '')
 
     [bookmark: pgfId-1017761] composed_partition_name = self._compose_partition_name(org_name, partition_name)
 
     [bookmark: pgfId-1017762] segment_id = network_info['segment_id']
 
     [bookmark: pgfId-1017763] url = 'http://%s/rest/auto-config/organizations/%s/partitions/%s/networks/segment/%s' % (self._ip, org_name, composed_partition_name, segment_id)
 
     [bookmark: pgfId-1017765] self._send_request('DELETE', url, '', 'network')
 
     [bookmark: pgfId-1017768] def _compose_partition_name(self, org_name, partition_name):
 
     [bookmark: pgfId-1017769] """Compose partition name.
 
     [bookmark: pgfId-1017771] :param str org_name: The organization name.
 
     [bookmark: pgfId-1017772] :param str partition_name: The partition name.
 
     [bookmark: pgfId-1017773] :returns: str -- The name with 'orgName_partitionName' format to avoid possible
 
     [bookmark: pgfId-1017774] duplicated partition name among different organization.
 
     [bookmark: pgfId-1017776] """
 
     [bookmark: pgfId-1017778] # combine org and partition name as partition/vrf name is MUST attribute in LDAP partition/vrf table
 
     [bookmark: pgfId-1017779] return org_name + '_' + partition_name
 
     [bookmark: pgfId-1017782] def _send_request(self, operation, url, payload, desc):
 
     [bookmark: pgfId-1017783] """Generalize the HTTP(S) request, which includes POST, PUT, DELETE.
 
     [bookmark: pgfId-1017785] :param str operaion: The HTTP verb with value of POST, PUT or DELETE.
 
     [bookmark: pgfId-1017786] :param str url: The URI that the request is sent to.
 
     [bookmark: pgfId-1017787] :param dict payload: The data to be put in the request body. It will
 
     [bookmark: pgfId-1017788] be converted into JSON format before being sent out.
 
     [bookmark: pgfId-1017789] :param str desc: The descrption to be recorded in log message.
 
     [bookmark: pgfId-1017790] :returns: Response -- The response object from HTTP(S) request.
 
     [bookmark: pgfId-1017792] :notes: It logs into DCNM, sends HTTP(S) request, and log out from DCNM.
 
     [bookmark: pgfId-1017794] """
 
     [bookmark: pgfId-1017796] res = None
 
     [bookmark: pgfId-1017797] try:
 
     [bookmark: pgfId-1017798] payload_json = None
 
     [bookmark: pgfId-1017799] if payload and payload != '':
 
     [bookmark: pgfId-1017800] payload_json = json.dumps(payload)
 
     [bookmark: pgfId-1017801] self._login()
 
     [bookmark: pgfId-1017802] if operation == 'POST':
 
     [bookmark: pgfId-1017803] res = requests.post(url, data = payload_json, headers = self._req_headers, timeout = self._TIMEOUT_RESPONSE)
 
     [bookmark: pgfId-1017804] desc += ' creation'
 
     [bookmark: pgfId-1017805] elif operation == 'PUT':
 
     [bookmark: pgfId-1017806] res = requests.put(url, data = payload_json, headers = self._req_headers, timeout = self._TIMEOUT_RESPONSE)
 
     [bookmark: pgfId-1017807] desc += ' update'
 
     [bookmark: pgfId-1017808] elif operation == 'DELETE':
 
     [bookmark: pgfId-1017809] res = requests.delete(url, data = payload_json, headers = self._req_headers, timeout = self._TIMEOUT_RESPONSE)
 
     [bookmark: pgfId-1017810] desc += ' deletion'
 
     [bookmark: pgfId-1017812] logger.debug('\n [DCNMClient] REST Response code: %d, content: %s \n' % (res.status_code, res.content))
 
     [bookmark: pgfId-1017813] if res and res.status_code >= 200:
 
     [bookmark: pgfId-1017814] logger.info('[DCNMClient] Sent %s to %s successfully.' % (desc, url))
 
     [bookmark: pgfId-1017815] else:
 
     [bookmark: pgfId-1017816] logger.error('[DCNMClient] Sent %s to %s unsuccessfully.' % (desc, url))
 
     [bookmark: pgfId-1017818] self._logout()
 
     [bookmark: pgfId-1017819] except requests.ConnectionError as e:
 
     [bookmark: pgfId-1017820] # add url to the exception for caller to display
 
     [bookmark: pgfId-1017821] print 'Error connecting to ', url
 
     [bookmark: pgfId-1017822] logger.exception(str(e))
 
     [bookmark: pgfId-1017823] raise
 
     [bookmark: pgfId-1017824] except requests.HTTPError as e:
 
     [bookmark: pgfId-1017825] print 'HTTP error'
 
     [bookmark: pgfId-1017826] logger.exception(str(e))
 
     [bookmark: pgfId-1017827] except requests.Timeout as e:
 
     [bookmark: pgfId-1017828] print 'Timeout error'
 
     [bookmark: pgfId-1017829] logger.exception(str(e))
 
     [bookmark: pgfId-1017831] return res
 
     [bookmark: pgfId-1017834] def _login(self):
 
     [bookmark: pgfId-1017835] """Log into DCNM by calling POST request to DCNM logon resource.
 
     [bookmark: pgfId-1017837] DCNM returns DCNM token in login response after successful login, and that token
 
     [bookmark: pgfId-1017838] will be added to the class request header field to be used for subsequent request composition.
 
     [bookmark: pgfId-1017840] """
 
     [bookmark: pgfId-1017842] url_login = 'http://%s/rest/logon' % (self._ip)
 
     [bookmark: pgfId-1017843] expiration_time = 100000
 
     [bookmark: pgfId-1017845] payload = {'expirationTime': expiration_time}
 
     [bookmark: pgfId-1017846] self._req_headers = {'Accept': 'application/json', 'Content-Type': 'application/json; charset=UTF-8'}
 
     [bookmark: pgfId-1017847] res = requests.post(url_login, data = json.dumps(payload), headers = self._req_headers, auth = (self._user, self._pwd), timeout = self._TIMEOUT_RESPONSE)
 
     [bookmark: pgfId-1017848] logger.debug('[DCNMClient] Login response: %s' % (res.content))
 
     [bookmark: pgfId-1017849] session_id = ''
 
     [bookmark: pgfId-1017850] if res and res.status_code >= 200:
 
     [bookmark: pgfId-1017851] session_id = res.json().get('token')
 
     [bookmark: pgfId-1017852] # update global request header
 
     [bookmark: pgfId-1017853] self._req_headers.update({'Dcnm-Token': session_id })
 
     [bookmark: pgfId-1017856] def _logout(self):
 
     [bookmark: pgfId-1017857] """Log out from DCNM by calling POST request to DCNM logout resource
 
     [bookmark: pgfId-1017858] """
 
     [bookmark: pgfId-1017860] url_logout = 'http://%s/rest/logout' % (self._ip)
 
     [bookmark: pgfId-1017861] requests.post(url_logout, headers = self._req_headers, timeout = self._TIMEOUT_RESPONSE)
 
     [bookmark: pgfId-1017864] def _convert_netmask(self, netmask):
 
     [bookmark: pgfId-1017865] """Convert netmask from dotted decimal to bitmask.
 
     [bookmark: pgfId-1017867] :param str netmask: The netmask in dotted decimal format.
 
     [bookmark: pgfId-1017868] :returns: int -- The bitmask (length).
 
     [bookmark: pgfId-1017869] """
 
     [bookmark: pgfId-1017871] arr = netmask.split('.')
 
     [bookmark: pgfId-1017872] arr = map(int, arr)
 
     [bookmark: pgfId-1017873] return reduce(lambda x, y: x + (y + 1)/32, arr, 0)
 
     [bookmark: pgfId-1017877]def read_config_file(config_file):
 
     [bookmark: pgfId-1017878] """Read initial configuration file.
 
     [bookmark: pgfId-1017880] :param config_file: Configuration file name.
 
     [bookmark: pgfId-1017882] """
 
     [bookmark: pgfId-1017884] config_params = {}
 
     [bookmark: pgfId-1017886] parser = ConfigParser.ConfigParser()
 
     [bookmark: pgfId-1017887] parser.readfp(open(config_file))
 
     [bookmark: pgfId-1017889] for section in parser.sections():
 
     [bookmark: pgfId-1017890] section_params = {}
 
     [bookmark: pgfId-1017891] for option in parser.options(section):
 
     [bookmark: pgfId-1017892] values = parser.get(section, option)
 
     [bookmark: pgfId-1017893] if ';' in values:
 
     [bookmark: pgfId-1017894] values = values.split(';')
 
     [bookmark: pgfId-1017895] section_params.update({option: values})
 
     [bookmark: pgfId-1017896] config_params.update({section: section_params})
 
     [bookmark: pgfId-1017898] return config_params
 
     [bookmark: pgfId-1017901]def set_logger():
 
     [bookmark: pgfId-1017902] """Set logger with log file name and log message format.
 
     [bookmark: pgfId-1017904] The log messages are written to 'vcdclient.log' file.
 
     [bookmark: pgfId-1017905] """
 
     [bookmark: pgfId-1017907] default_formatter = logging.Formatter('%(asctime)s %(levelname)s: %(message)s')
 
     [bookmark: pgfId-1017908] handler_console = StreamHandler()
 
     [bookmark: pgfId-1017909] handler_console.setFormatter(default_formatter)
 
     [bookmark: pgfId-1017910] handler_console.setLevel(logging.DEBUG)
 
     [bookmark: pgfId-1017912] handler_file = FileHandler('vcdclient.log', 'a')
 
     [bookmark: pgfId-1017913] handler_file.setFormatter(default_formatter)
 
     [bookmark: pgfId-1017915] logger.addHandler(handler_console)
 
     [bookmark: pgfId-1017916] logger.addHandler(handler_file)
 
     [bookmark: pgfId-1017919]def query_process_vcd_tenants(client_vcds, client_dcnm):
 
     [bookmark: pgfId-1017920] """ Retrieve the current tenants and network info from vCD, and calls DCNM to
 
     [bookmark: pgfId-1017921] create or update organization, partition and network data.
 
     [bookmark: pgfId-1017923] :param client_vcds: List of vCD instances
 
     [bookmark: pgfId-1017924] :param client_dcnm: DCNM instance
 
     [bookmark: pgfId-1017926] """
 
     [bookmark: pgfId-1017928] # no need to proceed if DCNM client is not present
 
     [bookmark: pgfId-1017929] if not client_dcnm:
 
     [bookmark: pgfId-1017930] return
 
     [bookmark: pgfId-1017932] logger.info('Retrieving tenants (organizations), VDC (partitions) and network info from vCD.')
 
     [bookmark: pgfId-1017933] for client_vcd in client_vcds:
 
     [bookmark: pgfId-1017934] """ Delete partition (vrf) by sending DELETE request to DCNM auto-config partitions resource.
 
     [bookmark: pgfId-1017935] """
 
     [bookmark: pgfId-1017936] for tenant_info in client_vcd.get_tenant_vdc_network():
 
     [bookmark: pgfId-1017937] # retrieve all the {tenant: vdc/vrf} from vCD
 
     [bookmark: pgfId-1017938] # tenant 
 
     [bookmark: pgfId-1017939] if (type(tenant_info) == str) or (len(tenant_info) == 1):
 
     [bookmark: pgfId-1017940] (tenant_name) = tenant_info
 
     [bookmark: pgfId-1017941] # add tenant entry
 
     [bookmark: pgfId-1017942] client_dcnm.create_org(tenant_name)
 
     [bookmark: pgfId-1017943] elif len(tenant_info) == 2:
 
     [bookmark: pgfId-1017944] (tenant_name, vdc_name) = tenant_info
 
     [bookmark: pgfId-1017945] # add vrf entry
 
     [bookmark: pgfId-1017946] client_dcnm.create_update_partition(tenant_name, vdc_name, True)
 
     [bookmark: pgfId-1017947] elif len(tenant_info) == 3:
 
     [bookmark: pgfId-1017948] (tenant_name, vdc_name, segment_data) = tenant_info
 
     [bookmark: pgfId-1017949] # add segment entry
 
     [bookmark: pgfId-1017950] client_dcnm.create_update_network(segment_data, True)
 
     [bookmark: pgfId-1017953]if __name__ == '__main__':
 
     [bookmark: pgfId-1017954] """Main function for vCDclient flow.
 
     [bookmark: pgfId-1017956] It reads configuration parameters from the 'vCDclient-ini.conf' file, retrieves all the
 
     [bookmark: pgfId-1017957] organization, VDC and network data from VMware vCD, passes the info to DCNM, and processes
 
     [bookmark: pgfId-1017958] AMQP notification from vCD.
 
     [bookmark: pgfId-1017960] """
 
     [bookmark: pgfId-1017962] config_file_name = 'vCDclient-ini.conf'
 
     [bookmark: pgfId-1017964] set_logger()
 
     [bookmark: pgfId-1017966] try:
 
     [bookmark: pgfId-1017967] config_params = read_config_file(config_file_name)
 
     [bookmark: pgfId-1017969] # get config params
 
     [bookmark: pgfId-1017970] params_log = config_params.get('Log')
 
     [bookmark: pgfId-1017971] params_amqp = config_params.get('AMQP')
 
     [bookmark: pgfId-1017972] params_vcd = config_params.get('vCD')
 
     [bookmark: pgfId-1017973] params_vsm = config_params.get('vSM')
 
     [bookmark: pgfId-1017974] params_dcnm = config_params.get('DCNM')
 
     [bookmark: pgfId-1017975] params_tenant = config_params.get('Tenant')
 
     [bookmark: pgfId-1017977] # set logger level
 
     [bookmark: pgfId-1017978] log_levels = {
 
     [bookmark: pgfId-1017979] 'DEBUG': logging.DEBUG,
 
     [bookmark: pgfId-1017980] 'INFO': logging.INFO,
 
     [bookmark: pgfId-1017981] 'WARNING': logging.WARNING,
 
     [bookmark: pgfId-1017982] 'ERROR': logging.ERROR,
 
     [bookmark: pgfId-1017983] 'CRITICAL': logging.CRITICAL
 
     [bookmark: pgfId-1017984] }
 
     [bookmark: pgfId-1017985] logger.setLevel(log_levels.get(params_log['level'], logging.INFO))
 
     [bookmark: pgfId-1017987] # check config parameters
 
     [bookmark: pgfId-1017988] if (not params_amqp) or (not params_vcd) or (not params_vsm):
 
     [bookmark: pgfId-1017989] logger.error('Section [AMQP], [vCD] or [vSM] is missing in ini.conf file.')
 
     [bookmark: pgfId-1017990] exit(1)
 
     [bookmark: pgfId-1017992] logger.info('Parsed config file %s' % config_file_name)
 
     [bookmark: pgfId-1017994] client_vcds = []
 
     [bookmark: pgfId-1017995] params_vcd_values = params_vcd.itervalues().next()
 
     [bookmark: pgfId-1017997] if isinstance(params_vcd_values, list):
 
     [bookmark: pgfId-1017998] len_param_vcd = len(params_vcd_values)
 
     [bookmark: pgfId-1017999] for i in range(len_param_vcd):
 
     [bookmark: pgfId-1018000] param_vcd = {}
 
     [bookmark: pgfId-1018001] for k in params_vcd:
 
     [bookmark: pgfId-1018002] param_vcd.update({k: params_vcd[k][i]})
 
     [bookmark: pgfId-1018003] logger.debug('vCD input parameters: %s.' % param_vcd)
 
     [bookmark: pgfId-1018004] param_vsm = {}
 
     [bookmark: pgfId-1018005] for k in params_vsm:
 
     [bookmark: pgfId-1018006] param_vsm.update({k: params_vsm[k][i]})
 
     [bookmark: pgfId-1018007] logger.debug('vSM input parameters: %s' % param_vsm)
 
     [bookmark: pgfId-1018008] client_vcds.append((VCDWSClient(param_vcd, param_vsm)))
 
     [bookmark: pgfId-1018009] else:
 
     [bookmark: pgfId-1018010] client_vcds.append((VCDWSClient(params_vcd, params_vsm)))
 
     [bookmark: pgfId-1018012] client_dcnm = DCNMClient(params_dcnm, params_tenant)
 
     [bookmark: pgfId-1018013] query_process_vcd_tenants(client_vcds, client_dcnm)
 
     [bookmark: pgfId-1018015] client_amqp = AMQPClient(params_amqp, client_vcds, client_dcnm)
 
     [bookmark: pgfId-1018016] client_amqp.process_amqp_msgs()
 
     [bookmark: pgfId-1018018] logger.info('Exit the program.\n')
 
     [bookmark: pgfId-1018019] exit(0)
 
     [bookmark: pgfId-1018021] except Exception as e:
 
     [bookmark: pgfId-1018022] logger.exception(str(e))
 
     [bookmark: pgfId-1018023] logger.info('Exit the program.\n')
 
     [bookmark: pgfId-1018024] exit(1)
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