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     [bookmark: pgfId-1105375]Release Notes for Cisco Small Business SPA30X, SPA50X, and SPA51X IP Phone Firmware Version 7.6.2 
      
      
 
     
 
 
    [bookmark: pgfId-1105376]First Published: May 6, 2016
 
   
 
    
     [bookmark: pgfId-1091909]Introduction
 
    [bookmark: pgfId-1110050]These Release Notes describe the updates and fixes in version 7.6.2 of the Cisco Small Business SPA30X, SPA50X, and SPA51X IP Phone firmware.
 
    [bookmark: pgfId-1102044]As with any firmware release, read these release notes before you upgrade the firmware. Cisco also recommends that you back up the configuration before you perform any firmware upgrade.
 
   
 
    
     [bookmark: pgfId-1119405]Before You Upgrade
 
     
      
       
        
        	 
          
          [bookmark: pgfId-1119541]Firmware Release Installed on Your Phone 
         
  
        	 
          
          [bookmark: pgfId-1119543]Special Instructions for Upgrading to Release 7.5.3 or Later 
         
  
       
 
        
        	[bookmark: pgfId-1119545]7.5.2b
  
        	[bookmark: pgfId-1119547]None
  
       
 
        
        	[bookmark: pgfId-1119549]7.5.1
  
        	 [bookmark: pgfId-1119551]Upgrade to 7.5.2b first, then upgrade to 7.5.3 or later.
  
       
 
        
        	[bookmark: pgfId-1119553]7.4.x
  
       
 
        
        	[bookmark: pgfId-1119557]7.3.x
  
       
 
       
     
 
    
 
   
 
    
     [bookmark: pgfId-1110425]Software Compatibility
 
    [bookmark: pgfId-1116285]Firmware release 7.6.2 includes all customer-found defects that have been fixed after firmware release 7.6.1. For SPA5x5, the openssl upgrades to openssl-0.9.8zh.
 
   
 
    
     [bookmark: pgfId-1116286]New and Changed Features
 
     
      [bookmark: pgfId-1116875][bookmark: 60818]Mute Enable
 
     [bookmark: pgfId-1116915]The Mute Enable parameter allows you to enable or disable the Mute button. The default value is Yes.
 
    
 
     
      [bookmark: pgfId-1116939]New Parameters Added to TR69
 
     [bookmark: pgfId-1117027]The following table provides the details of all new parameters that have been added to TR69.
 
      
       
     
 
     
 
     [bookmark: pgfId-1117393]Note These parameters apply only to the Cisco Small Business SPA51X IP Phone.
 
      
      
 
     
 
     
 
     [bookmark: pgfId-1117423]
 
      
       
        
         
         	 
           
           [bookmark: pgfId-1117396]TR69 Parameter Name 
          
  
         	 
           
           [bookmark: pgfId-1117398]Web Parameter Name 
          
  
        
 
         
         	[bookmark: pgfId-1117400]Device.Services.VoiceService.1.VoiceProfile.{i}.Line.1.Codec.X_CISCO_PreferredCodec2
  
         	[bookmark: pgfId-1117402]Second Preferred Codec
  
        
 
         
         	[bookmark: pgfId-1117404]Device.Services.VoiceService.1.VoiceProfile.{i}.Line.1.Codec.X_CISCO_PreferredCodec3
  
         	[bookmark: pgfId-1117406]Third Preferred Codec
  
        
 
         
         	[bookmark: pgfId-1117408]Device.Services.VoiceService.1.X_CISCO_UserSetting.HandsetVersion
  
         	[bookmark: pgfId-1117410]Handset Volume
  
        
 
         
         	[bookmark: pgfId-1117412]Device.Services.VoiceService.1.X_CISCO_UserSetting.DeepBass
  
         	[bookmark: pgfId-1117414]Deep Bass
  
        
 
         
         	[bookmark: pgfId-1117416]Device.Ethernet.X_CISCO_LLDP
  
         	[bookmark: pgfId-1117418]Enable LLDP-MED
  
        
 
         
         	[bookmark: pgfId-1117420]Device.Ethernet.X_CISCO_CDP
  
         	[bookmark: pgfId-1117422]Enable CDP
  
        
 
        
      
 
     
 
    
 
     
      [bookmark: pgfId-1117424]Disable Local Name To Header
 
     [bookmark: pgfId-1117496]The Disable Local Name To Header parameter fixes the SPA5x5 hunt group issue.
 
     [bookmark: pgfId-1117497]The options are No and Yes:
 
      
      	 [bookmark: pgfId-1117498]If No is selected, no changes are made. The default is No.
 
      	 [bookmark: pgfId-1117499]If Yes is selected, the following happens:
 
     
 
     [bookmark: pgfId-1117500] – Disables the display name in “Directory” and “Call History” in the “To” header during an outgoing call.
 
     [bookmark: pgfId-1117501] – Ignores the CLID in the “UPDATE” message.
 
     [bookmark: pgfId-1117502] – Redial list is populated based on 18x or 200 OK PAID header with or without Display Name.
 
    
 
     
      [bookmark: pgfId-1117524]User Web Password
 
     [bookmark: pgfId-1117640]The new User Web Password parameter eliminates the user requirement for daily password entry on the LCD GUI to use the basic functions. The basic functions include CFwd, Directory, Redial, and Corporate Directory.
 
     [bookmark: pgfId-1119038]The options are No and Yes:
 
      
      	 [bookmark: pgfId-1119039]If the  User Password field is not empty, using this field restricts user access through the web interface and LCD GUI.
 
      	 [bookmark: pgfId-1119040]If the  User Password field is empty, no password is needed to access the LCD GUI. However, the user must enter a password to access the web interface. This is the User Web Password parameter that was set earlier.
 
     
 
    
 
   
 
    
     [bookmark: pgfId-1117435]Caveats
 
     
      [bookmark: pgfId-1117381]Open Caveats
 
     [bookmark: pgfId-1117167]
 
      
       
        
         
         	 
           
           [bookmark: pgfId-1117144]Identifier 
          
  
         	 
           
           [bookmark: pgfId-1117146]Headline 
          
  
        
 
         
         	[bookmark: pgfId-1117148]CSCub46017
  
         	[bookmark: pgfId-1117150]The SPA 30x/50x phone do not support font size 12, for Hebrew language.
  
        
 
         
         	[bookmark: pgfId-1117152]CSCud52670
  
         	[bookmark: pgfId-1117154]The SPA phones do not support Xuser and Xpassword.
  
        
 
         
         	[bookmark: pgfId-1117156]CSCul58905
  
         	[bookmark: pgfId-1117158]The SPA5x5 phone, displays the CFWD softkey for other call states (dialing), even if the CFWD service is disabled.
  
        
 
         
         	[bookmark: pgfId-1117160]CSCun55744
  
         	[bookmark: pgfId-1117162]For SPA5x5/51x phone, the string, “Blind transfer number” is missing in XML Dictionary.
  
        
 
         
         	[bookmark: pgfId-1117164]CSCuw27731
  
         	[bookmark: pgfId-1117166]SPA525/5x5: change SIP Accept Encoding do not work for in-dialog subscribe.
  
        
 
        
      
 
     
 
    
 
     
      [bookmark: pgfId-1105904]Resolved Caveats
 
      
       
        
         
         	 
           
           [bookmark: pgfId-1112084]Identifier 
          
  
         	 
           
           [bookmark: pgfId-1112086]Headline 
          
  
        
 
         
         	[bookmark: pgfId-1116689]CSCus30616
  
         	[bookmark: pgfId-1116691]SPA5x5- hunt group issue(Gamma issue)
  
        
 
         
         	[bookmark: pgfId-1116693]CSCuw13843
  
         	[bookmark: pgfId-1116695]SPA5xxG: general issues due to codec mismatch
  
        
 
         
         	[bookmark: pgfId-1116701]CSCuw61027
  
         	[bookmark: pgfId-1116703]SPA5x5: Secure Calling S-RTP not display PAID as Caller ID
  
        
 
         
         	[bookmark: pgfId-1116697]CSCux28382
  
         	[bookmark: pgfId-1116699]SPA5x5 Feature Request: No user password for CFwd, Dir, Redial, Corp Dir
  
        
 
         
         	[bookmark: pgfId-1116705]CSCux29041
  
         	[bookmark: pgfId-1116707]SPA5x5: sidecar reordering during speed dial
  
        
 
         
         	[bookmark: pgfId-1116709]CSCux30801
  
         	[bookmark: pgfId-1116711]SPA50x: Stops accepting RTP over TLS if unexpected sequence number
  
        
 
         
         	[bookmark: pgfId-1116713]CSCux41607
  
         	[bookmark: pgfId-1116715]SPA5x5 Dual Registration causing invalid Cseq for Register message
  
        
 
         
         	[bookmark: pgfId-1116721]CSCux82723
  
         	[bookmark: pgfId-1116723]SPA5x5 Leading digit from no. stripped during 18x resp if PAID name > 29
  
        
 
         
         	[bookmark: pgfId-1116717]CSCuy10906
  
         	[bookmark: pgfId-1116719]SPA504G: DNS query sending out more than 10 after DNS server unreachable
  
        
 
         
         	[bookmark: pgfId-1116733]CSCuy33149
  
         	[bookmark: pgfId-1116735]Vodafone SPA514G TR69 over https fail(SPA51x only)
  
        
 
         
         	[bookmark: pgfId-1116729]CSCuy37882
  
         	[bookmark: pgfId-1116731]TR69 server stuck in waiting for 'transfer complete' message from the phone.(SPA51x only)
  
        
 
         
         	[bookmark: pgfId-1116725]CSCuz13681
  
         	[bookmark: pgfId-1116727]SPA50x/SPA51x phone CDP transmits random during multicast storm
  
        
 
        
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-1108524]Behavior During Times of Network Congestion
 
    [bookmark: pgfId-1108526]Anything that degrades network performance can affect voice and video quality, and in some cases, can cause a call to drop. Sources of network degradation can include, but are not limited to, the following activities:
 
     
     	 [bookmark: pgfId-1108527]Administrative tasks, such as an internal port scan or security scan
 
     	 [bookmark: pgfId-1108528]Attacks that occur on your network, such as a Denial of Service attack
 
    
 
    [bookmark: pgfId-1108529]To reduce or eliminate any adverse effects to the devices, schedule administrative network tasks during a time when the devices are not being used or exclude the devices from testing.
 
   
 
    
     [bookmark: pgfId-1109569]Related Documentation
 
     
      [bookmark: pgfId-1109571]Cisco Small Business
 
     [bookmark: pgfId-1109573]For more information on Cisco Small Business, see http://www.cisco.com/smb.
 
    
 
     
      [bookmark: pgfId-1109574]Cisco Small Business Product Documentation
 
     [bookmark: pgfId-1109576]For more information on Cisco Small Business SPA500 Series IP Phones, see http://www.cisco.com/c/en/us/products/collaboration-endpoints/small-business-spa500-series-ip-phones/index.html.
 
     [bookmark: pgfId-1109577]For more information on Regulatory Compliance and Safety Information for the Cisco SPA300 Series and Cisco SPA500 Series IP Phones, see
 
     [bookmark: pgfId-1109579]http://www.cisco.com/c/dam/en/us/td/docs/voice_ip_comm/csbpipp/ip_phones/regulatory_compliance/guide/rcsi_SPA300_SPA500.pdf. 
 
    
 
   
 
    
     [bookmark: pgfId-1101844]Additional Information
 
    [bookmark: pgfId-1088711]For more information on Cisco Small Business Support Community, see https://supportforums.cisco.com/community/5541/small-business-support-community.
 
    [bookmark: pgfId-1088808]For more information on Cisco Small Business Support, see https://supportforums.cisco.com/community/3226/small-business-support-service.
 
    [bookmark: pgfId-1105479]For downloading the documents, see https://software.cisco.com/download/navigator.html.
 
   
 
    
     [bookmark: pgfId-1105514]Obtaining Documentation and Submitting a Service Request
 
    [bookmark: pgfId-1105515]For information on obtaining documentation, using the Cisco Bug Search Tool (BST), submitting a service request, and gathering additional information, see What’s New in Cisco Product Documentation at: http://www.cisco.com/c/en/us/td/docs/general/whatsnew/whatsnew.html.
 
     
      [bookmark: pgfId-1119703]Cisco and the Cisco logo are trademarks or registered trademarks of Cisco and/or its affiliates in the U.S. and other countries. To view a list of Cisco trademarks, go to this URL:  www.cisco.com/go/trademarks . Third-party trademarks mentioned are the property of their respective owners. The use of the word partner does not imply a partnership relationship between Cisco and any other company. (1110R)
 
    
 
     
      [bookmark: pgfId-1094429]Any Internet Protocol (IP) addresses and phone numbers used in this document are not intended to be actual addresses and phone numbers. Any examples, command display output, network topology diagrams, and other figures included in the document are shown for illustrative purposes only. Any use of actual IP addresses or phone numbers in illustrative content is unintentional and coincidental.
 
    
 
     
      [bookmark: pgfId-1094433] 2016 Cisco Systems, Inc. All rights reserved.
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